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AUTHOR'S NOTE 

In preparing this volume, the author has endeavored to give the non-technical student and 
the practical telegraphist an understanding of the functioning of present day commercial 
wireless telegraph apparatus, and Jie has varied the usual procedure followed in text books 
by covering first in a general way the fundamentals of electricity, electromagnetic induction, 
the dynamo, the motor, the motor generator, storage batteries, charging panels, etc., a 
knowledge of which is quite as essential to the practical wireless worker as the more com- 
plicated phenomena of radio-frequency circuits. 

It was not possible in the space available to treat the elements of electricity and 
magnetism in detail, but an effort was made to cover some of the more important prin- 
ciples to prepare the student to understand the functioning of radio telegraph apparatus. 

As in the case of the ordinary electrician working in the more common branches of 
electrical practice, one of the fir^t essentials in training a wireless telegraphist in the 
practical operation of a radio set is to instil in his mind a thorough understanding of 
electrical circuits, i. e., the wiring of electrical apparatus, for only as this all important 
knowledge is assimilated is the learner qualified to take charge of a commercial wireless 
station; hence this book is largely devoted to describing the circuits of practical 
radio sets together with a simple explanation of the basic principles of the apparatus 
associated therewith. 

No attempt therefore has been made to treat the subject with rigid scientific accuracy or 

V, completeness. The idea has been rather to show the student what the apparatus consists of 

and how it is manipulated. Only general notions of how and why it operates are presented 

and neither completeness of treatment nor rigidly scientific as distinguished from popular and 

non-technical use of terms have been attempted. 

In selecting the apparatus to be described the author has chosen that which is most widely 
in commercial use and such other apparatus as is of general interest. In line with this policy, 
systems using radio frequency alternating and direct current arc transmitters have 
been treated and chapters on undamped oscillation receivers and Marconi trans- 
oceanic wireless telegraph apparatus have been included. 

The attention of prospective wireless operators is directed to the series of questions 
in the Appendix (Section F), which bear particularly on the salient points of a practical 
operator's course and which were prepared as a guide for the beginner to qualify him to 
take the examination for a Government license certificate. 

The student who has knowledge of electrical circuits and requires instruction only in 

the details of commercial wireless apparatus is advised to read Chapters Four to Twelve 

inclusive, but those who only require a working knowledge of the ship apparatus used in the 

American Marconi Company's service are directed to Chapters Nine and Twelve. 

I One of the first questions often asked by a beginner who has had no previous elec- 

> trical training or experience is "What is the object of the study of the elements of elec- 

^'* tricity and magnetism" or "Why is such instruction required previous to taking up the 

subject of wireless apparatus proper?" 
J To this it may be answered that the functioning of wireless telegraph apparatus is based 

upon fundamental electrical and magnetic principles and consequently, when the simple 
laws of the magnet and electrical currents are thoroughly understood the ground is at 
least two-thirds gone over. The primary object of the elementary work is to prepare the 
student step by step to understand the apparatus for the production of radio-frequent 
currents — the currents of extremely high frequency by which the electric waves of wire- 
less telegraphy are set into motion. The second object is to explain and describe the 
apparatus by which the energy of these currents can be radiated in the form of electric 
waves and detected at a distant receiving station, and. to explain the apparatus by which 
such currents are finally made audible in a telephone receiver or some sort of telegraphic 
recording apparatus. 

The author desires to acknowledge his indebtednes& to the Marconi Wireless Telegraph Co. 
of America, the Crocker- Wheeler Manufacturing Co. and the Electric Storage Battery Com- 
pany for the loan of pho.tographs, cuts, blue prints, wiring diagrams and literature which have* 
greatly assisted in the preparation of this work. He has also freely consulted the columns of 
the Wireless Age and the Proceedings of the Institute of Radio Engineers. 

<• ^^. J^. J3. 

New York, October, 1917. 
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Practical Wireless Telegraphy 

PART I. 

MAGNETISM. 

THE MAGNETIC CIRCUIT. 

1. Natural Magnet. 2. Flux. 3. Polarity. 4. Magnetic 
Induction. 5. Permanent and Temporary Magnets. 
6. Laws of Magnetic Poles. 7. Magnetic Circuit. 

Because the flow of an electrical current is invariably accompanied by a mag- 
netic field, a brief explanation of the phenomena surrounding the simple bar 
magnet will be given. This is to be followed in a successive chapter by a descrip- 
tion of the electromagnet. 

1. Natural Magnet. — A substance which has the property of attracting 
bits of iron or steel is called a magnet. Natural magnets found in various parts of 
the earth are known as lodestone and a piece of lodestone dipped into a pile of 
iron or steel filings exhibits this property of attraction to a considerable degree. 

If a bar of hard steel be rubbed with a piece of lodestone the steel is found to 
be magnetized and is then known as an artificial magnet: If the same bar is 
dipped into a pile of iron filings, the majority of the filings cling to the tips of the 
bar, there being no tendency towards attraction at the center. Since the strongest 
magnetism exists at the ends of the bar, these ends are known as the poles of the 
magnet. 

2. Flux. — If a piece of paper, over which iron filings have been sprinkled, 
is placed above and parallel to a bar magnet, the filings will arrange themselves 

«^ into a series of well defined lines as in 

Fig. 1. These may be said to show the 
g:eneral direction of the magnetic force. 
These lines indicate that the space about 
the poles of a magnet is in a state of 
stress or strain, and therefore, they are 
called the magnetic lines of force or 
simply lines of force. The space sub- 
jected to this strain is called the mag- 
netic field and the total lines of force 
crossing a given space or field are 
termed the magnetic flux. 

3. Polarity. — A magnetic needle 

Fig. i-Fieid"ol a Simple B.r Mtgnct suspended or pivotcd as in a compass 

and left to swing freely will, as is well 
known, point in the direction of the north magnetic pole. The end which points 
in that direction is known as the north pole of the magnet and the opposite end, 
the south pole. 
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4. Magnetic Induction. — A piece of soft iron placed in the magnetic field 
of another magnet, becomes temporarily magnetized and will have two unlike 
poles. Magnetism thus induced in a piece of soft iron is said to be due to 
magnetic induction. If, for example, the north pole of a steel bar magnet be 
placed near to a bar of soft iron, the end of the iron bar nearest to the magnet 
will exhibit south magnetism and the opposite end north magnetism. It should 
be understood that magnetism can be induced in the iron bar whether in direct 
contact with the inducing magnet or slightly separated from it but when the 
iexciting magnet is removed, the induced magnetism will practically disappear. 

5. Permanent and Temporary Magnets. — Because a bar of soft iron re- 
tains its magnetism only while under the influence of a given magnetizing force 
it is called a temporary magnet. On the other hand a piece of steel, when once 
magnetized, retains its magnetism permanently, and thereafter is known as a 
permanent magnet. 

LINES IN OPPOSITE DIRECTION 
I REPULSION 




LINES IN SAME DIRECTION 
ATTRACTION 
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Fig. 2 — Diagram Showing the Attraction and Repulsion of Magnetic Fielda. 

The power of steel to resist magnetization and once in this condition to resist 
demagnetization is termed its retentivity. Steel possesses greater reten- 
tivity than iron because, as previously mentioned, soft iron becomes saturated 
with magnetism very quickly and loses it almost immediately when the inducing 
magnetic field is removed. 

The capability of any substance for conducting magnetic lines of force is 
termed its permeability. Iron, for instance, possesses much greater permeability 
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than steel and steel possesses greater permeability than air. This means 
that if the circuit for the magnetic lines of force from pole to pole of a magnet 
is completed through an iron core, a greater number of lines of force will pass 
than if the circuit were completed through a piece of steel or through air. 

6. Laws of Magnetic Poles. — If two bar magnets are suspended by a cord 
as in Fig. 2, and the north pole of one brought near to the north pole of the 
other, they will be found to repel. On the other hand, if the south pole of a bar 
magnet is brought near to the north pole of another magnet, they are found to 
attract one another. The foregoing actions may be stunmed up by the funda- 
mental law : Like magnetic poles repel, unlike magnetic poles attract, 

A variation of this law is encountered when a very strong south pole, let us 
say, is placed near a weak south pole. The stronger magnet will attract the weaker 
one because of its over-powering field. Similar effects are observed between two 
north poles of dissimilar strength. 

7. Magnetic Circuit. — Each line of force of a magnet (as in Fig. 1) is 
assmned to pass from the south pole to the north pole, through the bar and 
from the north to the south pole putside the bar. This is said to be the direction 
of the lines of force and the path they take is called the magnetic circuit. Such a 
circuit is usually made up of magnetic material like iron or steel but in com- 
mercial apparatus very often one or more air gaps are included in the path of the 
flux. 

// a magnetic substance suck as a bar of iron is suspended free to move in a magnetic Held, 
it will tend to turn and lie parallel with the Held, or^ as is more often said, will take such a 
position as to accommodate through itself the greatest number of lines of force. On the other 
hand, if a permanent magnet is suspended free to move in a magnetic field of definite direction 
(suck cu suspending a bar magnet above a stationary magnet) it will tend to take a parallel 
position with the field but in a particular direction, that is, its internal lines of force will be 
in the same direction as those of the field. 

Advantage of this fundamental principle i» taken in the design of many electromagnetic 
devices and in electrical measuring instruments to be described later on. 

Powerful magnetic fields may be created by an electric current. Mag- 
netism so produced is known as electromagnetism. The great advantage of the 
electromagnet is the fact that the strength of the magnetic field can always be 
controlled, whereas the field of the permanent magnet is more or less of fixed 
strength. Electromagnetism will be taken up in its proper order in a following 
chapter. 



PART II. 

THE PRODUCTION OF ELECTROMOTIVE 

FORCE. 

ELECTRIC CURRENT AND CIRCUITS. 

8. Electrical Current. 9. Classification of Currents. 
10. Electromotive Force. 11. Conductors and Insola- 
TORS. 12. Production of Electromotive Force. 131 Elec- 
tricity BY Friction (Static Electricity). 14. Electricity 
BY Chemical Action (Primary or Secondary Batteries). 
15. Secondary Cell. 16. Current Strength and Quantity. . 
17. Electrical Resistance. 18. Grouping of Electrical 
Cells. 19. Ohm's Law and Practical Application. 
20. Divided Circuits. 21. Electrical Work. 22. Electrical 
Horsepower. 23. Definition of Electrical Units. 24. Cur- 
rent Output and Voltage of Various Current Sources. 

8. Electrical Current. — When we speak of a current of electricity as flowing 
through a wire or circuit we simply express in a convenient way certain 
phenomena associated therewith. We do not, in fact, know what actually trans- 
pires in the transfer of electricity from point to point in a conductor. Electricians 
generally agree that a so-called "current" of electricity flows in a definite direc- 
tion throughout a given circuit, but thete is no direct evidence at hand to prove 
the actual existence of a "current", in the commonly accepted meaning of the 
word. The term, however, is universally adopted to designate the flow of elec- 
tricity from point to point in an electrical circuit. 

9. Classification of Currents. — Electrical currents are called direct if they 
flow in one direction throughout a given circuit, and alternating if they Con- 
tinually reverse, flowing first in one direction and then in the other. 

A primary current is said to be one which flows directly from a generating 
source. A secondary current is one induced by a primary current acting in- 
ductively on a circuit having no direct connection with the primary circuit. 
A current is said to be of low tension when its pressure or voltage is rela- 
tively low, and conversely, it is said to be of high tension when its pressure 
or voltage is relatively high. 

10. Electromotive Force. — In order to produce a steady electrical current, 
two conditions are necessary. There must be a steadily maintained electric 
pressure known as electromotive force and a suitable conducting path to pass 
the current. 

11. Conductors and Insulators. — A metallic circuit in which a current of' 
electricity flows with little opposition is said to be a conductor; one which 
oflfers considerable resistance is known as a partial conductor, but a substance 
which completely impedes the flow of current is termed an insulator. It should 
be understood at the beginning that these terms are purely relative for an abso- 
lute insulator or a perfect conductor does not exist. 

The best conductors of an electric current among the common metals, in order of 
their increasing resistance, are silver, copper, gold, aluminum, zinc, iron, platinum and 
nickel. 

ExampUs of insulators given in order of their increasing value are dry air, shellac, 
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, ebonite, india rubber, silk,' paper 

12. Production of Electromotive Force. — To produce an electromotive 
force, it is necessary iirst to create a difference in potential or differenc« in electric 
pressure between two bodies or two points in the same body. 

An electromotive force can be produced by various methods, for example: 
(1) By friction (static machine); 
<2) By chemical action (primary and lecondary batteries); 

(3) Bj mechanical motion (dynamos or generators); 

(4) By thermal action (thermo junction). 

In the following chapters these four methods will be considered consecutively 
and in detail, 

/ Electromotive force is denoted by the unit termed the volt. The term 
pivssure and voltage are used to express difference of potential or electromotive 
force (abbreviated E. M. F.) as well. 

13. Electricity by Friction (Static Electricity). — When a piece of amber 
is rubbed with silk the amber is said to be electrified, and the presence of this 
electrification can be detected by holding the amber near to small bits of paper. 
The paper will be attracted to the amber. The silk is also in a state of electri- 
fication and if it is held near to another piece, similarly electrified, it will be 
repelled. Likewise two pieces of electrified amber will repel one another, and 
if the amber is held near the silk, the silk will be attracted to it. 

This action of attraction and repulsion is said to be due to electric charges 
residing on these elements. The amber is said to possess positive (-[-) electri- 
fication and the silk negative ( — ) electrification. The electric charges- are 
said to be caused by friction and are known as static electricity, meaning electric 
charges at rest or stationary. 

It is to be noted that if a body containing a positive charge is brought 
in contact with one containing- a negative charge, both charges being of equal 
intensity, they will neutralize and disappear-; the bodies are then said to be dis- 
charged. Again if two charged bodies are joined by an electric conductor, all 
signs of electrification will disappear and there will pass through the conductor 
a momentary electric current. ' > 

There are other elements which when 
rubbed together will produce static charges 
of electricity, but the foregoing example 
is sufficient to illustrate the method. 
Machines for the production of electro- 
motive force by friction are known as 
static or frictiond machines but since they 
bear no particular relation to the principles 
involved in the functioning of wireless tele- 
graph apparatus, a description will not be 

14. Electricity by Chemical Action 
(Primary or Secondary Batteries), — 

A convenient and practical appar- 
atus for setting up a steady electro- 
motive force is the electrochemical 
cell which consists of two dissimilar 
elements, in other words, two un- 
like metals immersed into a dilute 
acid or alkali solution. 

A simple cell, for example, consists of 
strips -of line and carbon immersed in a 

conducting solution of sal ammoniac (am- _ 

monium chloride) as in Fig. 3 If tlie Fig. J— Simple Ekttrie C^l. 



6 PRACTICAL WIRELESS TELEGRAPHY 

exposed terminals of these plates are joined by a metallic conductor, the cell is capable of 
supplying a continuous flow of electricity through the wjre. It is observed as the. current 
flows that the zinc strip wastes away, in fact, the constunptjon of the zinc furnishes the electro- 
motive force necessary to drive the current through the c^U and through the external circuit. 
The chemical changes within the cell, consisting of copper and zinc strips immersed in a 
dilute solution of sulphuric acid may be briefly described as follows: When the copper 
and zinc strips are connected together by a metallic circuit and the current begins to 
flow, the sulphuric acid attacks the surface of the zinc plate and forms a compound known 
as sulphate of zinc. During the formation of this sulphate some of the hydrogen contained 
in the sulphuric acid is liberated in the form of bubbles which immediately appear on the 
copper plate. Some of these bubbles rise to the surface of the liquid and escape into sur- 
rounding air, but others cling to the copper plate which gradually becomes covered with a 
film of hydrogen. Since hydrogen is a non-conductor of electricity, the amount of surface 
of the copper plate in contact with the battery solution gradually decreases as the accumula- 
tion of hydrogen gas increases, and accordingly the current output of the cell diminishes. 
In electrician's parlance the cell is now said to be "run down/' Part of this reduction of 
current is due to the fact that hydrogen tends to set up a current within the cell in the 
opposite direction to the normal flow as well as cover. the copper plate. A cell in this 
condition is said to be polarised, and various chemical and mechanical means have been 
devised to prevent the hydrogen bubbles clinging to the copper plate. 

An electroscope (a device for determining the presence and nature of electric 
charges) indicates a strongly negative charge at the exposed end of the zinc 
element. The zinc plate is therefore known as the negative (-— ) pole of the 
cell, and the carbon or copper terminal, the positive (+) P^^^ of ^he cell. 

We learn from this that the action of the battery solution upon one plate more 

than on the other tends to keep the plates in a continuous state of electrification, 
the stronger manifestation being exhibited at the exposed end of the zinc plate 
and it is this diflference in pressure which causes the current to flow round the 
external circuit, 

» 

The direction of the current inside the ceU will be from the zinc plate through 
the solution to the carbon plate and outside the cell from the carbon plate through 
a metallic conductor to the zinc plate. 

The conducting fluid in which the elements of the electric cell are immersed 
is known as the electrolyte or the exciting fluid. The plates and the metallic 
terminals attached thereto are termed the poles or electrodes of the cell. A 
number of cells connected together are known as a battery. 

The type of cell just described is called a primary cell* to distinguish it from 
a storage or secondary cell which will be described in detail further on. 

It has been mentioned that the electromotive force or corresponding flow of current pro- 
duced by the electrochemical cell is caused by two dissimilar elements. The list of metals 
given below are arranged in such order that any single element will be the negative pole of 
the battery when used with the metal next below it on the list, and the positive pole when 
used with the element next above it. 

( — ) Sodium Iron 

Magnesium Copper 

Zinc Silver 

Tin Gold 

Cadmium Platinum 

Lead Carbon (-(-) 

Referring to this list, although there will be a difference of potential, and consequently a flow 
of current between carbon and copper if joined together by a wire and immersed in a battery 
solution, there will be a very much greater electromotive force if carbon and zinc are employed. 
15. Secondary Cell. — A simple secondary cell popularly known as a 
"storage battery consists of two or more plates of lead placed in a dilute 
solution of sulphuric acid as in Fig. 4. One of the plates m this diagram is 
connected to the positive terminal of two primary cells (connected in series) 
and the other plate to the negative terminal. When current flows from 
the primary battery for some time through the solution from plate to plate as in 
Fig. 5 and afterwards the wires from the primary battery are disconnected and 

* Cells of various types are described in books on elementary electricity to which the reader is 
referred for a more detailod dcacripCloa. 
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the plates are joined by a conductor, current will flow from the lead plate which 
was connected to the positive terminal of the primary battery to the opposite lead 
plate, and within the cell, in the opposite direction. 

When the current flows from plate to 
plate through the electrolyte, the plate 
connected to the positive pole of the battery 
receives a brown coating of peroxide of 
lead but the opposite plate becomes tpongy 
or porous. Since the passage of the cur- 
rent through the cell has left one plate 
unchanged while it has coated the surface 
of the other plate with lead peroxide, it is 
reasonable to expect that if the charging 
battery is disconnected and the two dis- 
similar lead plates connected by a wire, a 
current of electricity will flow through the 
external circuit. In fact, we now have the 
essentials of an ordinary chemical cell. 
This cell will continue to supply current 
until the lead peroxide is partly used up 
and the plates will gradually return to the 
state they were in before the charging 
process took place. In order that tlie 
plates may be put in condition to deliver 
current again, they must be reconnected to the charging source and a new coating of 
peroxide of lead deposited upon the positive plate. It will be seen, therefore, that it is not 
really electricity which is "stored up" in the storage cell but thai Ihe current supplied to the 
cell during the charging process produces an electrochemical change which gives the plates 
dissimilar properties, and so long as this change is evident, there will be a difference of 
potential at the terminals and therefore an electromotive force. In commercial practice 
storage cells are "charged" by electric dynamos or generators rather ihan by primary cells. 

The electromotive force of primary cells varies from .06 to 1.5 volts according 
to the nature of the battery elements 
and the grade of electrolyte. The 
electromotive force of the lead plate 
secondary cell lies between 2.1 and 
2.6 volts. 

In electrical equations, potential 
or E. M, F. is represented by the 
letter E. Instruments for measur- 
ing potential difference are known 
as voltmeters. 

16. Current Strength and Qtian- 
tity. — Up to this point we have not 
made mention of the strength of 
the current or the quantity of elec- 
tricity flowing through a given cir- 
cuit. We have simply referred to the 
potential difference and the conse- 
quent electromotive force generated 
by chemical cells. Just as we might 
use in the system of hydraulics the 
gallon per second as a unit to express 
the quantity of water flowing from 
a given source, so in electrical cir- 
cuits, we express the quantity of 
electricity flowing by the unit pi,. j_Ei,mtoui sior««e c«ii. 
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termed the coulomb. We must not confound the measure of the total quantity 
of electricity in a given circuit with its strength or rate of flow. The strength of 
an electrical current should be described as the rate of flow of electricity through 
a circuit per second of time. When one practical unit of quantity of electricity 
(one coulomb) flows every second continuously, the rate of flow or the strength 
of the current is said to be one ampere; if three unit quantities flow continuously 
every second, the strength of the current is three amperes and so on. Hence we 
may define the ampere as the quantity of electricity -flowing past any point in a 
circuit per second of time. 

The strength of the current in amperes will be seen to be independent of the 
length of time the current flows in a given circuit whether it flows for a fraction of 
a second, a minute, or an hour ; if the quantity of electricity that would flow in one 
second is the same in any two or more cases the current in amperes is the same. 

We may now define the coulomb as the amount of electricity that would pass 
in one second through a given circuit in which the strength of the current is one 
ampere. 

If a current of one ampere flows every three seconds, the quantity of electricity 
delivered is three coulombs, or if three amperes of current flow for one second, 
the quantity is also three coulombs. From this we see that the quantity of 
electricity in coulombs is equal to the current strength in amperes multiplied by 
the. time it flows in seconds or, 

Q-:lXt, 

Where Q = Quantity of current in coulombs, 
I = Current in ampere^, 
and t =: Time in seconds. 

Hence to find out the quantity of electricity that flows around a circuit in ten minutes 
when the strength of the current is ten amperes, we substitute the value of I and t in this 
equation and multiply or, Q = 10 X 600 = 6,000 coulombs. 

It is more convenient in electrical practice to measure the strength of the current in 
amperes than to compute the total quantity of electricity flowing; hence, when we speak of 
the current available from a given electrical source, we employ the unit, the ampere, which 
indicates the rate at which it flows. 

In electrical equations the ampere is represented by the letter I. Instruments 
for measuring the strength of current are called ampere-meters or ammeters, 

17. Electrical Resistance. — If the terminals of a primary or secondary 
cell, or a battery of cells, are connected to a length of copper wire and a current 
measuring instrument such as the ammeter, connected in series with the circuit, 
a much greater reading or deflection of the ammeter will be obtained with a 
given length of copper wire than with an iron wire of the same length and 
diameter. This experiment indicates that a cell producing a constant E. M. F. 
(abbreviation for electromotive force) can force a very much stronger current 
through a copper wire than through an iron wire of the same proportions. We 
may conclude from this that iron oflFers a higher resistance to the passage of 
electricity than copper. 

Resistance in electrical circuits may be defined as that property of bodies which 
opposes the flow of electric current. Just as water passes with difficulty through 
a small pipe of great length, but very freely through a large pipe of short length 
so^ also, a small wire of considerable length and poor conducting qualities opposes 
the flow of electricity considerably, but a good conductor of short length and 
large diameter offers but very little resistance. 

All substances are found to resist the passage of electricity but the resistance 
of metals is by far the least. Of all metals, silver is found to be the best con- 
ductor, and it therefore possesses less resistance than copper, for example. In 
fact, the ability of silver to conduct electricity is taken as unity or the base from 
which the specific resistance of other metals is computed. 

The specific resistance of any material is the resistance of a piece of unit length and unit 
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cross section at an arbitrarily adopted degree of temperature. It is, in fact, the resistance 
of an inch cube of any substance at the temperature of melting ice. 

The following table shows the relative resistance of chemically pure metals at the tem- 
perature of 32 degrees Fahrenheit. Resistance in Microhnu 
Metal Relative Resistance per cubic inch 

Silver annealed 1.000 .5904 

Copper annealed 1.063 .6274 

Silver hard drawn 1.086 .6415 

Copper hard drawn 1.086 .6415 

Gold annealed 1.369 .8079 

Aluminum annealed 1.935 1.144 

Zinc pressed 3.741 2209 

Platinum 6.022 3.555 

Iron annealed 6.460 3.814 

Lead 13.05 7.706 

German Silver 13.92 8.217 

We learn from this table that a cubic inch of German silver, for instance, has a little 
more than 13 times the specific resistance of a cubic inch of annealed silver. 

We find by experiment that the total resistance of a conductor varies directly as the 
specific resistance and length, and inversely srs the cross sectional area. These quantities 
are related in the following way: 

L 
R=S — ; 
A 
where R = the resistance in ohms; 

L = the length of the conductor ; 

A = its cross sectional area ; 

S =: the specific resistance of the material. 

Hence if we know the length and cross sectional area of a conductor, take the value of 
S from the foregoing table and substitute all three values in this formula, the total re- 
sistance is readily determined. 

The resistance of metals is also affected by temperature; usually it increases with in- 
crease of temperature but certain substances decrease their resistance under rise of tem- 
perature, an example being carbon lamp filaments and certain electrolytic conductors such 
as battery solutions. The hot resistance of the carbon filament of an incandescent lamp 
is approximately one-half the value when cold. The resistance of a conductor, however, 
is always constant, if the temperature remains constant, irrespective of the strength of 
current flowing through it. If a conductor offers unit resistance to a current of one 
ampere, it offers the same resistance to a current of twenty amperes provided the tempera- 
ture does not change appreciably. In most circuits encountered in practice, the rise of 
temperature is not appreciable, but in case a conductor does heat considerably, the actual 
resistance can only be obtained by taking the temperature into account as well as the 
specific resistance. 

The unit of resistance js called the ohm. The international ohm is the re- 
sistance oflFered to the flow of an unvarying electric current by a column of 
mercury 106.3 centimeters long, weighing 14.4521 grams, at a temperature of 32 
degrees Fahrenheit. 

Examples of conductors in ordinary electrical practice having approximately this value 
.of resistance follow: 

1 ohm = 250 ft. of No. 16 B. and S. copper wire, Which is l-20th of an inch in diameter. 

1 ohm = 1,000 ft. of No. 10 B. and S. copper wire, which is 1-lOth of an inch in diameter. 

One thousand feet of No. 32 B. and S. bare copper wire has resistance of 170.7 ohms. 
In electrical equations resistance is expressed by the letter R. 

18. Grouping of Electrical Cells. — Battery cells may be grouped in three 
ways : • 

l) In series; 
l2) In parallel; 
^ ,3) In series multiple or series paralleL 
Keeping in mind the units for expressing the strength and pressure of an 
electric current, we shall now see how the grouping of cells in various ways affects 
the current and pressure available for a given external circuit. 
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A series conneclion is made by joining th* positive pole (the carbon plate) of 
one cell to the negative pole (zinc plate) of the next cell, as shown in the diagram, 
Fig. 6. The upper part of this dia- 
gram shows two chemical cells con- 
nected in series and the lower figure 
shows ten cells connected in series 
as they would be represented in or- 
dinary electrical diagrams. 

In the upper diagram of Fig. 6, current 
flows from the carbon plate of the cell 
through the switch S, through a concen- 
trated resistance coil R (which" may be o( 
German silver or other metal of high 
specific resistance) to the zinc plate of the 
right hand cell. The circuit continues 
from the zinc plate through the electrolyte 
to the carbon plate, from the carbon plate 
to the zinc plate of the left hand cell, and 
finally through the electrolyte to the carbon 
plate from which the flow originally began. 
When the switch S in this diagram is 
opened, the circuit from the battery cells 
is said to be broken or interrupted; but 
when switch S is closed, the circuit is called 
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a closed circuit, current flowing freely from the positive to the negative pole of the battery. 

Now the total resistance of this circuit is tnade up of the resistance coil R, the re- 
sistance of the connecting leads and the internal resistance of the battery cells, that is the 
resistance of the electrolyte from plate to plate. The strength of the current flowing 
through this circuit, as will be explained in detail further on. is governed by the total 
E. M. F. of the cells and the total resistance of the circuit and since the internal resistance 
of ordinary primary cells is rather high, it cannot be ignored in the grouping of cells. 

When cells are connected in series, the total electromotive force is that of one cell 
multiplied by the number of cells in the group (provided all cells have identical potential) ; 
but the strength of the current will not exceed that of a single cell, and more likely will 
be less, due to the fact that the total resistance of the circuit increases as more cells are 
added to the battery. Grouping of the cells in either series or parallel affects the total 
internal resistance as follows ; When a number of cells in a battery are connected in series. 
the total internal resistance is equal to the sum of the internal resistances of all the cells. 
When a number of like cells are connected 
in parallel, the total internal resistance is 
equal to the resistance of one cell divided 
by the number of cells in the battery. 

A parallel connection is made by 
connecting the positive terminal of one 
cell with the positive terminal of an- 
other cell and the negative terminal 
of the first cell with the negative 
terminal of the second cell as in the 
diagram Fig. 7. The left hand figure 
shows the direction of the flow of cur- 
rent of two cells connected in parallel 
and by this connection, the total 
electromotive force of the cells is no 
more than that of a single cell but the 
current available (in amperes) is that 
of one cell multiplied by the number 
of cells in the group. 

Applying this to the right hand dia- 
gram of Fig. 7 where four cells are con- 
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nected in parallel, the potential difference across the terminals is 1.5 volts and the current 
available in amperes will be 4 X 15 or 60 amperes. If the resistance of R is rather high, 
of the order of a few hundred ohms, this potential difference can be measured by connect- 
ing a voltmeter across the terminals. It should indicate E. M. F. of 1}4 volts. Wc see 
from this that the final effect of a parallel connection in the case cited is the same as if 4 

zinc plates joined together and 4 carbon 
plates joined together were immersed in a 
single battery tank. 

A series parallel connection of 
electrical cells is shown in the dia- 
gram, Fig. 8, where groups A and B 
each consist of three battery cells 
joined in series and shunted by the 
resistance R. 

Since groups A and B consist of three 
cells connected in series, then (in accord- 
ance with the statements made concerning 
series connection of cells in previous para- 
graphs) the voltage of each group will be 
3 X 1.5 or 4.5 volts, but the current avail- 
able from either groups A or B will not 
be greater than that of a single cell in 
either unit. Assuming that each group is 
capable of delivering current of 15 amperes, there will be available for the external circuit 
15 -(- 15 or 30 amperes, but the total electromotive force of the two groups is that only of 
one group or 4.5 volts. 

When the resistance of the external circuit is small in comparison with the 
internal resistance of the cells, there is no advantage in the series connection be- 
cause the flow of current will be governed by the resistance of the battery rather 
than by the external circuit. In this case parallel grouping of the cells is most 
desirable. When the external resistance is large in comparison with the internal 
resistance of a single cell, the cells are most advantageously connected in series. 
It is thus plain that the connection to be adopted will depend upon the resistance 
of the external circuit as compared to that of the internal resistance of the battery. 
In the majority of cases, the most efficient grouping is the one where the internal 
resistance of the cells about equals the resistance of the external circuit. 

19. Ohm's Law and Practical Application. — ^The relation between electro- 
motive force, current strength and the resistance of an electrical circuit is dis- 
closed by Ohm's law which states that the strength of the current in amperes in 
any given circuit is directly proportional to the E. Af . F. and inversely proportional 
to the resistance, or using the symbols of the previous paragraph, 

E 
^ R 



which may be written 



Amperes = 



Volto 
Ohms 



The student cannot overestimate the importance of this law because only as it 
is thoroughly understood can electrical circuits be handled and cared for intelli- 
gently. Applying the law practically, if an E. M. F. of 6 volts is applied to a circuit 
having a total resistance of 3 ohms, the current strength in amperes is obtained as 
follows : 



I = — = 2 amperes 
3 



By transposing this equation we may write 
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E = I X R 
E 
or R = — 
I 

It is plainly evident that if we know any two of the quantities involved in this 
expression, the third may be readily determined. 

To illustrate: If the flow of current in a given circuit is 2 amperes and its total re- 
sistance 220 ohms, the E. M. F. applied to set up this value of current must have been, 
220 X 2 r= 440 volts (E = I X R). 

As a second illustration we may take the case of an ordinary carbon filament 
lamp which takes 0.5 amperes under pressure of 110 volts. According to this law, the 

110 E 

resistance of the filament must be or 220 ohms (R = — ). 

0.5 I 

We leam from Ohm's equation that to increase the flow of current through a 
circuit of fixed resistance we must increase the voltage. If the voltage be doubled, 
the flow of current is doubled and so on. By the same law if the flow of current 
through a given device and the pressure across its terminals can be measured, the 
resistance in ohms is obtained by simply dividing the pressure in volts by the 
current in amperes. 

Ohm's law applied to the circuit of Fig. 6 yields the following results: If the coil R 
has a resistance of 9 ohms and the K M. F. of the cells is 3 volts, the strength of the cur- 

3 
rent through R = — = 0.33 amperes (assuming the internal resistance of the cells and. 

9 
connecting wires to be negligible). If R had 18 ohms resistance, 0.166 amperes would flow 
through the circuit. If, in the left hand -drawing. Fig. 7, R has 9 ohms resistance and the 

IS - 
E. M. F. is 154 volts, the current = — = 0.16 amperes. Also if R in Fig. 8 had resistance 

9 

4.5 
of 9 ohms, the flow of current would be — or 0.5 amperes. 

9 
If a number of electrical devices are connected in 'series as in diagram. Fig. 9, the cur- 
rent through each element is the same, irrespective of its resistance. In this diagram a 
sourde of direct current potential B, of 100 volts is applied to the circuit comprising an 
electric lamp L, of 180 ohms, a resistance coil R, of 50 ohms, and a telegraph sounder S, of 
4 ohms. We may calculate the current flowing at any point through the circuit such as at 
A, by first determining the total resistance. This, exclusive of the cells and connecting 

100 

wires leading therefrom, is 180 -f- 50 + 10 = 240 ohms; the current in amperes = = 

240 
0.41 amperes. 

It is to be especially noted that the strength of the current through all the elements of 
this circuit is the same, irrespective of the resistance of the individual elements but the 
current is governed principally by the greater resistance, that of the lamp L. 

If a voltmeter be connected to the terminals of any of the various resistance 

^ elements of the circuit (see V in Fig. 

p./'^x'vy.^ 9), a difference of potential or elec- 

I '^' j tromotive force will be found to exist 

'^'^'^'y^ 1 across the terminals that varies as the 

5°**** resistance and the strength of the cur- 

Irent. The electromotive force may 
be calculated directly by Ohm's law 
if the resistance and the current are 
woHMs known. If the current flowing 
through each resistance element is 
0.41 amperes, the pressure in volts is 

Fig. ^—Electrical Deyicet Connected in Series. obtained by multiplying the current 
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strength in amperes by the resistance in ohms. Thus the potential difference across 
R = 0.41 X 50 == 20.5 volts ; similarly across L = 180 X 0.41 = 73.8 volts (the 
calculation being made on the assumption that the internal resistance of the 
cells is zero). 

20. Divided Circuits. — A divided or shunt circuit is an additional circuit 
provided at any part of a circuit through which the flow of current sub-divides: 
One branch of such a circuit is said to be in multiple or in parallel with the other 
branch or branches. 

Fig. 10 represents a divided circuit of 3 branches, R-1, R-2 and R-3. If resistances 
R-1. R-2 and R-3 are equal, the flow of turrent wiU divide equally between 

the 3 branches. If a current of 9 amperes 
is flowing in the main circuit as indicated 
by the ammeter A, 3 amperes will flow 
through each branch. If the resistances 
are unequal, the current divides inversely 
as their relative resistance. 

The current in the branches of the 
divided circuit. Fig. 10, can be determined 
by finding the voltage across the terminals 
of each branch, and dividing the result by 
the resistance of each branch. 

Thus the current in branch R-1 = 
E E E 

, R-2 =: and in R-3 = . 

R-1 R-2 R-3 

100 100 
or 3.33 amperes; R-2 passes or 5 amperes and R-3, or 10 
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Fig. 10— Diagram Showing Branch Electrical Cireuiti. 
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R-1 passes 



30 20 10 

amperes. An ammeter connected in series with the circuit as at point C should indicate 
3.33 -1- 5 -1- 10 or 18.33 amperes. (Resistance of the connecting leads being ignored). 

When several resistances are connected in parallel their joint resistance is computed as 
follows : 

1 

R = 



1 



1 



1 



+ 



+ 



where R = the joint resistance, 
the 3 elements is equal to: 



R-1 R-2 R-3 
Hence, in the circuit of Fig. 10, the joint resistance of 



1 



1 



= — = 5.4 ohms. 

11 1 11 

30 20 10 60 

It is now clear that two or more resistances in parallel will conduct an electric 
current more freely than one, and the joint resistance of several resistances in 
Darallel is less than the resistance of the smaller one. 

When a number of resistances are connected in series their joint resistance is 
the sum of several resistances taken separately. 

21. Electrical Work. — When a current of electricity flows through a con- 
ductor, it encounters frictional resistance and a certain amount of the energy is 
transformed into heat. The heat of a conductor under certain conditions may be 
so great that unless due precaution is taken, the wire will melt. We find that 
when an electric current has passed through a substance, the development of heat 
is proportional, 

1) To the time during which the current flows; 

[2) To tiie square of Sut current; 

[3) To the resistance of the conductor. 
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This may be expressed : 

J = 1« X R X T, 
where J = the electrical energy expended in the form of heat in joules. 

The joule is defined as that amount of energy which is expended during one 
second, by current of one ampere flowing through a resistance of 1 ohm and the 
joule per second is the practical unit of electrical power which has been named 
the watt. 

joules 

Since power is the rate of doing work per unit of time, watts = . 

time 

Hence if 2,000 joules of electrical work are done in twenty seconds, the power exerted 
2000 

is = 100 joules per second = 100 watts. Power may also be expressed in the units 

20 . 

of pressure and current strength. The power in watts in a given circuit in which direct 
current is flowing is equal to the product obtained by multiplying the current in amperes 
by the electromotive force in volts or 

W = I X E. 

Hence, if in any given direct current circuit we measure the pressure by a 
voltmeter, and the current strength by an ammeter, the power in watts is obtained 
by multiplying together the readings of each instrument. 

22. Electrical Horsepower. — ^The unit of mechanical work is a foot 
pound. It is the work done in raising a mass of 1 lb. against the force of gravity 
through a distance of 1 ft. Work done at a rate equal to 33,000 ft. lbs. per minute 
is called the horsepower (abbreviated H. P.). 

One Mechanical H. P. = 33.000 ft. lbs. per minute = 550 ft. lbs. per second. Also it 
can be shown that 1 joule = 0.7373 ft. lbs., hence, 1 joule per second or 1 watt = 0.7373 

1 watt 

lbs. per second. Therefore 1 ft. lb. per second = . 

0.7373 

IH.P. Iwatt 550 

Since 1 ft. lb. per second = or , therefore 1 mechanical H. P. = 



550 0.7373 0.7373 

746 watts. 

Now 746 watts = 1 mechanical H. P., therefore 

W 

H. P. = or, 

746 

IXE 

H. P. = 

746 

Where I = the current in amperes, E = pressure in volts. 
For example, an electric motor requires 30 amperes current at pressure of 110 volts; its 

110X30 3300 

rating in H. P. = = = 4.4 horsepower. 

746 746 

1 kilowatt = 1000 watts = 1.34 H. P. 
1 H. P. = 746 watts = .746 K. W. 

23. Definition of Electrical Units. — ^The practical units of electricity may 
be defined as follows : 

The practical unit of electromotive force is the volt, and by definition the volt 
is that E. M. F. required to maintain the flow of current of one ampere through a 
resistance of one ohm. 

The practical unit of current strength is the ampere, and it is that strength of 
current maintained by an E. M. F. of one volt through a resistance of one ohm. 

The ohm is the unit of resistance and is such resistance of conductor or circuit 
that permits the passage of a current of one ampere under an E. M. F. of one volt. 
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The unit of current quantity is the coulomb which is the quantity of electricity 
Rowing in a circuit when one ampere passes a given point during one second of 
time. 

The watt is the unit of electrical power and is equal to one joule per second. 
It is the power of a current of one ampere flowing under electric pressure of 
one volt. 

In (connection with these units, (he prefixes of kilo, micro and milli are employed, mean- 
1 1 

- of. Thus a kilo-volt = 1,000 volts; a 

1 1 

micro-ampere = ampere ; and a milli-volt = of a volt. 

1,000,000 1,000 

24. Current Output and Voltage of Various Devices. — For students' 
information, we may review here the values of vott^e atid current to be expected from 
various current sources and circuits in daily use. For example, primary cells of various types 
generate an E. M. F. varying between 0.6 to 1.7S volts. The current output varies with the 
size and nature of the elements, lying between 5 and 30 amperes for common sizes. Storage 
cells generate an E. M. F. between 2.08 and 2.6 volts. The rated current output may 
vary from 5 to 200 amperes, depending upon the size of the cell. 

Generators or dynamos are constructed to supply potentials from 4 to 6,000 volts, the 
latter value being rarely exceeded. Certain types of generators, for instance those used in 
electroplating establishments, may have a current output of 10.000 amperes, with an E. M. F. 
of 4 to 8 volts. The electric lighting wires of homes generally carry current at pressure of 
110 volts, either direct or alternating current. Transmission lines for carrying large 
amounts of power over great distances may have voltages as high as 200,000 volts, but the 
strength of the current is comparatively small. The potential of trolley wires is generally 
about 550 volts. Voltages in excess of 110 volts are considered dangerous to human life, 
particularly those in excess of 500 volts. 
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Note:— The physical standard for the ohm has been noted. The standard for the 
tirenglh of current is an arbitrary one. It is found that if a silver and a platinum electrode 
are dipped in a neutral solution of silver nitrate (consisting of 15 parts by weight of silver 
nitrate and 18 parts of water) a steady current of one ampere flowing from the silver to 
the platinum will deposit .001118 grams of silver on the platinum per second. 

The standard for the volt is the Weston Cadmium cell which has an electromotive force 
of 1.018 ypjts »t a temperature of 20 degrees Centigrade. 
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tion CeiL. 5L Practical Electric Circuits. 

25. Electromagnetism. An explanation of some of the more important 
phenomena surrounding a conductor carrying current follows: If a conductor 

through which a current of electricity 
is passing is laid parallel to and above 
a compass needle as in Fig. 11, the 
needle will tend to turn at a right 
angle to the conductor, but if the cur- 
rent is turned off, the needle will re- 
turn to its original position. As we 
have "previously mentioned a magnet 
suspended freely will tend to lie 
parallel to a given magnetic field, 

Fig. ll-Deflcction of Compa« Needle by Electric hence, it follows from this experi- 

Current. mcnt that the now of current through 

the wire of (Fig. 11) must have set 
up a magnetic field ind the direction of which is evidently at right angles to the 
conductor. 

// the current in a horizontal conductor is flozving towards the north, and a 
compass is placed under the wire, the north pole of the needle will be deflected 
towards the west; if the compass is placed over the wire, the north pole of the 
needle 7w7/ be deflected towards the east. Or, if the current is reversed in the 
conductor, the needle will point in the opposite direction in each case respectively. 
From this and other experiments we deduce that if the current in a conductor is 
flowing away from the reader, as in Fig. 12a, the direction of the lines of force 
will be around the conductor in the direction of the hands of a clock. If, on the 
other hand, the current flows towards the reader as in Fig. 12b, the direction of 
the lines of force will be around the conductor in the direction opposite to the 
movement of the hands of a clock or counter clockwise. 
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26. Magnetic Field About Two Parallel Conductors. — The magnetic fields 
of two parallel conductors are either mutually attractive or repellent, according 

to the direction of the current in 
each. 

In the diagram, Fig. 13, the current 
in the left hand wire is flowing away 
from the reader, but in the right hand 
wire towards the reader. Since the gen- 
eral direction of the lines of force is op- 
posite in either wire, their magnetic 
fields are in opposition or in repulsion. 
In the diagram. Fig. 14, current is as- 
sumed to be flowing in both wires in the 
same direction and since the lines of force 
have the same general direction, they 
combine and coalesce as shown by the 
outer lines. 

27. The Solenoid. — If a number 
of turns of wire be wound in a 
spiral, as in Fig. 15, the lines of 
force generated by each turn of 
wire will unite with those set up by 
adjacent turns. The lines of force 
inside each turn will have the same 
general direction, forming several 
long lines of force that may be said 
to pass through the entire helix. 
These lines pass out of the coil at one 
end and enter at the other end, just 
as in the case of the bar magnet 
described in Part 1. 

If the general direction of the 
lines of force inside this coil is from 
right to left, the left hand end will 
be a north pole, the opposite end, a 
south pole. The polarity of the coil 
may always be determined if the di- 
rection of the current is known. 
The rule is that if in looking at the 





Fig. 12a — ^Showing Lines of Force Around a Conductor 



with the Current Flowing Away from Reader. 

end of the coil, the current flows around its turns clockwise, the end nearest to the 
observer will be a south pole, but if the current flows in the opposite direction, it 
will be a north pole. 

A helix consisting of a number of turns through which current flows is known 
as a solenoid. We see from the foregoing that a solenoid has north and south 
poles and, in fact, possesses all the properties of a permanent steel magnet with 
the advantage that the magnetism in the case of the solenoid is entirely under 
control. 

The strength of the magnetic field of a solenoid is proportional to the strength 
of the electric current passing through it and the number of turns of wire com- 
posing the coil, but the magnetizing power may be increased from 200 to 2,000 
times by merely inserting an iron core or bar of soft iron within it. 

In order that the phenomena of electromagnetic induction to be explained later 
may be better understood, the expansion and contraction of the magnetic field 
around a current carrying coil should be considered. If direct current of unvary- 
ing strength flows through the solenoid, the lines of force stand still when the 
flow of current is fully established. If the rate of flow of current is increased or 
decreased the lines of force increase or decrease accordingly, or stated in another 
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taay, when the current rises, the lines of fore 
when the current falls, the lines of force collap. 




move avuay from the wire but 
back upon the wire. 
The general direction o( the magnetic 
field around a horse shoe magnet is shown 
in Fig. 16. If the direction of the flow of 
current from the battery around the convolu- 
tions of the two coils is as indicated, the 
left hand pole has north magnetism and the 
right hand pole has south magnetism. A 
piece of soft iron A placed tiear to the tips 
of the poles will be forcibly drawn to them 
and will only be released when the current 
is turned off. If a coil of resistance wire 
R, such as a German silver resistance regu- 
lator, is connected in series with the wind- 
ings, the strength of the magnetic field can 
be closely regulated. If high values of re- 
sistance are inserted, the current may be re- 
duced to a degree that the magnet will barely 
attract the piece A. Variation of the cur- 
rent flow would affect the field of a straight 
solenoid winding in the same manner. The 
point to be taken from this is that whenever 
electromagnets are employed for mechanical 
work such as lifting masses of iron or for 
exciting the magnets of a dynamo or motor, 
the strength of the field can be regulated 
over certain limits by a simple variable re- 



If a horse shoe of hard tempered steel be 
inserted in the magnetic windings In place 
of the soft iron core and allowed to remain 
for a few seconds, upon removal it will be 
found to be permanently magnetised. 

We have explained that the direction of 
the magnetic field around a conductor de- 
pends upon the direction of the flow of cur- 
rent. It is clear that if the current of the 
magnet in Fig. 16 is reversed the polarity 
will be reversed as shown in Fig, 17. 

_.„ The strength of the magnetic field 

about a solenoid can be varied by 
fluxes of opposite directions as shown in Fig. 18. The solenoid windings 
A and B are wound in opposite directions connected in series and finally 
to the terminals of the battery. Since current flows through the two coils in 
opposite directions their magnetic fields are repellent and if the coils are 
telescoped together (one within the other) the magnetic field will be nearly 
destroyed. If the two coils are partially telescoped, the resultant magnetic field 
vanes accordingly. Advantage is 
taken of this principle in construct- 
ing an instrument known as the 
variometer, which is particularly 
useful for tuning wireless telegraph 
circuits. 

The electromagnet in some form is 
employed in nearly all electrical ma- 
chinery, and, therefore, the laws 
governing magnetic fields should 
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have careful attention. Study of the phenomenon of magnetic induction is par- 
ticularly important as it is encountered at many points in a wireless telegraph set. 

28. Induced Cturents. — We have already seen that a magnetic field in- 
variably accompanies the flow of electricity 
through a conductor and conversely we find 
that whenever a conductor is moved 
through a magnetic field, an electromotive 
force will be indueed therein, and a flow of 
current will take place if the conductor 
forms a closed or continuous circuit. This 
is the fundamental principle upon which 
the operation of the dynamo or generator 
is based. 

Experiment reveals that the production 

Fl(. 14^Liner of Force Around Two Condocton of the E. M. F. IS Conditioned by the fol- 

Crryina CurrBit m tb. Sine Dirtcuon. lowing rule : The motion of the coil must 

take place in such a way as to change the total number of magnetic tines of force which 
are enclosed by the coil. 

For instance, simply moving a coil in a uniform field from one position to another, so 
that the lines of force enclosed by the coil remain of constant number, will not induce a 
flow of current, but if the coil is rotated, for example, so that the lines of force enclosed by 
it either increase or diminish, an K M. F. will be induced which varies according to the 
rate at which the lines of force change. 

The induction of current by a magnetic field threading in and out of a coil can be- 
shown by a simple experiment. If the terminals of a solenoid wound with fine wire are 
connected to a current indicating device, such as a galvanometer, and a permanent bar 
magnet plunged into the interior of the winding, a momentary deflection of the galvanometer 
is observed. If the bar remains within the coil there is no further movement of the current 
indicator. If the bar be suddenly withdrawn, the galvanometer gives a second deflection in 
[he direction opposite to that cited in the first instance. This experiment proves that the 
cutting of the flux through a coil of wire induces a current therein and that the direction 
of the current reverses with the Hux. Currents virill be induced in the coil if it remains 
stationary and the magnetic flux passes in and out of the coil, or if the field is stationary 
and the coil is moved through it. In either case, an E. M. F. is generated proportional to 
the rate at which the conductor cuts through the field. 

We may substitute for the bar magnet just mentioned a solenoid winding P and cause 
its magnetic field to act upon a second winding 5 as in Fig. 19. When the circuit of wind- 
ing P is Opened at key K, no lines of force are in evidence, but at the moment the key is 
closed, the lines of force expand from the core P and intersect or cut through the winding 
S. The galvanometer then gives a momentary deflection. If the current is left to flow 
through P, there is no further effect in S until the circuit of P is opened by the key; the 
galvanometer now gives a stcond momentary deflection but the needle moves in the opposite 
direction just as in the case of the bar magnet. Thus for each "make" and "break" of the 
first circuit, two pulses of current flow through the winding S, the first in one direction 
around the circuit, and the second in the op- 
posite direction. This current is said to be ^--"'~~*" '■~~_ 
induced in S by eltelromagnelie inditetton. 

29. Mutual Induction. — It is of 
great importance to note that the effect in 
5 takes place only when the circuit of P 
is made and broken. When current is 
flowing in P continuously, the magnetic 
lines of force are stationary, and ~conse- 
quently current is not induced in S. But 
when the lines of force about S rise and 
faU, then there will be a movemAit of cur- 
rent through S. If the winding 5 h placed 
at a right angle to P instead of lying paral- 
lel to it, a change of flux In P #i11 have 
little or no effect upon S. 




— Harolc nttd »t Solcsald 
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The direction of the current induced in 
S should be observed. When the lines of 
force increase through S, the induced pres- 
sure is counter to that which originally 
flowed in winding P, but -when the lines 
of force decrease through S, the induced 
current has the same direction as the orig- 
inal current from the battery through 
winding P. 

It is clear that the lines of force in S 
are in the opposite direction to those which 
set up the .current in S. The field of force 
created around 5 therefore reacts upon 
winding P tending to build up a current 
in opposition to that already flowing in P. 
That is, the change in strength of the 
primary current in P induces a secondary 
current in S which in turn induces a back 
pressure in P. The induction due to the 
two circuits reacting upon each other 
is called their mttlttal induction which is a 
measurable quantity. 

30. Self-induction. — We have 
seen that the expanding field of wind- 
ing P induces an electromotive force 
in winding S. Similarly the field 
produced by each turn in winding P 
will cut neighboring turns, thereby in- 
ducing in them electromotive forces 
that tend to oppose the E. M. F. of 
the original current. On the other 
hand, when the current in winding P 
diminishes, the lines of force contract 
and thereby induce electromotive 
forces in adjacent turns, that tend to 
set up currents in the same direction 
as the original current. 

This inductive action of a coil or 
conductor upon itself is called self- 
induction. 

Self-induction may be defined as 
the property of a circuit that tends to 
prevent any change in the strength of 
current passing through it. This is' 
clear from the fact that self-induced 
currents either tend to prevent the 
rise or the fall of current through a 
circuit. 

The effects of self-induction are 
noticeable only in direct current cir- 
cuits when the current is turned on 
and off, but in alternating current 
circuits they are ever present. All 
conductors have self-induction, the 
amount depending upon their size and 
shape. Coiled wires have greater 
self-induction than a long straight 
wire. The self-induction of a coil 
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without an iron core is practically 
constant. If a given coil has an iron 
core, the self-induction is greater in 
proportion to the permeability* of the 
iron. 

The coefficient of self-induction or 
inductance is also defined as the prop- 
erty of a conductor by which energy 
may be stored up in magnetic form. 
The unit of inductance is the 



Fig. IB — Viilition of Hiinetic 

henry and represents the cutting of 100,000,000 lines of force when one ampere 
of current is turned on and off per second ; that is, if one ampere is turned on and 
off, in a given conductor, the electromotive force induced by the collapse of the 
magnetic field, equals one volt. 







This 
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s that a conductor or coil to have self-induction of one henry must be of such 



length and shape that when one ampere is flowing it is surrounded by 100,000,000 line* of 
force, and when the current is turned on and off, 100,000,000 lines of force cut through the 
coartuctor setting up a pressure of one volt. 
This can be expressed: 

M XT 

L = 

I X 100.000,000 
where T = the total number of turns in a given coil ; 

M =the total lines of force threading through the coil; 
and I = the current in amperes. 
If M = the lines of force threading through the coil when the current = 1 ampere, then 
MXT 

L = 

100.000.000 
The unit, the henry, is applicable to coils of a great number of turns having iron cores, but 
for coils encountered in wireless telegraph transmitters, some sub-multiple of the henry is 
desirable, such as the micro-henry, the mitli-henry and the centimeter. 
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I 

1 iiiicro4iaii7 = taenir; 

l/NW^OOO 
1 

-henry; 



1,000 

The inductance of a given circuit is generally calculated by one oE several fonnulx. 
31. Value of Induced E. M. F. — Referring to Fig. 19: The electromotive 
force induced in winding 5 is conditioned on the ratio of the turns in the two windings 
and the rate of the change of flux threading through S. For instance, if P has 100 turns 
of comparatively coarse wire such as No. 14 or No. 16 B. ft 5. wound over an iron core 
and S has many thousand turns of fine wire such as No. 36 B. ft S., an electromotive force 
of several hundred thousand volts may be induced in S. Should winding S have less turns 
than winding P, the E. Id. F. induced in 5 will be lower than that of winding P. Ad- 
vantage of this principle is taken in the design of the apparatus known as the induetion 
coil, in which the circuit of P is interrupted from thirty to one hundred times per second. 
Tlien if winding S is given a large number of turns and its terminals are separated by a 
space of several inches, the voltage may be so great as to jump the gap in the form of an 
electric spark. 

To properly distinguish the Various circuits, winding P is called the primary; winding S 
the secondary winding. The current in P is termed the primary current and in S the 
secondary current 



Fia. 30— Fnndanicnul DUsrim of Simple AllcTnitor. 

32. The Dynamo. — We may briefly define the dynamo as a machine for 
converting mechanical energy into electrical energy by the principle of electro- 
m^netic induction. But unlike the simple battery or storage cell the dynamo 
may generate either direct or alternating current. Alternating current dynamos 
are frequently called alternators. The student can nearly always distinguish 
between the two machines by observing the part of the dynamo at which the 
current is collected. If the brushes rest on a commutator made up of a number 
of copper segments separated by insulating material, it will be a direct current 
dynamo, but if the brushes simply rest on two brass rings, it will be an alternating 
current dynamo. 

The fundamental principle of the dynamo follows : Whenever a coil of wire 
rotates through a magnetic field of uniform strength in such a way that the 
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number of lines of force enclosed by the coil increase or diminish uniformly, a 
current of electricity will be induced in the coil, the strength of which at any 
instant is proportional to the rate of the change of flux. 
Hence the essentials of a dynamo are: 

(1) A magnetic field of constant strength; 

(2) A number of coils mounted on a shaft and rotated in such a way as to cut 
through the magnetic field; 

(3) Means for conducting the current induced in the rotating coils to an outside 
circuit. 

A diagram of an elementary alternator appears in Fig. 20. A uniform magnetic field is 
set up between the magnetic poks N and S by the current from battery B-1 which flows 
through the magnet windings M, M. The rectangle of wire A, B is mounted on a shaft 
which rotates clockwise. Two brass rings, C, D, are mounted on the shaft but insulated 
from it. The copper brushes H and L make contact with these rings, and the circuit is 
completed through F (any current absorbing apparatus). 

According to the principle just explained, if A, B rotates around its axis, an E. M. F. 
will be induced in the loop, the magnitude of which depends on the rate of charge of the 
number of lines of force threading through the loop. When in the vertical position of Fig. 
20, the loop encloses the maximum number of lines of force, but when side A goes under- 
neath the S pole and side B goes under- 
neath the end i^ole, as in Fig. 21, the rect- 
angle will enclose the minimum number of 
lines of force when it has moved 90 de- 
grees or in a horizontal position. As A 
moves out of the field of the south pole 
and B out of the field of the north pole, 
the rectangle reaches another vertical posi- 
tion (but with the two sides of the rect- 
angle reversed) and again encloses the 
maximum number of lines of force. As 
the rotation of A, B continues, side A goes 
into the field of the N pole and side B 
goes into the field of the S pole, where 
for a second time the minimum number 
of lines of force are enclosed after which 
the loop returns to the position mentioned 
at the beginning. 

Now, according to the rule which gov- 
erns the direction of the flow of current in 
a conductor cutting through a magnetic 
field, when A, B, is in the position of Fig. 




Fig. 21 — Showing Position of Armatur^ Conductor! for 

Maximum Cutting. 



21, a current will flow towards the rear of the rectangle in the left hand side, and towards 
the front of the rectangle on the right hand side. Then if A, B, continues ^ revolution, 
so that side A is cutting through the N field and side B through the S field, current will 
flow in A, B, in the opposite direction. It is clear that in a complete revolution, A, B, 
undergoes two changes of current which flows first in one direction around the rectangle 
and then in the opposite direction. The current is said to have gone through a complete 
cycle. 

We see that during the first quarter revolution of loop A, B, or from 0** to 90®, the 
E. M. F. increases from zero to maximum; from 90** to 180° the E. M. F. decreases from 
maximum to zero; from 180" to 270" the current reverses and the E. M. F. increases from 
zero to maximum, and from 270" to 360" the E. M. F. again decreases from maximum to 
zero. 

The changes in the strength of the current induced in A, B, can be shown by a wave-like 
curve as in Fig. 22, in which the successive positions of the rectangle are shown by the 
positions, 1, 2, 3, 4, 5, 6, 7, 8, etc. From position 8-16 the E. M. F. gradually rises, maximum 
E. M. F. being attained in position 4-12. This increase of E. M. F. is indicated by the 
ascending slope of the curve B to C. From position 4-12 on, the E. M. F. decreases (as 
indicated by the descending slope of the curve B to C), the minimum cutting of the lines 
of force taking place at point 8-16. This corresponds to the point X^ on the horizontal line. 
As the rectangle continues the revolution, the lines of force are cut on an increasing angle, 
another maximum of E. M. F. being attained at point 12-4, but of the opposite sign as 
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shown at point D. From this point the E. M. F. decreases to zero or when the rectangle 
A, B. is in the position of 16-8, This curve depicts the gradual rise and tall of the E. M. F. 
d is known as a sine curve, the plotting of which is explained in the 
late geometry. The curve shows the relation between time (fractions 
:ond) and the strength or amplitude of the current at any given point during the 
e revolution of a dynamo coil. The curve represents a complete cycle of alternating 
Vertical lines drawn from the horizontal A, B, represent time in fractions of a 
second. The horizontal lines drawn from the successive positions of the coll, I, 2, 3, 4, etc., 
correspond to the position of the dynamo coil at any particular instant. At points where 
the horizontal and vertical lines intersect, a common line is drawn connecting them, which 



principles 






suits il 



the t 



e-like ( 



33. Determination of Frequency, — The frequency of an alternating cur- 
rent dynamo is expressed in cycles per second. We see -from the previous para- 
graph that one complete cycle of current is generated when A, B, makes a single 
revolution. Hence if A, B, rotates 60 complete revolutions per second, there will 
be 120 reversals or alternations of current per second. Since two alternations of 




K CASE OF SOO CYCLE ALTERNATOR 
Pig. 23— bine Curre Showing RIk and Fall o( Current during One Canplete Crde. 

current constitute a complete cycle, the frequency of this generator is said to be 60 
cycles. 

The frequency of any alternator may be determined by first counting the 
number of field poles and by measuring the speed of the armature per second of 
time, or 

N X S 

Frequency = 

2 
Where N = the number of field poles; 

S = the speed of the armature in revolutions per second. 
Direct reading frequency meters are in daily use. They are connected in 
shunt to the power circuit like the voltmeter. (Frequency meter is described in 
Paragraph 49, section C.) 

34. Strength of Magnetic Field. — The streiiKth of the magnetic field about 
the poles N and S, Fig. 20, is proportional to the strength of the current in amperes and the 
number of turns of the coil The strength of the magnetic field is the same whether a 
current of a iarcc number of amperes is flowing through a few turns of wire or a relatively 
weak current flows through a greater number of turns. The turns of the field winding 
of any dynamo are of a fixed number; hence the strength of the magnetic field is regulated 
by increase or decrease in the strength of the current flowing through the field winding. 
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The field current is regulated by a device known as a Held rheostat which is simply a 
variable resistance connected in series with the circuit. 

The voltage developed in any' given dynamo coil is proportional to the rate of cutting 
of the magnetic field. lA the case of the rectangle A, B, of Fig. 20 or 21, the total flux 
passes in the coil twice and out twice during one revolution or during one cycle. If the 
coil enclosed 100,000,000 lines of force and made one complete revolution per second, 
100,000,000 lines of force would be thrust into the coil twice and thrust out twice. This 
would be the equivalent of cutting 400,000,000 lines of force per second and in this 
particular case the induced £. M. F. would be 4 volts. If the number of turns on the 
armature winding were doubled, all other conditions remaining equal, the voltage would 
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Pig. 23 — ^Fundamental Diagram of 4 Pole A. C. Generator. 



be doubled, or we might state that if there were N turns, the E. M. F. developed would 
be N X that of 1 turn. 

The fundamental equation for the dynamo is : 

4.44 X N X n X S 



E = 



100,000,000 X P 
Where E = the average voltage of the dynamo ; 

n = the revolutions of the armature per second ; 
N == the number of conductors on the surface of the armature ; 
P = the number of pairs of poles ; 
S = the total number of lines of force. 
In a commercial dynamo, the only factors in this equation which are variable. 
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arc (1) the density of the magnetic field and (2) the speed of the dynamo arma- 
ture per second. We see from this that the voltage of any generator may be 
increased by increase of the speed of the armature or by increase of the strength 
of the magnetic field surrounding the armature coils. Commercial generators are 
built usually for constant speed. Regulation of the voltage is obtained by means 
of the field rheostat. 

35. Diagram of an Alternating Current Dynamo. — The essential parts of 
an alterating current dynamo are: 

(1) Field Magnets. 

(2) Armature. 

(3) Collector Rings. 

The diagram of Fig. 23 is merely intended to show the general details of the 
construction and connections of an alternating current dynamo. The field poles 
which are firmly bolted to the circular iron frame are represented by N, S, N, S, 
the armature at M and the collector rings at E, F, The field poles are wound 
alternately in opposite directions so that the current circulates about the turns in 
opposite directions, giving the poles alternatively north and south polarity. The 
armature M is built up of a number of slotted sheets of soft iron which are pinned 
together and mounted on a common shaft, the copper conductors lying lengthwise 
of the core in such a way that the coils, will be filled and emptied with magnetic 
flux (coils not shown). If these coils are properly connected together, the 
currents induced therein (by the change of flux) will flow in the same gen- 
eral direction, the voltage of one coil being added on to that of the next coil. 
It is to be especially noted that the source of continuous or direct current for 
exciting the field poles of an alternator is generally supplied from an external 
source which may be either a small direct current dynamo known as an exciter 
or a battery of storage cells. In most cases encountered in wireless working, the 
pressure of the direct current source is 110 volts and the number of the turns of 
the field winding are such that the correct amount of current flows with small 
amounts of resistance in series at the rheostat R. As already explained, this 
resistance is known as the Held rheostat or -Held regulator. 

When the armature M revolves at a uniform rate, an alternating current is induced in 
the coils which is collected by the brushes E, F in contact with 2 collector rings, the volt- 
tage varying with the design of the machine. For purposes of wireless telegraphy the 
voltage of the generator may vary from 110 to 500 volts and the frequency of the current 
may vary from 60 to 500 cycles standard frequencies being 60, 120, 240 and 500 cycles. 

If the armature of Fig. 23 vrere revolved 1800 revolutions per minute, current at a 
frequency of 60 cycles per second would be obtained from its armature. Remembering the 
formula given for determining the frequency we see that in a complete revolution of the 
armature any point passes through four fields which would set up four reversals of current. 

If the armature revolves at the rate of 
180Q revolutions per minute, corresponding 
to 30 revolutions per second, there would 
be a 4 X 30 or 120 reversals of current, 
or a frequency of 60 cycles. If the genera- 
tor had 32 field poles, the frequency would 
be 32 X 30 or 960 alternations correspond- 
ing to 480 cycles. 

The student should understand that the 
foregoing description and drawing simply 
shows in an elementary way the construc- 
tion and functioning of a generator. The 
diagram is merely intended to indicate the 
connections of the machine, the direction 
of the magnetic lines of force and the 
method by which the voltage generated by 
Fig. 24.— Showing the Functioii of a Simple CommuUtor. the armature is regulated. 
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36.- Direct Current Dynamo. — Direct current is obtained from dynamo coils 
by a commutator, which is placed on one end of the armature driving shaft. In 
simple form it consists of a split brass or copper ring of two parts, C, D, which 
i$ thoroughly insulated from the armature shaft (shown in Fig. 24). The circuit 
from the loop A, B is completed through the contact brushes £ and F through 
an external load as at R. 

The function of the commutator should be clear from the following explanation: As- 
sume the coil A, B to be in rotation in the direction of the arrow; then in the particular 
position shown in Fig. 24, the segment D will be a (+) Pole and segment E a ( — ) pole. 
The current will therefore flow in the external circuit from brush F to brush E. When 
A, B turns completely over so that side B goes under the south pole and side E under the 
north pole, the current will flow in B as it did formerly in side A, that is, towards the 
brush F. Similarly, when A is in the north field, the current will flow away from brush 
E. Therefore, the current will flow in the external circuit in the same direction as in the 
first c^se. 

We see also that in the second position mentioned, the current in B is flowing oppositely 
to that when 6 was cutting through the north field, but we must keep in mind that com- 
mutator segment B now makes contact with brush F instead of brush E. Thus the cur- 
rent will flow in one direction in the external circuit irrespective of the rat.e at which A, B 
revolves. 

. A steady flow of current like that obtained from a battery of chemical cells cannot be 
obtained from the dynamo ; the latter in reality generates a pulsating current. If the dynamo 
armature is composed of a great number of coils, the pulsations are so minute and follow 
each other so rapidly that the current is practically continuous. That is, these pulsations 
are made to overlap one another by mounting a number of loops of the armature and 
connecting them in series so that immediately one set of coils passes the position of 
maximum cutting of the lines of force, another set will take their place. The greater the 
number of the armature coils the greater will be the number of commutator segments 
required. In fact, commutators in commercial dynamos may have from 50 to 150 segments 
depending upon the design of the dynamo. 

37. Shunt, Series, and Compound Wound Dynamos. — We have already 
explained that continuous or direct current must flow through the field windings 
of an alternating current dynamo and that this current is obtained from an 
external source. In the direct current dynamo, the current for excitation of the 
field is obtained from its own armature. 

When the terminals of the field winding are tapped across the brushes of a direct cur- 
rent dynamo, it is called a shunt wound dynamo. The circuit for this machine is shown in 
the diagram. Fig. 25, where the terminals of the field winding are tapped across the arma- 
ture circuit at points C and D. A regulating rheostat connected in series with the field 
circuit at R permits an increase or decrease of the strength of the current flowing. The 
field winding of the shunt dynamo is composed of a large number of turns of com- 
paratively fine insulated wire, the actual 
number of turns being governed by the 
flux required, whereas the armature coils 
have comparatively coarse wire. Two 
paths are presented to the current as it 
flows from the armature of this machine, 
one being the field circuit and the other, 
the external circuit. 

In well designed shunt dynamos, the re- 
sistance of the shunt circuit is always 
greater than the resistance of the armature 
and external circuit, but the strength of the 
current flowing in the shunt coil is in fact 
comparatively small even in the larger types 
of generators. 

The student may question how current 
is set up in a machine of this type when it 
is first put into motion. The fact is tiiat the 
initial building of the current is due to 

residual magnetism in the field cores. When pig. 25— Circuit of Shunt Wound D. C. Generator. 
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a piece of soft iron has been magnetized, no matter how soft the iron may be, a certain num- 
ber of magnetic lines of force are retained when the magnetizing current has been turned 
off. These lines are known as the residual lines of force and the cores of the field winding 
are said to possess residual magnetism. 

When the dynamo armature is first set into rotation, the residual lines of force pass in 
and out of the armature conductors through the core, generating therein a feeble current 
which flows to the field winding and increases the number of lines of force threading through 
the armature coils. This induces a stronger current in the armature conductors which con- 
tinually adds to the strength of field until the> normal voltage of the dynamo is established. 
The complete process usually requires from 10 to 50 seconds. After the generator armature 
attains its normal speed, the voltage across its terminals may be raised or lowered by the 
rheostat R. If the resistance of R is increased, the voltage diminishes, or if the resistance 
of R is decreased, the voltage increases. 

A diagram of a series wound generator appears in Fig. 26. The field magnets 
of this type are wound with a few turns of thick wire joined in series with the 

armature brushes and all of the cur- 
rent generated by the armature passes 
through the coils of the field magnet 
to the external circuit. The current in 
passing through the windings of the 
field magnet, energizes them and 
strengthens the weak field due to the 
residual magnetism of the cores which 
results in a gradual building up of the 
magnetic field. The important char- 
acteristic of this machine is its ability 
to furnish current at increased voltage 
as the load increases for it is clear from 
previous explanations that the greater 
the strength of the field current, the 
greater the strength of the magnetic 
field from pole to pole. The strength 
of the field current flowing through a 
series wound generator, and therefore 
the voltage across its armature is reg- 
ulated by cutting out turns of the field 
through the medium of a multi-point 
switch or as may be done in the case of any type of generator, the voltage can be 
regulated by variation of the speed of the armature. 

The compound wound dynamo combines the desirable characteristics . of both 
the. series and shunt wound machine, and it gives a better regulation of voltage 
on circuits of varying load than is possible with a dynamo of either type. A 
suitable diagram of connections appears in Fig. 27. The field magnets of the 
compound dynamo are wound with two sets of coils, one set being connected in 
series with the armature as shown at R, and another set in shunt to the armature 
and external circuit as shown at V. The function of the series winding is to 
strengthen the magnetic field by the current taken through the external circuit, 
and thus automatically sustain the voltage under variation of a load. 

In the case of the shunt wound dynamo, as the external load is increased, the potential 
difference at the armature terminals will fall, but in the case of the compound wound. gen- 
erator, this fall of pressure is counteracted by the series winding, the current which flows 
in it increasing with the load and causing the pressure to rise. The number of turns of each 
winding and the relative strength of current is proportioned so that a practically constant 
pressure is maintained under varying load. Initial adjustments of the voltage can of course 
be secured by means of a field rheostat such as shown at R-1. 

The student should note carefully that current must circulate in both the 




Fig. 26 — Circuit of Serief Wound D. C. Generator. 
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aeries and shunt windings in the same general direction in order that the re- 
sultant magnetic fields may have the same general direction. 

38. The Electric Motor. — A motor is a machine for converting electrical 
energy into mechanical energy. There is essentially no difference between a 
motor and a dynamo. Any dynamo connected to a source of electric power will 
run as a motor and any motor driven by mechanical power such as a steam 
engine, etc., will generate a current of electricity. The differences between the 

two machines are mainly mechanical. m-i 

The fundamental operating principle of [ SHUNT 1 M AAMA 

Che motor is as follows: A wire carrying -^ — -i ' 

a current placed in a magnetic field will 
tend to move in a direction at right angles 
both to the direction of the field and to the 
direction of the current. For example, if 
the plane of a given coil of wire lying be- 
tween the poles of a magnet is parallel to 
a magnetic field, and a current is passed 
through the coil, it will tend to turn or 
to take up a position at a right angle Co the 
magnetic field. If the current ij reversed 
when it has reached this position, the coil 
will continue to revolve. 

The action of the motor can be simply 
explained by ihe diagram of Fig. 28 where 
a motor armature, commTiiator and brushes 
as well as the field poles, are represented 
in a conventional manner. If the terminals 
G, H, be connected to a source of direct 
current, part of the current will, circulate 
through the field windings and part through 

the coils of the armature between the two 

brushes. If the current flowing through ^'g. Z7 — Circait of Compotmd Wound D. C. Gtoecator. 
the armature coils bears the correct direction to that flowing through the field winding, a 
state of magnetism such as shown in Fig, 28 may be produced. The upper half of the arma- 
ture core above the imaginary line X, will be a south pole and the lower half a north pole. 
The lower half of the armature will then be attracted by the south field pole and repelled by 
the north field pole and the upper half will be repelled by the south field pole and attracted 
by the north field pole. This may be stated in another way by stating that the coils of the 
armature tend to turn until they enclose the greatest number of lines of force from the field 
poles. The general strain of this attraction and repulsion is seen to be clockwise. 

_ The movemenCof the armature will be continuous because the commutator acts to main- 
tain in the same direction the flow of current through the two sides of the armature always. 
Consequently, the upper half of the armature will always be a south pole while the lower 
half will be a north pole, irrespective of the speed at which the armature revolves. 

Now it would have no effect on the general direction of rotation if the connections from 
the source of current to the motor were 
reversed because the polarity of the flux 
in both the armature and the field poles 
would be reversed accordingly and be- 
cause the strain of the two magnetic fields 
would have the same general direction 
the motor would revolve in the same di- 
rection as before. Careful consideration 
of this fact reveals that in order to 
change the direction of rotation of the 
armature, the flow of current must be 
reversed independently in either the 
r field poles. 




110 VOLT D.C. 

Pig. 2B — Simple Diunin Sbowiu the Atlnction 
Hcpalaloa oC Macnetic FM.it in > Motor. 



^eith, 



Like generators, motors may have 
shunt, or compound wind- 
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ings. The type known as the differential wound motor appears in Fig. 29 and will be 
described further on. 

39. The Effect of Counter Electromotive Force. — ^When a motor armature 
'is set into motion by an external current, the loops of wire composing its coils cut through 
the magnetic field and induce a reverse electromotive force counter to that which originally 
caused the motion. This back pressure is known as counter electromotive force which gov- 
erns directly the speed of a motor. The difference between, the impressed and the counter 
voltage determines the actual flow of current in the armature and the counter voltage is 
proportional to the speed of the armature, the number of armature wires and the strength 
of the magnetic field which is enclosed. 

The speed of a motor supplied with current at constant pressure varies directly with the 
counter electromotive force and in any given machine the stronger the field, the slower will 

be the speed of the armature. If the field 
of a motor be weakened by inserting re- 
sistance in the excitation circuit, the 
armature will increase its speed up to a 
certain point, or until the increased speed 
of the armature increases the counter 
E. M. F. to such an extent as to cut down 
the armature current. Up to this point, 
however, the speed of any given motor 
can be varied by simply increasing or de- 
creasing the field strength. 

The pull* of the motor armature is di- 
rectly proportional to the strength of the 
armature current and to the strength of 
the magnetic field. In the case of the 
shunt wound motor where the field is of 
constant strength, the pull of the arma- 
ture depends upon the amount of current 
through its winding. Hence if we weaken 
the field, the reduced counter E. M. F. will 
permit increased fiow of current in the 
armature, and therefore, will increase its 

Fig. 29-Motor with Differential Field Wtadin,. '^^^^^ ^^^^ ^^ ^ ^^^^^ ^^^^ ^^^^^ .^ 

self-adjusted in the following manner: If a load is thrown on suddenly, the armature will 
have a tendency to slow down, but this decreases the reverse electromotive force and there- 
fore increases the current flowing through the armature winding. This causes the motor to 
return to its normal speed of rotation. 

We see from the foregoing that the speed of a motor can be regulated in two 
ways: (1) by connecting a variable resistance coil known as a field rheostat in 
series with the field winding; (2) by connecting a variable resistance of large 
current-carrying capacity in series with the external circuit or in series with the 
circuit to the armature itself. 

The motors of the motor generators used in wireless telegraphy are designed 
to permit variation of the speed 20% above and below the normal speed. 

40. Motor with DifTerential Field Winding, — As we have explained, the 
speed of a motor is increased or decreased by regulation of the strength of the 
magnetic field and any reduction of field flux of a given machine will increase 
the speed of the armature. By the use of the differential field winding shown in 
Fig. 29, the flux of the shunt field is automatically weakened in accordance with 
the external load and the speed therefore self-regulated. Confining our vision 
strictly to the windings of the field poles, two distinct set of coils will be seen, 
one a series winding (SR) in series with the armature and the other a shunt 
winding (SH) connected across the main power line. If the current in these 
two windings circulates in opposite directions, a differential field is produced 
and the resultant field will be of greater or less intensity according to the current 

•The term "torque" is applied to the twisting force produced in the annature when the current 
is turned on. "Torque" is the result of "pull" and I'leverage." 
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taken by the armature. A suddenly applied load will tend to slow the armature 
down, and this will reduce the counter E. M. F. of the armature coils; accord- 
ingly increased current will flow through the series winding, which will reduce 
the counter E. M. F. to a still lower figure, permitting such increase of armature 
current as will restore the motor to normal speed. 

Through use of the differential winding motors may be designed to give 
very close speed regulation and are therefore distinctly suitable to drive the A. C. ■ 
generators for wireless telegraphy. 

If we keep before us the fact that the counter electromotive force developed 
in a motor armature acts effectively as a resistance to the flow of current, and 
that this reverse electromotive force increases with the speed, it is easily seen 
that a considerable difference must exist between the armature resistance when 
standing still and its effective resistance when in rotation. If such a motor 
armature were started by connecting its terminals directly to the power mains 
an excessive current would flow which would do injury t^ the windings or the 
commutator. A device known as a motor starter is, therefore required to reduce 
the starting current to a safe value. 

Motor starters will be treated in detail in Part IV, paragraphs 55, 56 and 57. 

41. Dynamo and Motor Armatures. — Armatures may be classified with 

^ particular reference to ihdr 'shapes, the 

two principal types beins known as the 

drum vjound and ring ujound armatures. 

The diagram, Fig. 30, shows the general 

outline of the drum wound armature, the 

core of which is made up of a number of 

thin sheets of soft iron mounted on the 

shaft B to form the support for armature 

F.B. JO-G«.et.l OoUme of Drum Wound Armiture. ^jj^ -j.^^ ^.^i,^ f^^ jj,^ armature are 

placed lengthwise in slots, one coil being shown as at A, B. One terminal. A, B, is con- 
nected to a segment of the commutator and the winding continues through a slot to the 
rear of the armature core underneath a south pole, and returns in the case of a four-pole 
dynamo or motor about 90° away or underneath the north pole where the second terminal 
is attached to the next adjacent commutator segment. A. number of these coils are con- 
necied in series, taps being brought from the terminals of each coil to the successive seg- 
ments of the commutator. The iron punchings of the core are insulated from one an- 
other by shellac or varnish to prevent the induction of current in the core as well as in 
the armature coils. A solid core would occasion great energy losses in this way. 

An armature coil constructed of thin discs or punchings is said to be laminated. The 
s of both dynamos and motors are laminated to prevent induction 




In the ring -wotittd armature shown in Fig. 31, the armature conductors are wound about 
a ring-shaped iron core, separated from one another and equally spaced, the term- 
inals of each coil being connected to ad- 
jacent segments of the commutator. Be- 
cause the conductors on the outside 
surface of the core only are active in cut- 
ting the lines of force, the ring wound 
armature is more or less wasteful and is 
seldom encountered in wireless telegraph 
installations. 

42. Development of Armattire 
Windings. — The subject of arma- 
ture windings is too comprehensive 
to be treated in detail here. These 
windings are exhaustively covered 
in many textbooks on dynamo engi- 
neering which should be referred to 
for additional details. The drum Fi«. 3i-g.««i OBtiln. *,£ Wn* Wou»d Am-tur,. 
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armature windings may be classed into two principal types, the lap winding and 
the UHive winding. 

The development of the lap winding is shown in Fig. 32. where a number of armature 

coils, numbered 1, 2, 3, 4, 5. etc, successively, are assumed to be mounted on the armature 

of a dynamo and to cut through the magnetic fields of the poles N. S, N. S. The arrow 

indicates the direction of rotation, and the letters conespond to the segments of the com- 

• mutator. The position of the positive (+) brush of the armature is shown. 

In this diagram, an armature having 18 conductors revolves in a four pole field and the 
flow of current will be observed to have the following direction. If we start from com- 
mutator segment I, the point where the current enters the armature through the negative 
brush, then the current flows through conductor 17, to commutator segment A, through con- 
ductors I and 6, and out at segment B. Tracing in the opposite direction, current flows 
through 2, through 15 to segment H, through 18 and 13 and finally comes out at G. The 
current is thus seen to take two paths from the negative brushes through the armature coils 
to the positive brushes. And it will be clear also that one side of a given armature coil lies 
underneath a north pole and the opposite side underneath a south pole 90** distant. The 
student should note carefully the direction of the flow of current in all coils of the armature 
winding, taking particular note of the fact that in parts of the armature, the current is flowing 




'Fig. 32 — Development of Lap Winding on Armature. 

towards the positive brushes and in other parts, away from the negative brushes. The coils 
composing the armature winding are connected so that the voltage induced in one adds on to 
that of the next coil, hence, current flows in the same general direction through various 
groups of coils although the sides of a given coil are under magnetic fields of opposite polarity. 

It is to be noted that the brush shown in Fig. 22 short circuits a particular coil of the 
armature, which lies in the neutral magnetic Held. It is self-eiAdent that if a given armature 
coil were short circuited by a brush when the coil occupies a position other than the neutral 
position, it would be surrounded by a magnetic field and current of great strength would be 
induced therein. This would overheat or melt the conductors or at least zvould cause destruc- 
tive sparking at the commutator. 

It the armature wiring in Fig. 32 is carefully traced out, it will be observed 
that the winding, so to speak, laps back upon itself. It is therefore termed the 
lap winding. In a four-pole generator, four brushes would be required for this 
winding and in a six-pole generator, six brushes. 

In the diagram of Fig. 32 the coils of the armature are shown as consisting 
of a single turn of wire but they may have several turns between segments as 
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shown in Fig. 33 where a single coil is connected to commutator segments 

B and C. 

Fig. 34 shows the development of the so-called wave winding. The path of the current 

is as follows : Current enters commutator segment I, continuing through conductor 17, 

or to segment £, continuing through conductors 9, 14, finally 
coming out at segment A. The current having passed 
through a conductor under each field pole, it returns to the 
commutator segment A, the one adjacent to segment I, at 
which it originally started. There are but two paths for fhe 
current through the armature, hence but two contact brushes 
afp required. The majority of motors encountered in wire- 
less work have lap wound armatures. 

The. general construction of a drum- wound annatute is 
^hown in Figs. 35 and 36. Fig. 35 shows a complete Crocker- 
Wheeler^ jpotor generator ^rmature. It should be observed 
that the»D. vC. armature* coils lie lengthwise in slots on the 
iron core and their terminals are soldered in slots at the end 
of each commutator segment. Fig. 36 shows the terminals 
of the armature coils placed in the slots ready for soldering. 
The construction of the commutator should be noted. It is 
made up of a number of copper bars separated by fiber 
insulating material. 
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Fig. 33 — Simple Armature 
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43. The Alternating Current Transformer. — ^We 
have shown in paragraphs 28 and 29 how a varying 
magnetic field threading in and out of a coil of wire wound over an iron core can 
induce a flow of current into another coil wound about it. Mention was made of 
the fact that direct current Jowing ^through the first coil must be interrupted or 
its strength changed periodically to induce a current in the second coil. 

It is clear from Fig. 19, that the lines of force produced by winding P cut each 
turn in S just once, and, therefore, the pressure or electromotive force induced 
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Fig. 34— DcYclopment of Wave Winding. 

in winding S increases or decreases accordingly as the number of turns in S are 
greater or less than in P (see paragraph 31). 

The apparatus built upon this principle is known as a transformer and the 
different types are called step-up or step-down with respect to the ratio of the 
primary and secondary turns. 
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Tha cetcntUli of ■ transformer are; 

(1) A prinuuy winding; 

(2) A ucondvy winding; 

(3) An iron core. 

In order that the current may be induced in the *econdary of a transformer, tlie 
primary winding must be traversed by either a pulsating or interrupted direct current 
or an alternating current. 

Fi(. 3S— Conitniction of Crocker Wbeeltr Motor Generator Arni.ture. 



Fi(. 3fr— Sfaowini Crocker Wheeler Motor Ainutute with Coil Termloila Unioldered. 

Alternating current transformers for the production of high voltages may be broadly 
ctassified under two general types i 

(1) The constant current transformer; 

(2) The constant voltage transformer. 
In terms of the ratio of transformation, they may be classified as : 

(1) Step-up transformer; 

(2) Step-down traniformer. 

According to the design of the coils and the core or magnetic circuit, they may be 
classified as: 

(1) Opes core transformer; 

(2) Closed core transformer; 

(3) Auto transformer; 

(4) Air core transformer. 

Fig. 37 is an elementary diagram of a closed core, step-up, constant voltage transformer. 
The primary and secondary windings P and S respectively^ are supported by a rectangular 
iron core built up of strips of sheet iron. The primary winding, for example, may consist 
of one or two lajrcrs of comparatively coarse wire such as No, 10 or No. 12 B. & S. gauge. 
The secondary winding S may have several thousand turns of fine wire such as No. 30 or 
No. 32. 

The process of transformation is as follows: The alternating current flowing from a 
dynamo through the primary winding P magnetizes the iron core periodically, causing a 
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Fig. 37— Magnetic Circuit of Step-up Closed Core 

Transformer. 



varying flux to flow through the iron core in accordance with the alternations of current. 
This varying flux induces an £. M. F. in the secondary which will cause a current to flow if 
the secondary circuit is closed. The current in the secondary circuit flows in the opposite 
direction from that in the primary circuit and as it increases, it sets up a flux in opposition 
to that already in the core, reducing its strength. This reduces the self-induction of the 
primary, permitting more current to flow 
in the primary and in this way the 
transformer becomes self-regulating — 
a rise of the secondary current causing 
an increase in the primary current. 

If, for example, current at 110 
volts, 500 cycles, flows through 
winding P, the flux will alternate 
through the core 1,000 times per 
second, setting up 1,000 alterna- 
tions of current in winding S. 
Since S consists of a great number of turns, the voltage of the current induced in 
S will be very much greater than the voltage of the current in winding P. In 
fact, it is found that the voltage in the secondary winding is almost a direct 
ratio of the primary and secondary turns, e. g., 

E-s T-s 

E-p ^T-p 
where T-p = the current in the primary ; 
where T-s = the current in the secondary ; 
E-p and E-s = the voltage in the primary and secondary circuits respectively. 

Fig. 38 shows the open core, step-up voltage, constant current transformer employed 
m radio work.- Q the core constructed of a- bundle of fine iron wires or of sheet 

iron is covered with several layers of 
insulating cloth followed by one or two 
layers of coarse copper wire. An insu- 
lating tube (not shown) is placed over 
the primary. It is made of some mate- 
rial which will withstand the heat and 
possess the requisite insulating qualities. 
Over this tube is placed a secondary 
winding which consists of several 
thousand turns of fine wire wound up in 
the form of pancakes as at S-1, S-2, S-3. 
There is little magnetic reaction of the 
secondary upon the primary in this type 
of transformer owing to the lack of a 
continuous iron path for the flux and the 
self-induction of the primary therefore 
remains nearly constant. The transform- 
er will draw practically the same current 
when the secondary is on short circuit as when it is open. 

The closed core transformer can be designed to have this operating characteristic when 
fitted with a magnetic leakage gap shown by the dotted line, Fig. 37. The reactive lines 
of force from the secondary pass through this gap and the self-inductance of the primary 
winding, therefore, remains nearly constant under all variations of the secondary load. 

Both the open and closed core transformers are employed in wireless telegraphy to 
generate current at voltages between ten thousand and fifty thousand volts at power input 
varjdng from Ji K. W. to 500 K. W. 

The ratio of transformation in the open core transformer is not exactly in proportion 
to the turns, due to magnetic leakage. The design is, therefore, altered to meet these 
conditions. Generally the secondary is given more turns than the usual transformer equation 
would require. 

The so-called auto transformer with a step-up ratio of turns is shown in Fig. 39. In 
this type the primary and secondary windings have turns in common, a single coil being 
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Wg. 38 — Open Core Transformer. 
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used for both circuits. A portion of the current flowing in the secondary winding is in- 
duced by the passing of the flux through the core from the primary turns, but another 
portion flows into the secondary circuit by direction conduction. 

Although transformers of this type are not employed for the production of high voltages 
(with low frequency currents), they are frequently used as step-down transformers to 

obtain 10 to 50 volts of alternating cur- 
rent from a 110-volt source. Without an 
iron core, auto transformers are used in 
the circuits of radio frequency in both 
the transmitting and receiving apparatus 
of wireless telegraphy. 

The air core transformer in Fig. 40 is 
used principally in radio-frequency cir- 
cuits for transferring oscillations at ex- 
tremely high frequencies from one circuit 
to another, and when used in this man- 
ner it might properly be called a radio- 
frequency transformer. For such a trans- 
former if used in the transmitting ap- 
paratus of a radio set, winding P is made 
of a few turns of coarse copper tubing or 




Fig. 39 — ^Atito Transformer. 
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copper strips, the tubing being from ^ to fi inch in diameter for the small size sets. Wind- 
ing S may have several turns, a dozen or more of insulated wire or small copper tubing. 
On the other hand, if the auto transformer is used in receiving sets, winding P may consist 
of several hundred turns of No. 24 B. & S. wire, and winding S may have several hundred 
turns of No. 32 B. & S. wire. 

Whether or not the voltage of the sec- 
ondary circuit will be greater or less than in 
the primary, in radio-frequency transforma- 
tion, depends upon the values of capacity 
included in either circuit as well as the ratio 
of the turns. Owing to the phenomenon of 
resonance and the effects of capacity, a step- 
up ratio of turns may be the equivalent of a 
step-down voltage or vice versa. 

When the primary circuit of an open core 
transformer is supplied with interrupted di- 
rect current, it is called an induction coil. 
This coil will be described in detail in Para- 
graph 50. 

44. Electrostatic Capacity. — In or- 
der that certain phenomena involved in 
the flow of alternating current may be 
understood, it will be necessary to con- 
sider another quality of an electric cir- 
cuit known as electrostatic capacity. We have mentioned two qualities of an 
electric circuit, i. e., resistance and inductance. The third quality, capacity, is of 
particular importance in wireless telegraph apparatus and will now be defined. 

Further on, we shall show how 
these three qualities govern the flow 
of an alternating current. 

Capacity may be defined as that 
property of a conductor or circuit 
by which energy can be stored up in 
electrostatic form. The electrostatic 
capacity of a conductor is measured 
by the quantity of electricity in 
coulombs with which it must be 
charged to raise its potential to one 
volt. 




Fig. 40 — Radio Frequency Transformer. 
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A device for storing up energy in the form of an electrostatic field is known as a 
condenser. When two copper sheets or other conducting material are separated by a 
small air space as in Fig. 42, and a source of direct or alternating current connected to 

the two plates, the intervening space fills 
up with electrostatic lines of force. If 
the charging source be disconnected, and 
the terminals of the condenser be recon- 
nected to a galvanometer, the latter will 
give a momentary deflection indicating 
the passage of an electric current. This 
experiment proves that the electrostatic 
field within a condenser will, when re- 
leased, set up a flow of an electric current. 
The unit for expressing the ca- 
pacity of a condenser is the farad 
which is a condenser of such dimen- 
sions that one volt of electricity will 
Fig. 42— Simple Condcnier. storc Up in It a charge of One 

coulomb. The farad is too large for practical measurements, hence the micro- 

1 

farad is in general use. One (1) microfarad = farad. 

1,000,000 

The quantity of electricity that can be placed in a condenser is directly proportional to 
its capacity and the difference of potential between its plates, or Q = C X E. Hence, a 
condenser of .000002 farad capacity, charged to a potential of 10,000 volts would have 
stored up in it 10,000 X .000002 = .02 coulomb. 

When current flows into a condenser, its potential difference rises uniformly until the 
E. M. F. of the condenser and that of the charging source are equal. At any instant, 

Q 

the E. M. F. of the condenser is proportional to — but since the charging process is uniform 

C 
£ 
the average E. M. F. = — 

2 
The work done in joules in placing a quantity of electricity into a condenser ^ the 
quantity of electricity multiplied by the average E. M. P., hence 

£ 
the work in joules = Q X — 

2 
Since Q=:EXC 

E C £■ 

therefore W = EXCX — = 

2 2 

Where W = the work in joules. 
Now if a condenser is charged N times per second, the power is expressed: 

C E« 

P= X N 

2 
Where N = the number of charges per second ; 

C = the capacity of the condenser in farads ; 
E = the potential difference in volts. 
Hence if a condenser of .002 microfarad capacity were charged to a potential of 30,000 
volts by a 500 cycle alternator, the power expended in watts would be: 

.000000002 X 30.0002 

X 1,000 = 900 watts. 

2 
A condenser of concentrated capacity always consists of: 
(1) Two or more opposing surfaces; 

' (2) An insulating medium between the plates which may be air or any of the well- 
known insulating materials, such as glass, micanite, hard rubber, waxed paper, 
etc 
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This medium is known as tlie dielectric. The capacity of a condenser is found to vary: 

(1) Directly as the area of the opposed surface and the ability of the dielectric to 

conduct electrostatic lines of force; 

(2) Inversely as the separation of the plates. 

This may be written; 

K X A X 2248 

C= 

T X lO^o 
Where C = the capacity of the condenser in microfarads ; 

A = the area of the opposed surfaces in squares inches ; 

K = a certain constant ; 

T = the separation of the opposed surfaces, or the thickness of the di-electric. 

It can be proven that different di-electric mediums conduct static lines of force 
with more or less ease depending upon their nature. Air is taken as unity and 
all other insulating mediums are compared to it. Certain grades of glass are 
said to have a dielectric constant of 9, meaning that a condenser with a plate of 
glass between conducting surfaces will permit 9 tjmes the quantity of electricity 
to be stored up as with air at ordinary pressure. In the same way, the dielectric 
constant of micanite is said to be 5, paraffin paper 2, etc. (Note complete table in 
the Appendix). 

Condensers of large capacity are made by taking a number of sheets of tin or brass 
foil and separating them with thin sheets of waxed paper or other insulating material, 
alternate sheets of foil being connected together on either side, so there is no direct con- 
nection between them. This constitutes a condenser of concentrated capacity which may 
store up temporarily considerable amounts of energy in electrostatic form. 

Condensers may be classified with respect to their dielectric strength which may be 
defined as the ability of the dielectric to resist puncture when subjected to electric pressure. 
Condensers which will withstand high voltages without rupture of the dielectric are termed 
high potential condensers and conversely those which will withstand low voltages only are 
called low potential condensers. High voltage condensers are used in circuits of several 
thousand volts pressure. Low voltage condensers are employed in circuits of less than 
500 volts pressure. 

We have mentioned that a condenser when first connected to a charging 
source, has zero potential, and as the current flows, the potential difference rises 
until the voltage of the condenser is equal to voltage of the charging circuit ; the 
flow of current then stops. If the applied potential is decreased, the condenser 
will start to discharge and current will flow out in the opposite direction to 
which it was charged. The voltage of the condenser is thus seen to set up a 
back pressure which tends to drive the charging current back. 

We have already seen how inductance tends to prolong the flow of current in 
a circuit and we now see that the condenser tends to extinguish it or drive it 
back. Thus the back pressure of the condenser opposes that set up by an in- 
ductance coil. We shall now see how these counter E. M. F.'s govern the flow of 
alternating current. 

The effects of self-inductance will first be noted. 

45. Reactance and Impedance. — When a coil of wire is connected to a 
source of direct and then to a source of alternating current of the same voltage, 
the flow of current (in amperes) will be considerably greater with the former 
connection than with the latter. This is due to the fact that the counter E. M. F. 
of self-induction in a direct current circuit is only momentary, the effects being 
observed when the current is turned on and off, whereas in a circuit carrying 
alternating current, the effects of self-induction are continuous and the back 
pressure resulting therefrom must always be considered to determine the strength 
of current. 

The flow of a direct current through a given circuit is opposed only by the 
ohmic resistance, but the flow of alternating current is impeded by the counter 
electromotive force of self-induction as well as by the ordinary resistance. The 
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extra resistance of self-induction is termed reactance, and is expressed in equiva- 
lent ohms. The combined opposition of reactance and resistance in any circuit is 
termed impedance, and accordingly the flow of current through a circuit carrying 
alternating current is governed by the impedance and not alone by the ohmic 
resistance. It should be understood that the counter E. M. F. of self-induction 
entails no loss of energy in an electric circuit as does resistance (where the 
energy is lost in the form of heat), but a higher voltage is required in that 
circuit to force a given value of current through it. 

The flow of alternating current is nearly always controlled by coils of high 
self-induction which are termed reactance coils or ''choking" coils. 

The reactive pressure occasioned by a circuit loaded with inductance is termed in- 
ductance reactance. It is expressed: 

Reactance = 6.28 X N X L 
Where N = the frequency in cycles per second. 
L = the inductance in henries. 

If the coil L of Fig. 43 has inductance 
of .055 henry, and it is connected to a 60- 
cycle alternator, the inductive reactance 
= 6.28 X 60 X .055 = 20 ohms. If the 
frequency be increased, the reactance (in 
ohms) increases in the direct ratio; thus 
if N = 100,000 cycles, the frequency of 
a radio-frequency alternator, then the 
reactance of coil L = 34,540 ohms. 

The flow of current through L is 
governed both by the reactance and the 

Fig. 43 — Alternating Current Circuit with Concentrated resistance, and the impedance of SUCh a 
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circuit is expressed as follows: 



Impedance = V R«+X* 
Where R = the resistance of the coil in ohms ; * 
X = the reactance of the coil in ohms. 

Then if the coil L of Fig. 43 had inductance of .055 henry, resistance of 10 ohms and 
reactance of 20 ohms, then 

Impedance = V 20^ + 10> := 22 J ohms approximately. 

£ 
For direct or continuous current. Ohm's law is expressed I = — , but for alternating 

R 
E 
current the formula is modified to, I = — . If the pressure of the alternator is 110 volts, 

Z 
110 

then there will flow through L, = 4.9 amperes nearly. 

22.3 

46. Capacity Reactance. — We have shown how a condenser connected in 
series with an alternating current circuit acts as an eflfective resistance and exerts 
a back pressure on the charging E. M. F., and also that this back pressure opposes 
that set up by inductance. To distinguish these counter E. M. F.'s, the reactance 
occasioned by inductance is expressed as positive reactance and that by a con- 
denser as negative reactance. 

The capacity reactance of a condenser is determined as follows : 

1 

Capacity reactance = 

628 X N X C 
Where N =the frequency of the current in cycles per second; 
C = the capacity of the condenser in farads. 
The important point to be noted from this formula is that a large condenser will have 
a small value of reactance and conversely a small condenser will have a large value of 
reactance. 
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If the condenser C connected in series with the 60 cycle alternator of Fig. 44 has capacity 
of .00013 farads, and the frequency of the alternator is 60 cycles, then 

1 
Capacity Reactance = = 20 ohms approximately. 



6-28 X 60 X .00013 
If the frequency of the alternator is 100,000 cycles, then, 

1 
Capacity Reactance = 



= .012 ohms. 



6.28 X 100,000 X .00013 ^ 
' it is clear that by proper selection of capacity and inductance values in the alternator circuit 
of Fig. 45, the counter electromotive forces can be made to balance and the reactance there- 

1 
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fore reduces to zero, or 2x N, L = 

2x N,C 
The circuit then acts as if neither induct- 
ance or capacity were present and the 
flow of current is governed solely by the 
ohmic resistance of the circuit 

If capacity reactance overbalances in- 
ductance reactance, then the resultant 
value takes the notation of the predom- 
inating figure, e. g., if the capacity react- 
Pig. 44— Alternatiog Current Circuit with Condenser in ance exceeds the inductance reactance, the 

difference between the two will be ex- 
pressed in ohms, and the circuit said to have so many ohms capacity reactance. In case 
inductance reactance- predominates, the opposite statement applies. We see from all this 
that a much greater current can be made to flow through the circuit from the alternator 
by the use of a condenser and a coil than if but one of these were used. 

Reviewing the foregoing, it is clear that the reactance of a given coil for frequencies 
in excess of 100,000 cycles per second (as compared to lower frequencies) may attain a 
rather large value. It is therefore nec- 
essary in such circuits to insert a cer- II C 
tain amount of concentrated capacity to 
build up the current In the radio- 
frequency circuits of wireless telegraph 
apparatus, current flows at frequencies 
between 20,000 and 1,000,000 cycles per 
second and if this current is to be trans- 
ferred by magnetic induction from one 
circuit to another, the second circuit 
must contain a certain amount of in- 
ductance and capacity of such values 
that inductance reactance and capacity 
reactance neutralize one another. The 
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Fig. 45 — Showing How Resonance Is^ Obtained in Alter- 
nating Current Circuita. 



second circuit is then said to be resonant to the impressed frequency and the flow of current is 
governed solely by its resistance. 

Straight wires possess both capacity and inductance, which are said to be dis- 
tributed rather than concentrated as in the case of a condenser or a coil of wire 
The laws of electrical resonance, in general, apply to such circuits as well as those 
having concentrated capacity and inductance. 

47. Lag and Lead of Alternating Current. — A certain phenomenon, in- 
volved in the flow of alternating current throughout a given circuit, is termed 
phcLse displacement. Given a circuit in which inductance reactance predominates, 
it is found that when a given alternating electromotive force is applied thereto, the 
pressure and current do not reach their maximum values simultaneously. The 
current lags behind the impressed voltage by a certain degree dependent upon the 
self-induction of the circuit and such a circuit is said to have a lagging phase. 

As it is convenient to express a complete cycle of current in terms of the degrees of a 
circle, % cycle being equivalent to 90'', ^ cycle to 180**, and so on, we express the lag of 
the current in terms of the degrees of the circle. Hence, a certain circuit is said to have 
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an angle of lag of 35^ or some other degree dependent upon the constants of the circuit 
(All this is explained in any strictly theoretical text book on alternating current). 

In a circuit wherein capacity reactance predominates, the opposite condition is obtained, 
e. g., the current leads the voltage reaching its maximum value before the impressed 
£. M. F. A circuit of this type is said to have a leading phase. 

The point to be brought out here is tJiat in circuits having either lead or lag, the actual 
power consumption in watts cannot be determined from the reading of a voltmeter or 
ammeter. To illustrate: When a voltmeter or ammeter are connected in the primary wind- 
ing of a high voltage transformer of the type used in wireless telegraph transmitters, the 
voltmeter may indicate 110 volts and the anuneter current strength of 14 amperes. Apply* 
ing the power formula in simple form the apparent reading in watts would be 110 X 14 = 
1,540 watts, but a wattmeter connected in this circuit may indicate a reading of 1,000 watts 
which is the true reading because the wattmeter is constructed to read correctly inde- 
pendently of the degree of phase displacement. The result obtained by multiplying the 
pressure by the current is only an apparent reading of watts; but the true reading is 
always obtained by the meter. The ratio of the true watts to the apparent watts is ex- 
pressed by the term, the power factor. In the circuit taken as an example^ the power 
1000 

factor = 1 or approximately 65%. 

1540 

R 

The power factor can also be obtained from the ratio of — , that is if the impedance 

Z 
and resistance are known, and the value of the former is divided by the latter, the power 
factor of the circuit is obtained. 

The formula for power in direct current circuits, W = I X E is changed in the case 
of an alternating - current circuit wherein the current lags behind the voltage to read : 
W = I X E X Cos. 0. 

The cosine ^ is the power factor expressed as a function of an angle of a circle and 

R 
as mentioned, is equal to — . Hence if the total resistance of a given circuit is known, also 

Z 
the total impedance and the reading of current and E. M. F. is obtained by an ammeter and 
voltmeter respectively, we can determine the true power in watts in any circuit without the 
use of a wattmeter. 

48. Effective Value of Alternating E. M. F. and Current.— It is self- 
evident from the alternating current curve of Fig. 41 that the current constantly changes 
in value as well as reversing its direction. Hence, to express the effectiveness of a given 
electromotive force in such circuits, we must employ some value other than the maximum 
E. M. F. or maximum current per alternation. Take, for example, any given circuit in 
which the maximum current for each alternation amounts to 15 amperes (as in Fig. 41), 
it is evident that at all points off maximum during the complete cycle, the strength of the 
current is less than 15 amperes. It is clear that we must take some sort of an average 
value in order to determine the effectiveness of an alternating current. Since the heating 
effects of direct current in a given circuit are uniform, the effectiveness of an alternating cur- 
rent is expressed in terms of the strength of a given amount of direct current which would 
produce the same power or heating effect. To illustrate: If 15 amperes of direct current 
pass through a resistance of 2 ohms, the power of the current converted to heat will be 
12 X R = 15* X 2 = 450 watts. Now if we pass an alternating current through the 
same wire and adjust its strength until 450 watts are consumed in the form of heat, 
we would then have 15 amperes of alternating current flowing. 

This is the so-called effective value of the alternating current which in the case of 
a sine wave curve is found to be .707 of the maximum value per alternation. Suppose, 
the maximum value of current per alternation in the curve of Fig. 41 is 15 amperes, 
then the effective value will be 15 X .707 = 10.5 amperes. That is, the current rises 
and falls uniformly between a value of -|-15 amperes and — 15 amperes producing the 
same heating effect as a direct current of 10.5 amperes. Now an ammeter connected 
in such a circuit would indicate 10.5 amperes because these instruments are constructed 
to indicate the effective value of current and not the maximum value per alternation. 
Similarly, voltmeters indicate the effective voltage in a given circuit. All this means 
that the maximum voltage per cycle of an alternating current supplied from power mains at 
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pressure of 500 volts, is somewhat greater, in fact, is 500 X 1-41 = 70S volts. Similarly the 
maximum voltage per alternation in 110 volt alternating current circuits b 155 volts. (This 
is only true when the wave form of the current follows the curve of sines.) 

When speaking of the pressure of the high voltage transformers used in wireless 
telegraphy, the secondary voltage is generally given as the majcimum voltage per 
cycle and not the effective value. 

The student will sec from the foregoing that the problems of alternating current 
drcuits are largely different than those of direct current circuits and that the flow of 
current is governed by conditions other than the ohmic resistance. Also the actual 
power consumption in watts depetids upon whether or not the pressure and current in a 
given circuit are in exact phase. 

49. Measuring Instruments or Electric Meters. — The principle measuring 
jnetruments employed in connection with a wireless telegraph transmitter are : 

(1) The voltmeter; 

(2) The ammeter; 

(3) The wattmeter; 

(4) The frequency meter; 

(5) The hot wire ammeter. 

In the circuits of a radio-transmitter, these instruments occupy the positions fol- 
lowing: The voltmeter is joined across the terminals of the alternator; the ammeter 
is connected in series with the primary winding of the transformer; the wattmeter is 
connected in the circuit from the alternator to the transformer; the frequency meter 
is shunted across the terminals of the alternator; the hot wire ammeter is used prin- 
cipally in circuits of radio- frequency, and to some extent, in circuits of lower frequency. 
Before entering into a description of these meters, we shall explain the workings 
of the cur rent- detecting instrument kno« 
the galvanometer. This instrument may 
take one of several forms, but the type 
shown in Fig. 46 is the least difficult to 
understand. A rectangular coil of sev- 
eral turns of copper wire D is suspended 
between the poles of a horse shoe 
permanent magnet, P, P. Between the 
poles is the stationary iron core C* The 
coil is suspended from the screw F and the 
current to be measured enters at the wire 
A and leaves by the wire B. When 
current is passed through the coil B, it 
tends to turn so as to include the greatest 
number of lines of force but is resisted by 
the torsion of the suspending wires. If a 
pointer and suitable scale are attached to 
this coil, comparative readings of the 
strength of current may be made. In- 

sitive and will easily measure a current 
of .000001 of an ampere. It is an impor- 
tant instrument to demonstrate the ele- 
mentary principles of electromagnetic 
induction, and should be a part of all 
students' equipment. 
Fig. 4(^Simpie Cri.Momet«. ^^^ jf (he coil D had several 

thousand ohms resistance, the galvanometer might be calibrated in volts and em- 
ployed as a voltmeter. If, on the other hand, coil D were wound with a few turns 
of relatively coarse wire, it might be calibrated in amperes and would, therefore, 
be known as an ammeter. As an ammeter it would be connected in series with the 
circuit under measurement. 

*Tb* Core C tstcBiIGM tht fiald >cro« tbi air iv K to F. 
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(a) The voltmeter may be constructed along the lines of galvanometer. A 
simple drawing of the Weston voltmeter appears in Fig. 47. 

A recUnguUr coil of fine wire. A, B, 
ia mounted on the metal bobbin G. It is 
supported by jewelled bearings «nd held 
in the zero position of the scale by the 
spiral springs, S-1 and 5-2, tii rough 
which the circuit of the coil is com- 
pleted. When the pointer is in zero po- 
sition, the coil rests at a slight angle to 
the pole pieces of a permanent magnet, 
N, S. When current is flowing through 
the coil, the nomal field from M to S is 
"lengthened" out and in trying to "shorten" 
themselves, the lines of force actually 
"twist" or turn the coil. When the tension 
of the spring is equal to the pull of the 
magnetic field, the pointer comes to rest 
and the reading of the instrument may then 
be observed. An external resistance coil, 
R, is connected in series with the winding 
of the bobbin to reduce the flow of cur- 
rent to a minimum value. This coil may 
have resistance of 100,000 ohms and may 
be provided with two taps making the 
meter a double scale instrument. 

There is essentially no difference in 
the construction of the ammeter and 
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the voltmeter except the resistance of the windings and the calibration. The coils 
of the ammeter have relatively low resistance whereas the voltmeter as already 
mentioned, has high resistance. 

The windings of an ammeter may be proportioned to carry a small amount of current. 
but the meter can be used to measure very large values by connecting its terminals 
across an external shunt as in Fig. 48. 
This shunt consists of a number of metal 
strips of comparatively low resistance 
stretched between two large copper 
lugs. A potential difference exists across 
the terminals of the shunt which causes 
a certain amount of the current to sub- 
divide and flow through the meter. An 
increase of current through the shunt 
e the flow of current through 

..y b. .-."b'ri ',o' ":r;;f "t"; «« '-'"-'". «■■ "" •• • =■""• •«' ■■ *--" 

values of current, although but small values pass through the instrument itself. Such 
instruments are generally supplied with a certain length of connecting leads between 
the shunt and the instrument. The length of these leads must not be altered or the 
calibration of the instrument will be interfered with. In electrical diagrams, both the 
voltmeter and the ammeter may be designated by the symbol of Fig. 49. 

One type of meter for use in alternating current circuits is shown in Fig. 50. Coil 
W is a spool of wire with several layers like the winding of an electromagnet. ~' 
shaft carrying the pointer P has the semi-cylinder of ' 
cylinder B. Outside B is another semi-cylinder of i 
ing through the coil W, the semi-cylinder A tends to 
C, but is resisted by the spiral springs 5. 

If coil W is wound with fine wire and has a coil of high resistance connected in series, 
it is a voltmeter, but if W has a coarse wire winding, the instrument becomes an ammeter. 

(b) The wattmeter is a positive necessity for determining the power flowing 
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in an alternating current circuit because, as already explained, the product of the 

volls multiplied by the amperes does not give the true reading of watts. Due to 

the self-induction of the circuit, the E. M. F. and current do not reach their maxi- 
mum values simultaneously. The current in fact, 
lags behind the impressed E. M. F., and there- 
fore the product of volts multiplied by amperes 
gives what is known as an apparent reading of 
watts. This lagging of the current behind the 
E. M. F. is known as phase displacement. 

Wattmeters are constructed to be independent 
of phase displacement and they will give true 
readings of power consumption over the range 
for which they are designed. The student will 
always recognize the wattmeter by it having four 
binding posts; two very large binding posts which 
are connected in series with the apparatus under 
measurement and two small binding posts which 
are connected in shunt to the terminals of this 
apparatus. 

Fig. 49— Smbol (or Ucinrinc Instni- Tdg general design for this instrument is shown in 
"""■ Fig. 51. Coil A, called the current coil, ts connected 

in series with the load; coil B, called the voltage coil, is connected in shunt to the load 

but a large resistance R is connected in series. The position of the coil A is fixed, but 

coil B is mounted on bearings and fitted with a pointer P which is held in the zero 

position by a spiral spring S. When current is passed through these two coils, two 

magnetic fields are set up, which act mutually to pull the movable coil B parallel to the coil A. 
The current in the pressure coil will vary as the potential difference between its 

terminals and the current through the series coil will vary as the current in the circuit 

in which it is inserted. The force acting 

upon the movable coil will be proportional 

to the product of the current and potential 

difference. That is, the deflection of the 

coil is proportional to the power of the 

current flowing in the circuit, and the 

scale of the instrument may be calibrated 

directly in watts. In the diagram binding 

posts C, C are for the current coil, and 

posts L, L, are for the pressure coil. 

(c) Frequency meters are not ex- 
tensively supplied to commercial wire- 
less telegraph sets, but one of these in- 
struments is always a part of the radio 
inspector's testing equipment. The 
Hartmann & Braun meter is shown in 

Fig. 52. It has much the appearance ^- so-M«:h«iam of Alt.rwiina Curr«t Ammeur. 
of a voltmeter, and, like that instrument, it is connected in shunt to the terminals 
of the alternator. 

In this diagram the single elongated magnet winding M has joined in series with 
it the coil R ; the two terminals £, E are shunted across Che circuit under measuremenL 

The soft iron piece, P, P, completes the magnetic circuit for the poles of the horse- 
shoe magnet, N, S, N, S, etc. A number of small vibrating reeds are placed directly 
in the path of the flux between the soft iron piece and the poles of the magnet. Each 
of these reeds have a different period of mechanical vibration and, consequently, are 
only set into vibration by the flux of the magnet when it alternates at such rates as to 
correspond to the natural mechanical period of the reed. 

Four permanent horse-shoe magnets, N, S, N, S, etc., keep the core in a constant 



ELECTROMAGNETIC INDUCTION. 



45 



state of magnetization, but when alternating current flows through winding M, the 
reed having a natural period corresponding to the particular frequency of the current 
flowing will be set into violent oscillation. The scale reading corresponding to this 
particular reed is the frequency of the cir- 
cuit under measurement. The instrument 
will perhaps be better understood from 
the side elevation. Fig. 52. Frequency 
meters of this type are very accurate. 
(d) The mechanism of one type 
of hot wire ammeter is shown in Fig. 
53, Meters of this construction are 
particularly suitable for measurement 
of the current at radio-frequencies. It 
should be self-evident that measure- 
ment instruments having bobbins or 
coils of wires are totally unsuited to 
this work, first, because the current 
of high voltage and high frequency 
would bum out the coil, and, second, 
the length of the windings would 
seriously affect the oscillating prop- 
erties of the circuit. The self-induc- 
tion of the hot wire in a hot wire 
meter is practically zero, and there- 
fore there is no danger of burn-out 
or short circuit. 

In the diagram. Fig. 53, a steel plate 

P is made to pull against the wire C. D, 

by the spring S-1. One end of the wire 

C, D is attached to the plate P, passed 

point R where it is insulated. The pulley K 
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about the pulley K, and again attached . . _, __ 

carries the arm 5 with two prongs between which is stretched a silk thread T wound 
around the shaft X. X carries the pointer P", which moves over the scale. 



The current to be measured enters the i 
as the current flows, the temperature of the 
to the tension of S-1, the slack is taken 
up at side B and equilibrium can be re- 
stored only when the pulley K rotates 
sufficiently to equalize the pull on the 
spring. The rotation of K carries S 
with it, and S in moving causes the silk 
fiber to rotate the shaft which carries 
the indicating needle. 

When the hot wire ammeter is used 
to measure large values of current, a 
shunt must be supplied to sub-divide the 
current flow, but an inductive shunt, 
even with one-half a turn of wire can- 
not be employed to measure current at 
radio-freque.icies because the inductance 
of the shunt would vary with each 
change of frequency. Consequently, hot 
wire meters are constructed after the de- 
sign of Fig. 54. where several resistance 
wires are stretched in parallel between two 
wires are ol small diameter, such as No. 36 

practically the same resistance to current of radio-frequency as 
that is, irrespective of the frequency of the current, the reading ii 
One of the wires. C, D. is selected to work the indicating 



res at the shaft K; 
expand, but owing 



Fig. S2— Mechaniim of Frfquencr Meter. 

large copper blocks, B, IJ". .Ml of these 
No. 40 B. & S. gauge, hence they offer 
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following manner: A wire, E, F» is attached to the center of C, D, and a silk thread 
attached to it at K, which is wound about the shaft in such a way as to work against 
the tension of the spring S which, normally, would cause the pointer to move to the 
full scale position. However, by means of the thread, it is drawn to the zero position 
of the scale. When current is flowing through C, D, the expansion of the wire releases 

the pull of the thread which allows the 
pointer to move across the scale ac- 
cording to the degree of expansion and 
the tension of the spring. 

The fundamental principle of another 
instrument for measuring radio-frequency 
currents, used by the Marconi Company, 
is shown in Fig. 55. The complete details 
for construction are not opened for pub- 
lication, but briefly, the operation is as 
follows : The current of radio-frequency 
flows through several wires stretched be- 
tween blocks B and B*. A thermo- 
couple mounted on one of these wires 
as indicated at C, D, is heated by the 
current of radio-frequency flowing be- 
tween the copper blocks. As is well 
known, this junction sets up a direct 
current which flows through the 
meter A. The latter is a sensitive di- 
rect current instrument with magnetic 
windings and is calibrated directly in 
amperes. 




DAMPING 
' DISC 



Fig. 53 — Mechanism of Hot Wire Ammeter. 



The production of E. M. F. by a thermo-couple may be better understood from Fig. 
56. If a piece of bismuth B and antimony A be soldered or welded together and 
their ends connected to a galvanometer, then if the temperature of the junction is 
raised higher than the remainder of this circuit, a current flows in the external circuit 
from antimony to bismuth. If the junction is cooled below temperature of the rest 
of the circuit, current will flow in the opposite direction. There are a number of 
other metals which when joined and heated will produce a direct E. M. F. under 
change of temperature, notably copper and iron, which are frequently used as a thermo- 
junction. 

50. Induction Coil. — ^We have shown how an alternating current can be 
raised to a pressure of several 
thousand volts by means of the alter- 
nating current transformer. In a 
somewhat similar manner, a direct 
current of low voltage can be changed 
to an alternating current of many 
thousand volts by an apparatus 
known as an induction coil. 

Fig. 57 is a diagrammatic sketch of 
an induction coil. P is the primary 
winding and S the secondary winding. 
B is a piece of spring brass fitted with 
a soft iron button that may be attracted 
by the core C. A is an adjustable thumb 
screw, platinum tipped, which makes 
contact at C*, closing the circuit of the battery through winding P. In practice sole- 
noid S is wound about C. 

When the battery circuit is closed at K, the core becomes saturated with magnetism 
and attracts the armature B. 6 being drawn to the end of the iron core, the flow of 
current is broken at C*. Since the current is now cut off from P the magnetic field 
disappears and the tension of the spring causes the circuit to be closed again at C^. 
This process is repeated continuously, resulting in from 30 to 100 breaks per second. 




Fig. 54 — ^Hot ^re Ammeter with Internal Shunt. 
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The coil P generally has 1 or 2 layeri of coarse insulated copper wire of different 
sites (the size varying with the current) which are thoroughly insulated from 
the core C. Winding P is covered with an ^ 

insulating tube which supports winding S. iH-UAUMCTER ftsaf 

The secondary winding may have many JUNCTION f^ 

thousand turns of very fine wire which 
are wound in the foim of pancakes and 
connected in series. Thus the electromo- 
tive force at the terminals of winding S 




ni. 5S— Aerial Aniiaeler witb Thermo-Coaple. 
o saturate the iron core with lines of force than 
urrent is shown in Fig. 58. 



Fie. S* — ProducUoo of Thtrmo-Electric Cutrcot. 

may be as great as 150,000 volts when 
the pressure of the current through P is 
20 to 30 volts. 

The student should note that, al- 
though the interrupted direct current in 
winding P induces an alternating current 
t in the winding S, the induced pressure 
(in winding S) is considerably more in- 
tense at the "break" of the primary cur- 
rent than at the "make." This is due 
to the more rapid change of flux thread- 
ing through the winding S when the lines 
of force collapse than when they rise; in 
other words, it requires a longer period 
o empty it. The wave form of the induced 
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Fig. 58 — Wave Form of S«ond»ry Ir 

connected in series with the primary winding of the inductii 
The 




(a) Interrupters. In addition to the magnetic interrupter shown in Fig. 59 
there are several types of interrupters for induction coils, but since they are seldom 
Used in modem wireless systems, they will not be described. The electrolytic 
interrupter is frequently employed 
but hot extensively, A diagram of 
connections and a sketch is shown 
in Fig. 59. 

A lead plate of convenient size is 
immersed in a dilute solution of sul- 
phuric acid together with a platinum 
electrode covered with a porcelain 
sleeve. The amount of platinum ex- 
posed to the action of the add is closely 
regulated according to the conditions 
of the circuit. When the tnterruptor is 
coil the action is as follows: 
flowing through the solution from platinum point to the lead plate sets up an 
electrochemical action which form a gas bubble on the tip of the platinum electrode. This 
gas bubble insulates the platinum exposed, thereby opening the primary circuit. The cur- 
rent flow having discontinued, there is nothing to sustain the gas bubble, which accordingly 
collapses again, allowing the current to flow through the winding, when the above action 
is repeated. A rather high rate of in- 
terruption is thus secured which in- 
duces a rapidly pulsating current in 
the secondary winding. Interrupters of 
this type frequently give 1,000 breaks 
of the primary current per second of 
time. They will not function well on 
potentials less than 80 volts direct cur- 
rent. Fair results are obtained with 
alternating current. 

51. Practical Electric Circuits. 
— With the sole purpose of conveying 
to elementary students an idea of the 
wiring and certain fundamental facts 
surrounding practical electrical circuits, 
a few examples are herewith appended. 
In the circuit of Fig, 60, direct current 
at pressure of 110 volts enters at the 
terminals A, B, flows through the 
fuses F, F, through the switch blades 
D, D, and thence on to the bank of 
, lamps assurned to consist of 8 lamps 
connected in parallel or .in shunt to the 
terminals of the power line. If the 
lamps have resistance each of 220 ohms, 
one-half ampere will pass through the 
individual lamps ; hence, 8 lamps will 
pass 4 amperes. 

Now the voltage of this circuit may 
be measured by the voltmeter V which 
is an instrument of high resistance, 
taking a very small amount of current, 
and the current can be measured by the 

- A which conversely is an instrument of low resistance. In the problem cited, 
r A should indicate current of 4 amperes, and meter V pressure of 110 volts. The 
power in watts = 4 X 110 = 440 watts = 0.44 K. W. 

(a) Fuses. Fuses are required at points F, F, to protect the generator connected to 
terminals A, B, from accidental short circuit or overload. These consist of lead or com- 
position alloy wire which melts when more than a predetermined number of amperes pass 
through them. In order to protect the circuit of Fig. 60, the fuses should have current 
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carrying capacity of 5 or 6 amperes. Then if current in excess of this value is drawn, the 
alloy wire melts, completely cutting off the current 

In the power circuits of the Marconi wireless system, enclosed fuses are employed ex- 
clusively. These consist of a strip of fusible material of the requisite current capacity, 

stretched between two brass lugs and en- 






\ 







/ 



ss 



LAMPS 



closed within a fiber cylinder. 

A second example of a practical circuit 
is shown in Fig. 61 where the terminals 
A, B, connect to a 550 volt direct current 
generator. Assume that only 110- volt 
incandescent lamps were available for light- 
ing purposes; then to prevent the lamps 
being burned out by excessive voltage they 
are connected in series. The complete cir- 
cuit will pass ^ ampere of current at a 
pressure of 110 volts. A voltmeter con- 
nected around any of the lamps would in- 
dicate approximately 110 volts. Should any 

«, , « r^. 1*-^ o^ t^e lamps burn out, the circuit will be 

Fig. 6a-SI«ple Power Circuit ^^^^^ ^^^ ^^ ^^^^ ^ established when a 

new lamp is substituted for the burnt one. Since the potential across the entire bank of 
lamps is 550 volts, and the current ^ ampere, the bank of lamps would require ^ X 550 = 250 
watts or Ji K. W. 

A third example of a practical circuit is shown in Fig. 62 wherein alternating current 
is transmitted, let us say, from a central power station at 2200 volts pressure, passed 
through the primary winding of the trans- ■ 



former P which is of relatively high re- 
sistance. By electromagnetic induction, a 
current is induced in the secondary wind- 
ing at a pressure of 110 volts with a corre- 
sponding increase of current as compared 
with that flowing in the primary winding. 
This current may be employed convenient- 
ly for lighting a bank of lamps such as 
indicated at L. 

Assume the bank of lamps in this draw- 
ing to consist of 8 lamps connected in 
parallel; they will require 4 amperes of 
current and the fuses at F-1 should have 
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Fig. 61. — Lamps in Scries on 550 Volts Circuit. 



capacity of 5 or 6 amperes. On the other hand, the strength of the current in the primary 
winding P is relatively low and much smaller fuses will be employed to protect this circuit. 
When electrical energy is transferred from the primary winding to the secondary wind- 
ing, certain losses due to resistance, heating of the core and magnetic leakage ^ take 
place, hence, the total power flowing through P exceeds that taken from S. If winding S 
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Fig. 62 — Showing Use of Step-Down Transformer. 

and the circuits associated therewith take 440 watts we may assume a value of 500 watts 
for the circuit P. Since the number of watts in a given circuit = I X £» then (assuming 

W 500 • 

no phase displacement) I = — or for winding P, I = = 0.22 amperes, the approxi- 

£ 2200 

mate value of the current flowing through winding P. A 1 ampere fuse would therefore 
protect the primary circuit from overload. 
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The initalbdon of kll types of a power or radio equipment are made In accordance with 
certain detinite rules or resulationi which have been adopted by the National Association 
of Electrical Inspectors. These rules vary slightly in different cities of the United States, 
but are generally in accordance with the national code. The installatioii of power or 
' wireless apparatus should not be undertalcen until these rules have been carefully gone over. 
The foregoing explanations and examples explain but partially the problems of ordinary 
electric circuits, but they serve to show certain fundamental facts which should be of some 
value to the elementary student of radio-telegraphy. 
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Fig. 62a.— A Hifb Power Radio Station ii 



PART IV. 
MOTOR GENERATORS. 

HAND AND AUTOMATIC MOTOR STARTERS. 

52. The Motor Generator. 53. Field Rheostats. 54, 
Dynamotor and Rotary Converter. 55. The Motor 
Starter. 56, Automatic Motor Starters. 57. Protective ■ 
Condensers. 58. Care of the Motor Generator. 59. 
How TO Remove Motor Generator Armature. 

52. The Motor Generator. — The required high voltage current (or the 
operation of a radio-transmitter is obtained from ( 1 ) u source of alternating cur- 
rent, (2) an alternating current step-up transformer; but practically all vessels 
that have been fitted with radio sets to date have a direct current dynamo making 
it necessary to install a motor generator to obtain an A. C. source of supply. 

A motor generator is simply a motor and o dynamo coupled together on a com- 
mon cast iron base, the motor being set into rotation by direct current, the dynamo 
in turn generating an alternating current of the required voltage and frequency. 
Such machines may have two or four bearings, two for the motor armature and 
two for the generator armature or the shaft may be strengthened at the center and 
have both armatures mounted on it. In this case the shaft has two bearings. 



Fi<. M— General Conslruction of Motor GcDCratot.. 

A general outline of the construction of a motor generator is shown in Fig. 63 where a 
direct current motor is mounted on the left of the cast iron base, the alternating current 
generator on the right. The motor receives direct current at pressure of 110 volts (gen- 
erally) and the dynamo generates alternating current at frequencies from 60 to 500 cycles 
and at voltages varying from 110 to SOO volts according to the design. The student 
should note from Fig. 63 that (1) the generator field windings receive current from the 
same source as the motor, e. g., in the case of a ship installation, from the ship's dynamo; 
(2) both the motor and generator Reld windings are connected across the D. C. power line. 
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For the operation of radio-transmitters, a motor generator is required that will give: 

(1) Constant speed under variable load; 

(2) Constant alternating current voltage under variable load. 

For the quenched spark transmitter, a constant current generator having a falling voltage 
characteristic under a load is preferred. 

When a motor generator is connected to a wireless transmitter, it is subjected 
to an mtermittent load following the closing of the transmitting key, and there- 
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Fig. 64 — Simple Shunt Wound Motor Generator. 



fore, some means must be provided whereby either a uniform alternating current 
frequency or voltage for both can be maintained. In practice the necessary regu- 
lation is obtained by special motor field and generator field windings. Hence, 
motor generators may be classified with respect to their windings. 

Three different types are in commercial use: 

(1) A shunt wound motor coupled to a simple alternating current generator: 

(2) A shunt wound motor coupled to an alternating current generator, having a 
compound wound field: 

(3) A motor with differentially compounded fields coupled to a simple alternating 
current generator. 

An example of type (1) is the 2 K. W. 500 cycle Crocker Wheeler motor 
generator used with the Marconi panel transmitters ; of type (2) the 1 K. W. 60 
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cycle Robbins & Meyers motor generator; of type (3) the 2 K. W. 240 cycle 
motor generator. All three types are in use in the radio sets of the American 
Marconi Company. 

The fundamental circuit of type (1) is shown in Fig. 64; of type (2) in Fig. 
65 and of type (3) in Fig. 66. The student should take careful note of the position 
of the generator and motor rheostats in all three diagrams because in addition to 
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Fig. 65 — ^Motor Generator with Compound Generator Field Winding. 

the automatic regulation which these machines are designed to give, initial adjust- 
ments of either voltage or frequency can be made by the rheostats. For example, 
if resistance be added at the motor field rheostat, the motor speeds up and, there- 
fore, increases the frequency of the generator. If resistance be added at the gen- 
erator rheostat, the generator field current reduces and the voltage across the arma- 
ture terminals drops. If more current is admitted to the field coils, the voltage of 
the armature increases. 

Explanations given in Part III will cover the shunt wound motor generator of 
Fig. 64. By proper design, fair regulation of frequency and vohage is secured 
with this type under the conditions imposed by a wireless transmitter. 
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It will be noted from the diagram of Fig. 65, the generator has two field windings, a 
series Tvinding connected in series with the motor armature and a shunt winding connected 
directly across the D. C. line. The windings are disposed on each field pole of the gen- 
erator so that the lines of force generated by the series winding and those of the shunt 
winding How in the same general direction. When a motor generator of this type is subjected 
to load, there will be a tendency towards a decrease in speed, but there will then be an in- 
crease of current through the series winding (because it is connected in series with the 
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Fig. 66 — Circuits of Motor Generator with Differential Motor Field Winding. 



armature) which has the effect of increasing the strength of the generator field, thereby 
maintaining the voltage of the alternator fairly constant under variable load. The motor 
of this machine has a simple shunt winding with a speed regulating rheostat, connected in 
series. The voltage of the generator may be increased or decreased by means of the 
generator field rheostat. 

The differential motor of Fig. 66 has been explained in Paragraph 40. The principal 
advantage of the motor generator in Fig. 66 is that it maintains a uniform speed under 
variable load which results in a uniform frequency of current at the terminals of the 
alternator. 

A photograph of the 2 K. W. 500 cycle Crocker Wheeler motor generator ap- 
pears in Fig. 67a wherein the motor generator armatures are clearly shown. The 
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Fig. 67*— DeUili of Crocker WhnUr 2 K. W. 500 Cjrcte Motor Gencritor. 

generator has 30 field poles and the motor 2 field poles. The armature revolves at 
2,000 R. P. M., hence there arc 33 1-3 revolutions per second which multiplied 
by 30 (the number of field poles) gives 1,000 alternations of current per second. 
And since two altemations of current constitute a cycle, the frequency of this 
generator is 500 cycles per second. The motor of this machine takes 29 amperes 
at pressure of 110 volts D. C, but the generator armature delivers alternating 
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Fis. 67c— Dcuili of U K. W. 500 Cjdlt Cioclur Whnler Motor Gcncrilor. 

current at pressures varying between 120 and 380 volts with current output of 205 
amperes. At normal saturation the generator and the motor fields require about 

29 X 110 

2j^ amperes each. The complete motor, therefore, is rated at = 4.2 

746 
horsepower. 

Fig. 67a shows the ^e^- 
erator and motor field wind- 
ings, the end plates and the 
oil gauge of the 2 K.W. 500 
cycle mqjQr generator. The 
machine completely assem- 
bled but with the rotary 
disc discharger removed is 
shown in Fig, 67b. 

Details of the 14 K. W. 
500 cycle Crocker Wheeler 
motor generator are shown 
in Fig. 67c and the assem- 
bled machine in Fig. 67d. 
It is to be noted that the 
rotor of the generator is 
composed of two toothed 
discs without windings and 
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that both the field and armature windings are stationary. The rotor closes and 
opens the magnetic circuit between the armature and field windings and thereby 
induces current in the armature. 

53. Field Rheostats.— A type of field rheostat supplied with motor gen- 
erators is shown in Fig. 68. A coil of composition resistance wire baked in a 
heatproof insulating cement is 
-mounted in a metal case. The 
wire is tapped at intervals and con- 
nected to brass studs over which, a 
sliding contact arm moves. An- 
other type used by the Marconi 
Company has a number of turns of 
j bare resistance wire wound on a 

slate base. A sliding contact mov- 
ing over the turns permits very 
close regulation of the flow of cur- 
rent in 3ie field winding. A rheo- 
stat of this type is essential for 
motor generators used with 
quenched spark transmitters which 
require extremely close regulation 
of the generator voltage. 

54. Dynamotor and Rotary 
Converter. — The dynamotor and 
the rotary converter are employed 
Fig. 68— Cutler Hammer Type Field Rheoiui. Occasionally to generate alternat- 

ing current from a D. C. source of 
supply. The distinguishing feature of these machines is the use of a single arma- 
ture for both A. C. and D. C, hence, but two bearings are required and the con- 
struction of the machine as a whole is simplified. These machines also require 
less space to erect, but they possess the marked disadvantage of not allowing 
full control over the voltage. Also they are not as efficient as the motor 
generator when connected to a radio transmitter. 




Fig. 69-^Pundi mental Circuit of Rotirr ConTerter, 

The rotary converter shown in Fig. 69 has a single winding on one armature 
for both alternating and direct current, but the dynamotor of Fig. 70 has two 
distinct windings (on the same armature) one to rotate it as a motor and the 
other for the production of alternating current. 

Explanation of the circuits of the rotary converter of Fig. 69 follows ; Direct current 
from an external source enters the armature coil C, D through brushes A, B, and also 
flows to the shunt field windings (wiring not shown) causing the armature to revolve in 
the usual way. Tzpi taken from this winding at the commutator segments directly under- 
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neath the brushes are connected to the collector rings on the opposite ends of the shaft, 
the circuit continuing through the A. C. external circuit £. The voltage of the alternating 
current will be maximum when the taps to the collector rings are underneath the brushes 
and minimum when midway between the brushes. It is easily seen that as C, D revolves 
and attains the position opposite to that in Fig, 69, the current taken from the collector 



Fii. 7(>-'FuadamenUI Circuit of Dynamotor. 

rings will flow in the opposite direction and therefore as the armature revolves an alter- 
nating current can be taken from the armature, the Jreijucncy ot which varies with 
the speed. An important point in connection with this machine is that if the D. C. supply 
is 110 volts, the A. C. voltage cannot exceed 70.7 voUs. H 110 volts is desired a small 
step-up transformer must be used. 

The A. C. voltage of the converter may be increased by increasing the, speed of the 
motor, but the frequency of the current is likewise increased. The converter does not 
permit the nicety of control of the voltage and the frequency as does the motor generator 
and, therefore, it operates at a disadvantage. 

The circuit of the dynamolor is shown in Fig, 70. Here the armature coils for the 
production of alternating current have no connection with the coils for direct current. 
The two windings are mounted on the same core but in separate slots. The A. C. winding 
can be given the correct number of turns so that 110 volts A. C. may be obtained when 
the armature is connected to 110 volts D. C. 
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Fig. 71— Culler Hammer Starting Box ConnKIed to m Simple Shunt Wound Motor. 

A small number of either of the foregoing types of machines are in use by the Marconi 
Wireless Telegraph Company of America but the rotary converter is very popular abroad 

55. The Motor Starter. — It has been mentioned in Paragraph 40 that 
the counter E. M. F. of a motor armature is very low upon starting, and if the 
terminals of a motor were connected directly to the source of current, an exces- 
sive current would flow which might injure the commutator or bum out the 
armature windings (unless the circuit is properly fused). A motor starter is, 
therefore, required to reduce the starting current to a safe value. 

A diagram of the Cutler Hammer hand starter is shown in Fig. 71. The principal 
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elements of the starter are the resistance coils R-1, the small holding magnet M and the 
handle H. The coils of R-1 are of German silver wire or composition wire tapped at 
certain intervals and connected to the studs 1, 2, 3, 4, 5. The circuit from the negative 
side of the D. C. power line may be traced to the L post of the starter through the handle 
H which when placed on the first point of contact permits the current to flow through the 
coils of R-1 to the terminal A, thence to the brush F of the motor armature. The circuit 
continues through the armature coils back to brush E and to the positive side of the line. 
One terminal of the field windings 
F-1 and F-2 receives current at the 
positive side of the line at brush E, 
but the other terminal has the field 
rheostat R-2 connected in series, 
also the holding magnet M ; also this 
circuit continues to the first tap on 
the resistance coils R-1. Now as 
the handle is moved slowly across 
the contact studs on the starter 
current is admitted to the motor arm- 
ature by small increments which sets 
it into rotation, the speed gradually 
increasing as the handle moves 
toward the flnal or full running po- 
sition. When this position is at- 
tained, the magnet M grips the 
handle and holds it in position until 
it is released by opening the main 
D. C line switch. The diagram 
shows the Cutler-Hammer starter 
connected to a shunt wound motor. 

It is important that a motor 
be started neither too rapidly nor 
too sloioly. If the former condi- p. ,,,_,-„,,„ H,mm,r h.^h m„,„ 5, . 

t ^ ' ^A e ' . "^^K- '^* — Lu I ler- Hammer Hand Motor Starter. 

tion obtains the fuses in senes 

with the line to the motor armature will melt, but if the starting handle is moved 
too slowly across the contact studs, the internal resistance coils will overheat and 
perhaps bum out The speed of acceleration of the starting handle can usually 
be gauged by observing the speed of the motor armature. It should require no 
more than 15 seconds to start the motors used in connection with wireless tele- 
graph apparatus. 




Fig. 72— Gcncril Electric Conpanjr't Hind Starter CDtinected to Sbunt Wound Motor. 

The release magnet M, Fig. 71, serves to protect the motor in case the main 
line circuit is disconnected or should by accident the circuit to the motor field 
tvindinss be broken. In either event the handle H Hies back to the starting post-- 
tion by the tension of a spring attached to the bearing of the handle, and thus 
interrupts the circuit to the armature. 
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The General Electric Company's hand starter diflFers slightly from the type just de- 
scribed. A complete diagram is shown in Fig. 72 where the starter is connected to a simple 
shunt wound motor. It is to be noted in this diagram that the release magnet M is shunted 
across the D. C. line, and has a coil of fixed resistance R-1 connected in series. In all 
other respects, the wiring is the same as the first type and the starter performs the same 
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Fig. 73— Circuit of Automatic SUrter for Marconi ^ K. W. 120 Cycle Set 

functions. If the source of power is cut off, magnet M releases the handle of the starter 
whereupon it returns to the zero position, breaking the circuit to the armature. 

56. Automatic Motor Starters. — It is often essential to install a motor 
generator at a point remote from the wireless cabin in order that the noise 
from its operation may not interfere with the reception of wireless signals. In 
instances of this kind automatic motor starters are employed, which are con- 
trolled from a distant point by pressing a small button or closing a small switch. 
Such starters possess the advantage that the acceleration of the starting handle is 
uniform, and there is, therefore, no danger of burning out the armature or melt- 
ing the fuses during the starting of a motor. 
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Fig. 74. — Circuits of Automatic Motor Starter for Marconi J4 K. W, 500 Cycle Set. (Sec Fig. 255). 

There are numerous types of automatic starters on the electrical market but 
only those used in modern Marconi sets can be given consideration here. 

The complete tircuit of the single step automatic starter is shown in the diagram of 
Fig. 73. It is employed in connection with the J4 K. W. 120 cycle Panel transmitters of 
the Marconi Company. A single resistance unit R-l is connected in series with the brushes 
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E and F of the armature. The solenoid winding S connected in shunt to the motor arma- 
ture draws up the plunger C which in tum shunts the coil R-1 through the contacts A and 
B. When the main D. C. line switch is closed, current flows to the motor armature 
through R-1 and as the counter E. M, F. of the armature increases, the solenoid winding 
becomes more strongly magnetized, drawing up the plunger, which cuts out the resistance 
COiL Now when the plunger of the solenoid is in the full running position, contacts K and 
L are forcibly opened and the resistance unit R-2 is connected in series with the solenoid 
winding. This is to prevent the magnet winding from overheating and consequent injury. 
The circuits of the automatic starter employed in the '/i K. W. 500 cycle transmitting 
sets of the Marconi Company are shown in Fig. 74. When the starling switch 2 is closed, 
the solenoid Z is connected in shunt to the D. C line. The flux from this solenoid attracts 
the lever 4 making contact with points 5, thereby closing circuit from the D. C. line to the 
motor armature through the resistance coil 6. Simultaneously the solenoid 7 is connected 
in shunt to the D. C. line (through the lever 4) which attracts the lever 9 making contact 
with point 10, thus cutting the resistance 6 out of the armature circuit, whereupon the 
motor is connected directly to the main D.C. line. It is apparent that the lever of solenoid 
3 opens and closes the main power circuit while the lever of solenoid 7 cuts out the re- 
, sistance in series with the motor armature. The solenoids 3 and 7 have the resistance coils 
14 and 8 respectively, which arc connected in series with their respective windings auto- 

rs 4 and 9. These resist- 
lenoid winding from over- 
heating. 

The automatic starter 
also includes the ele- 
ments of an electrodyna' 
mic brake. When the 
starting switch 2 is open, 
lever 4 drops back, also 
lever 9, followed by con- 
■een points II and 12 con- 
e coil 13 in shunt to the 
the series winding. The 
5 temporarily becomes a 
to the power expended in 
through the resistance 13, 
iction is set up ^^inst the 
to a quick slop. The re- 
le motor Reld rheostat, by 
gpeed of the motor can be 

:h 2 is usually one of the 

iveniently for the wireless 
to the aerial changeover 
illations the starting circuit 
ugh the latter switch, stop. 
:ver the aerial switch is in 
ion. In case it becomes 
he motor generator in the 
essential that the motor 
cr the sending period, to 

T, -a .,■ 1, u ■ ,. . LI, permit the reply from a distant radio station to 

/a — itngiisb Mucodi Company ■ one-hall r . * , , ..■ . . . r 

- " ■ Typt Conretter with Syn be deciphered without mterference. 

DiKharger on Shad. jj^g circults of the automottc Starter 

supplied with the 2 K. W. 500 cycle transmitting sets of the Marconi Company are 
shown in Fig. 75a. In addition to acting as a motor starter it performs the func- 
tions of a main line circuit breaker through the medium of an overload relay 
switch. The starter has three resistance units connected in series with the motor 
armature instead of the single resistance unit described in the two previous types. 
It will be observed from the drawing that the field winding of the motor is connected in 
shunt with the D. C. Hnc through the regulating field rheostat 23. Ai resittanee is increased 
at 23, the speed of the motor increases, and consequently, the frequency of the allemalor. 
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The generator field winding is connected in shunt to the D. C. line through the low power 
resistance 24 and the voltage regulating rheostat 25. The field circuit continues to the con- 
tacts of the antenna switch 62 and 63 through the control switch 26 and finally to contact 5 
of the automatic starter. By this connecion the circuit to the generator field winding re- 
mains open until the bar 6 attached to the plunger A of the automatic starter has touched 
point 5. When the bar of the automatic starter makes contact with point 4, the D. C arma- 
ture is connected directly to the main D. C. line. 

By increase of resistance at the rheostat 25, the voltage of the A. C. generator drops but 

it may be increased correspondingly by the reduction of resistance. Low values of voltage 

may be secured at the terminals of the alternator by an external fixed resistance 24 con- 

* nected in series with the generator rheostat. This is shunted by the switch indicated in the 

drawing. 

The overload relay employed in conjunction with the automatic starter has the magnet 
winding 20, which may be called the tripping magnet, and the second magnet winding 22, 
which may be called the holding magnet. Winding 20 is in series with the D. C. armature on 
the negative side of the line. If more than a predetermined number of amperes flow through 
this winding, the lever 14 is drawn up, breaking the circuit of the solenoid winding 11 
through the contacts 13 and 14. Immediately afterward the circuit through winding 22 is 
closed through contacts 14 and 21. This causes the lever 14 to be held in that position until 
either the main D. C. line switch or the starting switch 17 is opened. 
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Fig. 76 — Hand Starter Connected to Motor Generator with Differential Motor Winding. 

• 

One terminal of the solenoid winding 11 is connected to the positive pole of the D. C. line 
at point 12. The circuit continues through tlie fixed resistance 9, shunted by the switch 10, 
through the contacts 13 and 14 of the overload relay, through contacts IS and 16 of the 
kntenna switch, to a terminal of the winding 20, which is of negative polarity. Hence it is 
readily observed that the solenoid winding is connected in shunt to the D. C. line when 
either contacts 15 or 16 or the starting switch 17 is closed. 

The switch 10 in shunt to the resistance 9 is automatically opened by the plunger A of 
the automatic starter when it is in the full vertical or running position. 

The resistance coils of the motor sterter, connected in series with the D. C. line to the 
armature, are progressively cut out of the circuit at contacts 1, 2, 3 and 4 by the bar 6. When 
the circuit to the solenoid 11 is closed, the plunger A with the bar 6 moves in a vertical posi- 
tion, the acceleration being regulated by a piston drawn through a vacuum chamber. When 
contact is made between the bar 6 and point 1, the circuit to the armature includes the entire 
set of resistance coils. 

When the circuit to the winding 11 is interrupted, either at point 17 or at the serial 
switch contacts 15 and 16, the plunger A drops downward and through the medium of con- 
tacts 6 and 7, the resistance coil 8 is connected in shunt with the D. C. armature. At this 
stage of operations the momentum of the armature causes it to become temporarily a D. C. 
generator and current of large value flows for a few moments through the resistance 8. The 
magnetic field thus set up by the armature causes a powerful dragging action on the field 
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Fig. n — Protective Condensers. 



poles bringing the armature to a quick stop. Reviewing the foregoing: When the handle 
of the type SH aerial changeover switch (or any other type) is thrown to a transmitting 
position, the motor generator is automatically started, provided the main D. C. line switch 
is closed. It will be brought to a quick stop when the antenna switch is placed in the receiv- 
ing position, provided the switch 17 remains open. If the switch 17 is closed, the motor 
generator can be kept in a continuous state of operation during the receiving period. 

The speed of acceleration of the starter arm can be very closely regulated by means of 
an adjusting screw attached to the bottom of the vacuum chamber. It usually requires 12 
seconds to bring the starter up to the full running position. 

When it becomes necessary to make repairs or adjustments to the generator or the A. C. 
power circuits, the generator field switch 26 should be open. When the motor generator is 
to remain idle for an indefinite period, the main D, C. line suuitch should he opened to break 
the circuit to the Held winding of the motor. 

In the diagram of Fig. 76 the complete circuit of 
a differentially wound motor coupled to a simple 
alternating current generator is shown, including the 
connection of the field rheostats and the hand starter. 
The student should give this diagram careful con- 
sideration as it serves to show the complete funda- 
mental circuit of various types of motor generators 
in the Marconi service. This diagram should be 
used in answer to the Government examination 
query regarding the fundamental circuits of the 
motor generator. 

57. Protective Condensers. When a wireless 
telegraph transmitter is in operation, a powerful 
electrostatic field is set up in the region about the 
aerial wires. If the power apparatus is installed in 
such a manner that the low voltage wires leading to the motor generator or other 
apparatus, lie parallel or in proximity to the antenna wires, currents of very high 
potential will be induced in the power wires which may puncture the insulation. 
A path is then afforded for the low voltage current which may cause an arc, com- 
pletely short-circuiting the windings of a motor generator. In other words, this 
induction sets up a difference of potential between 
the various windings or between the windings and 
the frame of a motor generator which may result 
in a disastrous burnout. The low voltage wires 
can be well protected by installing them in iron con- 
duit, the latter in turn, being thoroughly connected 
to the earth. The induced currents will flow on 
the surface of the pipe and be neutralized by the 
earth connection, and thus do no harm to the power 
wiring. The power wires of commercial radio in- 
stallations are either installed in iron conduit or in 
lead-covered cables, but in addition to this protec- 
tion, protective devices known as protective con- 
densers or protective resistances are employed. 

Protective condenser units consist of two one-half 
microfarad condensers connected in series mounted on an insulating support as in Fig. 77. 
The middle connection is extended to the earth and the remaining terminals connected 
across the field or armature windings of a motor generator or between these windings and 
the frame. Differences of potential that may be induced in such windings are thereby 
neutralized and reduced to zero through the earth connection. 

Carbon or graphite rods of high resistance are often employed for protective purposes 
as shown in Fig. 78. A single graphite rod having resistance of about 5,000 ohms is mounted 
on an insulating support and connected to earth at the middle point. The two remaining 
terminals are connected to the windings of the motor generator to be protected. These rods 
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have sufficient resistance to prevent appreciable leakage of the low voltage current but 
possess sufficient conductivity to pass the induced current of high voltage. 

Protective rods or protective condensers are connected: 

(1) In shunt to the motor armature. 

(2) In shunt to the generator armature. 

(3) In shunt to the field windings of the motor. 

(4) In shunt to the field windings of the generator. 

The diagram of Fig. 79 shows how protective condensers are attached to the motor gen- 
erators in modern Marconi sets. Condensers A, B, C and D are of 54 or 1 microfarad ca- 
pacity each. One terminal is connected to a 

binding post and the other terminal to r pro CONO 

the frame of the motor generator. The ■ I 
frame of the motor generator is connected * ^ 
to the earth at binding post E or at any 
other convenient point. These condensers 
are generally mounted in 'a containing rack 
on the top of the motor generator and pro- 
tected from injury by a cast iron case. 

In naval radio systems, fuses are con- 
nected in series with the protective con- 
densers to protect the power mains in case 
of puncture of the dielectric. 

58. Care of the Motor Generator. 
— When first coining in contact with a 
motor generator of any type, the stu- 
dent should note particularly how the 
brushes are held in the rocker arm and 
how the connections are attached to 
and between the various brush holders. 
He should also note the connections 
inside the frame from the motor to 
the generator. Particular observance 
should be made of the thrust bearing 
mounted on the end of the shaft to 
take up the "end play" In the case of 

the 2 K. W. 500 cycle motor eeneratOr, ^'«^- 79— showing Hnw PrptecHve condensers are Con- 
aU i.1- J f ^^ !-• xi ^ nccted to Marconi Motor Generators. 

the method of attachmg the rotary 

spark gap to the end of the generator shaft should be carefully gone over. 

Proper care of the motor generator is assured if the following general rules 
are observed : 

(1) Keep motor brushes clean and free from carbon dust Use sand paper only, 
avoid emery cloth. 

(2) Clean commutator occasionally with a fine grade of sand paper. 

(3) Oil bearings frequently. Open up petcocks occasionally, to assure that oil 
' container has the necessary supply. 

(4) Make sure that all petcock valves are tight so that they will not loosen by 
vibration. 

(5) Wipe off frame of motor generator, brush holders, and rocker arm occa- 
sionally to prevent accumulation of carbon dust and grease. 

(6) Do not overspeed motor. Normal speed can be observed by the reading: of 
the frequency meter or by appljdng a. speed indicator to the end of the 
motor generator shaft. Observe either wattmeter or ammeter occasionally 
to insure that the normal load of the generator is not exceeded. 

(7) When removing armature from motor generator, it is generally more con- 
venient to take off the generator end plate. 

(8) Be careful not to injure commutator by scraping against the field poles. 

(9) See that protective condensers are at all times properly connected. 

(10) Punctured condensers should be removed or disconnected from the circuit 
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(11) In the case of the 2 K. W. 500 cjrcle motor generatoT, adjust overload 
relay for 35 aiiq)erefl. 

(12) If a single resistance coil in either the hand starter or the automatic starter 
burns out, close the circuit by placing a jumper around the burned out 
portion. 

(13) If field rheostat bums out, close tiie circuit by a jumper. If burned beyond 
repair, substitute 3 or 4 16 C P. lamps, connected in parallel. 

(14) Tighten up all connections frequently. These should be gone over once 
per month. 

59. How to Remove Motor Generator Armature. — In case it becomes 

necessary to remove the armature of the Marconi 2 K. W. 500 cycle motor generator for the 
purpose of repairs, it is necessary first to remove the casing of the spark gap. Follow this by 



Fig. 79»— 1 K. W., 60^;jc1e Motor-generdor {Two Bearing Unit), 

taking out the wedge-shaped key in the end oE the generator shaft. If the rotary disc is given 
a slight tap with the hammer, the key will be released and the disc may be removed from the 
shaft. After this, the bearing bracket can be removed from the generator end. The brushes 
should then be removed from the commutator and the collector rings. After these operations 
have been gone through, the armature can be pulled out and a new one inserted, if necessary. 
When the armature is replaced, the oil rings should be held up to permit the shaft to pass 
through the bearings. Care should be taken to' see that the oil rings are working properly 
and that the bearings are thoroughly oiled for the initial test. Before starting the motor 
generator careful inspection should be made lo see that all parts are properly secured and in 
working order. 

It should be noted that the mica of the commutator of this machine is undercut about 1-32 
inch, and before it gets flush with the commutator bars, the mica should be cut out again. 
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60. The Necessity for a Storage Battery in a Radio Installation. — The 

International Radio-Telecfraphic regulations require that an auxiliary source of 
direct or alternating current be available for operation of the motor generator or 
a low powered emergency transmitter in case of an accident to a vessel at sea 
which might put out of action the ship's generator. 

The United States regulations (Act of August 13, 1912) require that the 
auxiliary radio transmitter be capable of transmitting to a distance of 100 miles. 
A small A. C. or D. C. generator operated by a gasoline or oil engine is permissi- 
ble as a source of current supply under the United States statute, but the general 
custom is to employ a battery of storage cells for direct operation of the motor 
generator or emergency transmitter. 

Two general types of storage cells are used in connection with emergency 
transmitters — the lead plate, sulphuric acid cell such as the "chloride" and "exide" 
types manufactured by the Electric Storage Battery Company and the Edison 
nickel iron-alkali cell. Certain fundamental facts concerning the charge and dis- 
charge of storage cells and the standard circuits for their use will now be con- 
sidered, which is to be followed in another chapter (Part X) by a complete de- 
scription of the charging panels employed in commercial marine radio instal- 
lations. 
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6L General Construction and Action. — It is not really electricity which 
is stored up in a storage cell, but the flow of current from a direct current dynamo 
throuj^h the cell from plate to plate performs a certain amount of chemical work. 
Whenever required this stored up chemical energy can be released in the form of 
an electric current which will pass from plate to plate through an external circuit. 
The common type of lead cell comprises a set of prepared lead plates immersed 
in a dilute solution of sulphuric acid, but a certain electrochemical process known 
as "cliarpng" must be gone through in order that the cell may deliver a current 
of electricity. 

There are two general methods by which the lead plates for a storage cell 
may be prepared : 

(1) A paste of litharge or oxide of lead mixed with a dilute solution of sulphuric 
acid may be applied to perforations in a lead grid, and then by means of a 
current of electricity and a suitable electrolyte the surface of some of these 
plates may be coated with peroxide of lead while other plates become simply 
spongy. 

(2) Large lead plates may be immersed in a certain electrolyte and connected 
to the terminals of a dynamo. By repeated charge and discharge, some of 
the plates may be coated with peroxide of lead while the others simply be- 
come spongy. 

Reviewing the development of the storage battery, we find: 

(1) That the earlier t3rpes of storage cells comprised two lead plates immersed 
in a dilute solution of sulphuric acid. The terminals of the plates were con- 
nected to a direct current dynamo for a period of several weeks. By repeated 
charges and discharges, the surface of the plates received a coating of 
so-called "active material.*' 

(2) Later it was determined that the formation of the plates could be hastened 
by chemical means previous to the charging process and the manufacture 
of the plates was accordingly cheapened. 

(3) In certain tsrpes of present day cells, for instance, the exide lead cell, the 
active material is applied to the plates mechanically, in the form of a paste. 

62. The Charging Process. — In general the charging process of a storage 
cell is as follows: 

When two ordinary lead plates or sets of plates are placed in a dilute solution of sulphuric 
acid of the correct proportion and a direct current of electricity from a dynamo passed from 
one plate through the solution to the other, the resulting chemical decomposition deposits a 
coating of peroxide of lead on one plate while the other plate becomes gray and spong>* or 
porous. When one set of plates is fairly well coated with lead peroxide and the other set 
becomes spongy, the cell is said to be 'charged," If the terminals of these plates are now 
joined together by a conductor (the -charging generator having been disconnected), a cur- 
rent of electricity will flow from plate to plate. 

The plate coated with lead peroxide is known as the positive plate of the storage cell and 
the other, the nefiative plate. When joined together by a copper conductor, current flows in 
the external circuit from the positive to the negative plate and the resultant chemical change 
undoes the work of charging, e. g., part of the peroxide of lead of the positive plate and the 
active material on the negative plate is converted to lead sulphate which covers the surface. 
When the plates are fairly well coated with sulphate, the cell is said to be discharged. In 
order that current may be drawn from the cell again, the plates must be connected to a 
source of direct current and the charging process repeated. 

The processes involved in the charge and discharge of storage cells may be 
better understood from the explanation given by the Electric Storage Battery 
Company in the following paragraph. 

63. The Fundamental Actions of a Storage Cell. — \\'^hen a lead storare 
cell is put on discharge, the current is produced by the acid of the solution going into and 
combining with the porous part of the plate called "active material.** In the positive plate, as 
stated before, the active material is lead peroxide and in the negative plate it is metallic lead 
in a spongy form. 
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When the sulphuric acid in the solution combines with the lead in the active material, a 
compound known as "lead sulphate" is formed. 

As the discharge progresses, the solution becomes weaker by the amount of the acid used 
in the p •..e, which incidentally produces the compound of acid and lead called '*lead sulphate." 
This sulphate continues to increase in quantity and bulk, thereby filling the pores of the plate. 
As the pores of the plate become Blled with sulphate, the free circulation of acid in the plate 
is retarded, and since the acid cannot then get into the plate fast enough to maintain the 
normal action, the battery becomes less active, as is indicated by a rapid drop in voltage. 

During the charging period direct current must pass through the cells in the direction 
opposite to that of discharge. This current will reverse the action which took place in the 
cells during discharge. It will be remembered that during discharge the acid of the solution 
went in and combined with the active material, filling its pores with sulphate and causing the 
solution to become weaker. Reversing the current through the sulphate in the plate restores 
the active material to its original condition and returns the acid to the solution. Thus, dur- 
ing charge, the solution gradually becomes stronger as the sulphate in the plate decreases, 
until no more sulphate remains and all the acid has been returned to the solution, when it 
will be of the same strength as before the discharge and the same acid will be ready to be 
used over again during the next discharge. Since there is no loss of acid by this process, 
none should ever be added to the solution. 

The whole object of charging therefore is to drtve from the plates the acid 
which is now absorbed by them during discharge. 

64. The Electrolyte. — The liquid in a storage cell is known as the elec- 
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trolyte which in the case of the lead cell is a 20 per cent, 
solution of sulphuric acid. It is important to have the 
electrolyte of the right strength or the cell will not func- 
tion properly. The strength of the electrolyte or the 
proportion of the acid to water is expressed in terms of 
specific gravity. 

The specific gravity of a compounded solution is a 
measure of its density or weight as compared to that of 
chemically pure water. If water be taken as unity (or I) 
it is found that certain compounded solutions of acid, 
etc., are heavier than water by a certain amount. Thus 
the specific gravity of the electrolyte of one type of lead 
plate storage cell is approximately 1.215, meaning that if 
a cubic centimeter of water weighs one gram, one cubic 
centimeter of the electrolyte weighs 1.215 grams. It is, 
therefore, evident that the greater the proportion of the 
acid in the electrolyte of a storage cell, the higher will be 
the reading of the specific gravity. 

65. The Hydrometer. — The gravity of the si lu- 
tion of a storage cell is measured by an instrument known as a 
hydrometer, a sketch of which is shown in Fig. 80. The long 
glass rod A-B has the bulb at one end loaded with shot or mer- 
cury. When dropped into a solution of acid it sinks to a certain 
depth, depending on the weight of the liquid. If placed in chem- 
ically pure water, the hydrometer would sink to the bottom or at 
least below the level of the liquid, but if it is placed in a dilute 
solution of sulphuric acid, a part of the tube protrudes above the 
surface. The reading of the hydrometer scale at the surface of 
the solution is a measure of the specific gravity. The specific 
gravity of the chloride portable storage cell varies between 1.205 
and 1.^5 and for the various exide cells between 1.280 and 1.500. 

66. How the Capacity of a Storage Cell Is Rated. — The capacity of a 
storage cell is rated in ampcrchours. The amperehour is the unit employed 
to express the equivalent quantity of current represented by current of one 
am))ere Powing through a given circuit for an hour of time. The storage 
cells used with commercial radio sets are rated at 60 to 224 ampere hours 
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Fig. 80 — The Hydrometer. 



70 



PRACTICAL WIRELESS TELEGRAPHY. 



capacity according to the power of the particular installation. The cells of 
larger capacity are used for auxiliary lighting service as well as for operation 
of the radio-transmitter. 

A clearer interpretation of the practical application of tht term amperehour as applied 
to the rating of storage cells may be obtained from the following explanation. For ex- 
ample, the chloride type of cell is rated on an 8 hour basis and the exide cell on a 4 hour 
basis. Thus if the chloride cell is rated as having capacity of 60 amperehours, the normal 
discharge rate is determined by simply dividing the rating 60 by 8 or 7^ amperes, which is 
the normal current in amperes to be taken from the cell during discharge, and in the same 
manner the normal discharge rate of a 60 amperehour exide cell is found to be 15 amperes. 
The normal discharge rate of the chloride lead cells (in use in the Marconi Service) is also 
the normal charging rate, but .different charging ' rates are given for the exide lead cell 
according to the rated capacity of the battery. Generally at the beginning, the batteries are, 
charged at a heavy rate, but as the charge progresses the charging current is reduced. 
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Fig. 81— Simple Charging Circuit. 



67. Fundamental Facts Concerning the Storage Cell. The student should 
bear in mind certain facts concerning the storage cell: 

(1) It has low internal resistance and therefore delivers a very strong current. 

(2) The flow of current is more lasting than in the ordinary t3rpes of primary 
cells. 

(3) The "charging" process requires considerable time — a matter of hours to 
convert the surface of the plates to so-called "active material.'* 

(4) During the charging period, a stated number of amperes must pass 
through the cell — the actual value being designated by the maker. 

(5) A normal rate of discharge is given by the manufacturers which must not 
be exceeded except in special types. 

(6) The fully charged voltage of the lead cell averages 2.1 volts on open 
circuit, values as high as 2.5 or 2.6 volts being obtained with the charging 
current flowing. 

(7) The lead cell is said to be discharged when the voltage of the individual 
cell falls to 1.7 or to 1.8 volts provided the reading is taken at normal 
rates of discharge current. 

(8) The fully charged voltage of the Edison cell Is 1.2 volts. 

(9) The Edison cell is said to be discharged when the voltage of the cell, at 
normal discharge rates, falls to .9 volts. 

(10) The Edison cell and the lead cell differ both in material, general con* 
struction, and electrolyte. 

68. How to Charge a Storage Cell. — A storage battery is "charged" 
by connecting the positive terminal of the battery to the positive terminal of a 
direct current dynamo, and the negative terminal of the battery to the negative 
terminal of the dynamo, but a resistance or regulating rheostat must be connected 
in series with the charging circuit, otherwise, an excess of current will flow and 
the battery and perhaps the generator put out of commission. This is due to the 
fact that the storage cell possesses very low internal resistance. 

An elementary charging circuit is shown in Fig. 81 where the brushes of the generator 
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E, F, are connected to the positive and the negative terminals of a 30 volt battery with a 
regulating resistance R connected in series. The resistance of R varies as the normal charg- 
ing rate of the particular battery under charge, from 5 amperes in the smaller types of cells 
to 50 or 100 amperes in the larger types. The resistance coil may be of fixed or variable 
value. It is sometimes fitted with a single blade switch, permitting a portion of the coil to 
be short circuited, to provide two values of charging current. It is made up of a resistance 
wire alloy, constructed to withstand continuous flow of current at the normal rating of the bat- 
tery without overheating. 

When the circuit from the charging generator is closed, current flows from 
plate to plate through the electrolyte until the surface is converted to "active 
material," the process requiring several hours, according to the degree to which 
the cell has been discharged. In any case the charging should continue until 
there is no further rise in either the specific gravity or the voltage. 
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Fig. 82 — Diagram of Simple Charging Circuit Including Lamp Banx Resistance and Underload Circuit 

Breaker. 

It should be kept in mind that THE VOLTAGE OF THE CHARGING 
DYNAMO MUST ALWAYS EXCEED THE MAXIMUM VOLTAGE OF 
THE STORAGE BATTERY BECAUSE THE VOLTAGE OF THE BAT- 
TERY EXERTS A BACK PRESSURE OR COUNTER E. M. F. ON THE 
CHARGING SOURCE AND IF THE VOLTAGE OF THE DYNAMO IS 
LESS THAN THAT OF THE BATTERY THE LATTER WILL NOT BE 
CHARGED. 

69. How to Determine the Value of the Charging Resistance. — ^The resist- 
ance of the series charging rheostat for a given battery may be determined by 
Ohm's law. Assume that the battery, Fig. 81, has, when fully charged, a voltage 
of 30 volts, that the normal charging rate as given by the manufacturer is 6 
amperes and the voltage of the generator 110 volts; then the battery exerts a 
back pressure of 30 volts on the generator and the net effective voltage is 110 — 

30 volts or 80 volts. 

For ordinary direct current circuits according to Ohm's law, 

E 
R= — 
I 
but in this case the value of R is determined l]y 

E-e 

R= 

I 
where E = the voltage of the charging generator, 

e = the fully charged voltage of the battery, 
I = the normal charging current as given by the manufacture. 
Then in the example cited, 

110 — 30 
R ^ = 13.3 ohms. 
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70. Lamp Bank Resistance. — A bank of 16 or 32 C. P. lamps are frequently 

employed to adjust the flow of current through a battery undergoing charge. A circuit of 
this tyi>e is indicated in Fig. 82. Since the resistance of the battery is small compared to 
that of the lamps, the flow of current through the cells is governed by resistance of the 
lamps. 

A 16 C. P. incandescent lamp having a carbon filament passes 5^ ampere under an E. M. F. 
of 110 volts hence 15 such lamps connected in parallel will pass 7^4 amperes, about the 
correct value for the smaller types of lead cells. The strength of the charging current can 
be regulated in small steps by turning on or off a certain number of lamps. 

71. The Use of the Ammeter and the Underload Circuit Breaker. — To per- 
mit the charging current to be carefully regulated, the charging circuit should 
include an ammeter as at A, Fig. 82. 

A very important protective mechanism for a storage battery charging circuit is an 

underload circuit breaker. The function 
of this breaker is to open the charging line 
when the voltage of the charging generator 
falls below the voltage of the battery. The 
battery is thus protected from discharge in 
case the charging generator is stopped 
without first disconnecting the batteries. A 
very simple type of underload breaker used 
on the small panel sets of the Marconi 
Company is shown in P'ig. 82. A solenoid 
\ winding VV is connected in series with the 
charging circuit and carries the full value 
of the charging current, the resulting flux 
acting upon the plunger P which carries 
the crossbar and the copper contacts S-1 
and S-2. 

Fig. 83-Motor of Ampere Hoar Meter. ^y^^^ p^3^^ j ^p ^y y^^^^^ ^^^^^^^ p 

closes the circuit from the charging generator to the battery. The winding \V is thus magne- 
tized and holds the iron plunger in this position until the charging circuit is actually interrupted 
or the voltage of the generator falls below the battery. In event of either happening, the 
plunger drops downward, breaking the circuit. 

72. The Amperc-Hour Meter. 
A particularly useful instrument 
for denoting the state of **charge" 
or ••discharge" of a storage battery 
is the ampere-hour meter, which in 
essence is a specially constructed 
small motor connected in series 
with the charge and discharge of a 
storage battery. 

The motor is geared to a pointer . 
moving over a dial calibrated in 
ampere hours, and therefore per- 
mits a direct reading of the quantity of current flowing during the discharge of a 
storage cell. 

A diagram of the motor of the Sangamo ampere hour meter is given in Fig. 83. 
It consists of a copper disc D, floated in a pan of mercury between the poles of a 
permanent magnet to which current is lead by the contacts C-1, C-2. The current of 
electricity enters the contact C-1, passes through the comparatively high resistance 
mercury H, to the edge of the low resistance copper disc D, across the disc to the 
mercury H, and out at contact C-2. The magnetic flux cuts across the disc on each 
side from N to S, making a complete circuit through M-1 and M-2. The relative 
directions of the magnetic flux and the current of electricity as well as the resulting 
motion are shown in Fig. 84. 

According to the laws of electromagnetic induction, if a current-carr>'ing conductor cuts 
a magnetic field at right angles, a force is exerted upon the conductor tending to push it 




Fig. 84 — Sketch Showing the Direction of Fluxes in 
Ampere Hour Meter Motor. 
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at right angles to both the current and the flux; hence the disc of the meter revolves at a 
uniform rate. 

When fitted with an eddy current damper or generator which requires a driving force 
directly proportional to the speed of rotation, the mercury motor generator becomes a 
meter. The speed of such a meter is a measure of the current or the rate of flow of the 
electricity through the motor element and each revolution of the motor corresponds to a 
given quantity of electricity. Then by connecting a revolution counter to this motor gen- 
erator we have a means of recording the total quantity of electricity in ampere hours that 
is passed through the meter. 
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During discharjre of a storage battery the pointer of the ampere hour meter 
moves from the zero position of the scale in a clockunse direction toward the full 
scale reading, but when the battery is placed on charge the pointer moves in a 
counter-clockzvise direction totvard the zero division of the scale. When it 
has reached this point, the contacts A and B Fig. 85, are closed and the circuit 
breaker is tripped by the no voltage release magnet M, This cuts off the charg- 
ing current. Current flows through winding M only during the time required 
to throw the breaker, the current being turned off automatically, through a set 
of contacts, by the breaker armature. The circuit for the no-voltage release 
magnet is closed when the circuit breaker proper is set by hand. 

Fit?. 85 is a fundamental diagram of the charpre and disdiarpe circuit of a storage battery 
installation having a Sangamo ampere hour meter. The meter is connected in the circuit 
in such a way as to indicate the quantity of current taken in by the battery during the 
charging period and that taken out by the motor generator or auxiliary lights on discharge. 
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The direction of the current through the ampere hour meter on discharge is ofposite to 
that when the battery is on "charge," hence the movement of the motor is reversed accord- 
ingly. 

For sake of clearness the necessary switches for placing the battery on charge or dis- 
charge have been omitted. 

The short arrows, Fig. 85, indicate the direction of the charging current while the bat- 
teries are on charge and the long arrows indicate the direction of current during discharge. 
This diagram is not intended to convey a description of the mechanical constructiou or 
operation of the circuit breaker, but merely serves to show the complete fundamental charg- 
ing circuit, 

73. Overcharge. — Theoretically we should be enabled to draw the same 

quantity of current from a storage 
battery upon discharge as put into 
it on charge, but practically this 
cannot quite be done. The plates 
of the battery must be given an 
occasional overcharge to keep them 
in good working condition, that 
is, there must he put into the bat- 
tery under normal conditions a 
greater quantity of current than is 
taken out of it. Ampere hour 
meters are constructed to take care 
of the required overcharge auto- 
matically by a device known as a 
resistor which cannot be explained 
in detail here. Briefly it causes the 
pointer of the ampere hour meter 
to move to the zero position of the 
scale from a given higher reading. 
Fig. BSa— Portable Elide siorige Cell. Supplied wiih at a slower rate than that whjch 
Marconi Emergency Seis. brought it to the maximum reading 

thus giving the requisite overcharge. But with all this, the readings of the ampere 
hour meter can not quite keep pace with the state of the storage battery, hence, it 
is necessary from time to time to move the pointer of the ampere hour meter from 
the zero position to a reading corresponding to from 20 to 50 ampere hours, 
after which the battery is placed on charge until the pointer again returns to the 
zero position. 

74. How to Charge a Battery when the Voltage Exceeds that of the Charg- 
ing Generator. — As mentioned in a previous paragraph, the voltage of the 
charging generator must exceed the combined fully charged voltage of the cells. 
Since the auxiliary battery for a radio set consists of 60 cells, and their voltage 
combined is 126 volts, they cannot he charged in series from a 110 volt source of 
direct current. The battery must be split into two units of 30 cells each, which 
are connected in parallel arid finally to the terminals of a charging generator, but 
on discharge the cells are connected in series. 

A completely satisfactory diagram of this connection appears in Fig, 86, where the four- 
blade switch, when thrown lo the "charge" position, connects battery A and battery B in 
parallel, but in the discharge position reconnects them in series giving approximately 126 
volts for the operation of a standard motor generator. This diagram shows (I) the position 
of the charging resistance and the underload circuit breaker in the charging circuit, (2) 
the voltage of the generator, (3) the voltage of the individual battery units and (4) the 
final discharge voltage of the cells. The charging dynamo in the case of a marine radio 
installation is the ship's generator, which is situated at some point in the ship's engine room. 

It has been mentioned that two values of charging current are employed for the exide 
type of cells, a heavy value for the start of the charge and a lesser value at the completion 
of the charge, but no special appliances are fitted to the Electric Storage Battery Company's 
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ship's charging panel whereby iheM two values can be obtained. The flow of charging 
current is automatically takvn care of by the battery, the counter E. M. F. of which rises 
as Hie charge progressei. This gradually reduces the charging current without extra 
appliances. 

75. How to Determine the Polarity of the Charging Generator. — We have 

mentioned that during charge the 
positive pole of the storage bat- 
teries must be connected to the 
positive pole of the dynamo. 

The polarity of the charging 
mains may be determined in three 

(1) By a direct current voltmeter of 
the magoetk type; 

(2) By an electrochetnical polarity 
indicator; 

(3) By dipping the terminals of the 
dynamo in a glass of plain or 
salt water. 

Direct current voltmeters with 
magnetic mechanism have a (-f-) and 
( — ) mark on the binding posts. It 
connected improperly to a source of 
direct current the pointer instead of 
swinging in the direction of the full 
scale position will move to the left of 
the zero position, but when connected 
properly, the pointer moves from left 
to right The wire of the dynamo 
Fig. 86.-Deuil of Exiit II M. V. Sior>se C.I1. connected to the (+) binding post 

of the voltmeter is the positive wire and the other, of course, the negative wire. 

Chemical polarity indicators have a solution of iodide of potassium mixed with starch 
sealed in a glass tube provided with terminals. When connected to the terminals of a 
charging tine, current Hows tl>rough the liquid and decomposes the solution, turning the 
positive terminal of the tube blue. 

The polarity of the charging source may be ascertained by dipping the terminals of a 
D. C. line in a glass of plain water as in Fig. 87 or 
preferably salt water. Bubbles will appear at the nega- 
tive terminal of the line. The negative wire should be 
connected to the negative pole or terminal of the 
battery. 

76. Determination of the State of Charge 
and Discharge of a Battery. — The foliowine 
instructions apply to the lead plate cell. It is 
not difficult to detertnine the state of charge and 
disdiarge of a storage battery if the circuit in- 
cludes an amperehour meter. To illustrate the 
utility of this instrument, assume a 60 am;)ere- 
hour battery which is being discharged through 

the windings of a motor generator. Fully _,— _ 

charged, the pointer of the amperehour meter Fig- 87— Mcihod of niiinnining the 
rests at zero but as the discharge progresses the ° *"'" ° * en»raior. 

pointer gradually moves in a clockwise direction and if it then rests at 40, it is an 
indication that 40 amperehours of current have been taken from the battery 
which, of course, is not completely discharged. In order that the battery may be 
ready ahvays for emergency use, the changeover switch on the charging panel 
should be immediately thrown to the "charge" position, the underload circuit 
breaker closed, whereupon the pointer of the amperehour meter will, as the charge 
progresses, move counter clockwise or towards the zero position of the scale. 
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When this position is reached the charging current is thrown off automatically 
by means of the no voltage release magnet attached to the underload circuit 
breaker.* 

In event the equipment is not fitted with an amperehour meter, the full 
charged condition of the chloride cell may be determined, by charging at normal 
rates for two hours after gassing begins and for the exide cell, one hour after 
gassing begins. 

Each cell should then indicate 2.08 volts on open circuit and the gravity of the 
solution should have reached a maximum value. 

The operator should understand that a storage cell is considered to be fully 
charged when during charging there is no further rise in either gravity or voltage ; 
and that in any case a maximum value of voltage and gravity should be aimed for 
rather than a final value. 

The state of a storage battery may be obtained in another way by placing it 
on discharge at norma! rates and observing the reading of the voltmeter with the 
current flowing. If the reading per cell is less than 1.8 volts, the battery should 
be placed on charge immediately. It should be kept in mind that the specific 
gravity of the electrolyte falls on discharge and rises on charge, hence a hydro- 
meter may be used in place of the amperehour meter for determining the condi- 
tion of a cell but the amperehour meter is the most convenient for the purpose. 

In large isolated battery units, a temperature correction table is given to permit changes 
in temperature to he accounted for when taking readings of the specific gravity, but such 
tables are not furnished for the battery sets employed in marine radio sets. 

77. Keeping the Level of the Electrolyte. — There is no loss of electmlvte 
in the charge or discharge of a battery, except the toss due to spraying. The acid docs 
not evaporate hut the water does. Hence from day to day enough water must be added to 
keep the electrolyte at a level of 54 to ^ inches above the plates. 

Replenishing of the water is more important and must be attended more frequently in 
hot ch'mates than in temperate zones. 

78. Protecting the Cells from Acid Spray. — At the completion of a charge, 
all cells should he thoroughly wiped off first with a damp cloth followed by a dry cloth. 
Surface leakage of the current is thus prevented. 

The cells should also he protected from salt spray, the accumulation of dirt and dust, 
etc. Contacts and connections must be kept scrupulously clean and should be thoroughly 
examined from time to time. 

79. General Instructions for the Portable Chloride type of Accumulators. 
— The following instructions apply to the portable "chloride!" accumulator of the 
Electric Storage Battery Company : 

The proper polarity having been obtained, charge the battery at the rate given on the 
name plate until there is no further rise in the voltage of each cell of the battery and each 
cell has been gassinc: or bubbling freely for at least two hrurs and there is not further rise 
in the specific gravity of the electrolyte over the same period. 

If the temperature of the electrolyte rises to 100 deg. Fahrenheit during the charge, the 
current should be reduced or stopped until it lowers. 

The voltage at the end of the charge may be between 2.4 and 2.6 volts per cell, depend- 
ing on their temperature and age. 

The higher voltages are obtained on new batteries with low temperature; on all bat- 
teries at hifirh temperatures, the lower voltages are obtained. 

Tt therefore must be understood that in determining the completion of a charge, a fixed 
or definite voltage is not to be considered, but rather a maximum voltage as indicated by 
there being no further rise in the voltage over a period of two hours. It is of the utmost 
importance that the charge be complete. 

Great care must be taken not to bring a naked flatpe near the openings in the top of the 
battery during or immediately following a charge. 

The proper specific gravity of the electrolyte at the end of charge is 1.210, but a varia- 
tion of from 1.205 to 1215 is allowable. 



•A« already explained the htttcry mart be ifitren a amall ©▼ercharare occaalotially and therefore 
when the pointer has returned to the zero portion, h ?• mored hr hand to point 15 or 2ft fnr poMthly hiirher 
depending upon the capacity of the battery) the battery being again placed on charge until the pointer returns 
to the zero position. 
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Do not adjust the specific gravity except when the battery is fully charged. 

In ordinary use, there is no occasion to adjust the electrolyte of the cell oftener than 
once in every three or four years. 

After adjusting, charge for an hour in order to thoroughly mix the liquid just added 
with the electrolyte. 

By all means do not add electrolyte until it is determined that the speciHc gravity can- 
not be brought up to the proper point by charging. 

The sediment which gradually accumulates in the bottom of the jars must not be 
allowed to touch the bottom of the plates as if it does serious injury may resjilt. It is 
best to overhaul the cells and remove the sediment at least once a year. 

If the battery is not to be used for a considerable period, care should be taken that it 
is charged once every two months and that the plates are kept covered by regularly adding 
water. 

If it is not possible to charge at least once every two months, the battery may be taken 
entirely out of service as follows: Fully charge the battery, remove the vent caps, pour 
out the electrolyte by turning the case upside down, fill with fresh, pure water and allow 
to stand 12 or 15 nours. Then pour off the water, wipe the case dry, grease the terminals 
and the battery can stand indefinitely. 

80. General Operating Instructions for the Exide Cell. The following 
instructions apply specifically to the Exide cells supplied to marine radio sets, 
particularly the 60 cell M. V. 11 type. (E. S. B. Co.) 

Keep the level of the electrolyte always above the top of the plates by replacing evapora- 
tion with pure, fresh water (never anything else) to a height of one-half inch (not more) 
above top of plates. The best time for adding water is just before a charge. Do not use 
metallic receptacles for holding the water. 

Keep flames of all kinds (match, candle, lantern, cigar, etc.) away from battery at all 
times. 

Battery is to be "floated" at all times, except when charging or discharging. When 
floating, both lamps on battery switchboard will burn dimly. If either lamp goes out, 
immediately replace it with another of same rating. 

Twice each month, preferably when in port, charge the battery by opening the 6 pole 
switch, closing the circuit breaker, and again closing the 6 pole switdi to the charge side. 
Move the needle of the ampere hour meter back to about 50 and charge until the pilot cell 
gravity and the voltage of each side have remained constant for one hour and all cells 
have been gassing or bubbling freely for the same length of time. This means that, under 
normal floating conditions, the charge will be of about one and one-quarter hours' dura- 
tion. After the charge reset the needle of the ampere hour meter to zero. Raise the cover 
of the battery box during this charge. 

After a discharge of any kind immediately put the battery on charge and continue the 
charging until the needle of the ampere hour meter has returned to zero. 

In order to check the generator polarity and to guard against the battery becoming 
accidentally discharged through the reversal of the generator, read the voltmeter frequently 
with the voltmeter plug in openings marked "Bus." 

If the polarity has changed, throw over the switch marked "Reversing Switch." 

Before the semi-monthly charge, read and record the specific gravity of each cell of the 
battery. 

On the day of the semi-monthly charge, after the charge has been completed, read and 
record the specific gravity of the pilot cells. 

On other days read and record the specific gravity of the pilot cells at the same time 
each day. These readings will indicate the state of charge of the battery and will be a 
check on the "Floating." 

On the semi-monthly charges the vent plugs should be replaced after charges are com- 
pleted. 

If the gravity of any cell shows a marked falling off relative to the rest of the cells, 
promptly investigate the cause and correct it. 

If a jar develops a leak, promptly replace it. 

If a cell becomes "dead" from a leaky jar, cut it out of circuit by opening up the con- 
nector and restore the circuit with a jumper. 

When charging, keep the bus voltage at 110 volts, as if it is low the charging rate will 
be reduced and the time required to charge correspondingly increased. 

Keep everything about the battery clean and dry. 
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Keep terminals and connections tight and free from corrosion. 
Do not allow any impurities to get into a cell. 

81. The Edison Storage Battery, — The Edison cell differs from the lead 
cell both in the construction of the plates and the electrolyte. The active mate- 
rials of this cell are iron oxide and nickel hydrate. The electrolyte is a 21 per 
cent, solution of potassium hydrate mixed with a small amount of lithium 
hydrate, 

The negative plate consists of a nickel-plated steel grid, into the pockets of which are 
hydraulically pressed, perforated, corrugated steel pockets which have been filled and 
packed with iron oxide, to which has been added a small amount of metallic mercury. 

The positive plale consists of a nickel-steel grid to which are secured perforated steel 
tubes reinforced by seamless Steel springs. These tubes are lilled with alternate layers of 
nickel hydrate and very thin plate nickel firmly and carefully packed by a loading machine. 

82. The Charge and Discharge of the Edison Cell. — The process taking 
place in an Edison cell during charge and discharge is as follows: 

The first charging of an Edison cell reduces the iron oxide to a metallic iron, while 
converting the nickel hydrate to a very high oxide, black in color. On discharge, the 
metallic iron goes back to iron o;cide and the high nickel oxide goes to a tower oxide, but 
not to its original form of green hydrate. On every cycle thereafter the negative charges 
to metallic iron and discharges to iron oxide while the positive plate charges to a high 



nickel oxide. Current passing in the direction of charge or discharge, decomposes the 
potassium hydrate of the electrolyte and the oxidation and reduction of the electrode are 
brought about by the action of its elements. An amount of potassium hydrate equal to 
that decomposed is always reformed at one of the electrodes bj' a secondary chemical 
reaction, in consequence there is none of it lost and its density remains constant. 

The final result of charging is, therefore, the transference of oxygen from the iron to 
the nickel electrodes and that of discharging is the transference back again. 

A hydrometer reading of this cell is not required as the specific gravity of the elec- 
trolyte does not change with the state of charge or discharge and consequently the only 
direct method to measure the state of charge is with an ampere hour meter, the hydrometer 
being of no use. 
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Fig. 88 — Oscillations of Constant Amplitude. 
COHSTAMT AMPUTUDE 



The electric waves for commercial wireless telegraphy are set into motion by 
alternating currents or electrical oscillations at frequencies varying from 25,000 
to 1.000,000 cycles per second. We shall confine this chapter to an explanation 
of the apparatus for the production of damped electrical oscillations which are 
employed almost universally for wireless ship to shore communication. 

83. Methods of Generating Radio Frequency Current. — In order to distin- 
guish alternating currents of the order of frequency employed in wireless teleg- 
raphy from those of a lower frequency corresponding to audible vibrations, 

~ " ~ the following arbitrary terms are in 

use; an alternating current of fre- 
quency in excess of 10,000 cycles per 
second is termed a current of radio- 
frequency: below 10,000 cycles per 
second, it is called a current of 
audio-frequency. 

A current of radio-frequency 
may consist of either continuous or 
discontinuous oscillations, A group 
of oscillations of continuous ampli- 
tude are shown in Fig. 88; a group 
of discontinuous oscillations appear 
in Fig. 89. 

•-gjg^ Continuous oscillations are gen- 

Ftff. 89— Oadllations of Decreasing Amplitude. erated': 
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(1) By the radio frequency alternator; 

(2) By Bome form of the D. C. arc generator; 
<3) By a battery of vacuum tube bulb. 

Discontinuous oscillations are generated: 

(1) By the charge and discharge of a Leydcn jar or battery of condensers. 

Electric waves set into motion by alternating current of constant amplitude 
are called continuous or undamped waves and those set into motion by discon- 
tinuous oscillations occurring in groups are called discontinuous waves. Electrical 
oscillations of decaying amplitude are also called damped oscillations. 

Since damped oscillations are generated by the periodic charge and discharge 
of some form of condenser, certain fundamental facts concerning the condenser 
will now be considered. 

84. The Condenser. — The condenser may be defined as a device to store up 
electrical energy in electrostatic form and the ability of any material to do this, is 
termed its electrostatic capacity or simply capacity. 

The most common form of condenser used in wireless 
systems is the Leyden jar shown in Fig. 90, A glass jar having 
walls about one-eighth of an inch in thickness is coated with 
tin- foil to within two inches of the top. both inside and outside, 
connection being made to the inner coating by means of a chain 
or copper strip. Modern jars are coated with a deposit of 
silver or copper by an electrolytic process. Another type of 
condenser consists of a flat plate of glass coated with tinfoil 
or copper immersed in oil. 

Condensers for radio telegraphy may be generally classified 
under two headings: 

(1) High Potential Condensers; 

(2) Low Potential Condensers. 

Those in the first category have an insulating medium be- 
tween opposed conducting surfaces of ([lass, micanite. ebony, or 
the plates may he sealed in an air-tight chamber pumped to a 
pressure of 250 pounds. 

Those in the second category have an insulating medium of 
paper, thin sheets of hard rubber, or spetnally impregnated 
cloth. 

High potential condensers are employed in circuits where 

e- /- '''^ pressure is several thousand volts, while low potential con- 

ng. «'-S;^^p;j^CopP" F'«'='l densers are generally used in circuits having less than 500 

volts, the latter figure being an arbitrary one. 

r jars or Leyden jars connected together are termed a battery of 

85. Connections for Condensers.— Condensers may be connected either in 
series or in parallel. If connected in 

parallel as in Fig. 91 the total capacity 
is determined by adding together the 
individual values, or : 

C — C-1 + C-2 + C-3. 

Thus the jars in Fig. 91 have 
combined capacity of .002 -(- .003 + 
.004 or .009 microfarad. 

A series connection is shown in 
the diagram. Fig. 92, where the outer 
coating of one jar is connected to the 
outer coating of the next, the inner 

coating of this jar connected to the Fig. si— Conden«r J«ri in Panlld, 

inner coating of the next jar and so on. 

If the jars have equal values of capacity, their combined capacity is obtained 
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by merely dividing the capacity of one jar by the number of jars in the cir- 
cuit, but if the jars have unequal values, the formula of reciprocals applies: 



Fig. 92— Conde 



- + -+- 

C-1 C-2 C-3 
Therefore the capacity of the jars 
1 

of Fig. 92 = 

1 1 1 
+ + 

— .00092 microfarads. 
86. How to Place a Charge in a Condenser.— The condenser of a radio 
transmitter may be charged from two sources : 
(1) By the step-up voltage induction coil; 
(2> By the alternating current step-up transformer. 
The alternating current transformer is almost universally employed in radio sets to 
charge the condenser, because it overcomes the limitations of the magnetic interrupter. 
A transformer can convert a practically unlimited amount of power into high voltage 
current whereas the induction coil with a magnetic interrupter is limited to about 1 K. W. 
A condenser can be given a heavy charge by the apparatus shown in Fig. 93. A high- 
voltage A.C. transformer, 10.000 lo 30,000 volts, is connected to the terminals of three 
condenser jars, and when the current is turned on, a violent discharge takes place at the 
gap S-1. 




— Apps 



In the diagram Fig. 93 P is the primary winding of an alternating current transformer 
taking in current at the pressure of 110 volts, which is transformed in the secondary wind- 
ing S to a pressure of 20,000 volts. C is a battery of condensers and L a radio-frequency coil 
consisting of a few turns of rather coarse wire or copper tubing (without an iron core). 
S-1 is the spark discharge gap, the usual form being two brass or zinc rods about '/i inch 
or less in diameter. 

When current is flowing through the primary winding P, with correct separation of the 
spark gap electrodes, a violent spark discharge will take place following each alternation 
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of the charging current or at the points, A, B, C, D, E and F shown. The discharge upon 
analysis is found to consist of groups of radio-frequent oscillations which alternate through 
the condenser and inductance at an extremely rapid rate* per second of time. More clearly, 
if the frequency of the charging current is 500 cycles per second (or 1,000 alternations), the 
condenser C will be charged 1,000 times per second and 1,000 spark discharges will take place 
at the gap S. This will result in the flow of 1,000 groups of radio- frequent oscillations 
through the discharge circuit. 

a b c d e 








Fig. 94 — Complete Cycle of Events in the Discharge of a Condenser. 

The term spark frequency is employed to designate the mimber of spark dis- 
charges bridging the gap per second of time. In certain types of radio sets the 
spark frequency equals the alternations of the charging current, but in other 
types the frequency of the sparks may vary in accordance with the general desigti 
of the apparatus (to be explained in the chapter following). 

87. Analysis of a Spark Discharge. — A spark discharge such as that 
created by the condenser Fig. 94 consists of a series of cycles of alternating cur- 
rent of constantly decreasing amplitude, the frequency of which may be very 
great. These are known as damped oscillations, a single group of which are 
shown in Fig. 89. 

The complete cycle of events in the discharge of a condenser may be summarized as 
follows: Referring to the diagrams, Fig. 94-a-b-c-d-e : Just previous to the first discharge 
the charge in the condenser takes the form of an electrostatic field which is stored up between 
the plates as in Fig. 94a. The strain is such that a spark leaps from the positive electrode to 
the negative electrode of the gap, that is the collapse of the electrostatic field causes a current 
to flow across the spark gap through the inductance L which sets up a magnetic field around 
the coil L and connecting leads as in Fig. 94b. Since all of the electrostatic field is converted 
to current, the magnetic lines of force collapse back upon the coil L (and connecting leads), 
the induced current resulting therefrom recharging the condenser to the opposite polarity as 
in Fig. 94c. Although charged in the opposite sense, a quantity of electricity less than 
that of the initial charge is stored between the plates, some of the energy having been expended 
by the resistance of the circuit and the production of heat, light and sound. The condenser 
now discharges across the spark gap in the direction opposite to that indicated in 94b and the 
coil L once more is surrounded by a field (Fig. 94d), but which is opposite in polarity to that 
of Fig. 94b. These lines of force collapse and recharge the condenser to the polarity indicated 
at the beginning of the cycle in Fig. 94a, but a charge less in quantity is stored between its 
plates than at the beginning of discharge. 

All this may be summed up by saying that when an isolated charge of elec- 
tricity is applied to a condenser, and the plates are connected together by an 
external circuit, their charges do not completely neutralize at the first instant of 
discharge but, in fact, several alterations of current take place before equilibrium 
is restored. 

This gradual extraction of energy from the oscillations set up by the condenser is termed 
the damping of the oscillations and the decrease in amplitude of the successive cycles can be 
expressed in a logarithmic percentage. 

In the oscillation circuits of a commercial radio-transmitter a number of complete 



* The student should compare the time period of a single cycle in a condenser discharge to that 

of a 500 cycle alternator. A complete cycle takes place in the circuit of the latter in of a second but a 

500 
single cycle in a group of oscillations of a condenser discharge may take place in various fractions of a 

second varying from of a second to of a second. 



25,000 



2,000,000 
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cycles of current may take place, before the charge originally placed in the condenser is com- 
pletely dissipated. 

The frequency of the oscillations in a condenser discharge circuit may be very great, in 

1 

fact, a single cycle may take place in of a second, or, in other words, at the rate of 

1.000.000 
1,000,000 cycles per second, or at even higher frequencies. 

The frequency of the oscillations during the discharge of a condenser varies inversely as 
the square root of the product obtained in multiplying the inductance of the circuit in henries 
by the capacity in farsids, or 

1 
2»VLC 

If L be converted to centimeters and C to microfarads, the formula becomes: 

5.033,000 

N = 



VLC 

As an example, assume that the condenser C, Fig. 95, has capacity of .001 microfarads and 
the coil L inductance of 25,000 centimeters (or 25 microhenries) then the frequency 

5,033.000 
N = = 1,000,000 cycles per second approximately. 

V 25,000 X .001 

The quotient of this problem does not imply that 1,000,000 cycles of current actually took 
place in one second but that during the period of oscillation, the condenser discharged through 
the inductance at this rate. It must be remembered that the condenser is being charged by an 
alternating current and in the case of the 500 cycle alternator it will be charged 1,000 times; 
hence in one second there are a number of idle periods during which the condenser receives no 
charge. 

The student should not confuse the actual number of oscillations in a circuit such as shown 
in Fig. 95 with the frequency of the oscillations. As has just been explained the oscillation 

frequency is determined by the dimensions 
Z4000 cms. (inductance and capacity) of the oscillatory 

circuit whereas the number of oscillations 
per single spark is a function of the total 
damping of the circuit. It should be under- 
stood that an oscillation circuit like that of 
Fig. 95 if charged by an alternating current 
always will produce, during discharge, 
oscillations of constantly decreasing ampli- 
.001 MFDi ^^^ tude or damped oscillations, 

A circuit like that of Fig. 95 is 
termed a circuit of radio-frequency. 
The complete apparatus may be called 
an oscillation generator and the suc- 
cessive cycles of current are termed 
high frequency or radio-frequency electrical oscillations. When this apparatus 
is employed to generate oscillations of radio-frequency for the production of 
electric waves, the circuit is denoted as the closed oscillatory circuit to distinguish 
it from the open or radiating circuit. 

88. Effect of Resistance on Oscillations. — If in any given oscillation circuit, 





Fig. 95 — Closed Oscillation Circuit 



* If the effective resistan ce of R of an oscillatory circuit be taken into account, the formula for 

ill R* 

frequency becomes N— \} but in the closed oscillation circuits of a practical radio telegraph 

2, ^LC 4L« 
transmitter, the ralue of^R is rather small and is usually ignored. 
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a certain critical value of resistance is exceeded, the discharge of the condenser zvill not be 
oscillatory. The relation between the resistance of a circuit and the non-oscillatory condition 

is expressed as follows: If the resistance R is greater than 2 V -7«-t the circuit is non-oscilla- 
tory; if resistance is equal to 2 V -p-the circuit is just oscillatory. If the resistance is less 



\/E 



than 2 V ^ the circuit will be oscillatory and will be suitable for the production of radio- 
frequency oscillation. 

In this equation R is expressed in ohms, L in henries, and C in farads. The value of 
2 Y —- is seen to be the critical resistance to cause a given circuit to be non-oscillatory. 

The elements of a closed oscillation circuit in a radio-transmitter are connected together 
with very heavy stranded copper wire or copper tubing which, excluding the resistance of the 
spark gap and other losses, tends to keep the resistance at a minimum ; in fact, practical oscil- 
lation circuits do not have anywhere near the critical value of resistance. 





Fig. 96 — Circuits for Demonstrating the Phenomenon of Resonance. 

Assuming the resistance of the oscillation circuit of Fig. 95 to be negligible, the frequency 
of the oscillations can be varied over given practical limits by variation of either the capacity 
or the inductance. If turns are added at the coil L, the current oscillates through the circuit 
at a lower frequency; but if turns are taken out at L, the frequency of the oscillations in- 
creases. In a similar manner, increase of capacity at the condenser C will reduce the fre- 
quency of the oscillations and decrease of capacity will increase the frequency of the oscilla- 
tions. In a radio transmitter the capacity of the condenser C is a fixed quantity, and there- 
fore, the frequency of the oscillations is changed by the variable inductance. 

89. Electrical Resonance. — ^The phenomenon of resonance is very striking 
in circuits of radio- frequency. In order that the energy of the oscillations flow- 
ing in one circuit may be transferred most effectively by electromagnetic induc- 
tion, the two circuits must have the same natural frequency of oscillation. In 
the dia|;ram of Fig. 96 two circuits of radio-frequency, L, C, S and LS C*, A are 
magnetically coupled at the coils L and L^ If circuit L, C, S is set into oscilla- 
tion and the inductance of L\ O, A carefully adjusted, a point will be found 
where the hot wire ammeter gives a maximum deflection. At all other points on 
the inductance L, the hot wire ammeter will show a lower reading. It can be 
shown that the adjustment of the second circuit where the deflection of the 
ammeter is maximum, is such that the two circuits have substantially the same 
period of oscillation or the same natural frequency, and it is under such adjust- 
ments only that large values of current can be induced in the circuit U, O, A. 
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It was shown in paragraphs 45 and 46 that a much greater current will flow in an alternat- 
ing current circuit if it contains inductance and capacity of such value that the reactance of 
capacity and the reactance of inductance are equal and opposite. This condition exists in 
the circuit h\ C\ A of Fig. 96 when the ammeter gives the maximum deflection, e. g., the 
reactance of the inductance L* equals the reactance of the condenser C* and therefore the flow 
of current in circuit L*, C*, is governed by its frictional resistance. The maximum amount of 
energy will be obtained under these conditions. 

Two or more circuits of radio-frequency are said to be in electrical resonance 
when the product of the inductance multiplied by the capacity gives a like figure 
in each. Or, stated in another way, two circuits are in resonance when they have 

the same oscillation constatit. This factor is obtained from the \/ L C. Circuits 
having like oscillation constants will have the same discharge frequency when 
set into oscillation, and, therefore, they are in electrical resonance. Applying this 
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Fig. 97a — ^Plain Aerial Excitation. 

Fig. 97b — Showing Position of Short Wave Condenser and Aerial Tuning Inductance. 

Fig. 97c— Illustrating the Effective Capacity of an Aerial. 

to the circuit of Fig. 96 we see that no matter how large or how small the values 
of L and C, L^ and C^ may be, if V L C = V L^ C\ the circuits are in sub- 
stantial resonance. 

As an example: If in Fig. 96> L = 25,000 centimeters; C = .001 micro- 
farads; L^ = 5,000 centimeters and O = .005 microfarads; then L X C = 

U X C^ (for VL^or \/WO~= 5). 

90. The Open Circuit Oscillator. — In the closed oscillation circuits of figures 
95 and 96, the capacity of the condenser and the inductance of the coil are said 
to be concentrated, the static field being stored up mainly between the plates of 
the condenser and the magnetic field mainly about the coil. 

An open circuit oscillator*, such as shown in Fig. 97a, may have distributed 
inductance and capacity or both distributed and concentrated values of inductance 
and capacity as in Fig. 97b. 



•The capacity of this vertical wire lies in its ability to store up static lines of force and the 
inductance lies in its ability to store up magnetic lines of force. 
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In these diagrams a vertical wire* 100 ft. or more in length extends into 
space and is connected to earth at the opposite end. A spark gap is included in 
the circuit at S-1. Although the inductance and capacity of this circuit are dis- 
tributed throughout its length, it remains a circuit of radio-frequency capable 
of being set into oscillation. If the spark gap S-1, Fig. 97a, is connected to a 
source of high voltage S such as the secondary winding of a transformer, an 
electrostatic field will be stored up in the region about the wire and a discharge 
will take place across the spark gap. This discharge will consist of radio- 
frequency oscillations like those of closed oscillation circuits with the exception 
that a certain amount of the energy will be radiated in the form of electro- 
magnetic waves. 

As in the closed circuit, the fre- 
quency of the antenna oscillations can 
be increased or decreased by change 
of inductance or capacity, but since the 
vertical conductor has fixed dimen- 
sions, the oscillation frequency in prac- 
tice is changed by artificial means at 
the base of the aerial. For example, 
in the apparatus of Fig. 97b, the fre- 
quency of the oscillations can be re- 
duced by increase of inductance at L 
or it may be increased by inserting a 
condenser at C. 

In the diagram of Fig. 97c, the 
effective capacity of an antenna is 
represented by a condenser in dotted 
lines. This in no measure illustrates 




Fig, 9g — Electrostatic Field Abotit Aerial Previous to 

Spark Discharge. 



the true conditions of affairs in the region about a vertical wire, but it may serve 
to make the oscillating properties of a vertical conductor more or less self-evident. 
An open circuit oscillator in radio-telegraphy is known as an aerial or an 
antenna, and it is said to be a radiator of electromagnetic waves. In commercial 
practice, aerials may have 2, 4 or 6 wires connected in parallel. 

i' ■"! tilt iM. i.|«i 1 1 r^^^x ^^»^!_^Y_i^j 1 _^^ ^. 

^^^^^^=^ = r=f - — ^ ♦? =■ ^= + + - ■= ^^ 
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Fig. 99 — Detached Loops of Electrostatic Strain. 

The complete process of radiation of electromagnetic waves is a complex subject which 
will only be treated in a popular manner here. The vertical wire of Fig. 98 and the earth 
may be considered as two sides of a condenser having a certain capacity, and when the spark 
gap is connected to a source of high voltage, electrostatic lines of force will be stored up in 
the space surrounding the aerial and when the maximum charge has been reached, a discharge 
takes place across the spark gap. Immediately the spark discharges, part of the electrostatic 
field is converted into current and the remainder into a wave motion. 

The wave motion consists of an expanding static field (as shown in Fig. 99) which is 
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accompanied by a magnetic field both being radiated at right angles to each other and to the 
direction of propagation. (The magnetic field for a single cycle of current in the oscillator is 

shown in Fig. 100). This wave motion is propagated 
through space at a velocity of 186.000 miles per second 
corresponding to 300,000,000 meters. 

At a distance from the aerial system and near to the 
earth we may crudely represent the fluxes of this wave 
motion by the crossed arrows of Fig. 101, where the 
vertical arrows represent the electrostatic field and the 
small circles the magnetic field. If these two fluxes 
act upon another vertical conductor (or elevated ca- 
pacity) of identical natural frequency of oscillation as 
the transmitter aerial, a feeble current will be induced 

which can be de- 



can 

tected by several 
methods. If means 
are provided t o 
control the energy 
of the radiating 
station in the form 
of the dots and 
dashes of the tele- 
graph code and if 
appropriate d e - 
vices are supplied 
at the receiving 
station whereby 
the received en- 
ergy can be inter- 
preted or made 
audible, we then 
h a V e a complete 
system of wireless 
telegraphy. 
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Fig. 100— Magnetic Field around an 
aerial for three alternations of current. 



Fig. 101 — Aerial in Path of Advancing 
Electromagnetic Wave. 



91. The Length of the Electric Wave. — If we were to determine the length 
of a single wave, in a wave motion like that of the diagram Fig. 102, we would 
simply measure the physical distance between two points in the successive waves 
where the disturbance is at a maximum or a minimum, as from A to B or C to D, 
or between any two points of equal disturbance. Similarly the distance between two 

points in two successive electric waves 
^ o«wM__^^ where the electrostatic or the elec- 

^ *^"^^" tromai2^netic field is maximum and in 

the same direction would be the 
wave len^h of the electromagnetic 
wave. The distance from A to B in 
Fig. 99 represents the length of one 
complete wave, which can be ex- 
pressed in feet or in meters. The 
standard zvave lengths of commercial 
radio-telegraphy are 300, 450 and 600 
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Fig. 102. — Showing Measurement for the Length of a 

Single Wave. 



meters corresponding approximately to 1,000, 1,500 and 2,000 feet. 

The relation between the velocity of electric waves, the length of a single ivavc and the 
number generated per second, can be explained as follows: Assume, for example, that 1.000,- 
000 waves pass a given point in a second of time and that each wave is of 300 meters length ; 
then the distance through which the first wave has travelled in one second will be equal 
to the number of waves multiplied by the length of one wave or 1.000.000 X 300 or 
300.000.000 meters. In other words, the distance travelled by the wave motion in one second 
is the velocity of the wave. This may be written : 
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Velocity = (Number of waves) X (Length of a single wave), which may also be written: 

the velocity of electric waves 

Length of a single wave = 

the number of waves 

It has been proven by experiment that the velocity of electromagnetic waves is practically 
the same as the velocity of light which may be taken as 1C6.000 miles per second or the 
equivalent of 300,000.000 meters. Keeping in mind that a single cycle of current in an open 
circuit oscillator sets into motion a single electric wave, the foregoing formula can be written : 

300,000.000 

Length of one wave = 

frequency of the oscillations 

Hence if a vertical conductor oscillates at a frequency of 500.000 cycles per second, the length 

300,000,000 

of one wave in the resultant wave motion will be = 600 meters. 

500,000 

If the wave length is expressed by the symbol \ the velocity of electric waves by V and 
the frequency of the oscillations by N, the formula may be written : 

V 
X= — 

N 
A table of standard wave lengths corresponding to various oscillation frequencies follows : 

Wave Length in Meters. Frequency in Cycles per Second. 

200 1,500,000 

300 1,000.000 

450 ' 666,666 

600 500,000 

1000 300,000 

2000 150.000 

3000 100,000 

6000 50.000 

8000 37,500 

10000 30,000 

92. The Determination of Wave Length from the Inductance and Capacity. 

— The length of the wave radiated from an open circuit oscillator can be calculated 
directly from knowledge of the effective* inductance and the effective capacity 
of the aerial. The formula may be written : 

Wave length = 38 X V L C 

where L = the inductance in centimeters ; 
and C = the capacity in microfarads. 

If an inductance coil is introduced at the base of an aerial, the formula must 
be modified to read : 

6.2832 

Wave length = X 9.5 X V L C 

K 
where K ~ ji certain correction factor (see appendix, section C). 

The wave length of a straight vertical aerial of the type indicated in Fig. 97a can be 
determined approximately from the physical dimensions. The length of the wave radiated 
from a grounded vertical oscillator is found to be approximately 4.3 to 4.5 times its length. 
Therefore if the vertical wire of Fig. 97a is 100 ft. in length, a single electric wave would have 
length of 4.3 X 100 = 430 ft. and since 1 meter = 325 feet, the wave length is approximately 
132 meters. If the aerial consists of several wires connected in multiple, the factor 4.3 does 
not apply owing to the increase in the capacity of the aerial system. However, in the case of 
a 4 wire aericil. the wires being spaced about 2^ ft. apart, we may assume the factor of 4.4 to 
4.8 which multiplied by the total length of the aerial in feet or meters gives an approximation 
of the fundamental wave length. 

*The effective capacity is the capacity of the aerial as an element of an oscillation circuit. This 
value varies with each change of X. 
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When we speak of the wave length of a closed oscillation circuit reference is made to the 
particular frequency at which the circuit oscillates and to the length of a single wave in the 
resultant wave motion if the circuit were radiative. Thus if the frequency of a given closed 
oscillation circuit is 500,000 cycles per second, it would correspond in the case of an open 
circuit oscillator to a wave length of 600 meters. Hence, we would state that the wave length 
of the closed oscillation circuit is 600 meters. 

The wave length of a closed oscillation circuit may be computed as follows: 

Wave length = 59.6 ,X VLCT 
where L =: the inductance of the circuit in centimeters; 
and C = the capacity of the condenser in microfarads. 

We see from this that if a given closed oscillation circuit had inductance of 
10,000 centimeters and capacity of .01 microfarads, the wave length would be 

59.6 X \rrOO~= 596 meters. 

93. Logarithmic Decrement of the Oscillations. — When electrical oscilla- 
tions are created in an antenna or 
other circuit by means of condensers 
discharges, each electric spark dis- 
charge creates a train of oscillations 
which die away. The oscillations are 
assumed to decay away according to 
the law that the ratio of any oscillation 
to the one preceding is constant. This 
constant ratio is called the damping of 
the oscillation and the Naperian logch 
y^Kx rithm of the ratio of one oscillation 

. , ^ to the preceding one is called the 

Fig. 103-H,ghly Damped Oscillations. logarithmic decrement. 

Thus in the group of oscillations of Fig. 103, the maximum amplitudes of 
successive alternations are represented by A^ A^, A^, A*, etc., and 

iV _ Af _ iV 

A' A^ "" A^ ' ^^* 

In terms of logarithms we may write 




where c = base of the Naperian system of logarithms ; 

* =: a constant termed the logarithmic decrement. 

By transposition 

A^ 

If we assume that the oscillations in a circuit are extinguished when the ampli- 
tude of the last oscillation is .01 of the initial oscillation, the complete number of 
oscillations (M) in a spark discharge can be computed as follows: 



M= 



Ai 

log h « 

Ax 



8 

Ai 

If we denote the last oscillation by A^ then — = 100, and since the Logarithm of 100 = 4.605 

A^ 

then 

,, 4.605 + « 
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Hence in a group of oscillations 

Where «= 0.1 

4.605 + 0.1 

M = 

0.1 



= 47 complete oscillations. 




The tuning qualities of a train of electric waves from any given transmitting station depend 
greatly upon the decrement of the oscillations and, therefore, the determination of the quantity 

is an important measurement. It is found 
Fig. 104-Feebly Damped Oscillations. ^y experiment that a transmitter having 

less than 24 complete oscillations in the 
antenna circuit per single spark discharge, 
possesses undesirable tuning qualities and 
will interfere with the operation of other 
radio stations not tuned to the same wave 
length, 
k A group of 24 complete oscillations 

corresponds to a decrement of 0.2 for a 
complete oscillation which is the arbitrary 
figure enforced by U. S. Statutes. This 
means that if the oscillations in a 
given antenna circuit have a decrement 

Ai 
of 0.2, the logarithm of the ratio of — 

A« 
will be 0.2. (The number corresponding 
to the logarithm 0.2 is 1.2, hence the ratio 

Ai 
of — must be 1.2 for a decrement of 0.2.) 

A8 

A group of oscillations of feeble 
damping are shown in Fig. 104; a 
highly damped group in Fig. 105. 
If the conditions of damping de- 
picted in Fig. 104 apply to an open 
circuit oscillator at any given radio station, the energy of the radiated wave is 
largely confined to a single frequency and the effect at the receiving apparatus is 
termed in operators' language ''sharp tuning," meaning that very careful adjust- 
ment is required at the receiving station to place the receiving apparatus in 
resonance with the distant transmitter, i. e., the transmitting apparatus is said 
to be "sharply tuned." But with the conditions of Fig. 105 the transmitter is 
"broadly tuned" and the radiated wave said to have "excessive damping." 

These trade expressions are more or less comparative because the damping of 
the receiver is not taken into account. However, the terms may be applied in a 
practical way. In any given transmitter, oscillations of great amplitude or 
strength but of feeble damping are really desired, but in certain types of ap- 
paratus the conditions favorable to one offset the conditions favorable to the 
other; hence we are required to effect a compromise. 

The exact meaning of the logarithmic decrement of the oscillations in radio-telegraphy 
■may be better understood by considering the oscillating movements of a pendulum in me- 
chanics. Suppose for example a plumb bob is attached to the end of a string and suspended 
freely as in Fig. 105a; drawn to one side and released, the bob will vibrate to and fro until 
the oscillation is completely damped out. If a piece of cardboard, for instance, were attached 
to the string, the oscillations of the pendulum would come to a stop in a much shorter period, 
e. g., they would be said to be highly damped. This corresponds to the damping of the oscil- 
lations in a radio oscillation circuit having considerable resistance. 

Now the time period of one complete oscillation of the pendulum can be obtained by 
counting the oscillations for one minute and dividing their number by 60. Hence if 60 com- 



Fig. 105 — ^Oscillations with Excessive Damping. 
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plete oscillations took place per minute, the time period of one oscillation would be one 
second. This could be easily arranged if the string of the pendulum had a certain length and 
the bob a certain weight. 

Assume that the bob oscillated in front of a scale calibrated in inches as in Fig. I05a and 

that at the beginning of the first oscillation 
^g. it was drawn from the zero position out- 

^ ward to a distance of 15 inches. On ac- 

count of wind frictioq, at the end of one- 
half oscillation the bob would not have 
travelled 15 inches from the zero position. 
Under suitable conditions it would move 
outward, let us say, 14.2 inches and in the 
return swing, its movement would be still 
less, say 13.5 inches. That is, the swing of 
the second oscillation would be 1^ inches' 
less than the initial oscillation. 

If we observe the length of the succes- 
sive swings and plot the results as in Fig. 
104, we would obtain a group of decaying 
oscillations which would bear the following 
ratio to one another. If the horizontal axis 
A, B is divided into seconds, and the ampli- 
tude of the right and left swings of the 
pendulum shown by the notations on the 
vertical axis, (0 to 15, in either direction) 
then the amplitude at the termination of a 
complete period or at any partial period of 
oscillation will be as follows: at the end 




Fig. 105a — Pendulum for Illustrating Damping. 



of the first half period, the amplitude of the oscillation will be 14.2 ; at the end of a complete 
period, 13.5. After the pendulum has been in oscillation for 1^ seconds, the amplitude will 
be 12.8 and at the end of two seconds, 12.1 and so on. 

It is to be especially noted that the ratio of the amplitude of the successive oscillations is 
constant, e. g., 15/13.5 = 1.11; 13.5/12.1 = 1.11, and so on. This ratio will be constant to the 
end of the swings of the pendulum because it is a law of all mechanical oscillating motions, 
that the oscillations will die away at such rates that the ratio of successive amplitudes remains 
constant. This is the condition assumed to exist in the spark discharge circuits of radio 
transmitters. 

It should now be clear that if the friction to the oscillation of the pendulum were increased 
by attaching a cardboard damper to the pendulum, the swings would die out more rapidly and 
the ratio of the successive amplitudes would take a higher figure. The damping of the 
oscillations would thus be increased. We see from this that slow damping corresponds to 
a great number of swings of the pendulum whereas rapid damping corresponds to a small 
number of swings of the pendulum. 

Now the ratio of the amplitude of two successive oscillations is called the damping factor 
and the logarithm of this ratio is called the logarithmic decrement. In the problem cited the 
ratio is 1.11 and if reference is made to any table of Naperian logarithms, the logarithm of 
1.11 will be found to be approximately 0.10. Similarly if the ratio were 1.22, the logarithmic 
decrement would be 0.2, the limit allowed by law. 

The decrement of the oscillations flowing in the aerial of a modern radio-transmitter is 

4.605 + .05 

frequently .05 per complete cycle, hence for each spark there will be or 92 complete 

.05 
oscillations. 

It is now apparent that the feebler the decrement, the greater will be the number of 
oscillations per spark and provided their amplitude does not fall too much, the stronger will 
be the current induced in the receiving aerial per spark of the transmitter. This combined 
with the favorable tuning qualities of a feebly damped transmitter brings about very desirable 
conditions. 
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The damping of a circuit of a radio-frequency depends upon the effective capacity, in- 
ductance and resistance of that circuit. These quantities are related in the following manner : 



a = l.S7xR*Xl/'^ 



Where R* = high frequency resistance in ohms, 
C = capacity in farads, 
L == inductance in henries, 
d = decrement per semi-oscillation. 
C 
The ratio of — changes the values of R^ but we may state generally that increase of L or 

L 
decrease of C will reduce the damping of the oscillations, e. g., decrease the logarithmic 
decrement 

Assume a circuit of .ol microfarads capacity, inductance of 10,000 centimeters and resistance 
of 3 ohms, then 



9 = 1.S7 X 3 X 



/■ 



.00000001 



= 0.148 



. .00001 
Practical measurement of the logarithmic decrement will be described in Part XI. 

94. Methods of Exciting Oscillations in an Aerial. — The antenna circuit 
can be set into oscillation in ordinary spark telegraphy in several different ways 
as follows: 

(1) By direct excitation (plain aerial connection) ; 

(2) By inductive coupling to a closed oscillation circuit; 

(3) By conductive coupling to a closed oscillation circuit; 

(4) By capacitive coupling to a closed oscillation circuit; 

Direct excitation of the aerial has been shown in Fig. 97a, where the spark 
gap is connected directly in series with the antenna circuit. The winding S is 
the secondary of an induction coil wherein the pressure of the current is several 
thousand volts. This coil is generally fitted with a magnetic interrupter and 
energized by a 15 to 30 volt storage battery. 

The advantage of this method of excit- 
ing oscillations in the aerial lies in the sim- 
plicity of the connections but there are sev- 
eral objections to its use. The principal 
objection is the fact that the oscillations 
are rapidly damped out and the waves 
radiated from the aerial will interfere with 
the reception of signals at other stations 
even when not tuned to the frequency of 
this transmitter. The second disadvantage 
is that the insuladon of the aerial is sub- 
jected to an abnormal strain caused by the 
high voltage necessary and by the low fre- 
quency current of the induction coil being 
superposed on the radio- frequent oscilla* 
tions. 

The oscillations in the antenna circuit of 
the plain aerial transmitter will be damped 
out less rapidly if fair amounts of induct- 
ance are inserted at the base as at L, Fig. 
97b. Under these conditions, the decrement 
of the oscillations may compare favorably 
with modern methods of excitation. 

Indirect methods of antenna excitation are shown in Figures 106, 107 and 108. The 
principal advantage of these methods of coupling lies in the fact that the closed circuit con- 
denser acts as a reservoir of energy and since the capacity of the condenser in the closed 
oscillation circuit is generally several times that of the capacity of the aerial, it permits the 
closed circuit to use large amounts of power for the same wave length, spark frequency anU 




^ I 



Fig. 106— Inductively Coupled Transmitter. 
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voltage which results in the production of more powerful oscillation. Then by proper adjust- 
ment of coupling, these oscillations may be transferred to the antenna systems at a certain 
rate and radiated in the form of electro-magnetic waves. 

Inductive coupling of the open and closed oscillation circuits is shown in the 
diagram, Fig. 106. The spark gap S is now placed in the closed oscillation 
circuit, the oscillations generated in the latter are transferred to the antenna 
through the oscillation transformer, L, L-1. 

When the condenser discharges through L, the lines of force cut through L^, 
setting up in the aerial circuit oscillations of similar frequency provided the aerial 
circuit is carefully tuned to the closed circuit. Winding L is seen to serve the 
double purpose of governing the frequency of the oscillations in the condenser 
circuit and transferring them by magnetic induction to the aerial circuit. 

If L and L^ are closely coupled, the oscillations in the aerial system will be damped out 
rapidly due to a part of the energy being retransferred back to the spark circuit, but if L 
and L^ are loosely coupled (drawn apart) the oscillations in the aerial circuit will be damped 

out less rapidly. We see from this that the 
AE.RIAL V I / tuning qualities of the transmitter are 

largely controlled by the coupling of the 
oscillation transformer. It is usual to ad- 
just the coupling to a degree that will give 
oscillations of fairly feeble damping pro- 
vided the flow of the current in the an- 
tenna circuit is not seriously reduced 
thereby. 

Conductive coupling of the closed 
and open oscillation circuits is shown 
in Fig. 107, where an auto transform- 
er is employed to transfer the oscilla- 
tions to the antenna. In this diagram 
the turns from A to B constitute the 
primary winding and the turns from 
C to D, the secondary winding. When 
condensers C-1, C-2, discharge 
through winding P, an alternating 
magnetic field threads through S, 
which follows the primary current. 
Oscillations of radio-frequency are thus induced in the secondary circuits. The 
advantage of this method of coupling lies in the simplicity afforded by the use 
of a single helix for transforming the oscillations. The inductively coupled sys- 
tem, on the other hand, requires a primary and secondary helix with the necessary 
mechanical arrangements for adjust- 
ment of the coupling. There is little 
difference in the degree of efficiency 
obtained by these two methods of 
coupling; but the coupling between 
the closed and open oscillation 
circuits can be more easily adjusted 
by the inductive transformer than 
by the conductive transformer. If 
the earth connection to the helix 
in Fig. 107 is fitted with a contact 
clip, the turns included from C to D 
can be placed at a distance from the 
turns in use between A and B and in 
this manner the coupling between the 




Fig. 107 — Conductivcly Coupled Transmitter. 
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Fig. 108 — One Method of Capacitiye Coupling. 
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two circuits can be closely adjusted, but, of course, with greater difficulty than 
in the inductive system. 

In the capacitive coupling shown in Fig. 108, a condenser C-2 is connected 
in series with the aerial system and is also placed between the plates of the 
condenser C-1, which is a part of the closed oscillation circuit. Part of the elec- 
trostatic field of C-1 is transferred to C-2 and accordingly oscillations will flow 
in the aerial circuit.* 

The majority of radio stations employ the inductive method of coupling. 
95. The Reaction of Coupled Circuits. — We might expect that when the 
open and closed oscillation circuits of a radio-telegraph transmitter are adjusted 
independently to a frequency corresponding to a wave length of 600 meters and 
afterwards the circuits are coupled for the transference of energy, the radiated 
wave would be of the same length but this may not be the case. Under certain 
conditions of coupling, oscillations of two frequencies occur in the antenna circuit. 

For example, if the closed and open circuits are set for the wave of 600 meters, we may find 
(by means of a wavemeter) two waves being radiated from the aerial, one 630 meters in 
length and the other 570 meters in length, corresponding to two distinct frequencies of oscilla- 
tion. These two frequencies are caused by the reaction of the magnetic field of the open 
circuit upon the dosed circuit, and vice versa, that is, the oscillations flowing to and fro 
through the primary circuits induce currents in the secondary circuit and the magnetic field 
of the secondary currents tends to react 

and induce currents in the primary. '•"'■ 

This interchange of energy goes on un- 
til the current in the primary can no 
longer bridge the spark gap when the 
process stops. This interUnkage of the 
lines of force of the two windings causes 
the effective self-induction of the an- 
tenna coil either to increase or decrease 
according to which of the two circuits 
is driving the other, and results in the 
production of two sets of oscillations. 

The resulting oscillations of coupled 
circuits may be shown by the dia- 
gram of Fig. 109, where two groups of 
oscillations in the closed and open cir- 
cuits are represented. It will be noted 
that the oscillations in the closed cir- 
cuit have maximum amplitude when Fig, 109. — Shovfinu Complex Osciiiaiions in Im- 
those in the open circuit have minimum propcrlj- Adjubierf Tr.nsmiucr. 
amplitude, and vice versa. In the sense of a second of time the two sets of oscillations take 
place simultaneously, but in the sense of a fraction of a second they do not reach their 
maximum amplitude simultaneously. 

When the antenna oscillates at two distinct frequencies, two waves of different length arc 
set into motion. This is an undesirable condition, (1) because the receiving apparatus gen- 
erally can be tuned only to one of the radiated waves, the energy of the other being lost; 
(2) a needless amount of interference is caused thereby to the operation of other radio 
stations. 

The true coefficient of coupling between two circuits of this character is determined 
by the following formula: 

M 

where L, and L, ^ self-inductance of the primary and secondary circuits respectively, 

Vi. = coefficient of coupling. 
It is the custom to determine the coupling from actual measurement of the radiated 

*Tbli a coupling by clectroitBlic induction. Direct or conduciivc electrostatic induction niajr ilio 
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X»« — \h 

K = 

X't + X'l 

Where Xt = longer wave, 
Xi = shorter wave. 

Also if X^ equals the wave length to which the primary and secondary circuits are ad- 
justed independently, then 

X. = Xa V 1 + K 

Xi =:XtV 1 — K 

In other words, if the value of the coupling K is known, the two wave lengths can 
be calculated before actual measurement. 

When the primary winding of the oscillation transformer is placed close to the second- 
ary winding, perhaps partially telescoped into it, the set is said to have "tight coupling" or 
"close coupling," but when these two windings are drawn apart the coupling is said to be 
''loose," 

Now if oscillations of two frequencies flow in an aerial system, and afterward the 
coupling is gradually reduced, the two sets of oscillations gradually merge into oscillations 
of a single frequency and generally with this adjustment, the radiated wave is feebly 
damped or of low decrement ; i. e,, it has the damping of the antenna circuit. 

The student should note this carefully: With the plain spark discharger in the closed 
circuit, "close coupling" of the primary and secondary windings generally causes a "broad 
tvave" to be radiated from the aerial system, while *' loose coupling" results in the radiation 
of a "sharp wave" The terms are, of course, merely relative. (Sec Appendix, Section G.) 




L-5 



L-2 ^.;.-:^ lm ^ 



FOR 500 METERS OPEN 
S'i AND REDUCE INDUCTANa 
AT T-i T-2 y 

\ 
\ 

\ 

\ 
\ 




Fig. 110~Dlagram Showing Changes Necessary to shift from 600 meter to 300 meter Wave. 

96. The Standard Waves of Commercial Wireless Telegraphy.— The rules 
of the International Radio-Telegraphic Convention require the use of tzvo stand- 
ard naves for the dispatch of commercial wireless traffic, namely 300 and 600 
meters. Either of these waves must be employed for calling another station but 
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after communication is established, waves of any length between 300 and 600 
meters may be used. The rules also specify that by special license vessels may 
employ waves in excess of 1600 meters. 

For ordinary marine traffic, naval stations of the United States employ waves 
varying in length from 600 to 1600 meters. High power naval and commercial 
stations use waves varying from 1600 meters to 10,000 meters. The United 
States regulations limit amateur stations to the use of a 200 meter wave with 
power input of 1 K. W. If the amateur station is located within five miles of a 
naval station their sets are limited to an input of J4 K. W. 

The standard marine radio sets of the Marconi Wireless Telegraph Company 
of America vary in" power from J4 K. W. to 2 K. W. and are designed for three 
waves of 300, 450 and 600 meters length. 

The average ship's aerial in the Marconi service has a fundamental wave length of 325 
meters, capacity of approximately .001 microfarads and inductance of 70,000 centimeters. In 
order that the standard waves of 500 and 600 meters may be radiated, an extra inductance 
must be included at the base for the 600 meter wave and a condenser must be connected in 
series for the 300 meter wave. This coil and condenser are called: (1) the aerial tuning 
inductance; (2) the short wave condenser. The aerial tuning inductance various from 
20.000 to 80,000 centimeters inductance and the short wave condenser usually is of fixed 
capacity, approximately .0005 microfarads. The position occupied by these devices in the 
antenna circuit is shown in Fig. 110. The condenser is shunted by a switch S-1 which is 
closed for the 600 meter wave. The tuning inductance L-3 is fitted with a plug contact 
permitting one turn or a fraction of a turn to be inserted in the circuit at A\ 

The method of shifting from one standard wave to the other in a commercial 
set is shown in Fig. 110. Assume the open and closed circuits to be set for the 
600 meter wave: Then if the circuits are to be adjusted for 300 meters, the 
following procedure is involved: 

(1) The variable contact T-1 at the primary winding of the oscillation trans- 
former is set at a lesser value of inductance (as indicated by the dotted 
lines) ; 

(2) Similarly the variable contact of the aerial tuning inductance L-3; 

(3) The switch S-1 shunting the short wave condenser is opened. 

If the condenser of the closed circuit exceeds .015 microfarads capacity, its capacity must 
be reduced for the 300 meter wave, to say, .006 microfarads. 

When a condenser is connected in series with an open circuit oscillator, the total 
capacity is affected just as it is when two ordinary condensers are connected in series, 
i. e.. the capacity is reduced and the resulting value will be less than the capacity of the 
smallest condenser in the circuit. We have already shown that the wave length of an 

open circuit oscillator = 38 V LC; hence a decrease of the value of C will decrease the 
length of the radiated wave. 

The equation for the wave length of the open or antenna circuit then becomes: 

59.6 

X = — -VLC 
K 

^Vhere K = a correction factor the ratio of the capacity of the short waye condenser to that of the 

^* 

aerial or — 

Ci 

The table for this ratio — ^value of K — appears is Section C of the appendix. This section also includes 

the values of K for the ratio of 

Where Li = the distributed inductance of the aerial; 

and Lt = the inductance of the loading coil at the base. (See Par. 92). 

If very large values of concentrated inductance are inserted at the base of the aerial, 
the correction factor may for all practical purposes be ignored. 

97. Fundamental Circuit of a Complete Radio Transmitter. — We have 
shown how alternating current can be obtained from a generator and how it can 
be raisetl to a pressure of several thousand volts by a step-up transformer. It 
has been explained that this current of high pressure can be stored up temporarily 
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in a condenser and discharged through the closed circuit in the form of radio- 
frequent oscillations, and that these oscillations can be transferred to an aerial 
circuit, where a part of their energy is radiated in the form of an electromagnetic 
wave. We see, then, that the principal parts of a radio-transmitter are : 

(1) The alternating current generator; 

(2) The alternating current step-up transformer; 

(3) The condenser; 

(4) The oscillation transformer; 

(5) The aerial or antenna; 

(6) The short wave condenser; 

(7) The aerial tuning inductance; 

(8) The transmitting key. 

(9) The spark gap. 

The student should now focus his attention on the diagram of Fig. Ill where 
direct current enters the motor at the left of the drawing but eventually at the 
extreme right, an alternating current of radio-frequency flows in the antenna 
circuit. 

A complete transmitting set consists of the following apparatus: 

(1) A motor generator to convert direct current to alternating current. 

(2) A starting box to regulate the flow of current through the motor armature 
during the starting period. 

(3) Field rheostats to regulate the frequency and the voltage of the generator. 

(4) A step-up transformer to raise the voltage of the alternating current to a 
value in excess of 10,000 volts. 

(5) An ammeter to measure the current flowing through the transformer. 

(6) A voltmeter to measure the voltage at the terminals of the alternator. 

(7) A wattmeter to measure the power input to the transformer. 

(8) A reactance regulator to regulate the flow of current through the primary 
winding of the transformer. 

(9) A' telegraph key to permit the current to be interrupted in the form of the 
dots and dashes of the Morse code. 

(10) A battery of condensers for the production of radio-frequent oscillations. 

(11) A spark discharge gap to discharge the energy stored up in the condenser. 

(12) An oscillation transformer to transfer current at radio frequencies from the 
condenser circuit to the aerial circuit. 

(13) An aerial ammeter to determine conditions of resonance between the con- 
denser circuit and the aerial circuit. 

(14) A short wave condenser to decrease the time period of oscillation of the 
antenna circuit. 

(15) An aerial tuning inductance to increase the time period of oscillation of 
the antenna circuit. 

(16) An aerial change-over switch to shift the aerial alternately from the trans- 
mitting apparatus to the receiving apparatus. 

(17) An aerial to radiate energy in the form of electromagnetic waves. 

98. Simple Explanation of the Circuits. — A simple explanation of the 
functioning of this apparatus follows: Direct current, at pressure of 110 volts, 
enters the motor armature through the starting box and sets it into rotation. The 
alternator in turn generates alternating current at pressures varying from 110 to 
500 volts according to the design of the machine. 

When the telegraph key is closed, current flows from the generator armature 
through the primary winding of the transformer setting up magnetic lines of 
force which intersect or cut through the secondary winding inducing therein a 
current at pressures varying from 10,(XX) volts to 25,000 volts. 

Now the voltage and the frequency of the alternating current can be adjusted 
by the generator lUeld rheostat and the motor Held rheostat. For example, if re- 
sistance be added at the motor field rheostat, the motor will increase its speed and, 
accordingly, the frequency of the generator will be increased. This will also tend 
to increase the voltage of the generator. If resistance be added at the generator 
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field rheostat, the voltage of the generator armature will be reduced and con- 
versely if the resistance of this rheostat is decreased, the voltage of the generator 
will increase. 

The terminals of the secondary winding of the high voltage transformer are 
connected to the terminals of a battery of condensers where the energy is stored 
up temporarily in the form of electrostatic lines of force. When the limit of 
charge for each alternation of charging current has been reached, the condenser 
will discharge across the spark gap through the primary itnnding of the oscillation 
transformer, the discharge consisting of a number of radio-frequent oscillations. 
The frequency of the oscillations will decrease if inductance is added at the 
primary winding or increase if the indi'^^tnTce he rt^d'^'^ed. An increase or de- 
crease of the capacity of the condenser affects the frequency in the same manner, 
e. g., a reduction of capacity unll increase the frequency of the oscillations while 
an Increase of capacity will reduce the frequency of the oscillations. 

The oscillations flowing in the closed circuit are transferred to the aerial cir- 
cuit through the oscillation transformer and a portion of the ener«ry is radiated 
from the antenna in the form of electromagnetic waves, Tn a simple single wire 
aerial system, the wave lensth of this wave motion will be approximately 4.3 
times the linear length of the oscillator. The lensrth of the radiated wave in 
fact varies inversely as the frequency of the oscillation. The hiirher frequencies 
such as SOO.OOO and 1,000.000 cycles per second correspond to the shorter waves 
such as 600 meters and 300 meters respectively, while lower frequencies of oscil- 
lation from 30,000 to 100.000. for example, correspond to the longer waves from 
10,000 meters down to 3,000 meters. 

If a receiving aerial be erected at a distant station and its natural time period 
of oscillation adiusted to the frequency of the oscillations flowing in the trans- 
mitter aerial, feeble currents will be induced in it which by appropriate devices 
may be heard in the receiving telephone. More clearlv, the fluxes of the advancing 
wave will induce currents in the receivinsr aerial having substantially the fre- 
quency of the oscillations in the transmitting aerial. By appropriate devices 
within the station, these currents can be translated into the language of the sender. 

99. Numerical Values for a Standard Kadio Set. — In order to familiarize 
students with the power consumption, the capacity and inductance of the various elements 
in a Marconi transmitting: set. the following data is presented. The motor of the 
2 K. W. 500 cycle panel transmitting set takes 4.3 H. P., the generator delivers 2 K. W. 
Current enters the motor armature at UO volts D. C, but the voltage developed at the 
generator armature is approximately 380 volts on open circuit and approximately 120 
volts when the transmitting key is depressed. The frequency of the generator is 500 
cycles (this frequency is now standard). 

The transformer is of the closed core type; tlie secondary potential is 14.500 volts. 
The capacity of the condenser for the 450 and 600 meter waves is .012 microfarads, -but for 
the 300 meter wave it is reduced to .006 microfarads. 

The primary winding of the oscillation transformer has maximum inductance of ap- 
proximately 10.000 centimeters correspondingly lesser values being used for the shorter 
waves. The secondary winding has approximately 30,000 centimeters while the two aerial 
tuning inductance coils have combined inductance of about 80,000 centimeters. The aerial 
ammeter has range Q-25 amperes, the wattmeter, Q-3 kilowatts. 

For the standard 54 K. W. set the motor is rated at 1 H. P., the generator at 54 K. W. 
The voltage at the transformer is about 15.000 volts and the capacity of the closed circuit 
condenser .004 microfarads. The inductance of the primary at the wave of 600 meters is 
approximately 25,000 centimeters. Lesser values are, of course, employed for the 300 and 
450 meter waves. The secondary inductance would, of course, be the same as with the 
2 K. W. set. 
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100. In General. — ^Although the apparatus of the radio transmitter has 
been described and discussed in a fundamental way, certain important parts of 
the complete set will require more detailed treatment. Principal among these 
are the various types of spark gaps, condensers, oscillation transformers, sig- 
nalling keys, etc, each of which may take one of several designs or may differ 
in ihAr mode of functioning, 

101. Spark Dischargers for Radio-Telegraphy.— The functions of the spark 
in a radio'iransmitter are: {D to keep the closed oscillation circuit idle until the con- 
denser is fully charged; (2) to discharge the energy stored up in the condenser in the form 

of radio-frequent oscillations; (3) to 
quench the' spark, i. e., to restore the gap 
to its non-conducting state, when the 
energy has once been transferred to the 
antenna. 

The ideal gap would be one of in- 
finite resistance during the charging 
period of the condenser but of zero 
resistance during discharge — a con- 
dition partially realized in the rotary gap but not completely fulfilled. 

The transmit ting sets of the Marconi Company employ four general types of 
spark dischargers as listed below: 

(1) Plain spark discharger; 

(2) Non-synchronous rotary discharger; 

(3) Synchronous rotary discharger; 

(4) Quenched spark or multiple plate discharger. 

(a) In its most common form the plain spark discharger is composed of two 
brass, zinc, or copper rods about % ox }^ inch in diameter slightly rounded at the 
discharge tips and mounted on an insulated base as in Fig. 112, appropriate 
means being supplied whereby the length of the gap may be carefully and closely 
res^ulated. Dy careful adjustment of the condenser capacity, the voltage of the 
generator, and the length of the gap. a single spark discharge for each alternation 
of the charging current can frequently be obtained, but it is somewhat difficult to 



Fig. 112 — Simple Spark Discharger. 
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maintain this state of adjustment; in fact, in the majority of cases, multiple dis- 
charges are found. 

The chief difficulty with the plain gap is the tendency to form an arc with consequent 
impurity of the oscillation. Various methods have been devised to prevent the gap arcing 
such as the use of several gaps in series, or the applying of an air blast either at right 
angles to the discharger or through hollow electrodes to the center of the spark discharge. 
The latter method is particularly successful for not only is arcing prevented but a very 
clear spark note is obtained as well. Gaps of this construction are generally used in 
transmitting sets employing 60 cycle current transformers or induction coils as a source 
of high voltage current. (See Section G, Appendix.) 

(b) The non-synchronous rotary spark discharger generally consists of a 
circular disc of metal or some insulating material fitted with 8 or 10 metal spark- 
ing points equally spaced about the circumference, the disc being mounted on the 
shaft of a direct current motor with a speed controlling rheostat connected in 
series. The disc revolves between two stationary spark electrodes which can be 

carefully regulated in respect to the 
revolving electrodes. When the two 
stationary electrodes are connected in 
series with the closed oscillation cir- 
cuit of a transmitter, the spark will 
discharge whenever an electrode of 
the disc comes opposite the station- 
ary electrodes and the pitch of the 
note will vary as the speed of the 
motor. 

The non-synchronous rotary dis- 
charger is usually fitted to 60 
cycle alternating current transmitting 
sets, to produce a spark discharge of 
musical pitch, but it may be employed 
with alternating current transmitters 
of any frequency as well. 




Fig. 113 — Non-synchronous Rotary Discharger. 
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The construction of the non-synchronous gap is shown in the drawing, Fig. 113, where 
an insulated disc D is mounted on the shaft of the motor M. Equally spaced about the 
periphery are the spark electrodes, E, E, which extend through the disc. Two stationary 
electrodes, D^, D^, are mounted on a base 
and are connected to the comjenser and 
inductance as shown. At the moment one 
of the electrodes on the disc comes be- 
tween, the stationary electrodes, the spark 
will discharge and owing to the equal 
spacing of the spark points, the spark note 
partakes of a musical pitch. Experiments 
with this gap indicate that the most ef- 
fective results are obtained (with 60 cycle 
current) when the disc is driven at a 
speed that will give from 200 to 300 spark 
discharges per second. The discs are fitted 
with the correct number of spark elec- 
trodes to give a spark of this frequency 
when driven by a motor at speeds varying 
from 1,800 to 2,400 revolutions per minute. 

A modified type of the non-synchron- 
ous gap is shown in Fig. 114 where ten 
stationary sparking points are mounted on 
two brass sectors. A light contact arm, 
A, B, carrying two spark discharge points 
is attached to the shaft of a high speed ^. ,,. ^ . ^ , ^, 

motor. The advantage of this design is ^'^' "^Another Tyge^^of Non-synchronous 
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that the spark discharge shifts rapidly from one set of stationary electrodes to the Other 
thereby preventing the discharge points from overheating. Other modified types of this 
discharger are in use but they operate on the same fundamental principle. 

The principal advantage of the non-synchronous discharger is that it produces a 
musical spark tone from a source of low frequency alternating current. As will be seen 
from the diagram of Fig. 115, although the condenser is discharged at a uniform rate, suc- 
cessive discharges are not of constant amplitude. In Fig. 115 the successive maximum 
amplitudes of the charging current are indicated at points a, b, c, d, e, f, g, etc., and the 

instant during the cycle at which the 
A C t 6^ ^ spark discharges by the mark X. It is 

easily seen that the spark frequency is 
very much greater than the frequency 
of the charging current, but the suc- 
cessive spark discharges are not of 
constant power; but since they are 
timed uniformly, a semi-musical note 
composed of fundamental tones coupled 
with a number of overtones is pro- 
Fig. 115-ShowinK how the Spark Discharge is Super- duced, having a pitch far more pleasing 
posed on Charging Current. ^^ the ear than that obtained by the 

plain discharger. By very careful adjustment of the speed of the rotor, a non-synchronous 
gap can be made to discharge the condenser at points of equal amplitude during successive 
alternations of the charging current. This results in a more uniform spark note than that 
obtained by ordinary adjustments. 

(c) For several well defined reasons the synchronous rotary spark discharger 
has found almost universal favor. Contrary to the non-synchronous type, the disc 
is mounted on the shaft of the alternating current generator to permit the dis- 
charge of the condenser to be accurately timed with the alternations of the charg- 
ing current. 

The disc of the synchronous discharger may be either of metal or of some 
insulating material that will withstand the peripheral strain but for mechanical 
reasons, the metal disc is preferred. This is firmly keyed to the generator shaft 
but not necessarily insulated* therefrom. The disc always will have discharge 
electrodes of the same number as the field poles of the generator, and if the sta- 
tionary electrodes are arranged so that they can be shifted through a small arc, 
then by careful adjustment a high pitched "screeching" spark note will be secured. 
A note of this characteristic is particularly desirable for copying signals through 
the interference of static discharges at the receiver ; particularly if the frequency 
of the charging current is 500 cycles per second. 

In event that the frequency of the charging current is 500 cycles, the condenser 
will be charged and discharged 1,000 times per second, and the resultant spark 
note will have a musical pitch corresponding thereto. 

The construction of the disc discharger supplied with the 2 K. W. 500 cycle sets of the 
Marconi G)mpany is shown in Fig. 116, where a heavy steel disc carrying 30 copper spark 
electrodes is firmly keyed to the motor generator shaft The disc is enclosed in a steel 
muffling drum which also acts as a support for the two stationary electrodes A, B, which 
are thoroughly insulted therefrom. In addition, this drum is designed so that it can be 
shifted through an arc of approximately 25** by the adjusting rod R. This adjustment 
permits the most favorable sparking point to be located and results in synchronous dis- 
charges, giving a clear, musical spark note. 

Not only must the correct position of the stationary electrodes be found for 
successful working, but they must be adjusted to give the shortest possible dis- 
charge gap without the electrodes actually touching. In the Marconi gap, the 
stationary electrodes can be lowered .003 of an inch at a time, and the electrodes 
locked in position to prevent actual contact with the revolving disc. 

The muffling drum is thoroughly ventilated by a set of air scuppers cast on the 
disc which supply a uniform blast of air for cooling the quenched gap of the 
Marco ni panel sets as well. 

*The disc of the rotary gap, in the 2 K. W. 500 cycle set of the Marconi Company is connected 
to earth. 
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The necessity for mounting the disc discharger on the shaft of the alternator will be 
at once apparent for if the disc were mounted on an independent motor, any variation in the 
line voltage would cause the "coming together of the electrodes" and the alternations of 
the charging current to fall out of step, but when the disc is mounted on the shaft any 
reduction of the frequency of the charging current will be immediately compensated for 
by the simultaneous reduction of the speed of the disc 

In the diagram of Fig. 116, the moving electrodes (mounted on the disc) are shown at 
1, 2, 3, 4, etc The spark, for example, passes from stationary electrode A to an electrode 
on the disc, through the disc and out at electrode B. The effective length of the rotary 
discharge gap is much greater than the actual distance between the stationary and revolving 
electrodes would indicate; actually the spark discharge begins long before the electrodes 
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Fig. 116 — 2 K. W. Synchronous Disc Discharger of the American Marconi Company. 



are directly opposite. Hence for favorable working the minimum distance between the 
electrodes should be about .005 inch. This will give a clear spark discharge and will not 
subject the condenser to abnormal strain. 

One great advantage of the synchronous discharger is that it permits the 
handling of very large powers. In fact, the Marconi Company have constructed 
and successfully operated such dischargers at 500 K. W. with marked results. 

An additional advantage of this gap is that it prevents the oscillations in the 
aerial circuit being retransferred to the closed circuit resulting in more efficient 
radiation ; in other words the quenching is reliable. 

The one-half kilowatt sets of the American Marconi Company are fitted with 
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synchronous dischargers which are practically a duplicate of the larger size gaps 
such as furnished with the 2 K. W. sets. 

(d) The construction of the quenched spark discharger is shown in Fig. 117 
where a number of heavy copper plates separated by fiber insulating washers 
micantte, or other insulating material, are placed in an iron rack and compressed 
by means of a pressure bolt. The thickness of the washers is chosen so that the 
spade between the sparking surfaces of a single set of plates does not exceed .01 
inch. 

A groove is cut in each plate over which the inside edge of the washer rests. 
This prevents the spark discharging at the very edge of the washer which would 



Fif. 117 — Hodcra Quenched Spark Diicb>rscr witti Motor Blower. 

soon cause a short circuit. The insulating washers are specially treated so that 
the discharge surface is airtight. This not only aids in quencliing out tlie primary 
oscillations, but gives a noiseless discharge as well, 

Ii will be noted frorn the photograph, that the gap is cooled by a small motor-driven 
blower mounted on the base which forces a draught of air through the base of the rack 
against the cooling flanges of the plates. 

Since the quenched discharger had been found to be eiTective with comparatively low 
voltages, the potential of the transformer secondary rarely exceeds 15,000 volts, pressures 
as low as 6.000 volts being frequently employed. Approximately 1.200 volts are required 
for each gap and the number that will be used in any case depends upon the voltage of the 
transformer. 

The great advantage of the quenched gap lies in its ability to prevent the energy of 
the oscillations induced in the aerial circuit being retransterred to the condenser circuit. 
even when the oscillation transformer is closely coupled. Therefore the antenna oscillates 
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at single fundamental frequency and will radiate a single wave. The ideal spark gap 
is one which permits the closed circuit to oscillate for a period of just sufficient length to 
build up the oscillations in the aerial circuit to their maximum amplitude. Then the 
oscillations in the condenser circuit should cease permitting the antenna to continue in 
oscillation until its energy is dissipated. 

If the coupling between the open and closed circuits is sufficiently loose, quenching of 
the primary oscillations will be obtained with practically any type of gap but the advantage 
of this particular type lies in the fact that quenching is secured with very close coupling, 
which gives increased values of antenna current. The precise action taking place in a 
transmitter employing a quenching gap can be shown as in Fig. 118 where a group of 
oscillations in the open and closed circuits of a transmitter appear. It will be seen that 
the closed circuit oscillates for a very brief period, or until the oscillations in the aerial 
circuit reach their maximum amplitude after which the oscillations in the closed circuit 
will be "quenched" out. 

Summarizing the foregoing, it will be seen that the quenched gap offers sev- 
eral advantages, if used in properly designed and tuned circuits: 

(1) It is noiseless in operation; 

(2) Has no moving parts; 

(3) Permits the use of low voltage transformers; 

(4) Gives synchronous discharges (when properly adjusted); 

(5) Gives very large values of antenna current because of closer coupling. 
The quenched discharger has not been found satisfactory for very high powers 

and in such installations some form of the Marconi disc discharger is employed. 

102. Adjustment of the Spark Note. — It is highly important that the 

spark gap of any radio transmitter be ad- 
justed to give a uniform discharge, having, 
if possible, a musical pitch. A uniform 
spark discharge not only permits the sig- 
nals to be more easily deciphered at the re- 
ceiving station through atmospheric or 
static discharges, but also permits better 
formation of the characters of the tele- 
graph code on the part of the sending oper- 
ator. In addition, the pitch of the note has 
a marked effect on the response of the re- 
ceiver telephone diaphragm, there being a 
critical spark frequency for maximum re- 
sponse with different types of telephones. 
In the case of the plain spark discharger, 
the pitch of the note while governed 
primarily by the frequency of the alter- 
nator, is also dependent upon other factors 
such as, 

(1) The length of the gap; 

(2) The voltage of the generator; 

(3) The capacity of the condenser; 

(4) The design of the spark electrodes; 

(5) The nature of the surrounding medium 
whether gas or air. 

Now the capacity of the condenser in 
the usual radio set is a fixed quantity, 
hence, the correct note for this gap is found 
by increasing or decreasing the length of 
the discharge gap or by adjustment of the 
transformer voltage. 

Blunt discharge electrodes give an ir- 
regular spark note whereas sharp pointed 
electrodes give a high pitched note, but they 
generally diminish the amplitude of the 
oscillation. A compromise between all these conditions is usually effected. 

The correct spark tone for the rotary gap is obtained by adjusting the position of the 
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Fi'tr. 118-^Showing the Oscillations in Closed and Open 
Circuits of a Properly Adjusted Transmitter. 
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stationary electrodes until synchronous discharges are obtained, and also by regiulating the 
length of the gap and the voltage ot the transformer. 

The note of the quenched gap is adjusted by variation ot the number of gaps or by regu- 
lation of the generator voltage. By proper adjustment, synchronous discharges arc readily 
obtained as will be evidenced by the uniformity of the note. (See Appendix, Section G.) 

103. Oscillation Transformers, — The functions performed by the oscilla- 
tion transformer of a radio-transmitter may be summed up as follows : 
(1) Transfers energy from the dosed circuit to the open circuit; 

(2) PermitB the wave length of either circuit to be increased or decreased (by 

variation of the self inductance of either coil); 

(3) Permits some adjustment of the damping of ibt oscillations flowing in the 

aerial system. 
The degree of coupling between the primary and secondary circuits of an 
oscillation transformer can be altered in three ways: 

(1) By drawing the windings apart mechanically; 

(2) By variation of the self inductance of either winding: 

(3) By turning one winding at a right angle to the other. 

All three methods are in use. The oscillation transformer used in the 2 K, W. 240 



Fig. 120— Sbowini the Effect of Turn- 

inc Secondary at Righl Anilei 

to Primary. 

cycle sets and the 60 cycle sets of the 
Marconi Company is shown in Fig. 
119. The primary winding has eight 
turns of copper tubing approximately 
IS inches in diameter, spaced 1 inch 
apart, the tubing being about ^ inch 
in diameter. The adjacent turns of 
the primary winding are well insu- 
lated by means of specially designed 
porcelain insulators. The secondary is 
"" made up of heavy stranded insulated 
copper cable wound on a hard rubber 
spool. Since the inductance of the secondary is Bxed, variation of the fre- 
quency of the oscillations is secured by adjustment of the aerial tuning inductance. 
The secondary winding is mounted so that it can be turned at a complete right 
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angle to the primary or at any required intermediate position, which permits close 
regulation of tlie transformer coupling. The effect of tilling the secondary at a 
right angle to the primary is shown in Fig. 120 where the coupHng is practically 
zero. It will be seen that the lines of force of the primary are paralld with the 
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turns of the secondary and therefore no induc- 
tion takes place in the secondary bul in the posi- 
tion. Fig. i21, the lines of force cut the secondary 
turns at a right angle and the coupling is maxi- 
mum. 

In all transmitting sets it is advantage- 
ous to have the inductance of the primary 
or the secondary winding continuously va- 
riable, i, e., the construction must be such that 
the entire inductance can be gone over inch by 
inch u-ilh a sliding contact. An oscillation trans- 
former of this type is shown in Fig. 122. The primary and secondary windings 
consist of a spiral of copper ribbon placed edgewise on an insulating disc. The 
handle is fitted with a sliding contact which permits any amount of inductance to 
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The same handle that varies the induct- 



be inserted in the circuit, inch by inch. 
ance is used to draw the primary and 
the secondary windings apart, thus 
varying the coupling. 

In a certain foreign radio system, an 
inductance element known as a variometer 
inductance is employed to change the de- 
gree of coupling between the closed and 
open circuits of radio- frequency. Briefiy, 
it consists of the windings A and B, [''ig, 
123, comprising two coils which can he 
magnetically opposed to each other. The 
coils are connected in series and when di- 
rectly opposite the inductance is at a mini- 
mum value, but when B is drawn away 
from A the inductance gradually increases. 
maximum induciance being obtained when 
they are drawn completely apart. 

If the variometer is connected in the 
aerial system as in Fig. 124, and its self- 
inductance gradually increased, the mutual 
induction between the open and closed 
circuits will be increased and therefore the 
coupling. 

To lie efficient and to have a minimum resistance, variometers must he wound with 
stranded copper cable made of a great numher of small strands each of which is insulated 
from neighboring ones. A stranded cable made in this way is called "Liuendraht" which 
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afTords a conductor of i 
ductivity for high frequency currents. 
Oscillation transformers may have 
fixed values of inductance for ijoth the 
primary and secondary windings as in 
Fig, 125. In one type, the primary has 
a single turn of copper cable wound 
around 6 or 8 turns of smaller cable, 
constituting the secondary winding. 
The coupling is rather loose — about 8 
per cent, for the average aerial. The 
necessary chances of wave length are 
obtained hy variation of the capacity of 
the condenser in the closed circuit and 
the inductance of the aerial circuit 

104. Aerial Tuning Inductance. 
— The aerial inductance coil may be 
of the continuously variable type 
having a sliding contact which 
bears on an edgewise copper strip 
Fig. 126, or of the round barrel type made of stranded copper cable 
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as in Fig. 127. The inductance of 
the latter type is altered by means 
of a plug contact. It is, of course, 
essential that adjacent turns be well 
insulated from one another and 
separated so that there will be no 
sparking between them. Also the 
coil must be mounted on an insu- 
lated base or on specially devised 
insulators to prevent the high volt- 
age current leaking to nearby con- 
ductors, or conducting material. 

105. The Short Wave Con- 
denser. — One form of this con- 
denser as constructed by the Mar- 
coni Company, has four glass plates JO ^^'-- 
15 by IS inches covered with tinfoil 
12 by 12 inches. Each plate has a fIi. I26— CantJnuoDily VarlabU ActhI Tun 
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capacity of approximately .002 mfds. and since four 
resulting value is .0005 mfds. 

A very recent type of short wave condenser 



: connected in series, the 




nanu fact u red by the Marconi Company is 
shown in Fig. 128. Four copper plated 

y glass jars are mounted on a metal rack 
and connected together as follows: Con- 
nection is made from the binding post E 
of the left hand inside jar A to the aerial 

system. The outer coating of jar A rests 
qn the inside coating of the jar B. The 
outside coating of jar B makes co 
with the outside coating of the js 
through the metal rack. The circuit 
tinues on from that point in just Ihi 
verse direction, to that cited in the first 
case, finally ending at the binding post of 
mine Inducianc ^^^ '"" "^^^ four jars are thus connected 

in series and have combined capacity oi 
condenser may be connected in series with either the aerial 

106. High Potential Condensers. — The Leyden jar type of condenser has 
been described in paragraph 84. The assembly of the flat plate condenser is 
shown in Fig. 129 where three banks of condenser plates are connected in series. 
The student should note from this diagram how the connecting tabs are brought 
out from the sheets of tinfoil and the manner in which the plates are stacked up. 
It will be seen from the detail that a 

left hand tab plate is stacked up 
against a right hand tab plate and so 
on until the required capacity is ob- 
tained. When one group is com- 
plete, the entire unit is bound with 
canvas tape and immersed in a tank 
of oil. 

The tinfoil is first attached to the 
condenser plates by means of a good 
grade of fish glue after which it is al- 
lowed to dry. The plate is then coated 
with shellac or hot paraffin and after dry- 
ing again is ready for use. 

Owing to the general inconvenience 
of assembling, ait oil condenser of this 
type and the bother of replacing a broken 
plate, in case of breakdown, it is grad- 
ually being eliminated from ship sets. In 
case of accident, the copper plated Ley- 
den jar affords a distinct advantage be- 
cause a broken jar can be replaced within 
a few minutes. In event the charging cm 
lion of condenser plates is required. ' 
banks and thereby reduces the strain 

Compressed air condensers are in 
their general adoption. Briefly, the 
steel plates are enclosed in a cylindrical tank, one set of plates being insulated from the 
structure. The tank is pumped to pressure of 250 pounds air pressure which has sufiicient 
dielectric strength to withstand potentials of 25,000 volts. The dielectric losses in a con- 
denser of this type are, of course, zero and a permanent rupture of the dielectric medium 
is not possible. The tanks are very cumbersome and some difficulty is experienced in 
keeping them air tight. 

107. High Frequency "Choking" Coils. —During the chaise and discharge 
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Fig. 12»— AucmblT of the Oil Plate CondcnKr. 

of ihe condenser of the closed circuit, a back pressure is exerted on the secondary winding 
of the high voltage transformer. Although the impedance of the spark gap circuit is so low 
compared to that of the secondary winding of the transformer that the spark leaps the gap 
in preference, the discharge of the condenser may cause sufficient difference of potential 

between Che turns of the 
secondary units of the 
transformer to puncture the 
insulation and short circuit 
adjacent layers. Possible 
punctures from this source 
may be obviated by means 
of "choking" coils of rela- 
tively high self inductance 
connected between the 
transformer and the con- 
denser as shown at N' and 
N>, Fig. 130. These coils 
consist of a few turns of line 
wire wound in the form of 
a spiral, or in a single layer 
on a porcelain, glass or hard 
rubber tube. They offer but 
little impedance to the low 
frequency current flowing 
~ from the secondary winding 

Fig. 129.— M«rconi G]»> Pl«ie Condenser of the transformer, but they 
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greatly impede the radio- frequency oscillations. Hence the secondary winding is protected 
from injury. 

108. High Voltage TransformcrB.— The construction of the open and 
closed core types of transformers of the Marconi Company is shown in Figs. 131 
and 132. 

The primary coil of the open core transformer is wound on a core consisting of 
a bundle of fine iron wires bound in circular form. The core is covered with 
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several layers of insulating tape followed by two or three layers of rather coarse 
copper wire, such as No. 10 or No. 12 S. C. C. The entire primaiy is then in- 
serted in an insulating tube. The secondary winding is composed of several sec- 
tions, each consisting of a number of thin pancakes wound with rather fine wire, 
such as No. 26 to No. 32. 

Dry insulation is employed and in the larger sizes a blast of air is blown 
through the primary core to keep the transformer cool. The open <:ore transform- 
ers are designed for primary 
potentials from 110 to 500 
volts and for frequencies from 
60 to 500 cycles. The sec- 
ondary potential rarely ex- 
ceeds 15,000 volts. 

The transformer shown in 
Fig. 131 is one of the open- 
core type supplied with the 
2 K. W. transmitters of the 
American Marconi Company. 
The primary core and wind- 
ing are inserted in a Micarta 
insulating tube, but the sec- 
ondary turns are split into 
groups, each conststine of 
several small pancakes of fine 
wire connected in series. The 
secondary turns are covered 
by an insulating tube which 
is thoroughly clamped in 
place. A safety spark gap 
mounted on the top of the 
transformer case has a third 
electrode, which is connected 
to earth. The primary termi- 
nals are underneath the base 
and the secondary terminals 
FEc 131—3 K. w. goo CtcIc Open Core TruuformcT. are mouuted on the top. 
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Fig. 132 shows the construction of the dosed core transformers. The core 
is rectangular and made up of thin sheets of iron which are insulated from one 
another. The primary and secondary windings are mounted one over the other 
on the middle leg. The entire transformer is immersed in a semi-liquid grease, 
which softens at about 115 degrees Fahrenheit. 

The closed core trans- 
former is now supplied with 
all Marconi sets. It has the 
advantage of efficiency, and 
cheapness of construction, 
and requires but a small 
amount of space for erec- 
tion. 

A safety gap is provided 
to protect the secondary 
winding in case, the rotary 
gap is thrown out of 
synchronism with the 
charging current. In event 
of such happening, the 
spark will discharge across 
the gap and also to earth 
through a third electrode 
(the metallic cone-shaped 
projection on the case). 
The transformer case is 
connected to earth. If the 
transformer is to be taken 
apart to replace the wind- 
ings, in cold climates, the 
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Fig. 132— Showing Conslruclion < 
Core Traniformi 

case must be heated to melt the grease. 

It is important that some part o£ the low frequency circiyt of a radio-transmitter have a 
certain amount of magnetic leakage when the transmitting key is pressed, for it will be 
self-evident from the foregoing diagrams that when the spark discharges across the spark 
gap. the secondary winding of the transformer is practically on short circuit. The ordinary 
cicsed core transformer will under these conditions draw an excess of current with conse- 
quent danger of burning it out. If the 
transformer is provided with a magnetic 
leakage gap such as the air gap A in tht 
transformer core, Fig, 133, the lines of 
force generated by the secondary current 
will take the path across this gap and in 
consequence the self -inductance of the 
primary winding will remain practically 
constant. Even on direct short circuit of 
the secondary, the transformer fitted with 
magnetic leakage gap will not burn out, F'«- 133— CloBed CoreTrBn^ormer with M«giie(ic 
and hence is particularly suitable for the " '' 

excitation of radio-transmitters. In the Marconi sets, the requisite amount of magnetic 
leakage takes place at the generator, the armature being constructed to have very high values 
of self-inductance. 

The 2 K. W. 500 cycle transformers furnished with the Marconi panel trans- 
formers require no external reactance coil except when the set transmits at the 
wave length of 300 metres. To reduce the power for the reduced condenser 
capacity at this wave length, a small fixed reactance coil is connected in series 
with the primary winding. 
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Fig. 134 — Primary Reactance Coil. 



If the primary power is to be reduced by steps a reactance regulator is required 
with any type of set. 

109. Reactance Regulators. — The flow of current through an alternating 
current transformer is preferably 

regelated by a "choking" coil of 
high self-inductance rather than by 
a variable resistance. These coils, 
which are termed choking coils or 
reactance regulators, generally con- 
sist of a few turns of heavy insu- 
lated copper wire wound over an 
iron core. 

Two types are shown in Figs. 134 and 
135. When an alternating current 
passes through the coil, the correspond- 
ing magnetic lines of force rise and fall 
with the current, but the collapse of the 
field sets up a counter E. M. F. which 
acts as an effective resistance. The flow *■ 
of current can be varied by a multi- 
point switch as in Fig. 134, or by draw- 
ing the iron core in and out of the windings as in Fig. 135. In the design of Fig. 135 a "U" 
shaped iron core is inserted in two windings connected in series. The self-induction of the 
coil is varied by moving the core in and out the windings. 

Certain types of high potential transformers are designed for direct connection to the 
power mains, and therefore they do not require a reactance regulator. 

110. Aerial Changeover Switch. — The object of the aerial switch is to 
connect the aerial alternately from the transmitting to the receiving apparatus. 
Because of the potentials of the transmitting apparatus, the receiving apparatus 

-|— __ must be completely disconnected from 

■ ipi the transmitting aerial by a switch 

W with a break of at least 6 inches in 

. length. 

An aerial switch of recent design, the 
type S. H. switch of the Marconi Company 
is indicated in Fig. 136 with the necessary 
diagram of connections for a commercial 
radio installation. When the handle of the 
switch is thrown upward, the apparatus is 
connected for receiving, but in the down- 
ward position the transmitting apparatus 
functions. The switch controls several 
other important circuits as well as the 




Fig. 135 — U Shaped Reactance Coil, 
aerial circuit connection. Thus when the switch is thrown to the transmitting position, 

(1) Contacts A, B, close the D. C. circuit to the generator field; 

(2) Contacts C, D, close the circuit to the automatic motor starter or to a motor 

driven blower; 

(3) Contacts £, F, close the circuit to the primary winding of the power trans- 

former; 

(4) The spring contacts R, R, spring together and connect the transmitting 

apparatus to the aerial system. 

(5) The circuit to the ^primary winding of the receiving tuner is broken between 

G and K; 

(6) Contacts L and M place the detector on short circuit; 

(7) Contacts N and O short circuit the telephones. 

The reverse connections and disconnections, of course, take place when the switch is 
thrown to the receiving position. 
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Fig. IJ6 — Conneciion) of B Modern Aeriti Ch»ng«o*tr Swilch. 

It will be evident from the foregoing that during the sending period at a given station, the 
receiving tuner is thoroughly disconnected from the antenna and daring the receiving 
period the circuit to the Reld winding of the generator is interrupted because Otherwise 
the current Rowing to the meters will induce interfering currents in the receiver which 
may swamp out the radio signals from a far distant station. Other types of aerial 
change-over switches are described in Part IX, 

111. Transmitting Keys. — The sig- 
nalling keys for radio telegraphy are 
of heavier construction than those used 
in landline telegraphy because they are 
required to interrupt large values of cur- 
rent. It is found possible to break cur- 
rent up to 35 amperes by a hand 
manipulated key, but for current in ex- 
cess of this value, a magnetically operated 
relay type of key is employed. 

One type manufactured by the Mar- 
Fig. n7-A Hand M.oipuJat.d Teiegr.ph Key. ??"' . Company appears in Fig. 137. 
Earlier types had platinum points for 
breakmg the current, but silver contacts of increased area have proven a satis- 



factory substitute. 

The circuit of an electromagnetic 
key is shown in Fig. 138. A pair of 
magnets M, M' are wound to approxi- 
mately 150 ohms resistance and con- 
nected to 110 volts D. C. through a 
small W. U. sending key. Extra large 
contacts A, B are mounted on the arma- 
ture and stationary posts which may 
break 50 or 60 amperes without arcing. 
Another type has a solenoid winding 
with a plunger extending into a box of 
Ml. The contacts make and break the 
circuit under oil, reducing arcing to a 
minimum. 

In certain high power stations spe- 
cially constructed electromagnetic keys 
interrupt the circuit from the secondary 
winding of the transformer instead of the 
manner. 
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AERIALS OR ANTENNAE 

112. Function of the Aerial. 113. Determination of the 
Wave Length From the Dimensions of an Aerial. 
114. Fundamental Considerations. 115. Various Types of 
Aerials. 116. Directional Aerials. 117. Standard Mar- 
coni Aerial. 118. The Deck Insulator. 119. Installa- 
tion OF THE Aerial. 120. Earth Connection. 121. Radia- 
tion. 122.* Antenna Decrement. 123. Transmission 
Range. 

112. Function of the Aerial. — The function of th6 aerial or antennae of any 
given radio station is two-fold: 

(1) To radiate energy in the form of electromagnetic waves; 

(2) To absorb part of the energy radiated by the distant transmitter. 

The stations employing two aerials, one for transmitting and one for re- 
ceivinj2f are few in number ; in fact, the great majority of wireless stations employ 
a sin,s:leL antenna for both purposes, which in its simplest form consists of a wire 
of silicon bronze, copper or aluminum supported vertically by an insulator from 
a mast or tower. The aerials for present day ship use consist of 2, 3 or 4 wires 
connected in parallel with adjacent conductors placed from 2j/^ to 3^ feet apart. 

Not all aerials, however, are supported vertically; the great majority have a 
{iat top portion which extends horizontally to a distance varying from 40 to 6,000 
feet, the length depending upon the use to which the aerial is to be put or to the 
power of the station. 

Experimentation and reasoning show that the various types of aerials do not 
radiate with equal intensity in all directions. A certain type, for instance, has a 
distinctly directive characteristic and will radiate its energy more stroni[?:ly in a 
given direction. Still another type confines the greater part of its radiation to 
two opposite directions. Not only does the factor of radiation require to be 
taken into account but added to this are the tuning qualities of the radiated wave, 
which are somewhat affected by the design of the aerial. It is, therefore, well to 
review at once the factors governing the type of aerial adopted in any particular 
case. 

Chief among the controlling factors are : 

(1) The space available for erection; 

(2) The total expense of installation; 

(3) The radiating properties; 

(4) The desired characteristic of the radiated wave (whether "sharp," •'broad*' 
or "directional")* 

Without regard to the foregoing considerations, the dimensions of an aerial 

are governed : 

(1) By the length of the wave to be radiated; 

(2) By the space available for erection. 

As we have shown, an aerial possesses both distributed capacity and induct- 
anrr which combined srive it a defined neriod of oscillation when a chnrcre of 
electricity is applied to it. These oscillations will set up a wave motion the 
length of which is related to the capacity and inductance of the system in the 
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following manner: If the capacity (C) be measured in farads and th e indu ctance 

(L) in henries, the length of the wave will be equal to 4 X V X V LC, where 
V = the velocity of electric waves in ether (300,(JU0,000 meters per second). 

Now the length of the radiated wave can be increased by connecting a coil of 
wire {aerial tuning inductance) at the base of the aerial, or decreased by con- 
necting a condenser in series at the base, but there are certain limitations in either 
direction as will be presently explained. Moreover with concentrated inductance 
at the base of the aerial we can no longer use the simple formula above for de- 
termining the length of the wave which must now be modified to read, wave 

2ir 

length = — XV X V LC, where K is a certain correction factor the ratio of 

K 
the inductance of the coil to the total inductance of the aerial. 

Experiment indicates that it is not advisable to load an aerial witli inductance to radiate a 
wave more than four times the natural wave length, because the insertion of greater amounts 

will reduce the flow 
of current considerably 
and thereby reduce the 
range of the trans- 
mitter. In fact, the 
maximum transmitting 
range is obtained in 
every case, when the 
aerial radiates at a 
y^ave length near to its 
fundamental wave. The 
use of localised induc- 
tance decreases its de- 
crement, but does not 
add to the energy of the 
oscillations. Hence, 
large amounts of load- 
ing inductance are, in transmitter aerials, to be avoided. The addition of inductance in the 
antenna circuit up to a certain point is favorable to the tuning qualities of the radiated wave, 
but beyond this point, unless the capacity of the aerial be increased, the flow of current will 
be reduced considerably. 

A small amount of inductance is, of course, inserted at the base of the aerial to act as 
the secondary winding of the oscillation transformer, but, generally, it need not exceed 
10,000 to 15,000 centimeters. In all cases, the length of an aerial is governed principally 
by the length of the wave to be radiated, but to permit the insertion of the secondary 
inductance, the dimensions should be such that its natural wave length will be less than 
the leniith of the radiated wave. 

It is easily seen that if the length of the aerial be increased, both the inductance 
and capacity will be increased and the radiated wave accordingly. Hence, if the 
aerial is found after erection to be too long for the required wave, either the 
lenpth of the aerial can be reduced or the length of the wave can be artificially 
reduced by means of a series condenser. Increased flow of antenna current will be 
obtained in any case if an aerial is selected, the dimensions of which will permit 
the required wave to be obtained without the series condenser, but aboard ship an 
aerial of the correct dimensions cannot always be obtained ; in fact, a short wave 
condenser is generally used for the 300 meter wave and a small amount of induct- 
ance for the 600 meter wave, 

113. Determination of the Wave Length from the Dimensions of an Aerial. 

— The fundamental or natural wave length of an aerial can be computed directly from the 
dimensions, the most notable contributions to the determination havincr been made by Prof. 
G. W. Howe* and Dr. L. Cohen; but generally these formul?e are too complicated for the 
practical worker; hence, the following approximate method may be used. First, it may be 

^gTw. Howe. Wirelew World, Dec, 1914, Jan., 1915. 




Fig. 139— Vertical or Fan Aerial. 
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Fig. 140— Umbrella Tjrpe Aerial. 



mentioned that the natural wave length of a four-wire horizontal aerial with the wires spaced 
about 25^ feet apart will be approximately 4.4 to 4.8 times the total length of the aerial, that is, 

the length from the extreme end down to 
the apparatus at the station house. This 
factor is, of course, extremely approxi- 
mate, for it does not take into account the 
presence of nearby conductors, such as 
chimneys, metal roofs, mast guys, trees, 
etc., some of which have the effect of in- 
creasing the capacity of the system. 

For an aerial system comprising, let us 
say, four wires spaced 2^4 feet apart, the 
natural wave length is not much greater 
than that of a two-wire aerial with equiva- 
lent spacing, because although the addition 
of wires increases the capacity slightly, it 
also decreases the total inductance of the 
system, and generally these two factors 
nearly offset each other. Thus, in a given 
instance, a two-wire aerial with wires 
spaced 8 feet apart had a natural wave 
length of 325 meters, and the addition of 
two wires (inserted between) merely in- 
creased the wave length to 345 meters. 
If the wires of an aerial are widely 
spaced apart, the capacity is greatly increased, and the total inductance somewhat increased, 
due to the diminishing of the mutual inductance between adjacent wires. But the increase 
of capacity exceeds the decrease of inductance, and the natural wave length will therefore 
be increased considerably. In practice, it is the custom to space the wires so they will be 
mutually inductive, the distance between adjacent wires not exceeding three feet. 

114. Fundamental Considerations. — In the design of a wireless aerial the 
important points to be considered are: 

(1) The aerial wires must possess great tensile strength and be of good 
conductivity; 

(2) There should be several parallel wires; 

(3) Adjacent wires should be spaced 2 to 3 feet; 

(4) The wires must be thoroughly insulated at all points of support; 

(5) If possible, the aerial should be erected in a clear space and at least a 
half-wave length from all metallic structures. 

The matter of antenna insulation is extremely important ; the antenna insula- 
tors should not only possess high specific resistance, but they should also be of 
considerable length to prevent the high voltage current discharging over them to 
some nearby metallic conductor. Particular care must be taken to insulate the free 
end of an aerial because, owing to the fact that the voltage and current are not 
uniformly distributed in vertical aerials, a very much greater potential exists at 
the top than at the base. This non-uniform distribution exists to some extent in 
all types of aerials, but is less manifest in the flat top aerials than in vertical types. 
Hence any conductors at the top or the free end of the aerial that would tend to 
start leakage of the high voltage current should be widely separated and thor- 
oughly insulated from the aerial wires. 

115. Various Types of Aerials. — Four general types of aerials are in use: 
(1) The vertical or fan aerial; 

i2) The umbrella aerial; 
3) The inverted "L" fiat top aerial; 
(4) The "T'' aerial. 

(a). The vertical aerial shown in Fig. 139 consists of a fan or harp of copper 
or silicon bronze wires held vertically into space by a zvooden mast, a steel tower 
or any convenient structure of sufficient height. The wires of the harp may or 
may not be joined at the top. All wires, however, must converge at the lower end 
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where they enter the station house and are connected to the apparatus. The free 
end of the vertical aerial must be well insulated to prevent direct leakage to the 
supporting halyards or stays, and at the lower end the wires must be stayed to 
take the strain off the station house roof insulator. 

Although the ver- 
tical aerial is ac- 
knowledged to be 
the best radiator 
of electromagnetic 
waves practically 
equal results can be 
obtained from a flat 
top aerial (of 
increased d imen- 
sions) with a less 
expensive supporting 
Fig. 141— Inverted "L" Flat Top Aerial. Structure. Irrespec- 

tive of the degree of 
efficiency obtained, a vertical aerial could not possibly be used aboard vessels on 
account of the derrick booms, mast guys and smoke funnels which take up the 
space that would be required for erection. 

(b). The umbrella aerial shown in Fig. 140 receives its name from its general 
shape and similarity to an umbrella. It will be noted in this diagram that a number 
of wires spread radially in several directions from a common center at the top of 
the mast, and that a wire extends therefrom to the apparatus in the station house. 
The ribs of the umbrella generally are about two-thirds the length of the mast, but 
the guying out wires must be six to seven times the length of the vertical part. 

Although it has been found to be of some value for portable military sets, the 
umbrella aerial is scarcely employed in commercial working except in certain high 
power stations designed apd erected by German engineers. 

(c). The inverted ''L" fiat top aerial of Fig. 141 is almost universally em- 
ployed for ship service. It consists of a number of parallel wires stretched between 
two masts and attached on either end to wooden or metal spreaders, which are 
thoroughly insulated from the supporting halyards. The horizontal wires A to B 
are called the "fiat top portion" and the vertical wires, the "lead-ins," 

The lead-in wires, which should have equal conductivity to the wires in the 
flat top, are attached to one end of the horizontal wires, then passed through a deck 
insulator and finally connected to the apparatus .within the station. The flat tops 
of the ships under control of the Marconi Wireless Telegraph Company of America 
vary from 75 to 250 feet in length and the lead-ins from 70 to 150 feet. 

If the lead-ins are attached to the center of the flat top, as in Fig. 142, the aerial 
is said to be of the "T" type. 

Either "T" or "L" aerials are almost universally employed on vessels, princi- 
pally because they are more convenient to install. Those in the Marconi service 
have 2, 4 or 6 wires; the majority, however, have four wires spaced from 2j4 
to 3J4 feet 

The fundamental wave length of the "V aerial is invariably less than that of 
the inverted "V type of the same dimensions. When the lead-ins of a given aerial 
are removed from the end of the flat top and attached to the center, the total in- 
ductance will be less than with the previous connection, and since by this change, 
ihe capacity of the system remains practically unchanged, the length of the radiated 
wave will be less than in the case of the "I/' aerial. -This is easily understood if 
viewed in the following manner: Beginning at the point where the lead-ins are at- 
tached, the two ends of the flat top may be considered as two aerials in parallel, 
and, as is well known, the inductance of two parallel conductors is less than that 
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of either taken separately ; therefore, the total inductance of the antenna will be 
reduced and the radiated wave accordingly. 

To illustrate the point: A four-wire inverted L type of aerial, 100 feet in length, 60 feet 
in height, has capacity of .0004 microfarads, and inductance of 62,000 centimeters. A "T" 
aerial of the same dimensions has capacity of .0004 microfarads, and inductance of 37,000 

centimeters. Keeping in mind the simple formula (X = 38 x VLC) for computing the wave 
length of a radiative oscillator, the change in wave length brought about by this connection 
is easily determined. The wave length of the **L" aerial will be approximately 188 meters 
and of the "T" aerial, approximately 145 meters. 

Since the standard transmitters of the Marconi Company are designed for the 
use of the 300, 450 and 600 meter wave, the precaution must be taken to select 
an aerial of such dimensions that a moderate degree of efficiency will be obtained 

on the two shorter 
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Fig. 142— -'T" Flat Top Aerial. 



waves and the maxi- 
mum degree of effi- 
ciency at the longer 
wave; that is, we 
must provide an aer- 
ial that will give the 
highest possible aer- 
ial current for each 
of the three standard 
waves. An aerial 
having a fundamen- 
tal wave length ap- 
proximating 325 me- 
ters gives good values of antenna current at the 450 meter and 600 meter adjust- 
ment, and a fair value at the 300 meter wave adjustment, but an aerial of correct 

dimensions for this fundamental wave length obviously cannot always be erected. 

On certain large vessels, the distance 
between masts is so great that if the 
wires were suspended the total length 
between them, a series condenser would 
be required for the 600 meter wave. Be- 
cause the wave length of an aerial can 
never be reduced by a series condenser 
to less than one-half its natural length, 
the 300 meter wave could not be obtained 
in a case of this kind, and it would there- 
fore become necessary to cut off a por- 
tion of the horizontal wires, to keep the 
radiated wave within limits. It is usual 
in such cases to stretch the wires from 
mast to mast and insert an insulator 
about 50 to 100 feet from one end or at 
such distance as will permit the required ^ 
length of wave to be obtained. On the 
other hand, the aerials of small vessels, 
such as tugboats, etc., have to be loaded 
with large amounts of inductance to ob- 
tain the 600 meter wave. On such ves- 
sels the aerial is frequently made up of 
eight wires in order to obtain the maxi- 
mrr» Possible capacity. 

With few exceptions, ships' aerials 
in the Marconi Service require a short 
wave series condenser for the 300 meter 

wave, but should the aerial be found upon measurement of its wave length to require a 
series condenser for the 450 meter wave, cither the length of the flat top would be reduced 
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or the lead-ins be attached to the center. The general rule adopted by the American Mar- 
coni Company is as follows : If the length of the flat top is less than 125 feet, the inverted 
L aerial is employed, but if it exceeds 125 feet, the lead-ins are attached to the center. This 
permits the use of the three standard waves, gives good values of antenna current and 
affords a very favorable decrement of the osdliations. 

As a matter of general information we may cite examples of actual measurements of 
the wave length of commercial ships' aerials. This data appears in the following table: 





Length of 


Height of 


No. of 


Natural wave 


Capacity 


Type. 


flat top. 


flat top. 


wires. 


length. 


tnfds. 


L 


208 ft. 


96 ft 


6 


374 


.00128 


T 


200 


125 


6 


368 


.00145 


L 


150 


87 


4 


355 


.00115 


T-Imp. 


250 


95 


4 


412 


.0015 


L 


200 


90 


6 


360 


.0015 


L 


120 


100 


6 


325 


.00132 


T 


130 


92 


4 


285 


.00075 


T 


250 


150 


4 


. 426 


.00096 


L 


200 


90 


6 


360 


.0023 


L 


125 


55 


6 


230 


.00085 


T 


151 


110 


6 


290 


.0009 


L 


200 


98 


6 


425 


.0024 


L 


170 


85 


4 


380 


.00082 



We see from this table that the capacity of some aerials is rather large, but 
generally this increase is due to the presence of nearby metallic structures of some 
sort, such as mast guys, derrick booms, or steel masts. 

' We may sum up the advantages or disadvantages of the various types of aerials briefly, 
as follows: The vertical aerial is a very efficient radiator of electric waves; but if large 
amounts of energy are to be radiated, a large* aerial and a very high supporting structure 
are required; the cost of the latter may be prohibitive. The umbrella aerial does not quite 
possess the radiating properties of the vertical aerial and due to the fact that the ribs of 
the umbrella must be guyed out several hundred feet from the base of the supporting 
mast, a large area is required for its erection. But with this disadvantage, the umbrella 
aerial is found to be of some value in portable military stations, where the ribs of the 
aerial act as guy supports as well as radiators of the electric waves. 

The ^'L** and *'T" aerials also do not radiate quite as efficiently as the simple vertical aerial 
of the same dimensions, but they have slightly lower natural decrements, and therefore, radiate 
a sharp wave with less localized inductance. Flat top aerials can be erected at much less 
expense than vertical aerials of much less length and they prove to be just as effective 
at less initial expense. Over all, it must be kept in mind that irrespective of the degree 
of efficiency obtained, the flat top aerial only can be conveniently employed aboard ship. 

Wave Distortion. — Better signals are frequently obtained from a given 
transmitter by the use of a receiver aerial, a part of which is horizontal such as the "L" 
and "T" types. This may be accounted for in the following way: It has been assumed 
by several investigators that the lower end of the loops of force or ether strain radiated 
by an aerial are retarded in their propagation over dry earth, e. g., the lower part travels 
more slowly than the upper part, which causes the field of the radiated wave, so to speak, 
to be tilted against the direction of movement. 

In any receiver aerial the greatest amount of energy is taken from the passing wave 
when the wires are at right angles to the magnetic fleld and parallel to the static fleld. 
It necessarily follows that if the loops of force radiated from the aerial of Fig. 99 do not 
hold their vertical position but are tilted forward, better distances would be covered, in 
fact, more energy would be induced in the receiver aerial, if part of it were vertical and 
part horizontal. 

116. Directional Aerials. — It has been definitely proven by Marconi that a 
horisontal aerial in which the length of the flat top largelv exceeds the height will radiate 
more strongly in the direction opposite to the free end. Also the strongest signals will be 
obtained at the receiver by an aerial, the free end of which points in the direction opposite 
to the free end of the transmitting aerial. 

Taking full advantage of the uns^rmmetrical radiation from such aerials, the high power 
transoceanic stations of the Marconi Company employ directional aerials exclusively. The 
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flat tops of such aerials are from 3,000 to 6,000 feet in length, and from 300 to 450 in 
height. The fundamental wave length is close to 10,000 meters. 

The greater part of the energy radiated from a transmitter may be confined to a given 
direction by the use of the Bellini-Tosi aerial shown in Fig. 143. A triangular aerial, 
A, B, C, is supported by a vertical mast. The two sides of the rectangle A, C. and B, C. 
make an angle of 30° with the vertical, and the third side is horizontal to the earth with 
the coil L-1 inserted at the center. L-1 is inductively coupled to a spark transmitter and 
tuned to syntony. An aerial of this type will radiate its energy with greatest intensity in 
the direction of its own plane, the radiation in a direction perpendicular to the triangle 
being zero. In any direction making an angle 4> with the plane of the triangle, the intensity 
of the radiation varies as the cosine of the angle 0. The triangular aerial may be used 
for receiving purposes as well, and if the aerial be arranged so that it can be turned on 
its axis the greatest strength of signal will be obtained when the plane of the antenna 
points in the direction of the wave front. In modified form these aerials are made use of 
in connection with the Marconi direction finder, which will be described in Part XIII. 

117. Standard Marconi Aerial. — Now that the fundamental design of the 
various aerials has been shown, the construction of a standard Marconi ship's 
aerial (American Marconi Company) will be described in detail. It will be noted 
from the diagram of Fig. 144 that the flat top contains six silicon bronze wires, each 
containing 7 strands. No. 18 wire. The wires are preferably equally spaced and 
are attached to spruce spreaders from 14 to 18 feet in length which in turn are 
attached to the running halyards by a bridle which is made up of strop insulators. 
These insulators consist of ^ inch Russian boat rope which is partly covered by a 
hard rubber tube. The space between the tube and the rope is filled with hot 
sulphur which when cold, hardens and keeps out moisture. Both ends of the bridle 
terminate in a heart-shaped shackle to which a galvanised steel halyard wire for 
raising and lowering the aerial is attached. 

To prevent the spreaders from swaying, side stays are attached to the ends (of 
the spreader) and fastened to the mast. Twenty- four-inch hard rubber rod insu- 
lators are inserted in 
fLikT TOP wiRt the rope to prevent 

leakage of the cur- 
rent in wet weather. 
It will be seen also 
that each wire of the 
aerial is insulated by 
a 2- foot hard rubber 
rod which is at- 
tached to the spread- 
er by an eyebolt. 

The lead-in wires 
are attached to one 
end of the flat top 
and fastened to the 
deck or cabin insu- 
lator. To remove 
the strain from this 
insulator, two hard 
rubber rod msulators are attached to the aerial and fastened to the deck by a wood 
screw as shown in the drawing. Positive connection is made between the lead-ins 
and the flat top by means of a Mclntyre connector shown in the detail of Fig. 144A. 

The general design shown in Fig. 144 is not always duplicated in detail, but 
wherever possible it is adhered to. 

118. The Deck Insulator. — The transmitting aerial must be well insulated 
at the point where it enters the radio operating cabin by an insulator that will with- 
stand at least 30,000 volts. One form of deck insulator is shown in Fig. 145. A 
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Fig. 144a — Mclntyre Sleeye Connector. 
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145— Bradfield Type 
Insulator. 



Deck 



long hard rubber tube T about 2 inches in diameter has 
a brass rod extending through it which terminates at 
each end in a wire connecting lug, IV. The tube is 
threaded at tlie center to take two wooden blocks A, B, 
one of which is placed above the deck, the other under- 
neath. After these blocks are drawn up tightly, the 
wood screws are inserted. To insure a watertight joint, 
a piece of canvas strip is placed underneath the blocks 
and thoroughly covered with white lead. A metal 
hood, H, fastened to the exposed end of the tube pro- 
tects it from dampness. 

The- latest type of deck insulator is shown in Fig. 
146, wherein a large electrose insulator has a heavy 
brass rod moulded securely into it which terminates at 
either end in a connecting lug. The outside of the insu- 
lator is threaded, and after it is inserted in the hole in 
the deck, it is drawn up tight by the collar, R, which is 
threaded on the inside. Other types of deck insulators 
are in use, but those just described are indicative of 
modern practice. 

119. Installation of the Aerial. — The aerial of a 
ship should be installed, if possible, in such a way that 
the lead-ins will be free and clear of all mast guys or 
derrick booms. The further removed they are from 
parallel conductors of any kind, the less will be the 
danger of induced currents. 
In measuring off the length of the flat top wires, approximately ten feet must be al- 
lowed at each end for the bridle, the insulators and the reef block; hence 20 feet must 
be subtracted from the distance between masts 
at the start. The distance between masts can 
generally be obtained from the ships' plans 
or by actual measurement from mast to mast 
on the deck.- Each wire is accurately meas- 
ured between two points marked off on the 
deck and the wire cut and attached to the 
insulators. Six or eight inches must be al- 
lowed for serving the wire through the eye 
of the antenna insulator. 

All connections are thoroughly made on 
the deck, after which the halyards are passed 
through the reef block and fastened to the 
shackle on the bridle. The aerial is then pulled 
into space, it being freed from all obstructions 
by three or more assistants. 

120. Earth Connection. — ^The con- 
nection from the transmitting apparatus 
to the earth plate should be direct as pos- 
sible and the conductor should be one of 
high conductivity. In marine installa- 
tions the earth wire is simply fastened to 
the metal bulkhead by a bolt, the earth 
connection being thus made through the 
hull. Usually this connection is not more 
than two or three feet in length. 

On wooden vessels connection is made 
to the propeller shaft in the engine room pi,. Me-Eiectroie Moulded insulator. 



&RAS5 ROD 




WAAMFQ 






flUQBtR 



AERIALS OR ANTENNAE. 125 

or to the water drip at the smoke funnels. Installations grounded or earthed in 
this manner generally do not transmit as far as those on vessels with steel hulls. 
Occasionally a wooden vessel is placed in drydock and 200 or 300 feet of copper or 
yellow metal nailed on the bottom for an earth capacity. A strip of copper is then 
led from it to the radio cabin. 

The earth plate for the land station is sometimes very elaborate and may consist of a 
great number of copper or sine plates buried in moist earth to a depth of several feet. In 
addition a number of wires are spread radially from the station in all directions, being laid 
particularly directly underneath the flat top portion of the aerial. If the station is located 
on rock or dry soil, the earth wires are merely laid on the surface of the ground under- 
neath the aerial. All wires are then joined to a common terminal and connected to the 
apparatus in the station. 

The earth plates and connections at the Marconi trans-atlantic stations are very elabo- 
rate and expensive. A number of zinc plates are laid in a circle of 100-foot radius, the 
transmitting station being situated at the center. About 250 copper cables connect from 
the transmitting apparatus to each of the zinc plates. A number of copper cables stretch 
out radially from the zinc plates, some of which lie directly underneath the aerial. In 
addition, a number of wires may be laid directly underneath the aerial on the surface of 
the ground. 

If the ground is particularly damp or marshy, modified arrangements may be used. 

121. Radiation. — As shown by Fleming and other investigators, the power 
of the waves radiated from an aerial may be expressed as follows: 

h2 
W = 1578 X — X 1" 

y 

where W = energy radiated in watts; 
h = height of aerial in meters ; 
X = wave length of aerial in meters ; 
I = current in amperes at the base of the aerial. 

For example, if an aerial 40 meters (130 feet) in height, radiates at the wave length 
of 600 meters and the aerial current is 10 amperes, the energy thrown off in the form of 

402 

electric waves = 1578 X X 10* = 694 watts. 

6002 

This equation is based on the assumption that the current is uniformly distributed 
throughout the oscillator, which is not strictly true in all types, the distribution varying 
widely according to the form of the antenna. Hence, in order that the power of the 
radiation may be determined with any degree of accuracy, the average value of the current 
must be determined, and this, of course, will be less than the current at the base of the 
aerial. 

2 1 

The average value depends upon the form of the antenna, varying from — to — times 

IT 2 

the current at the base. If we denote the form factor of the aerial by the notation F the above 
formula should be written: 

h« 
W = 1578 — F» I ' 
X" 

This can be written : y F h x 

w = 1578 X (-nr-) "xi* 

In this equation (F h) is the effective height of the aerial (the form factor multiplied 
by the height) and in the case of the flat top antenna, the value of h is taken as the 
height of the vertical portion only; also the form factor (F) merely takes into account 
the average value of current in the vortical part of the aerial. 

The student will note that if the average value of current in the antenna circuit remains 
constant, the amount of energy radiated from a given aerial system depends directly upon 
the effective height and inversely upon the length of the radiated wave. 
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The following formula* is applicable for calculation of the form factor of any flat top 
aerial oscillating near its natural period: 



F==0.637ri + — jSin / — '\90*** 



where L = length of the horizontal part for inverted L aerials and 
equals one-half total length flat top for T aerials, 
h = height of vertical portion. 

For example, if we had an aerial 100 feet in length, 60 feet in height, the value of the 
form factor, 

. loo; / 60 \ 

= 0.6371 IH I Sinl J90* 

V 60 / V60 + 100 / 
= 0.637 X 2.6 X Sin (0.375 X 90**) 
= 0.92 

Now, if this aerial is worked near to its fundamental wave length, say 320 meters, and 
the current oscillating in the aerial circuit is 6 amperes, the power thrown off in electric 
waves, 

= 1578 X (^^ ^i?ilV X 36 = 150 + watts. 

V 320 / 

122. Antenna Decrement. — The damping of the oscillations flowing in the 
transmitting aerial is principally due to : 

(1) Energy lost by radiation; 

(2) Energy lost by resistance of conductors and earth plate; 

The energy lost by radiation, is useful energy because it goes to make up the 
wave motion, but the other two losses detract from the efl5ciency of the set and 
therefore should be reduced to the lowest possible value. The resistance of the 
aerial conductors can be reduced to a minimum by using a number of stranded 
copper wires connected in parallel and in the average case the high frequency re- 
sistance will then not exceed two or three ohms. The earth plate resistance is 
reduced by an extended net work of conductors preferably buried in moist earth. 

With an improperly adjusted transmitter there will be an additional source 
of antenna damping due to the re-transference of energy to the spark gap cir- 
cuit. This may be prevented by properly adjusting the spark gap and coupling 
at the oscillation transformer. 

The decrement due to radiation is usually determined by the insertion of 
localized inductance and the amount of inductance required for a given radia- 
tion decrement varies slightly with the construction, i. e., the form factor of 
the antenna. The antenna is so designed that an inductance which will give 
the correct wave length will also give the desired decrement when a properly 
adjusted transmitter is employed. 

Since the energy radiated in the form of electric waves causes damping of the oscilla- 
tions in the aerial circuit, the loss of energy by radiation may be expressed as an effective 
resistance or, in short, "radiation resistance" which, of course, will be expressed in ohms. 
The radiation resistance is the quantity which multiplied by the square of the average cur- 
rent in the aerial enables us to determine the power of the radiated waves. 

The radiation resistance of a flat top aerial is expressed. 



--M-^y 



Where R = resistance in ohms ; 

Fh = effective height of aerial; 
X = wave length in meters. 

Hence an aerial, the effective height of which is 40 meters, operated at the wave length 
of 600 meters, will have radiation resistance of 

•A. S. Blatterman, Oct., 1916, issue of the Wireless Age. 
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1578 X = 6.9 ohms. 

6002 

We see from this formula that the radiation resistance of an aerial depends directly 
upon its effective height and inversely as the length of the radiated wave. It is also clear 
that increase of the height will increase the wave length as well, and, therefore, the increase 
of the power of the radiation will not be so large with an increase of height as might be 
expected at first sight. 

The radiation resistance (or radiation coefficient) of the vertical or fan aerials is gen- 
erally higher than that of the flat top aerials, but, as mentioned previously, the flat top 
aerials are less expensive to erect, more convenient to install and since the radiation resist- 
ance should in any case be reduced by inductance, they are more desirable. 

We want the radiation resistance of an aerial to be as high as possible so long 
as it does not seriously damp out the oscillations and spoil the tuning qualities of 
the wave; on the other hand we want the frictional resistance {including the con- 
ductors and the earth plate) to be as low as possible. 

The oscillations of the antenna circuit will be less feebly damped, if a certain amount 
of inductance is inserted at the base but after a certain critical value is reached, the flow 
of antenna current will be reduced which will reduce the power of the radiated > waves. 
The critical value can be determined in any case by noting the reading of the aerial 
ammeter and determining the decrement of the oscillations by a decremeter. If a feeble 
decrement is obtained at the expense of antenna current, the eMciency of the set will be 
reduced. 

If the effective capacity (C), the effective inductance (L) and the effective resistance 
(R) of an aerial are known, the decrement per complete oscillation of the antenna circuit 
can be calculated by the formula previously given. 

« = irRy ^ 

where C= capacity in farads; 

L = inductance in henries. 

Now L and C can be measured by a wavemeter as will be shown in Part 11 and the 
effective value of R can be determined in the following manner : * A closed oscillation circuit 
containing a quenched spark discharger is inductively coupled to the antenna circuit 
with an ammeter connected in series. At any particular value of primary power, the 
reading of the aerial ammeter is observed. A closed oscillation circuit having inductance 
and capacity of the same value as the aerial is now connected across the secondary winding 
of the oscillation transformer with the ammeter and a variable resistance in series. The 
closed circuit is set into oscillation and the resistance is adjusted until the ammeter gives 
the same reading as when connected in the antenna circuit. Obviously the value of R equals 
the total effective resistance of the aerial. The student having had some experience in radio 
will recognize this last circuit as the usual "dummy aerial" which is employed in the 
laboratory to make experimental determinations. 

Assume for example that an aerial has effective capacity of .001 microfarads, effective 
resistance of 7 ohms and effective inductance of 100,000 centimeters, then 

^ , /.000,000.001 

Decrement = 3.1416X 7X y aaai =.068 per complete oscillation. 

A decrement of this magnitude is very favorable to non-interference of radio stations 
and is easily obtained with properly adjusted spark transmitters. 

123. Transmission Range — It has been found that for a given length of 
wave radiated from the transmitter, there are certain heights of sending and receiving 
aerials, which will give the best signals over a given distance. The equation express- 
ing the relationship of these quantities is as follows: 

• _ 635 X I. X h. X hr ^. -00762 xd 

' xx~d cv X 

Where I. = current in sending aerial in amperes ; 

Ir= current in receiving aerial in milliamperes ; 
hi and hr= height of sending and receiving aerial in feet; 
X = wave length of transmitter and receiver ; 
d =r distance .between in miles. 
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The value of the receiver current I' is that to be obtained when the resistance of the 
receiving aerial is 25 ohms. 

If the resistance is greater or less, the factor 635 will be changed accordingly. The 
factor 0.0762 is the coefficient of absorption which denotes the rapidity with which ether 
waves are absorbed when travelling over sea water. 

If we assume that 10 micro-amperes of current in the receiving aerial will create a just 
audible signal and 40 micro-amperes, a readable signai. the required antenna current at the 
sender for a given strength of signal in the receiver is readily obtained if the remaining 
factors in the equation are known. The formula is still the subject of considerable debate. 
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Receiver. 127. The Inductively Coupled Receiver. 128. 
Other Methods of Coupling. 129. The Carborundum 
Detector and Tuning Circuits. 130. Adjustment of the * 
Inductively Coupled Tuner. 131. The Action of the Car- 
borundum Crystal. 132. Adjustment of Crystal Detect- 
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Receiving Detectors. 135. Fleming Valve Detector and 
Tuning Circuits. 136. Marconi Type 107-a Tuner. 137. 
Marconj Magnetic Detector and the Multiple -Tuner 
Circuits (English Marconi Company). 138. The Marconi 
Type 106 Receiving Tuner. 139. Marconi Receiving 
Tuner Type 101 (American Marconi Company). 140. The 
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The Variation of a Radio Frequency Inductance. 
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phones. 151. Microphonic Relays or Sound Intensifiers. 
152. Brown Amplifying Relay. 153. Atmospheric Elec- 
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(English Marconi Company). 155. Type I Aerial Change- 
over Switch. 156. Marconi Type 112 Receiving Tuner. 
156A. General Advice for the Manipulation of a Receiv- 
ing Tuner. 

124. In General. — Told in brief, the function of the receiving aerial is 
to absorb a certain amount of energy from the advancing electromagnetic wave 
in the form of radio-frequent oscillations; but more specifically, the wave motion 
induces radio-frequent oscillations in the receiving aerial, and a part of their 
energy is made to operate some sort of signal making instrument within the 
station. 

We have already shown an electromagnetic wave to be composed of an electro- 
static and an electromagnetic field, the former being radiated (in the case of the 
vertical aerial) perpendicular to the earth and the latter at right angles to the 
transmitting aerial and horizontal to the earth. It appears that the maximum 
induction would be obtained at the receiving station if the aerial were of such 
shape or lay in such position that it would be at right angles to the magnetic field 
and parallel with the static field. But if we take into account that the radiated 
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wave is distorted when propagated over dry earth, for example (base travelling 
slower than top), it is easily seen that an aerial having a part horizontal and a part 
vertical will receive the maximum induction therefrom. 

The necessity for electrical resonance in circuits of radio-frequency in which energy 
is transferred by coupling magnetically one to the other, has been explained 

Vin detail. In fact, for the maximum induction, it is just as essential that 
two open circuit oscillators be adjusted to substantial resonance as two 
closed circuit oscillators. Only by tuning the receiver aerial to the natural 
^* frequency of the transmitter aerial will the oscillations induced in the 
receiver antennae attain their maximum amplitude; at all other adjustments 
(of the receiver aerial) the strength of the induced current will be less, 
depending upon the amount of detuning at the receiver. 

Now the dimensions of receiver aerials differ widely, and, as 
may be expected, the circuit of the receiver antenna contains appli- 
ances whereby the oscillating period may be artificially increased or 
decreased to conform with the frequency of the advancing wave 
motion. These tuning devices are known as : 

(1) The aerial tuning inductance; • 

(2) The short wave condenser. 

By proper adjustment of these tuning elements the receiver 
aerial can be electrically tuned to the wave radiated by the distant 
transmitter. The advancing wave will then induce currents at a 
rate tending to build up the amplitude of the receiver current — ^that 
is, each half wave will have completed its work on the receiver 
aerial before the next half wave acts. But under conditions of 
dissonance between the transmitter and receiver aerials, the react- 
ance of the receiving antenna circuit will not permit the induced cur- 
rent to build up to its maximum strength. 

The position occupied in the antenna circuit by these tuning 
elements is shown in Fig. 147, where the aerial tuning inductance 
is indicated at L-2 and the short wave condenser at C. The third 
coil in this diagram, L-1, is employed to transfer the oscillations 
induced in the antenna circuit to a local detecting circuit, where they 
are translated into intelligible signals. Just as in the case of the transmitter aerial, 
the aerial tuning inductance increases the fundamental period of oscillation of the 
receiver aerial, but in this case makes it responsive to long waves, while the short 
wave condenser decreases the fundamental oscillating period, making it respon- 
sive to waves shorter than the fundamental wave of the receiver aerial. 

Starting at the transmitting apparatus, the entire process involved in the induction of 
oscillating currents in a receiver aerial may be summed up as follows : 

Assume a transmitter at the sending station of the 500-cycle synchronous spark type, 
giving 1,000 sparks per second. Each spark discharge will induce in the transmitter 
aerial a single group of radio-frequent oscillations, and each group will consist of from 
25 to 100 complete oscillations, varying in number as the decrement. These oscillations 
will radiate a part of their energy in the form of a wave motion, and the length of a 
single wave will be equal to their velocity per second, divided by their number. If the 
receiver aerial is adjusted to electrical resonance with the oscillations of the transmitter, 
1,000 groups of radio-frequent oscillations will be induced therein per second, and by 
appropriate devices they can be made to operate some sort of a signal making instrument, 
such as a telephone receiver. 

The coils L-1 and L-2 and the variable condenser C are often termed the 
frequency determining elements of the receiving system, because they permit the 
natural oscillation frequency of the receiving aerial to be changed over certain 
given limits. In contrast to the coils of the transmitting aerial circuit, the induct- 
ances L-1 and L-2 are made of fine wire rather than copper tubing or heavy 
stranded cable. A typical variable condenser of the type employed in the Marconi 
wavemeter and receiving tuners is shown in Fig. 147a. 



Fig. 147— Di- 
agram Showing 
Apparatus In- 
cluded in ^ the 
Open Circuit of 
eceiving Set. 
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125. The Problem. — The relationship between the wave length (k) the 
oscillation frequency (N) and the velocity of electric waves (V) has already been 
explained, namely : 

. V 

N = — 

A 

300,000,000 

Hence for the 600 meter wave N = = 500,000 cycles per second, 

600 
and accordingly for 300 meter waves N — 1,000,000 cycles per second. Then, to be 
placed in resonance with the transmitter aerial, the receiver aerial must be adjusted 
in a way that if it were transmitting electric waves, the corresponding oscillation 
frequency, in the case of the 600 meter wave, would be 500,000 cycles, and for 
the 300 meter wave, 1,000,000 cycles. 

Assume that the receiver antenna has been adjusted to the frequency of the 
transmitting station by means of the variable elements of Fig. 147, then the prob- 



lem remaining is to make audible the feeble currents induced in the receiver aerial 
or at least to make known their presence by some sort of a current indicator. 

The ordinary magneto telephone receiver is a very sensitive indicator of electric cur- 
rent, but experiment teaches that the maximum response is obtained from this instrument 
when an alternating current or an equivalent fluctuating direct current of a frequency 
varying between 300 and 500 cycles per second flows through its windings. In fact, the 
movement of the telephone diaphragm is practically nil at 10,000 cycles per second, and 
at frequencies of the order of one-half million per second, the telephone diaphragm cannot 
keep pace with the reversals of flux. And even if it could, ^ no sound would be heard, 
because the human ear will not respond to vibrations in excess of 20,000 per second. 

Another factor working in opposition to connecting the telephone in the antenna 
circuit directly, is the fact that the impedance of the telephone winding will not permit 
high frequency currents to pass. Hence we are compelled to either convert the current 
of radio-frequency into a uni-directional pulsating current or into an alternating current 
of a frequency luitkin the range of the human ear. 

Currents of radio- frequency induced in receiver aerials may be made audible by means 
of a simple rectiHer—a device which will permit the preponderance of current to flow 
through a given circuit in one direction only. If a rectifler is placed in series with a circuit 
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in which a current of radio-frequency is flowing, the latter will^be converted into a direct 
or pulsating current. Numerous minerals and compounded elements, notably among these 
carborundum, have been foimd to possess the property of rectification, and hence a group of 
incoming oscillations such as shown in Fig. 14§a may have either their positive or negative 
currents cut off as in Fig. 148b, and if a head telephone is connected in series with the rectifier, 
pulsating direct current will traverse the windings as shown in Fig. 148c. 

Now, if continuous 
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Fig. 148a, b, c — Showing how Incoming Oscillations arc converted to 

Direct Current Pulses. 



oscillations of unvary- 
ing amplitude were in- 
duced in the receiver 
aerial, the rectified 
current would tfierely 
displace the telephone 
diaphragm and hold 
it in this position until 
the current is turned 
off, but since in the- 
damped systems of 
radiotelegraphy, the 
oscillations are dis- 
continuous, or occur 
in groups, the current 
falls to jsero at the end 
of each group, and, 
hence, the diaphragm 
of the telephone is re- 
leased, creating a sin- 
gle sound. 

126. Simple Receiver. — The circuits of a simple radio receiver appear in 
the diagram of Fig. 149, wherein a crystal rectifier D, connected in series with the 

antenna A, is shunted by the receiving telephone P. 

The action of this apparatus during the reception of signals may 

Vbe explained as follows: A train of waves radiated by the trans- 
A mitter induces an alternating current in the aerial circuit which 

will flow freely through the crystal in one direction, but will be 
Li opposed in the opposite direction. In one direction, let us say, the 

current passes from the earth upward through the crystal, and thus 
places a charge on the aerial wires, but the return current is op- 
posed; hence the rectified oscillations (for each spark of the trans- 
mitter) accumulate a charge on the antenna wires, which at the 
termination of a wave train leaks to earth through the head tele- 
phone, creating a single sound for each group of incoming 
oscillations. 

Because of its resistance, the crystal impedes the free flow of 
oscillations and, therefore, to some extent, destroys the tuning 
qualities of the aerial circuit. Hence, to enhance the tuning prop- 
erties of the antenna system, the crystal is removed therefrom and 
connected in a second circuit, termed the "local detector" circuit. 

127* The Inductively Coupled Receiver.— The two 
circuit receiver is shown in the diagram of Fig. 150, where- 
in a coil L-1, connected in the antenna circuit, performs the 
double function of adjusting the frequency of the antenna 
system to resonance with the transmitter and transferring 
the induced oscillations to a secondary circuit, consisting of 
the coil L-2 shunted by the variable condenser C-2. More 
clearly, the second circuit is coupled inductively to the first 
circuit. A crystal rectifier, D, and head telephone, P, joined 







Fie. 149— Circuit of 
Simple Radio Receiver. 
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Fig. 150.- 



-Fundamental Diagram of the Inductively 
Coupled Receiver. 



in series, are connected across the terminals of the secondary condenser. The two 
circuits are distinguished in the following manner : The circuit comprising the aerial 
and the primary winding of the receiving tuner LA is called the open oscillation 

circuit, and the circuit comprising the 
secondary coil L-2 and the variable 
condenser C-2, is called the closed 
oscillation circuit. They are also 
termed the primary and secondary cir- 
cuits, respectively. 

The current induced in the receiving 
aerial is made audible in the receiving 
telephone in the following manner: When 
oscillations flow in the receiving aerial, 
an alternating current passes through L-1 
and a corresponding alternating magnetic 
field cuts through the turns of L-2, induc- 
ing therein a current of radio-frequency 
which is built up in amplitude by placing 
the two circuits in electrical resonance. 
The variable condenser C-2 not only permits the closed circuit to be adjusted to resonance 
with the open circuit, but also permits a closeness of adjustment which the usual secon- 
dary inductance changing switch does not afford. If the coupling between the primary 
and secondary windings is relatively 
"loose/' rather large amounts of capacity 
and small amounts of inductance are em- 
ployed in the closed circuit, for the best 
strength of signal, but if the coupling be- 
tween the windings is close, small values 
of capacity and rather large values of in- 
ductance are the factors which contribute 
to the maximum strength of signal. 

The oscillations built up in the sec- 
ondary circuit by adjusting it to reso- 
nance with the antenna circuit, overflow 
to the shunt detector circuit, where part 
of the current is rectified by the crystal 

detector D and stored up in the con- _. ,e, »«- ^ j *• i r- i^ i» • . 

denser C-1. The charge accumulated in ^'«' '^'-^^ Conductively Coupled Receiver. 

the latter during the time of a single train of oscillations, discharges through the head 
telephone P, causing the telephone diaphragm to vibrate at a rate corresponding to the 
spark frequency of the transmitter. 

128. Other Methods of Coupling. — If the open and closed oscillation cir- 
V I 7 j^^\, ^"^^ ^^ ^ receiver are coupled through 

\ / /^ (^ an auto-transformer as in Fig. 151, the 

^ * • - .- - i I ^y^Q circuits are then said to be di- 

rectly or conductively coupled. 

In this system part of the turns of a 
single coil constitute the primary cir- 
cuit and part the secondary circuit; tne 
turns between the points A and B may be 
considered as the primary winding of the 
tuner, while those from B to C may be 
said to constitute the secondary Tvinding. 
Now the oscillation frequency of the an- 
tenna circuit can be increased or decreased 
by the variable contact A and similarly 
for the detector circuit by contact C. Fun- 
damentally the operation of this apparatus is similar to the inductively coupled receiver 
with the exception that part of the current induced in the antenna circuit flows directly 
through the shunt path afforded by the detector circuit. The disadvantage of this method 





Fig. 152— The Cai>acitively Coupled Receiver. 
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of coupling is that any change of wave-length adjustment of the open and closed circuits 
changes the coupling, but this can be prevented by connecting an aerial tuning inductance 
in series with the primary winding. The primary and secondary windings may be "loosely" 
coupled at any particular wave length adjustment, by adding turns at the aerial tuning 
inductance and taking them out at the primary ttnnding. This will decrease the mutual 
inductance of the two circuits and therefore will reduce the coupling. 

The method termed the capacitive coupling is shown in the diagram of Fig. 152. The 
primary and secondary coils shown at L-1 and L-2 are not in direct inductive relation. 




Fig. 153a, b, c — Complete Circuit for the Carborundum Rectifier and Receiving Tuner. 



They are said to be electrostatically coupled through the condensers C-1 and C-2. In 
practice, the condensers C-1 and C-2 are mounted on a single shaft and their capacity 
varied simultaneously by a single control knob. It is claimed that since a fixed potential 
exists across coil L-1 the energy transferred to the secondary circuit varies as the capacity 
of condensers C-1 and C-2. Now the greater the coupling the greater will be the transfer 
of energy from the antenna to the detector circuit and hence the coupling* between the 



•The author has had practically no experience with the capacitive receiver and therefore cannot speak 
authoritatively on the working of this circuit. 
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circuits varies as the capacity of the coupling condensers. It is claimed this circuit 
possesses the advantage that a fixed degree of coupling between the primary and 
secondary windings can be held while the wave length adjustment of the antenna and local 
detector circuits is being varied throughout the range of the tuner. It is probable, however, 
that this statement requires qualification. 

In general the student will note from the foregoing that in any complete 
zvireless telegraph system four circuits must be adjusted to or tuned to the same 
frequency of oscillation in order that communication may be established, as 
follows: At the transmitting station the closed and open oscillation circuits are 
adjusted for resonance. At the receiving station the receiving aerial circuit is 
adjusted to the frequency of the oscillations of the transmitter and the local or 
secondary circuit adjusted to resonance with the receiving aerial circuit; and 
for maximum response, the receiving detector must be adjusted to its maximum 
state of sensitiveness, 

129. The Carborundum Detector and Tuning Circuits. — The most widely 
used of all detectors is the carborundum crystal rectifier, the tuning circuits for 
which are shown in Fig.. 153a, b, c. These diagrams indicate as well the apparatus 
included in a modern receiving set. In addition two modified circuits showing 
the connection of the potentiometer in various modern tuners, are presented. 
Before proceeding with an explanation of the circuits of Fig. 153a, the function 

of the potentiometer will be explained. 

The application of a weak battery current to the carborundum crystal and head tele- 
phone circuit has been found to have a marked effect on the intensity of the incoming 
signals, but the strength of the current 
must be carefully and closely regulated 
and must be passed through the crystal in 
a definite direction to secure the maximum 
response. Ignoring for th^ moment an 
explanation of the function of the local 
current in a radio receiver, the reader 
should note the diagram, Fig. 154, showing 
the connections of the potentiometer to a 
local battery. 

A resistance coil A, D, is connected to 
the terminals of a 2 or 4 volt battery B-1. 
The crystal has the variable connec- 
tion B which is generally a sliding con- 
tact. R may be taken to represent a car- 
borundum rectifier. According to .the law 
of jdivided circuits, the maximum E, M, F. 
is maintained across R when B is shifted 
to the end D, but in the direction opposite or towards A, the E. M, F. gradually reduces 
to zero, * 

In the circuit originally adopted for the carborundum crystal, the poten- 
tiometer and detector were connected as in Fig. 153-a, but the modified circuits 
of Fig. 153-b and Fig. 153-c are also in use. In Fig. 153-b the telephone and 
potentiometer are shunted across the stopping condenser C-2 but in Fig. 153-c 
the potentiometer is connected in series with the crystal rectifier. Since the 
resistance of the crystal exceeds that of the potentiometer by several thousand 
ohms, the resistance of the latter has little eflfect on the strength of the incoming 
signal. Although practically equal results are obtained with either connection, 
the circuit of Fig. 153-b is pointed out by some investigators to be the one which 
gives the maximtun response. 

130. Adjustment of the Inductively Coupled Tuner. — During the reception 
of wireless telegraph signals the inductive receiving tuner may be adjusted to 
resonance with the sending station in the following manner : 

If the secondary circuit is calibrated in wave lengths corresponding to various positions 
of the secondary condenser and inductance switch, and a table of wave lengths supplied. 
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Fig. 154 — Connections of Potentiometer for Crystal 

Detector. 
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the secondary circuit may be set directly to the wave length of the incoming signal, taking 
care to select large values of inductance and small values of secondary capacity for any 
particular wave. The secondary winding should then be placed in partial inductive relation 
to the primary winding, followed by varying the capacity -and inductance of the antenna 
circuit until response is obtained. This is to be followed by adjusting the sliding contact 
on the potentiometer and trying new points on the crystal rectifier until the loudest signals 
are obtained in the head telephone. 

Because the capacity and inductance of ships' aerials differ considerably it is evident 
that a given primary ivinding will afford different wave length adjustments with different 
aerials, consequently, the primary inductance changing switch cannot be calibrated directly 
in wave lengths previous to installation. But after the receiver is installed, the primary 
and secondary circuits both can be readily calibrated by comparison with a wavemeter 
and the adjustment for any particular wave length quickly duplicated whenever required. 

In event that a receiving tuner is not calibrated, the receiver can be tuned to a given 
transmitter in the following manner: 

(1) Set the secondary circuit approximately to the required wave length using 
large values of inductance and small values of capacity; 

(2) Place the secondary inductance in close inductive relation to the primary 
inductance; 

(3) Add inductance in the antenna circuit until response is obtained in the 
head telephones; 

(4) Adjust detector to maximum degree of sensibility by potentiometer; 

(5) Then reduce coupling between primary and secondary windings; 

(6) Try new values of inductance and secondary condenser, also new values in 
the aerial circuit; 

(7) Adjust in this manner for maximum strength of signals or until interfer- 
ence is eliminated. 

(a) Theory of adjustment. Part of the energy of the oscillations induced in the receiver 
aerial is lost by the resistance of the antenna conductors, part by re-radiation of the energy 
in the form of a wave motion and the remainder through transference to the local detector 
circuit. The energy imparted to the detector circuit is useful energy because it produces the 
response in the head telephone, but the energy extracted in this manner also has a marked 
effect on the tuning qualities of the receiving antenna, which must be taken into account. 

This may be explained as follows: If the secondary circuit is coupled loosely to the 
primary circuit, small amounts of energy will be extracted from the antenna oscillations; 
hence, the antenna will oscillate with greater persistence and will only respond with free- 
dom to electric waves, the frequency of which coincides with its natural" frequency of 
oscillation. On the other hand, if the primary and secondary circuits are coupled closely, 
a greater amount of energy will be extracted from the incoming oscillations and they will 
therefore be damped out more rapidly than under conditions of loose coupling. The re- 
ceiving aerial will, under these conditions, respond to waves, the frequency of which may 
be somewhat greater or less than the natural frequency of the aerial circuit. 

Thus it is seen that if the two circuits are closely coupled, the receiver circuits will tune 
"broadly" or if coupled loosely, the circuits will tune '^sharply,'* that is to say, when the 
receiving transformer coils are loosely coupled, a small change of inductance or capacity 
will eliminate the signals of a given station, but when the receiver is "tightly" coupled, a 
much larger ' change of inductance or capacity will be required to eliminate the signals. 
This can be stated in another way by saying that the change of coupling between the 
primary and secondary circuits alters the effective resistance of the antenna and, therefore, 
has direct influence on the damping of the antenna oscillations. 

It has been shown by several investigators that maximum response is obtained in a 
receiving apparatus so adjusted that the resistance of the primary and secondary circuits 
are equal and since the effective resistance of any receiving system varies widely according 
to the design of the aerial, the earth plate resistance and the type of receiving apparatus, 
it is clear that some particular degree of coupling of the tuner will give the maximum 
response in the head telephone. 

The two circuit receiver with inductive coupling permits the receiving operator to 
eliminate the signals from interfering stations; in fact by judicious adjustment (of the 
coupling) signals of the same wave length can be eliminated provided they have different 
decrements. Generally an advancing wave of feeble decrement permits the primary and 
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secondary circuits to be loosely coupled and conversely a highly damped wave requires the 
receiver circuits to be closely coupled. 

The antenna circuit at any receiving station can be made to tune more sharply by 
connecting a variable condenser in series and adding inductance until the wave length 
adjustment for resonance is obtained. This decreases the natural decrement of the re- 
ceiving aerial but generally results in decrease of the strength of signals but the loss of 
signal strength is more than compensated for by the degree of selectivity obtained. 

The sharpest tuning or the highest degree of selectivity is obtained in the local detector 
circuit when the variable condenser in shunt to the secondary winding is worked at small 
values of capacity with correspondingly large values of inductance for a given wave 
length; but if loose coupling is employed greater values of capacity and lesser values of 
inductance may increase the selectivity. 

As will b« seen from the foregoing 
explanations, interference can be prevented 

X IX I I ^ at the receiving station: (1) by employ- 

e^""^ ^^^T iHg loose coupling between the primary 

* ^^E and secondary windings; (2) by inserting 

^^ ^^^Z . a condenser in the antenna circuit and 

^B ^^^ adding inductance until resonance is se- 

T"^^~ . ^^^ cured for a given wave length. 
'^^^ Irrespective of the selectivity obtained 
f^ by radio- frequency tuning, spark trans- 
mitters having different spark notes lend 
^'^' 'cha7«it7r'istic'or ^g"""'c"'c1 ^''"■""'''" 'o prevent interference. By skill obtained 
through practice, the receiving operator 
can pick out a spark note of particular pitch and translate the signals through the inter- 
ference of one or more stations, the more so if the spark note of the station desired has a 
distinctive pitch. Occasionally interfering stations can be tuned out by detuning the closed 
and open circuits, but signals will only be received in this way when the receiving station 
is situated near to the transmitting station. 

131. The Action of the Carborundum Crystal. — Before proceeding with an 

explanation of various detectors and 

the circuit best adapted to their 

operation, we will briefly consider a 

generally accepted explanation of the 

operation of the carborundum de- 2 

tector and the function of the local | 

battery current during the reception " 

of radio signals. 

The student is now aware that if we 

have a circuit such as shown in Fig, 

154a, consisting of a variable source of i i ) i s 

direct current B to which is connected a "°'-^* 

resistance R and an ammeter A in series ^•«- ISS— Ch.r.cteriiiie Curre bf Ordin.ry Re- 

and if the voltage at B is progressively muoce. 

increased, the flow of current as indicated by the ammeter, increases in the direct ratio in 

accordance with Ohm's law. Furthermore, if we plot the results of this experiment in the 

form of a graph on cross section paper, as in Fig. 155, we find that a line drawn common to 
all co-ordinate points located in accord- 
ance with the data, will be straight and 
uniform. Let it be noted from this curve 
that if the voltage be doubled, the current 
is doubled and so on. 

Now if we substitute for the resistance R 
a crystal of carborundum D as in Fig. 156, 
we find first, that the current in one direc- 
tion with a given impressed voltage is 
much greater than when passed through 
the crystal in the opposite direction and 
second, that if the current flows in the 
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direction of best conductivty and the voltage again progressively increased, the results do 
not accord with Ohm's law as the curve, Fig. 157, clearly indicates, c. g., the current is not 
proportional to the voltage. It will be seen that at first the current does not increase as 
rapidly as it should to be in accord with Ohm's law and after a certain critical value of 
voltage is passed the current exceeds the value to be expected by the same law. A curve 
of this type is said to have a rising characteristic. 

We may now assume this curve to apply to the detector circuit of Fig. 153a and that 
signals arc being received from a given station. Let the E. M. F. of the battery be three 

volts. From the curve, 

20 Fig. 157, we note that 

the corresponding cur- 
rent is 6 microamperes. 
Now let the alternating 
current of radio-fre- 
quency (the incoming 
signal) have for pur- 
poses of illustration a 
potential of one volt and 
let it be superposed upon 
the battery current flow- 
ing through the crystal. 
Then in one direction 1 
volt will be added to 3 
volts and from the 
curve, the current corre- 
sponding to 4 volts is 
16 microamperes. But 
when the alternating 

E. M. F. flows in the 
opposite direction it op- 
poses the local battery 
and the resultant E. M. 

F. is 2 volts. Reading 
from the curve we obtain 
a current value of 2.5 
microamperes. 

It will thus be seen 
under the influence of 
the impressed alternat- 
ing E. M. F. that the cur- 
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Fig. 157 — Characteristic Curve of Carborundum Rectifier. 



rent in the local battery circuit varies between 2.5 and 16 microamperes, but the sound 
produced by the head telephone, as will be explained, is proportional to the difference between 
the normal current flowing through the crystal and the average value of current flowing 
when an external oscillating voltage is applied. This, perhaps, can be more clearly 
explained by means of the curves shown in Fig. 157a, where the effect of superposing the 
antenna oscillations on the local battery current over the duration of a single train of incom- 
ing oscillations is shown. 

As shown in Fig. 157, the normal current flowing through the head telephone, when no 
oscillating voltage is applied, is 6 microamperes (the voltage of the battery being 3 volts), 
but when an oscillating current of 1 volt is added on that of the local battery, the maximum 
amplitude of the initial oscillation (Fig. 157a) in the wave train is 16 microamperes, and, 
of course, successive maxima will be of lesser amplitude according to the decay of the 
wave train (as shown by the series of decaying maxima). We see also that the suc- 
cessive reductions of the normal battery current (shown below the line A, B) are rela- 
tively small because, as shown in Fig. 157, for all voltages less than 3 volts the flow of 
current (in microamperes) through the local circuit is relatively weak. The result of this 
is seen to be a series of positive maxima of gradually decreasing amplitude to which 
the telephone diaphragm cannot respond individually but which produce an average effect 
in the receiver. The average current in the case of Fig. 157a may be considered for mere 
illustration to be 9 microamperes and the difference between the normal current 6 micro- 
amperes and the average current 9 microamperes (or 3.5 microamperes) is the current 
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which produces audible souod in the receiving telephone. We may state the foregoing ii 
another way by saying that the added voluge due to the oscillating E. M. F. being im 
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pressed upon the crystal is greater than the subtracted voltage and that the final effect c 
this is an increase of current through the head telephone circuit over the duration of on 

From the foregoing explanation 
it is apparent that when an operator 
at a given receiving station adjusts 
the position of the sHding contact 
on the potentiometer for maximum 
signals, ke adjusts the flow of cur- 
rent through the crystal and head 
telephone to correspond to the 
critical point on the characteristic 

cun'e, or, in other words, to that j.| , JOIHT 

point on the curve where the super- y 

I>osition of a slight antenna E. M. 
F. upon the local E. M. F. causes a 
relatively large change in the 
strength of the local battery cur- 
rent. And it also follows that the 
steeper the characteristic curve of 
a given crystal, the greater will be 
the change of current for a given 
impressed alternating voltage. In 
other words, the crystal with a 
steep curve will give the loudest 
signals and is said to be "more sen- 
sitive" to incoming oscillations. 

132. Adjustment of CrysUl 
Detectora. — No specific rule for lo- 
cating the sensitive spot on a crystal 
rectifier can be laid down ; in fact, the 
pressure and position of the opposing 
contact for maximum signals can only 
be determined by experiment. Car- Fig. 15a— C> 
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borundum crytlals as a tvhole require greater pressure at the opposing contact than crystals 
of galena, silicon, etc, although certain crystals under observation have required exceed- 
ingly light contact pressure. Wilh all crystals employing a local battery, it is important 
that the local current flow in a certain direction and that its strength be carefully regulated. 
This means in practice that either the connections to the battery must be reversed, or the 
crystal must be turned about in the holder and left at the position in which the loudest 
signals are obtained from a given sending station. The potentiometer, of course, must be 
adjusted simultaneously. 

The circuit of Fig. 153-b is suitable for the sincile-bomite detector provided a fixed 

resistance of about 2,000 ohms is connected in series with the battery B-1 and the poten- 

RoRwiTF /iNfiTF tlometcr P-1, Certain crystals of this 

WMiTE ,ZINCITE combination respond belter with a local 

battery while others do not require it, 

but with practically any crystal it aids at 

least in obtaining the sensitive adjust- 

. ment to employ a local battery, e. g„ the 

sensitive spot can be more quickly 

If the test buzzer to be described 

further on is employed, a crystal can be 

adjusted to sensitiveness whether or not 

Fif. ]S9-The ZIncite Bomite D.tec.or, tj"* <J's'a"t transmitter is in opera- 

133. Detector Holders. — Two types of crystal holders appear in fig.s. 158 
and 159. The first is suitable for the carborundum crystal which is mounted in a 
small brass cup with some form of soft metal such as Wood's metal. A small 
point, such as a steel phonograph needle, is mounted on the movable arm 
and makes contact with the crystal. During adjustment this point is "jabbed in" 
at various points on the crystal until a sensitive spot is located, 

A detector holder suitable for the lincite-bornite detector is sliown in Fig. 159. The 
large cup is filled with S or 6 rincite crystals while the opposite cup carries a crystal 
of bomile. The cup is fastened to the end of the arm with the universal joint. The 
crystal of bornite may thus be placed in 
contact with the surface of any of the 
^incite crystals being shifted from one to 
the other until the adjustment for maxi- 
mum streni^th of signals is found. 

A variety of crystals holders have 
been designed for crystals of galena, sili- 
con, cerusite, etc. One type appears in 
Fig. 160, where the crystal is held in a 
small cup by three screws. A light wire 
contact mounted on the movable arm 

bears with slight pressure on the surface ''=■ KiO— iiticcior Holder (or naieii.i am! Sihcun 
of the crystal. (.rysiais. 

134. Classification of the Receiving Detectors. — The receiving detectors 

of wireless telegraphy differ greatly both in point of mechanical construction ana 
mode of 0]jeration, and, in addition, they possess widely varying degrees of sen- 
sitiveness. Certain types, for instance, are highly sensitive to electrical oscilla- 
tions but are difficult to keep in permanent adjustment; others are less sensitive 
but possess marked degrees of stability. Still others are in the nature of a com- 
promise and may occupy approximately a position midway between the two 
extremes. 

Some receiving detectors rely upon the principal of rectification (as we have 
already shown) and will convert an alternating current of radio-frequency to a 
uni-directional current; others have the property of rectification combined with 
the ability to vary a local source of battery current in a manner much similar to 
the working of an ordinary telegraph relay. The operation of certain other detec- 
tors is based upon the influence of electrical oscillations upon magnetized iron or 
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upon the ability of these oscillations to cause certain granulated metals to cohere. 

Perhaps the most highly developed of all receiving detectors are the vacuum 
tube rectifiers which are extremely sensitive and possess the important property 
of amplifying the signals when connected in cascade. Certain types of vacuum 
amplifiers will remain in a sensitive state of adjustment over an indefinite period 
or throughout their length of life. 

It should be kept in mind that the most sensitive receiving detector is not always the 
one most convenient or the most practical for commercial use. For instance, extremely 
sensitive amplifying detectors may require intricate apparatus, having so many points of 
adjustment that its manipulation may call for the services of a highly skilled engineer and 
further the circuits may be of such a type that the apparatus cannot be quickly changed 
from one wave length to another. In event of the latter, the tuner would be of little value 
for marine service which requires the receiver to be one capable of quick adjustment 
to land stations operating at various wave lengths. Furthermore, extremely sensitive de- 
tectors bring in a certain amount of interference from far distant stations which would not 
be heard on less sensitive detectors. 

The most practical detector for commercial working is one that combines a fair degree 
of sensibility with ruggedness and stability of adjustment, and so far among the crystal 
detectors none has, in this respect, excelled the carborundum rectifier. The Marconi mag- 
netic detector is universally recognized as being the most stable and "foolproof* of all re- 
ceivers but it lacks sensitiveness on the shorter waves. The vacuum valve detectors, on 
the other hand, are considered to be the most sensitive among commercial receivers, but 
they possess the disadvantage of requiring complicated circuits for best results. 

To impress upon the reader's mind the utility of the various types of receiving 
detectors, we may classify them under five general headings. Under the first 
heading we may name the detectors which require no local battery and under the 
second heading, those detectors in which the response in the telephone depends 
upon the application of a local battery current as well as upon the current of the 
incoming oscillations.* Certain detectors may be classified under both headings 
because they may function to some extent with or without a local battery. 

In addition we may note under a third heading the detectors considered as 
rectifiers of radio-frequent currents and in a fourth and fifth headings, those 
suitable for response to either damped or undamped oscillations respectively. It 
is to be noted that a few types come under all headings. ^ 

" Galena — Silicon — ^Zincite Bomite— Carborundum (sat- 
isfactory for short distance receiving) — Fleming Valve 
^ (filament battery only). 



Detectors Functioning 
Without Local Battery. 



Detectors which depend 
upon the combined effects of^ 
received energy and local 
battery current 



Carborundum — Zincite Bomite (sometimes used with 
local battery) — Fleming Valve (with local battery) — 
Three Element Valve — Silicon. 



n^*^^-.-.— 1 ! *.u n- r Galena — Silicon — Carborundum — Cerusite — ^Zincite- 

DetectorshavingtheProp. I 3 ^ pi^ j^ Valve-Three Element Valvc- 
erty of Rectification. [Electrolytic. 

{Galena — Silicon — Zincite Bomite — Carborundum 
—Fleming Valve— Three Element Valve— Marconi 
Magnetic-(Tikker, Tone Wheel and Heterodyne sys- 
tem will give some response from spark transmitters, 
but are not satisfactory for such reception). 

Detectors of Undamped f Tikker — Tone Wheel — Heterod3me Receiver — Vacuum 
Oscillation. \ Valve Oscillator. 

135, Fleming Valve Detector and Tuning Circuits. — A receiving detector 
of notable merit is the Fleming oscillation valve the action of which is primarily 



* We should be careful to dtstineuish between oscillation detectors requiring a ' 
requiring a local "source of enerpr. * For example, the Tikker. the Tone Wheel 
Magnetic detectors require a local driving force, which in reality talce the place of the 



"local battery and 
and the Marconi 

__^ ^ ^ ... _ ^ local battery; also 

the^Heterodyne receiver requires a local source of radio-frequent currents upon which the response in the 
receiver depends as well as the current induced in the receiver aerial. 
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based on' the emission of electrons from highly heated metals in vacua. In its 
commercial form it consists of a highly exhausted glass bulb, Fig. 161, containing 
a 4 or 12 volt lamp filament, F, of carbon, platinum or tungsten surrounded by a 
metal plate or cylinder P-2 of copper, nickel, etc., from which a connection is 
extended to the outside of the bulb. 

When the filament is brought to a state of incandescence by a battery B, negative 
electricity can pass from the filament to the plate, but not in the opposite direction, hence 

when the terminals of the 
closed or secondary cir- 
cuit of a receiving tuner 
are connected to the nega- 
tive side of the filament 
and to the plate of the 
valve, the alternating cur- 
rent of radio-frequency 
flowing in the receiver 
circuits will be converted 
into a uni-directional cur- 
rent which may affect a 
head telephone or other 
recording instrument. 
More clearly, the oscilla- 
tions flowing in the re- 
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Fig. 161 — Fleming Oscillation Valve and Tuning Circuits 



ceiver circuits during the time of a complete group will be rectified by the valve placing a 
charge in the condenser C-2 (Fig. 161), which afterwards discharges through the head 
telephone, creating a single sound for each group. 

The adjustment of the Fleming oscillation valve is extremely simple and the stability of 
the device particularly marked, in fact it is only necessary to adjust the incandescence of 
the filament until loud response from a given station is obtained in the head telephones. 
This is accomplished by the rheostat R which normally is of 10 or 15 ohms resistance. 
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Fig. 162 — Fundamental Circuit of Marconi Valve Tuner. 

The Fleming valve gives signals of greatest strength when the secondary 
circuit is designed for a minimum value of shunt capacity and a maximum value 
of inductance for a given wave length or frequency, hence the secondary con- 
denser is always worked at low values of capacity. 

Many valves are more sensitive if an added potential is applied between the filament 
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and the plate. Like the carborundum detector, the Fleming valve has a rising char- 
acteristic and when an E. M. F. is applied to the space between the plale and the fila- 
ment the current may be adjusted to the critical point on the characteristic curve so that 
the addition of a slight antenna voltage causes a large increase of the local battery current 
flowing through the nead telephones. 

A satisfactory diagram appears in Fig. 162 wherein a potentiometer P-1 is 
shunted across the filament battery and a portion of the current flows through 
the head telephones and the detector. With this arrangement of circuits ad- 
vantage is taken of the particular volt-ampere characteristic of the valve and a 
relay action due to a local source of energy is obtained. For the maximum 
strength of signals with this circuit it is necessary to adjust the position of the 
sliding contact on the potentiometer as well as the incandescence of the filament, 
until the desired results are obtained. 

The diagram. Fig. 162, shows the fundamental circuit of the widely used 
Marconi-Fleming valve receiver. The open circuit comprises: 

(1) The aerial tuning inductance L-1, 

(2) The short wave condenser C-1, 

(3) The primary winding L-2, 

(4) The shunt impedance R-1, 

(5) The change-over switch S-1, S-2, S-3. 
The intermediate circuit comprises : 

<1) The winding L-3 in inductive relation to L-2, 

(2) The winding L-4 in inductive relation to L-5, 

(3) The variable condenser C-2. 
The secondary ctrcuit comprises : 

(1) The secondary winding L-5, 

(2> The billi condenser C-3, 

(3) The Fleming valve F. P, 

(4> The battery B (or four volts generally), 

(5) The ID ohm rheostat R. 

<6) The 400 ohm potentiometer P-1, 

(7) The fixed condenser C-4, 

(8) The head telephone P-1. 

Inductances L-2, L-3. L-4, L-5. L-6 are of fixed value, but L-1 is variable through 
the medium of a multi-point switch. 

When the D. T. three blade switch S-1 is CRYSTAL 

thrown to the right, primary winding L-2 is ITACT 

connected in series with the aerial circuit UJI- 

which brings the intermediate circuit into use, 
but the switch, thrown in the opposite direc- 
tion, disconnects 1^2 and connects L-6 in 
series with the aerial. L-6 being wound 
tightly about the turns of L-S, the open and 
closed circuits are closely coupled. This in- 
creases the damping of the receiving system 
and makes the set responsive to waves of dif- 
ferent length at one set of adjustments, but, TtNSl 
of course, does not give the strength of sig- AWU 
nals that can he obtained by resonant adjust- 

The position of the switch corresponding ^^^ 

to "close coupling" is marked "Stdbi," an ab- .Cket 

breviation for the word "standby." The switch 
is placed in this position when a particular 
receiving station awaits a call from one of 
several sending stations which are not exactly 
tuned to the same wave length. 

In the opposite position, the changeover 
switch is marked "lune" and with the circuits 
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of this connection, sharp resonant adjustments tan he ohtained. The wave length of the 
intermediate circuit is increased or decreased hy the variable condenser C-2 only and simi- 
larly the wave length of the secondary or detector circuit, by the condenser C-3. 

The coupling between the inductances of the intermediate circuit and inductively related 
coils is varied simultaneously by means of a shaft (and knob) upon which both coils, L-3 
and L-4, are mounted. 

The impedance coil R-1 prevents the accumulation of high voltages upon the dielectric 
of the variable condenser, which may be punctured in case the windings of the timer should 
come in direct contact with the high voltage wires of the transmitting apparatus. 

The American Marconi Company has developed a crystal holder to fit in the 
Fleming valve socket as shown in Fig. 163. The circuit for the crystal detector 
is practically identical with that of the oscillation valve with the exception that 
the lighting battery is connected to the potentiometer instead of to the lamp 
filament. 
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Fig. 164— Complete Circuits of Type 107a Tuner (American Marconi Company). 

The valve tuner was original designed to be responsive to waves varying be- 
tween 300 and 1,650 meters in length, but the circuit has been modified to respond 
to waves up to 2,500 meters, as in Fig. 164. 

136. Marconi Type 107-a Tuner. (American Marconi Company). — The 
various connections and arrangements of circuits of the Marconi type 107-a 
tuner are shown in Figs. 165-a, 165-b and 165-c. The principal change over the 
ordinary valve circuit lies in the special six point double throw switch (marked 
*' change-over switch"^ which disconnects the condenser of large capacity (.01 
microfarads) across tne intermediate circuit and places it in shunt to the second- 
ary winding and the billi-condenser (see Fig. 165-a). With the increased capacity 
of this condenser in shunt, the secondary circuit will respond to a wider range^ 
of wave lengths than the original design of the tuner would permit. 
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For the reception of wave lengths exceeding 1,500 meters, the D. P. D. T. 
switch is thrown to the ''standby" position and the intermediate circuit cut out. 
For wave lengths below 1,000 meters, either the "standby" or "tune" circuits can 
be employed at the discretion of the operator. 

It is to be noted, although the 107-a tuner is designed for the carborundum 
detector, an extra set of posts is provided for an additional crystal such as 




Fig. 16Sa — "Standby" Long Wave Adjustment of Marconi Type 107a Tuner. 

cerusite. When the latter detector is employed, the potentiometer is out of the 
circuit. Observance next should be made of the binding posts from which wires 
are connected to the receiver circuits and to the contacts of an aerial change-over 
switch. The latter, when open, protect the detector and head telephones from the 
induced potentials of the local transmitter. 




Fig. 165b--"Tunc" Circuits of Type 107a Tuner. 

In the diagram, Fig. 165-b, L-1 is the aerial tuning inductance, the value of which is 
altered by means of a multi-point switch mounted on the left hand front of the tuner. 

C-1 is the short wave variable condenser connected in series with the aerial system. In 
the full scale position it short circuits itself and is thus cut out of the antenna circuit. This 
condenser is mounted on the left hand side on the top of the tuner. 

L-2 is the primary winding of the receiving tuner and has a fixed value of inductance 
(not variable). 
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Coil L-3, condenser C-2, coil L-4 comprise the intermediate circuit L-3 is of fixed value 
and is in inductive relation to L-2. L-4 hat the same dimensions as L-3, but it is in in- 
ductive relation to coil L-5. 

The wave length of this circuit is varied by meani of a condenser C-2. 




-"Standby" Shoi 



Colb L-3 and L-4 are wound on balls or spheres, mounted on a shaft so they can be 
turned at a right angle to L-2 and L-5, simultaneously. This is effected by means of the 
coupling knob mounted on the right hand end of the tuner, and thus the coupling between 
the intermediate circuit and the antenna and detector circuits is varied as required. 




Fig. 166— Type 107a Tuner (Modified Valve Tuner), 

Coil L-5 and condenser C-3 constitute the secondary circuit. L-S is of fixed value ; 
C-3 is the well known "bJUi" condenser, having a value of about .0001 microfarad, 
C-4 is the telephone condenser of approximately ,003 microfarad capacity. 
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R is a sliding contact potentiometer of 400 ohms, mounted on the left hanil side of the 
tuning box. 
, B is a dry cell battery of 1.5 lo 3 volts, while D is ihe usual carborundum crystal. 

The inductance coil, L-7, is an inductive static leak for preventing the accumulation of 
large static charges upon the plates of the short wave variable condenser to prevent the 
rubber dielectric from puncturing. 

During adjustment of the carborundum crystal, the connection from the battery to the 
potentiometer must.be reversed until the best response is obtained. 

The ittlermediate circuit of either of Ihe foregoing tuners is employed in case of ex- 
eessive interference from nearby stations. Of course it is difficult to distinguish between 
stations operating on the same wave length except as the signals from the desired station 
are very much louder than those from the interfering station ; but transmitters operating on 
the same wave length and having different degrees of damping can often be tuned out or 
in by proper adjustment of the coupling. 

It will be apparent from the preceding diagrams that either the valve or the I07a tuner 
is tuned to resonance with the incoming signal by condensers only, with the exception of 
the aerial tuning inductance which is 
variable in steps through a multipoint 
switch. A photograph of the 107a tuner 
appears in Fig. 166. In adjusting this 
tuner, the following general instructions 
should be observed : 

(a) Operation. With the connection 
("Tune") indicated in Fig. 165b the tun- 
ing is extremely sharp and the circuits 
will not respond to wave lengths in excess 
of 1,000 meters. 

For general work the coupling knob is 
set at 90". The billi condenser is set at 
the zero position on the scale and one or 
two points of the aerial tuning inductance 
connected in the circuit. The setting of 
the intermediate condenser, C-2, is altered . 
until response is secured. 

Correct setting for the potentiometer is p-^ i6is»— Mar=on[ Oi»e Variable CondtnMr 

obtained by means of a buzzer tester or 

by listening to the signals of a distant station. Follow this by reversing the connections 
from the battery to the tuner until the loudest signals are obtained. 

For tuning to waves up lo 1,000 meters, three or four points of inductance should be 
added at the aerial tuning inductance, but for the wave lengths shorter than 600 meters, the 
short wave condenser should be used at smaller values of capacity. 

The billi condenser permits the deleclor circuit to be luned to waves from 450 meters to 
1.000 meters in length. 

(b) "Stand-by" Position. When the double throw knife blade switch is thrown to the 
\e(t— "stand-by" position— the circuits are altered as in Fig. 16Sc. With this connection the 
primary winding L-2 is disconnected from the antenna circuit and a second primary wind- 
ing, L-6 connected instead. 

L-6 is an inductance of fixed value wound tightly around the winding L-5, giving a 
close degree of coupling between the aerial and detector circiuts. 

From the diagram it will be plain that coil L-4 of the intermediate circuit is still in 
inductive relation to L-S and unless the precaution is taken to turn the coupling knob to the 
zero position, considerable energy will be absorbed from the detector circuit, thereby re- 
ducing the strength of the incoming signals, particularly if the intermediate circuit is in 
resonance with the antenna and the detector circuits. 

For tuning to waves up to approximately 1,000 meters with the "Stdbi" connection, only 
the billi condenser is employed in shunt to the secondary winding, but for longer wave 
lengths the small six-point, double throw switch, mounted on the top of Ihe tuner (marked 
change-over switch in Fig. 164), is placed in the "Stdbi long wave" position, whereupon the 
intermediate condenser, C-2, is connected in shunt to the billi condenser C-3. This connec- 
tion permits waves in excess of 3,000 meters to he adjusted to in the secondary circuit. 
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The complete circuit for this connection is indicated in Fig. 165a. Note carefully that 
the intermediate drcuit is not employed. It is important to note also that the type 107-a 
tuner is fitted with four binding posts (at the rear) from which connections extend to the 
type S aerial changeover switch. When the antenna switch is placed in the transmitting 
position, the circuits of the 107-a tuner are interrupted at the points A and B (Fig. 165b), 
thus breaking the circuit to the detector and the head telephones. The contacts at this 
switch must have careful inspection from time to time, for, unless they close properly, the 
apparatus positively will not function. 

Should these contacts be broken, a permanent jumper should be placed across the bind- 
ing posts to keep the circuit closed. 

Type 107-a tuner should be used with the type S or type I aerial changeover switches 
only. 

The complete circuits for the tuner are shown in detail in Fig. 165a and with the fore- 
going explanation, the functions of the various elements should be clear without further 
instruction. 

(c) General Instructions, For *' stand- by" tuning or broad adjustment at wave lengths 
up to 1,000 meters (see Fig. 165c), place the double throw knife switch to the left 

I Set the condenser switch on "tune.*' 

Set the coupling knob at zero. Carefully 
adjust the billi condenser. Connect in a 
few points of the aerial tuning inductance. 
Vary the capacity of the short wave con- 
denser. 

For long wave lengths (in excess of 
1,0(X) meters) place the condenser switch 
on "stand-by long wave" position. Vary 
carefully the capacity of the intermediate 
condenser. Add inductance at the aerial 
tuning inductance. 

^,. ,^, .. .. ^, . ^ For sharp tuning on the shorter wave 

I.,g. 167-Marcon, s Magnetic Detector. ^^^^^^^ ^^j^^ ^^ tntttTs), place the 

double throw knife switch to the "tune" position. Place the condenser switch on the "tune" 
position. Set the coupling knob at from 70° to 90". Adjust carefully the intermediate con- 
denser. Add two or three points of inductance at the aerial tuning inductance. Follow 
this by variation of the capacity of the short wave condenser. In this position, all the 
variable elements of the complete tuner are in use. 

137. Marconi Magnetic Detector and the Multiple Tuner Circuits (Eng- 
lish Marconi Company). — The magnetic detectoi shown dia^rammatically in 
Fig. 167 is an oscillation detector of unvarying stability. A description of the 
detector and an explanation of its functioning follow : 

A continuous band made up of a group of fine iron wires revolves on the ebony 
grooved wheels IV which are turned by clockwork in the base of the instrument. The 
band passes through the glass tube G, which has a small single layer of fine wire comprising 
6 to 10 turns through which the radio- frequent oscillations flow. Directly .over this wind- 
ing is placed the small bobbin of wire S which has approximately the resistance of the 
head telephones P-1. Two horseshoe permanent magnets with like poles adjacent are 
mounted immediately above the tube and near to it. Some argument exists concerning the 
action of this detector during the reception of signals but it is sufficient to say that when 
the iron band passes underneath the two permanent magnets it undergoes a cyclic change 
in magnetism and is extremely sensitive to an ' impressed external magnetic field stich as 
that generated by a radio-frequent current flowing through the winding G. 

When electrical oscillations induced in a receiver aerial by a distant transmitter pass 
through the winding P, one complete group of oscillations sets up an alternating magnetic 
field which causes a single movement or a change in the position of the flux in the iron 
band. The bobbin S being in the path of the flux, it is acted upon inductively, a current 
being induced in the wincjings which flows through the head telephone creating a single 
sound for each group of incoming oscillations. The note of the transmitter is faithfully 
reproduced, because each group of oscillations radiated by the transmitter has a cumulative 
effect on the change of flux in the iron band, which creates a single movement of the tele- 
phone diaphragm. Although the magnetic detector lacks the sensitiveness of the crystal 
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detector throughout the shorter range of wave lengths, as between 300 and 600 meters, 
for waves around 2,500 meters, it compares favorably with the most sensitive crystal 

The magnetic detector may be connected directly in series with the aerial 

system, but it func- 
tions best in the 
circuits of the Mar- 
cotti Mullipie Tun- 
er {English Mar- 
coni Company) in 
Figs. 168 and 169. 
In general, the 
circuits of this 
tuner appear simi- 
lar to that of the 
valve tuner, but the 
secondary winding 

Fig. 167a-M.rconi MuUipl. T„«r ^^^ ^^ magnetic 

detector has very 
few turns as compared with the secondary of the valve tuner. The magnetic 
detector has low resistance compared with crystal detectors and, in consequence, 
the stopping condenser of the usual detector circuit becomes an active element of 
the closed oscillation circuit and must therefore be of variable capacity. In fact, 
placing the detector in series with the secondary circuit not only calls for a wind- 
mg of low inductance but one of low resistance as well. Hence the secondary coil 
is usually wound with rather coarse wire, such as No. 18 or No. 20 B. and S. 




Fig. 168— Kundtnienlil Clrci 



I Multiple Tuner, 



A fundamental wiring diagram of the Marconi multiple tuner appears in Fig. 168 and a 
more detailed diagram showing approximately the position of the apparatus in the tuner 
in Hg. 169. Like notations are used in both drawings. 

Since this tuner is adjustable to wave lengths between 80 and approximately 3,000 
meters, a specially constructed series of multi-point switches S-l, S-2 and S-3 (Fig, 169) 
control the inductance and capacity of the primary, intermediate and secondary circuits for 
a progressive increase or decrease in wave length. The particular wave length adjustment 
corresponding to any position of the switch is clearly marked on the aperating handle. 
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When the small D. P. D. T. switch is placed in the "standby" position, the magnetic 
detector is connected directly in series with the aerial and the necessary tuning adjustments 
arc made at inductance L-1 and condenser C-1, but when this switch is thrown to the 
"tune" position, the aerial circuit continues through the primary winding L-2, the oscilla- 
tions being transferred from thereon to the intermediate coil L-3, built up in amplitude by 
condenser C-2 and finally transferred to 1^5 by induction from L-4. 

The function of the switches S-1, S-2 and S-3 will be clear from the drawings and the 
following explanation, describing the connections of the various fixed and variable capaci- 
ties for the complete range of wave lengths. 



TO MAGNETIC DeTEOOR 




Fig. 169 — Detailed Wiring Diagram of Multiple Tuner. 



For wave lengths from 80^ 
to 150 meters. 



For wave lengths from 150^ 
to 600 meters. 



For wave lengths from 
1,600 to 2,000 meters. 



For wave lengths 
2,000 to 2,600 meters. 



from 



Condensers C-4 and C-1 are in series. 
Condensers C-5 and C-2 are in series. 
Condensers C-6 and C-3 are in series. 

Condenser C-1 is in series with the antenna. 
Condenser C-2 is in shunt to the intermediate circuit. 
Condenser C-3 is in series with the magnetic detector. 

Condenser C-1 may be in or oiit of the aerial circuit as 

required. 
Condenser C-7 is in shunt to condenser C-2. 
Condenser C-8 is in shunt to condenser C-3. 

Condenser C-1 is in or out as required. 

Condensers C-9 and C-7 are in shunt to condenser C-2. 

Condensers C-10 and C-8 are in shunt to condenser C-3. 



The switch S-1 in the foregoing drawings selects such values of inductance at L-2 as 
will give the correct degree of coupling at all wave lengths. The protective leak inductance 
R prevents the accumulation of heavy changes in the condenser C-1. The coupling be- 
tween L-2 and L-3, and L-5 and L-4, is varied simultaneously by a single knob on the side 
of the box. A protective gap R protects the primary circuit of the tuner should by accident 
the circuits come in contact with the high voltage wires of the transmitter. 

Because of the small secondary winding, this tuner is not suitable in the "tune" position 
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for a crystal detector, but will give some response on the "standby" side in which connec- 
tion the crystal is connected in series with the aerial. 

It has frequently been observed that the magnetic detector gives better response to 500 
cycle transmitters when the iron band revolves at a speed about twice that used in receiving 
from 60 cycle transmitters. Normally the band travels at a very low speed — a few feet per 



Fig. 170— Type 106 Receiving Tuner (Amencan Marconi Company). 

138. The Marconi Type 106 Receiving Tuner. (American Marconi Com- 
pany). — A receiving set of particular excellence combining mechanical and 
electrical features of merit is the type 106 tuner of the American Marconi Com- 
pany, This set is of the panel type, the necessary controlling switches being 
mounted on the front of the board as shown in photograph 170, the coupler, 
variable condensers, potentiometer, etc, being mounted on the rear as in photo- 
graph 171. The coupUng between the primary and secondary windings is varied 
by means of a special rack and pinion adjustment which is in turn controlled by 
a knob on the front of the panel with a scale marked from zero to 10 (marked 
■'coupling"). 

The inductance of the primary winding is changed by means of two multi- 
point sivitches, one of which operating in conjunction with a barrel switch discon- 
nects the unused portions of the primary winding for any particular adjustment 
of wave length. That is, the primary winding is divided into four groups which 
are cut into the circuit as the wave length is progressively increased. The con- 
nections to the separate aerial tuning inductance connected in series with the 
antenna system are included in the "tens" switch of the primary winding. The 
"unit" switch controls 10 single turns of the primary winding permitting any 
number of turns from one to maximum to be included in the circuit (as will be 
explained in paragraph 191). 

The aerial circuit includes a short wave variable condenser which in the 180° 
position short circuits itself automatically by means of special contacts fitted to 
the movable and stationary plates. The secondary coil divided into 10 groups 
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is fitted with an end-lum switch which splits the winding into three complete 
groups. The secondary winding is shunted by a variable condenser which in the 
zero position is completely disconnected from the circuit, thereby cutting off the 



Fig. 171— Rfit Vitw Type 106 Rtedving Tunef, 

capacity effect between the opposite plates (of the variable condenser) in the 

so-called zero position of capacity. 

A special ivire wound potentiometer is supplied, having a resistance of about 

450 ohms, the value of which is adjusted by a rotary multipoint switch. 

The receiving de- 
tector, placed in a ver- 
tical position to the 
front of the panel, 
consists of a contact 
point with spring 
pressure mounted on 
a universal joint 
which may be placed 
in contact with the 
sensitive spot on one 
of several crystals 
mounted in a cup di- 
rectly underneath. 

A fundamental dia- 
gram of the type 106 
tuner is shown m Fig. 
172, which, as will be 
observed, is somewhat 
similar to the connec- 
tions of Fig. 153b. 
The part of this dia- 
gram to be given par- 
ticular attention is the 
connection of the 
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potentiometer, the head telephones and the fixed condenser C'3, and the group- 
ing of the primary and secondary turns. The buzzer excitation system shown 
will be described in detail in paragraph 149. 

The reader should note that the 106 tuner is constructed so that only the used turns of 
the primary and secondary windings are in direct inductive relation, that is. the unused 
turns of either winding do not overlap and consequently when the primary and secondary 
are set at low values of inductance, care must be taken to have these two windings in the 
correct inductive relation. For instance, by a little consideration, it will be evident that if 
the secondary winding is placed too far Inside the primary coit the coupling is decreased just 
as it is when the secondary winding is drawn out of the coil. 

The general inttmclions for the adjuslmeni of the inductive receiving tuner given in 
paragraph 130 are thoroughly applicable to the type 106 tuner. An increase of inductance 
in the antenna circuit for adjuitment to a given wave length should be followed by an 
increase of the secondary inductance to maintain resonance. Also with each change of 
'jjave length there is a critical degree of coupling which gives the louder signals in the 
head telephone. 

Under conditions of loose coupling like secondary variable condenser is of some use 
to reduce interference, but under conditions of close coupling the condenser is preferaUy 
set near to zero values of capacity. 

The short wave variable condenser is employed to tune the antenna circuit to signals the 
tvave length of which is below the natural wave length of the receiving antenna. Response 
lo shorter waves is obtained at capacities near to the zero position of the condenser scale. 
With this condenser in circuit, the wave length of the antenna system will be progressively 
increased (that is, the oscillation frequency decreased) as the control handle is moved in the 
direction of maximum capacity. In case of severe interference, the damping of the receiv- 
ing antenna may be decreased in the following manner : For a given wave length set the 
short wave variable condenser at a certain value of capacity and obtain resonance by 
adding inductance at the aerial tuning inductance until maximum response is obtained. 
Care must be taken to select the correct values of inductance and capacity, which, of 
course, vary with each aerial. If excessive values of inductance are added, variation of 
capacity will have little effect on the incoming signals. The fact is that signals would not 
be heard under these conditions unless the transmitting station is near to the receiving 
Station. Correct values of inductance and capacity are assured if a slight change in con- 
denser capacity eliminates the signals. 



Fig. 173— Type 101 Rfcemng Tuiwr (American Marconi Company). 

We may resume the function of the elements of the tuner as follows: The small push 
button marked "Test" immediately to the right hand side of the receiving tuner closes the 
circuit from the battery to the buzzer which permits the manipulator to obtain the best 
adjustment of the crystal. When turned to the right this button is locked in position. The 
two switches on the front of the Type 106 tuner marked "transformer primary" vary the 
inductance of the primary circuit. The switch marked "Units" cuts in a single turn at a 
time. The switch marked "Ten/' varies the primary inductance in groups of ten turns at 
each point of contact. 
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The primary condenser has minimum capacity in the zero position but if turned to the 
180° mark it is shunted by a special set of contacts (attached to the movable plates and 
thus cut out of the aerial circuit. All control handles attached to the inductaHce changing 
switches and variable condensers of the primary and secondary circuits should be turned 
counter ctockzt<ise for increase of their values. 



yig. 174— Kear View Type 101 Receiving Tuner (Ameticin Maiconi Company). 

The switch marked "transformer secondary" and the control handle marked "secondary 
condenser" control the inductance and capacity of the secondary circuit. The wave length 
adjustment of the circuit can be increased by turning the switch or the knob of llie con- 
denser counter clockwise. Different values of inductance and capacity can be employed in 
this circuit while holding the same wave length. This changes the damping of the circuit 
and proper proportioning (of inductance and capacity) may e've increased strength of 
signals during the reception of signals from certain stations. 

The control handle marked "potentiometer'' varies the flow of current through the dC' 
tector crystal. Close adjustment of the potentiometer is necessary when the incoming 
signals are comparatively weak. The switch marked "battery" turns the local battery cur- 

The terminals marked "battery" connect to four dry cells in a separate box and the 
terminals marked "telephones" are the binding posts for connection to 2,000 ohm receivers. 

As the transmitter operates at approximately the wave length to which the secondary 
circuit of the receiver is adjusted, it produces exceedingly strong signals which are liable 
to impair the sensitive condition of the crystal. To obviate this, connections are made with 
the antenna switch so that when the antenna switch is in the transmitting position the 
terminals of the detector and the secondary condenser are short-circuited. Care should be 
taken to see that the antenna switch, with which this receiver is to be used, is so con- 
structed as to perform the above operations. If this is done, the transmitter has very little 
or no effect on the sensitiveness of the crystal and it will, therefore, be in a sensitive 
condition for receiving immediately after transmission. (See diagrams, Figs. 201, 202 
and 203.) In addition to paragraph 130 the student should read the general instructions 
in paragraph 156a. 

139. Marconi Receiving Tuner Type 101 (American Marconi Company). — 
The type 101 receiver consists of an inductively coupled transformer with two 
solid rectifier detectors and the necessary accessory apparatus mounted on a hard 
rubber panel and enclosed in a mahogany case. The front elevation of this set 
is shown in photograph, Fig. 173, the rear elevation in Fig. 174, and a funda- 
mental diagram in Fig. 175. 

The aerial is connected to the binding post "antenna" and the earth connection is made 
to the binding post marked "ground." The circuit between these two points is adjusted to 
resonance with the incoming signal by variation of the two transformer primary switches, 
the primary loading coil switch, the primary condenser, and the primary condenser switch 
which is marked "out" "series" and "shunt." The purpose of this switch is to connect the 
primary condenser in series or in parallel to the aerial cr to disconnect the condenser 
entirely. 
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Thus for long wave lengths the condenser is placed in shunt to the primary winding 
and for waves below the fundamental period of the aerial the condenser is thrown in 
series with the primary winding. 

The function of the three other primary switches is to vary the number of turns of 
inductance in the aerial circuit. 

The secondary circuit contains the transformer secondary coil, the inductance of which 
is varied by the transformer secondary switch, the secondary condenser, the cerusite and 
the carborundum detectors, the switch for connecting either of these two in the circuit, 
the potentiometer, and the switch marked "sent," "receive." 
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Fig. 175 — Fundamental Diagram Type 101 Receiving Tuner. 



The transformer secondary is moved in or out of the transformer primary coil by 
means of the handle marked "coupling." The capacity of the secondary condenser is 
varied by rotation of its handle, and the potential across the carborundum detector is 
varied by the rotation of the potentiometer handle. 

Supplied with this set is a mahogany box containing four dry cells having three binding 
posts, marked 1, 2, and 3. Nos. 1 and 2 connect to the two binding posts on the receiver 
immediately under the word "battery," while Na 3 is connected to the post at the extreme 
right on the same level with "test" switch. This post completes the circuit from the battery 
to the test tuner. 

Since the detectors work better with the battery current flowing in a certain direction, 
it is necessary to determine experimentally which binding post to connect to the carbon 
and which to the zinc electrode. 

The head telephones are connected to the binding post "telephones." The binding posts 
marked "antenna switch A," posts 1 and 2, and "antenna switch B and C," posts 1, 2, and 3, 
are for connection to a specially designed navy type antenna switch. 

When the navy switch is not used, posts Al and A2, B2 and B3, CI and C2, and B3 and 
Bl are short circuited with pieces of thick copper wire. 

The posts marked "extra detector" are for connection with an outside detector. If the 
outside detector requires battery, place the detector switch in the position marked "car- 
borundum," if not place it in position marked "cerusite." 

The test buzzer is mounted within the metal cup directly over the secondary condenser 
and can be adjusted if necessary by removing the two cap screws. 

Since the satisfactory operation of the set depends to a great extent on the switch 
blades making perfect connection with the switch studs, it is necessary to see that there 
is always good firm pressure between them. If for any reason this pressure becomes too 
weak, remove the screw in the handle, take off the handle, and remove the two screws 
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holding the switch blades in place. The blades can then be bent slightly so that when 
replaced they will make positive contact. 

The complete adjustment of this tuner is as follows: Set the primary condenser switch 
to position "Out," place coupling pointer at about 7 on the scale, detector switch to "ceni- 
site," secondary condenser pointer to position "Out," potentiometer to O, "send** and "re- 
ceive" switch to 



"receive" 



(if used with navy switch or break system relay, leave in "send" 
position always), turn test switch to "In" position, which starts the buzzer; then adjust 
Cerusite Detector point on crystal surface until loudest response is heard. This crystal 
requires very light pressure for maximum sensitiveness and the point may be screwed up 
or down by turning the hard rubber knob to left or right. 

Having found a sensitive point in the crystal, vary the inductance of the two primary 
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Fig. 176 — Wiring Diagram Marconi Universal Receiver. 



transformer switches until the desired signal is heard, then loosen the coupling by rotating 
coupling handle to the right until the signal is just audible, then try other points of trans- 
former secondary switch and rotate secondary condenser handle to the left until a com- 
bination is found which gives maximum response. 

The primary should then be readjusted more accurately until the best setting is found 
and the coupling then adjusted until the maximum strength of signal is obtained. The 
longer the wave length the greater the number of turns of inductance necessary in primary 
and secondary circuits. If more inductance is necessary for a particular signal and cannot 
be obtained by adjustment of transformer primary switch, place this in position marked 
"Out" and rotate the primary loading coil switch from its position "Out" until sufficient 
turns are in the circuit. 

If the wave length of the incoming signal is shorter than can be reached with primary 
condenser switch in the "Out" position, place it in the series position, set the ten turn trans- 
former primary switch at zero, the unit turn transformer primary switch at 10 and rotate 
primary condenser handle until maximum response is obtained. 
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Placing the primary condenser switcli in the "Shunt" position increases the wave 
length of the aerial circuit cor respond ing; to any given setting of the inductance switches. 
This may be done at any time instead of increasing the inductance. Generally speaking, the 
method of varying inductance is preferable and gives a louder response, but in exceptional 
cases the reverse is true and in any particular case a trial of the two methods can be made 
to iind out which is the better. The best secondary setting for maximum response to any 
particular wave length is that of maximum inductance and minimum capacity, but the 
greatest selectivity will be obtained with smaller inductance and greater capacity. 

When the carborundum detector is in use it will be necessary to adjust the potentiometer 
to a point which gives the greatest sensitiveness. 

It should be noted that when using the Cerusile detector during the reception of very 
. weak signals the potentiometer should always be in zero position, but for. signals of mod- 
erate intensity it does not matter particularly what position this may happen to be in. In 
order that the operator may be able to measure approximately the wave length of the 
incoming signals, calibrations of the secondary are given with each tuner, it being under- 
stood that these are correct only when the secondary is coupled very loosely to the primary. 
With the 101 receiver are supplied adjustable head telephones which are tuned to the 
group frequency of the transmitter. Also the electrical circuit through the telephones and 
the stopping condenser is tuned to the same group frequency. 

It is advisable occasionally to insert a piece of paper between the spark points of the 
antenna and ground binding posts and telephone binding posts to make sure they are not 
short-circuited. 

140. The Marconi Universal Receiving Set (English Marconi Company). — 

The complete circuits 
of the Universal Crys- 
tal Receiver are indi- 
cated in the diagram, 
Fig. 176, and a photo- 
graph of the finished 
instrument in Fig. 
177, the tuner having 
been designed for 
wave lengths between 
3C0 and 3,000 meters. 
The circuits are ap- 
phcable to all types of 
crystal rectifiers, par- 
ticularly those of car- 
borundum, 2 i n c i t e. 

Fig. 177-Uni»erMl Cryil.l R«e,v.r {Engli.h Marconi Comp.ii>). boniite. CtC. 

The usual aerial tun- 
ing inductance is represented at L-1, the short wave condenser at C-1, and the primary 
winding of the (uniR£ transformer at L-2. L-2 has three tappings, which are varied by 
means of the switch. The secondary circuit of the receiving tuner is divided into three 
units, the following range of wave lengths being obtained with each: L-3 has the correct 
values for all wave lengths up to 600 meters; L-4 for waves between 600 and 1,600 meters, 
and L-5 for waves between 1,000 and 3,000 meters. The necessary change of inductance is 
obtained by the wave length changing switch D, which completely disconnects the unused 
turns from the circuit. 

The functioning of the switch is as follows: In one position the switch blade D is 
connected to the high potential end of winding L-5 through contact point A; but a longer 
wave length adjustment is obtained by placing the switch on point B, which connects the 
receiving detector to the high potential end of L-4, and at the same time the lower right 
hand contacts alongside the switch spring together, joining the high potential end of L-3 
to the low potential end of L-4. The same function is performed by switch point C and 
the upper right hand set of contacts. 

The secondary condenser shown at C-3 possesses at maximum very low capacity. The 
potentiometer P-2 is shunted across the battery B-2. A protective choke is indicated at 
P-4 and a safety gap at R. The telephone condenser C-2 is of fixed capacity. 

.\ novel feature of this tuner is the magnets M-1 and M-2, which are joined to battery 



158 PRACTICAL WIRELESS TELEGRAPHY. 

B-1, the terminals X and X-I extending to a small switch alongside the transmitting key. 

Closing this switch energizes^ the magnets, which draw the contacts on either side of the 

crystal apart, complelely disconnecting all attached circuits and thereby protecting the 

detector from induction of the transmitter. 

The magnets and the crystal holder are 

mounted in a metallic box. 

A number of vessels in the trans- 
Atlantic service of the Marconi Com- 
pany are fitted with this apparatus 
which has been found to permit recep- 
tion over very long distances. 

141. Electrolytic Detector.— A 
detector widely used in the early stages 
of wireless telegraph development in 
the United States is the so-called 
"tvkisker point" electrolytic, which is 
particularly sensitive and uniformly 
stable in operation. Of late, however, 
the electrolytic cell has fallen into 
Fig. irs-showinB conMruction oi Ei«iroiyiic almost Complete disusc for Commercial 
Detector. working, even though its reliability is 

generally admitted. From a commer- 
cial standpoint this may be accounted for by the fact that the initial adjustment 
of the device is rather troublesome. 

The essentials of the detector appear in Fig. 178, where a small glass receptacle R has 
sealed in the base a small piece of platinum P about }^-inch square. About a half-dozen 
drops of a 20 per cent, solution of nitric acid or a supersaturated solution of caustic potash 
cover the lower electrode. The upper electrode P-1 is an extremely fine platinum wire 
about .0001 inches in diameter. The depth of immersion in the liquid is carefully regulated 
by a finely threaded screw adjustment. The platinum wire is generally coated with silver, 
which afterward is dissolved by dipping the point of the wire in a strong solution of nitric 
acid, leaving the small platinum tip exposed. 

The silver need not necessarily be taken off the platinum wire by a strong acid solution ; 
the point can be immersed in the usual detector solution of dilute nitric acid and an extra 
strong local current sent through the cell for a few moments until the silver is completely 
dissolved. Afterward the point is adjusted to just touch the solution. 

Now, if this detector is substituted for the carborundum rectifier in the circuit of Fig. 
153a, and the positive pole of the local battery connected to the fine wire electrode, the de- 
vice becomes a very sensitive detector of currents of radio frequency, provided the small 
electrode just touches the surface of the acid. 



The fine wire electrode is frequently coated with glass, so that 
exposed to the action of the solution, hence the depth of immersion of the entire electrode 
is of little importance and the detector is less difficult to adjust. 

Several theories have been advanced to account for the action of the electrolytic de- 
tector, one being that the response in the local head telephone is caused by change in re- 
sistance of the small platinum wire during the passage of radio- frequent currents. 

Another investigator contends that the current of the local battery flowing through the 
electrolytic cell forms gas bubbles which polarize the fine wire electrode, and thereby par- 
tially reduce the flow o£ current from the local battery. Then when oscillations of radio- 
frequency pass through the cell, the gas bubbles are temporarily destroyed, which permits 
an increase of the strength of the local battery current at rates corresponding to the spark 
frequency of the transmitter. 

The electrolytic detector is adjusted for maximum strength of signals, by carefully regu- 
lating the strength of the local battery current. If the current is too strong, a hissing sound 
is obtained in the head telephone which will prevent the reception of signals. If, on the 
Other hand, the local current is too weak, the detector will barely respond. Some difference 
of opinion exists regarding the direction in which the local current must flow through the 



RECEIVING CIRCUITS. DETECTORS, TUNING APPARATUS. 



159 



cell, but it is usual to connect the fine wire electrode to the positive pole of the cell. 
H. Shoemaker has discovered that the large electrode may be of zinc, and if the small 
platinum point and zinc are immersed in a dilute sulphuric acid solution, the cell not only 
acts as a detector of oscillations, but supplies its own local E. M. F. as well. In this form 
the detector is termed a primary cell detector. 

142. The Three Element Valve Detector. — A modified type of the two 
element Fleming valve is the three element valve, the circuits for which are shown 
in Fig. 179. From the viewpoint of mechanical construction, it is practically 
identical with the Fleming valve, with the exception that a metallic element known 
as a grid is placed in the path of the electrons flowing from the filament to the 
plate. 

This grid may be made up of a zig-zag shaped platinum wire or a plate per- 
forated with holes, or in certain types of valves it consists of a spiral of copper. 
The filament may be constructed of tungsten, tantulum or platinum. 

The circuit generally 
adopted ior the three 
element valve appears in 
Fig. 179, where the pri- 
mary and secondary cir- 
cuits of a receiving tuner 
are represented by the 
usual notations and the 
grid, plate and filament 
of the valve by G, P, and 
F, respectively. An im- 
portant part of this cir- 
cuit is the so-called grid 
condenser C-1, which 
generally has low capa- 
city, varying between 
.00003 and .0005 micro- 
farads. 

In addition to the 
lighting battery B-1, 
which is generally of 4 
volts, a local battery 
B-2 of 35 to 200 volts 
has its positive terminal 
connected to the plate P and the negative terminal to the telephones P-1, which are in turn 
attached to the positive end of the battery B-1. The secondary terminals of the receiving 
tuner are connected to the negative terminal of the filament and to the grid. 

In this form of valve as in that already described, the incandescent filament produces 
electrons which give to the vacuous space conductivity in one direction only. In the two 
clement bulb, the plate element serves both to impress the received oscillations on the 
vacuous space and to connect the telephone thereto. In the three element bulb these func- 
tions are separated, the first being assigned to the grid and the second to the plate. A 
gain in flexibility and ease of manipulation is thereby secured. 

As in the two element valve, the electrons carry the local battery current as well as the 
incoming oscillations and the effect of the latter is to vary the local battery current, pro- 
ducing the so-called relay action. 

According to the explanation advanced by Armstrong, the grid element, if placed in the 
path of the electrons, receives a negative charge which decreases the local battery current, 
i. e., the current flowing between the plate and filament. An external positive charge applied 
to the grid will in a degree neutralize the negative charge and thus increase the local bat- 
tery current, but an external negative charge will cause greater absorption of electrons and 
reduce the battery current to a lower figure. Hence, if an alternating E. M. F. be impressed 
between the grid and filament the positive alternation increases the local battery current 
and the negative alternation decreases it. 

In order to receive the maximum strength of signals from spark stations, the detector 
must be connected in a circuit that will permit an accumulative eflFect for each group of 
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incoming oscillations. Such a circuit is shown in Fig. 179» which, according to Armstrong, 
functions as follows: The radio-frequent oscillations induced in the secondary circuit of 
the receiver arc rectified by the valve action between the grid and filament, and a negative 
charge is placed in the condenser C-1 which, at the termination of a wave train, leaks oflf 
the grid, exerting a relay action on the local battery current, varying its strength at 
audio-frequent rates. At the termination of a group of incoming oscillations, the grid 

returns to normal poten- 
tial and also the local 
current, whereupon the 
process is repeated. If 
the valve is properly con- 
structed, i. e., if a good 
sample is used, it is a 
very sensitive detector, 
much stronger signals 
POTCNTi/kLOf L ^ being obtained than 

MLAutNT ^A .x""" — ^^A .^"^^ ^**^ ^" ordinary crystal 

rectifier. 

Oscillograms of this 
detector taken by the 
same investigator indi- 
cate that the three ele- 
ment valve not only func- 
tions in the manner just 
explained, but that the 
oscillations of radio-fre- 
quency flowing through 
the grid circuit are re- 
peated in the head tele- 
phone circuit and super- 
imposed upon the local 

Fig. 180 — Curve Showing the Process by which the Three Element Valve Uof*««, »......^.^4. u^... 

make? Damped Oscillations Audible. battery current. How- 

ever, the radio-frequent 
oscillations (repeated in the local battery circuit) do not affect the telephone diaphragm, 
but the audio frequency variation of the continuous current in that circuit does create an 
audible sound of a pitch determined by the spark frequency, of the transmitting station. 

The process involved in the detection of oscillations induced in the receiver 
by a distant transmitting station can be shown by the curves of Fig. 180, which 
indicate first: the oscillations of the incoming sigfials; second, the potential of 
the grid circuit with respect to the filament; third, the decrease of the wing cur- 
rent and the superposed oscillations of 
radio-frequency, and finally, the result- 
ing fluctuation of current in the head 
telephone. 

Either the current of radio- or 
audio-frequency reproduced in the lo- 
cal circuit of the vacuum valve can be 
increased in amplitude by special con- 
nections on the same valve or by con- 
necting a number of valves in cascade. 
In the first method, the current of 
radio- or audio-frequency is repeated 
back to the grid circuit by special 
radio- or audio-frequency transform- 
ers, but in the second method, a trans- 
former is connected in the local battery circuit and its secondary terminals con- 
nected to the grid and filament of a second valve by which the incoming radio signal 
is amplified by repetition of the action shown in Fig. 180. 





Fig. 181— "Repeater" or "Regenerative* 

Valve Circuit. 
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The three element vacuum valve connected in a simple tuning circuit for the reception 
of spark signals is adjusted for the maximum strength of signals as follows: (1) The 
incandescence of the lamp fHament is carefully adjusted by the filament rheostat; (2) The 
voltage of the local battery is varied until the maximum strength of signals is obtained. 
To protect the filament and assist adjustment, modern sets have a small ammeter connected 
in series with the lamp filament by which the degree of incandescence is definitely fixed. 

143. A Repeater Vacuum Valve Circuit. — A method for repeating the 
current of radio frequency flowing in the telephone circuit hack to the grid circuit 
of the same bulb appears in Fig. 181. This system has been found to be particularly 
successful in operation and gives increased strength of signals from a given sta- 
tion. Part of the energy of the oscillations of radio-frequency flowing in the 
telephone circuit is repeated back to the secondary circuit through the coupling 
coils (of radio- frequency) L-1 and L-2, and the amplitude of the grid oscillations 
thereby increased. The amplified grid oscillations then react upon the telephone 
circuit, producing still greater variation of the local current, thus further reinforc- 
ing the oscillations of the system. 





(wm 




am 



•l 



v4MfiJ ^ 









U?VJ 



Fig. 182 — Audio-Frequency Repeater Circuit. Figr. 183 — Tuned Regenerative Vacuum Valve Circuit. 



The complete process does not interfere with the action of the valve as a detector, 
which at the same time charges the grid condenser in the usual fashion, but with in- 
creased strength, due to the repeating action of the system. 

To permit the oscillations of radio- frequency to flow across the telephones, the con- 
denser C-3 is connected in shunt. This circuit will function without the condenser C-3, 
the necessary capacity being found in the parallel cords of the telephone. 

The current of audio-frequency flowing in the local telephone circuit may be repeated 
to the grid circuit by the method shown in the diagram of connections, Fig. 182, where 
a coil of audio-frequency (one of large inductance values) L^l is coupled inductively 
to a similar -coil, L-2, which is connected in series with the secondary winding of the 
receiving tuner. C-2 permits the oscillations of radio-frequency to pass to the grid and 
filament and also serves to tune the circuit L-2, C-4 to the audio-frequent current of the 
local circuit. Although in this case an audio-frequent current is also dealt with, the action 
is identically the same as in repeating back currents of radio-frequency. 

A circuit has been evolved by Armstrong where both the radio- and audio- 
frequent currents can be simultaneously repeated back to the grid circuit and 
although considerable amplification of the incoming signals is thus obtained, the 
system has been found difficult to keep in stable operation. 

Referring again to the circuit diagram. Fig. 181 (where the current of radio-frequency 
in the local telephone circuit is repeated back to the grid circuit), an improvement can 
be effected by the connections shown in the diagram. Fig. 183, where the local circuit 
is tuned to resonance with the grid or secondary circuit by the tuning coil L-4. The 
condenser C-3 shunts the head telephone and battery, while the coil L-1 repeats the 
oscillations of radio-frequency back to the grid circuit through the coil L^2. The circuit 
is suitable for the reception of damped or undamped oscillations, and has been found to 
magnify the incoming signal several hundred times. 
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It will be noted from the foregoing diagrams, Figs. 179 to 183, and the explanations given, 
that three principal circuits, which may be termed the primary, secondary and tertiary cir- 
cuits, must be placed in resonance, the tertiary circuit being the local telephone circuit, with 

its tuning coils and condensers. The 
three circuits are not only adjusted (in 
the case of the reception of spark signals) 
to substantial resonance, but in addition 
the coupling of the repeating transformer 
must be carefully adjusted, as well as the 
coupling between the primary and secon- 
dary windings. Correct values of induc- 
tance and capacity must be selected in each 
of the three circuits for any particular 
wave length. Beyond the tuning of the 
third circuit, the general mode of opera- 
tion is practically the same as with the 
ordinary radio-frequency tuners. 

It should not require explanation that 




Fig. 184 — Simple Regenerative Circuit. 



with the amplification of signals obtained by the circuits shown in Figs. 179 to 183 the useful 
range of transmitting apparatus has been considerably increased. 

Another circuit for the ampMcation of incoming radio signals is shown in the diagram. 
Fig. 184, wherein the principal point to be observed is the connection of the secondary 
terminals of the receiving tuner to the vacuum valve. 

One terminal is connected through the grid condenser to the grid and the opposite ter- 
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Fig. 185 — Vacuum Valves Connected in Cascade. 



VALVE 5 




11/ VALVE 1 



VALVE I 



minal to the plate of the valve instead of to the filament. The local battery B-2 and the 
head telephone P, are shunted by a condenser C-3, and an additional condenser C-4 is 
connected between the grid and filament of the valve. The mode of operation of this circuit 
probably does not differ from the repeating circuits previously described, because, as will 
be seen, there is a certain amount of electrostatic and magnetic coupling between the second- 
ary and tertiary (local telephone circuit) 
circuits. The system is adjusted in the fol- 
lowing manner : The secondary circuit, in- 
cluding the secondary condenser, is tuned 
to resonance with the primary circuit and 
the incoming wave. The condenser C-1 is 
set at very low values of capacity, and 
the capacity of C-3 varied, also C-4, until 
maximum response in the head telephone 
circuit is obtained. Like ordinary vacuum 
valve circuits, the potential of the 
battery B-2 must be carefully regulated 
and the valve worked below the charac- 
teristic "blue glow" point. The vacuum 
valve connected in this manner is suitable for the reception of either damped or undamped 
oscillations. 
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186 — Cascade Connection of Vacuum Valve wiili 
One Lighting Battery. 
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144. The Vacuum Valve Amplifier. — The incoming signals made audible 
by the simple vacuum valve circuit shown in Fig. 179, may be amplified consider- 
ably by connecting several oscillation valves in cascade as per the diagram, Fig. 
185. The fluctuations of current in the local circuit are impressed upon the grids 
of a second and third valve where due to the relaying or trigger action of the bulb, 
progressive amplification is obtained. 




Fig. 187 — Circuit for Cascade Amplification of Radio Frequencies. 



hi the diagram, Fig. 185, in which the left-hand part of the circuit starts with the sec- 
ondary winding of the receiving transformer, the telephones are removed from the local 
battery circuit and replaced by an iron core inductively coupled transformer of audio-fre- 
quency dimensions. The primary winding L-1 is connected in series with the battery B-2, 
but the terminals of the secondary winding L-2 are connected to the grid and filament of 
the second vacuum valve. The circuit continues in this manner througl>out several bulbs, 
but generally the fluctuations of current in the third or fourth step are strong enough to 
paralyze the valve, particularly if the vacuum is not sufficiently good. Usually this 
system does not function well above the third step. To prevent the accumulations of extra 
high potentials on the grids of the amplifying valves, an extremely high resistance, R (of 
from 500,000 to 1,500,000 ohms resistance) may be connected from the grid to the filament. 
It is, of course, understood that. the incandescence of the filament of each vacuum valve will 
be carefully regulated by a small rheostat and the voltage of the local battery regulated until 
the best operating condition for the individual bulb is obtained. 

If the diagram of connections. Fig. 186, are adopted, a single storage battery may be 
employed to light all valve filaments. It will be noted that the secondary circuit of the 
audio-frequency transformer L-2, L-3 is conductively open, and although it is somewhat 
difficult to explain exactly how this transformer functions, good results are reported to be 
obtained by means of it. Either of the foregoing types of amplifiers may be used to step 
up the signals of an, ordinary wire telephone as well as the signals of wireless telegraphy. 

145. Amplification of Radio Frequencies. — By means of a cascade connec- 
tion of vacuum valves, we may amplify the oscillations of radio frequency, trans- 
ferring them from one bulb to another until the desired increase of signal is ob- 
tained. A satisfactory diagram of connections appears in Fig. 187. 

The circuits of radio-frequency are similar to those of any receiver, with the exception 
that a small value of potential from a local battery is applied to the filament and grid of 
each vacuum valve, the E. M. F. being adjusted by the potentiometers P-1 and P-2. The in- 
coming oscillations amplified by the first vacuum valve are transferred into the second 
vacuum valve through the radio-frequency transformer L-5, L-6. The circuit of L-5 is tuned 
to resonance with the incoming oscillations by the condenser C-5 and the secondary circuit 
L-6, C-6 tuned to the same frequency by means of (1-6. By proper adjustment of the volt- 
ampere characteristic of the second bulb (by the potentiometer P-2) the effect of the in- 
coming oscillations is to place a charge m the condenser C-7 in shunt to the head telephones, 
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which in turn discharges through the windings of the telephones, causing a single sound.t 
More in detail, by proper adjustment of the potentiometer in the grid circuit of the last 
valve, the amplitude of the positive half of the radio-frequent current repeated in the 
tertiary or local telephone circuit exceeds the amplitude of the negative half, and, due to 
this fact, more current flows in one direction than in the other; accordingly, the telephone 
condenser C-7 becomes charged over a period corresponding approximately to that of the 
duration of a wave train and then probably discharges in one direction through the head 
telephones at rates corresponding to the spark frequency of the transmitter.* 

146. The Effects of Distributed Capacity. — Every coil of wire possesses a 
certain amount of distributed capacity (sometimes termed self-capacity), e. g., 
energy is stored up between adjacent turns during the flow of oscillations in the 
form of electrostatic lines of force, which produce an effect similar to connecting 
a small condenser in shunt to the coil. 

Thus a tuning coil of given dimensions, having considerable self-capacity, will have a 

defined time period of oscillation and will 
respond more freely to one impressed 
frequency than to another. Now, it is 
found by experiment that a crystal de- 
tector, such as the carborundum rectifier, 
gives the loudest response in the receiv- 
ing telephone when the maximum possi- 
ble voltage for a given group of incoming 
oscillations is impressed upon it, and gen- 
erally a secondary receiver circuit in 
which inductance predominates gives the 
maximum possible voltage. Then if a 
secondary circuit minus a shunt condenser 
is constructed so that its natural oscilla- 
tion frequency accords with the frequency 
of the oscillations flowing in the trans- 
mitter aerial, maximum response is se- 
cured. All this may be summed up by 
saying that a secondary receiver circuit 
lacking a shunt variable condenser functions similar to one in which it is. supplied, the 
necessary capacity being found in the self-capacity of the coil. A primary winding having 
distributed capacity is somewhat objectionable for use in tuning circuits, because an appre- 
ciable amount of current will oscillate through the unused turns, particularly if the fre- 
quency of the incoming signal equals the natural frequency of the coil. Coils made of fine 
wire or those wound irregularly tend to reduce the effects of distributed capacity. 

147. The End Turns of a Receiving Tuner and End Turn Switches. — 

In the preceding paragraph the effect of distributed capacity in the windings of a tuning coil 
was discussed, and the fact mentioned that a coil of given dimensions may have a well-defined 
time period of oscillation and may therefore oscillate more freely to an impressed current of 
a particular frequency. 

Assume that such a coil is connected in series with the antenna circuit shown in Fig. 188 
and that for resonant adjustment to the wave length of 600 meters thcturns between points 
A and B only are required. The remaining turns from B to C are therefore useless for 
this particular wave length, and should the coil have a natural time period of oscillation 
corresponding to the wave of 600 meters, an appreciable amount of current would oscillate 
backward and forward through the unused or end turns. This in effect amounts to placing 
a secondary circuit in resonance with the antenna circuit and results in the absorption of 
some of the energy of the oscillations. 

If the antenna system were only to be tuned to the maximum wave length of 600 meters, 
the additional turns on the coil B to C would not be required, but inasmuch as the aerial 
system may have to be tuned to various wave lengths up to 3,000 or 4,000 meters, the full 
number of turns are required for the winding. 

If then, for example, the coil A, C, is interrupted at the point D, E, as shown in Fig. 189. 
the unused turns of the winding are conductively disconnected from the used turns and 

t Note also the radio-frequency amplifier described in paragraph 226. Note also diagram Fig. 296. 
* Explanation according to Armstrong. 



Fig. 188— Showing the 
"Dead-end" or 'Tfend" 
Turns of a Receiver Tun- 
ing Coil. 



Fig. 189— Showing the 
Position of an End Turn 
Switch. 
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therefore a considerable amount of current which heretofore oscillated through the unused 

turns is now converted to a more useful purpose. 

All this leads to the point that the maximum degree of efficiency and selectivity is 

obtained from a receiving tuner having properly located "end turn" switches fitted to the 
primary and secondary coils. It should, 
however, be remembered that merely dis- 
connecting the unused turns does not 
completely prevent the absorption of 
energy by that part of the circuit, but it 
tends to reduce the absorption to a 



An "tnd-titm" svuitck may take one of 
several designs but the fundamental con- 
struction of the type used in the latest 
tuners manufactured by the American 
Marconi Company is shown in the dia- 
gram, Fig, 190, where the successive groups 
of a primary or secondary inning coil are 
represented at 1, 2, 3 and 4. Mounted 
on a hard rubber drum are the copper 
segments S-2, S-3 and S-4, which are 
slightly offset so that the successive 
units of the luner winding are connected 
in the circuit when the knob is turned 
counter clockwise. The circuit is com- 
pleted by brushes A and B which make 
contact with segments S-2 and brushes C 
and D which make contact with S-3 and 
BO on. In addition the switch blade S-1 
makes contact with the taps of a multipoint switch (not shown) which cuts in groups, 10 
turns at a time. For example, when the switch S-1 has been turned, let us say, counter 
clockwise until all the turns of section No. 1 are cut into the circuit then segment S-4 makes 
contact with brushes E and F, connecting section No. 2 in the circuit. The blade of the 
multipoint switch S-1 then progresses across the contacts connected to the turns of section 2 
and when the last stud has been passed, the circuit is completed through the next group by 
brushes C, D. which make contact with segments S-3. The switch blade S-1 then pro- 



TAPS roR STUDl UHDER DLAOE & 
Fig. I9D— Sketch Showing the Comtruclion 
Turo-'^ Swiieh. 
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In the design of a commet;cial re- 
ceiving tuner, the primary or second- 
ary winding is interrupted at points 
suitable to the standard wave lengths. 
For example, if sections 1, 2, 3 and 4 
are the secondary units of a receiving 
tuner, the winding is interrupted be- 
tween 1 and 2 at such a point that the 
wave length of the closed circuit 
(with small values of capacity in 
shunt) will be slightly above 600 
meters. The next interruption of the 
circuit will be made at a point where 
the wave length adjustment is slightly 
above 1,000 meters, the next for 2,500 
meters, and so on. The foregoing selections are those agreeable to American 
practice where ships communicate with naval or Marconi ship and shore stations. 

148. The Variation of a Radio Frequency Inductance. — In the earlier 
types of receiving tuners, the inductance of the radio-frequency coils was varied 
by mounting a sliding contact on a brass rod, the contact passing over successive 
turns of bare wire. It is obvious that such a design is mechanically incorrect be- 
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cause the sliding contact soon cuts through the wire either actually breaking the 
turns or short circuiting adjacent turns. 

By the method shown in Ihe diagram, Fig. 191. the inductance of a single layered coil 
car be progressively varied (rom one turn to the maximum numher simply through the 

use of two multipoint switches doing away with tlie sliding contact. 

For purposes of illustration, assume a winding having 110 turns. Then the first 10 single 
turns are connected to the coiiiaci points of the switch S-2 and the remaining turns are 
connected in groups of 10 to the contact points of the switch S-1. An odd number of turns 

can be selected in the following manner : 

If 87 turns arc rcquiri-d for resonance in 
any particular circuit, szvitch .9-1 is set 
at Ike eightieth contact point and suntch 
6-2 OH contact point 7, making 87 eom- 
ptctc, turns. One turn of inductance, for 
instance, can be selected by setting S-l 
at zero and S-2 at contact point 1. This 
is the method by which the inductance 
of the primary winding of the Marconi 
type 106 receiving is varied. 

It is not usual to vary the inductance 
of the secondary circuit of a receiving 
Inner in (his manner. The method gen- 
erally employed is to vary the inductance 
by groups of 10 or IS turns at a time. 
the necessary closeness of adjustment 
between groups being obtained by the shunt 
variable condenser for sharp tuning.-f- 

Extremely close variation of the 
inductance of a radio- frequency cir- 

IV— .ne lorsiniciion o. me variomficr '"""'^ ''^" ^^ obtained by thc iuStfU- 

riR. IV. .ne lorsiniciion oi me lariomficr. Y„^„i termcd the vartoweter, the 
principle of which has already been explained in connection with the transmitter. 

A variometer* suitable for receiving apparatus is shown ir Figs. 192 and 193, where a 
stationary coil A has mounted within it ;i ball winding B which rotates on a metal shaft, 

A knob and pointer is attached to the shaft 

and a suitable scale supplied. The ball 
udndiiif:^ A and B are connected in series 
lud if. in one concentric position, they are 
:onnected so that their magnetic fields op- 
pose the inductance of the variometer will 
he practically zero, but if the inner ball is 
turned on its axis, the inductance will 
gradually increase, maximum inductance 
being obtained, when the inner coil has 
completely changed sides with respect to 
the outer coil. For receiving apparatus, the 




r balls '. 
with No. 24 B. and S. w 
circuit and \ 



generally wound 
■e it connected in 
ith No. 32 B. and 
series with the 
.secondary or detector circuit. 

Although the variometer is a very 
useful instrument for tuning the re- 
ceiver, it possesses the disadvantage 
of offering considerable resistance to 
the passage of radio-frequent cur- 
rents when used at inductance values 
near to zero. That is to say, a sim- 

*S«e piragriph 30: alco tig. ID. 
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pie tuning coil of the same value of inductance, would obviously possess less 
resistance. 

149. Buzzer Excitation Systems. — If any part of an active vibrating buzzer 
(energized by a battery) is placed in inductive relation to either the open or closed 
circuits of a receiving set, the fluctuations of the battery current act inductively 
on the receiving circuits and set up therein feeble currents which are rectified and 
made audible in the head telephone. 

Maximum response in the head telephone is obtained when the crystal rectifier 
is adjusted for the best degree of rectification, hence the buzzer affords a ready 
means for readjustment of a receiv- 
ing detector of any type. A perfect 
reproduction of the tone of the buzzer 
is obtained in the head telephones, the 
pitch varying in accordance with the 
interruptions of the vibrator, 

111 one metliod a wire is extended 
from sume part of llic buzzer circuit, 
preferably the contact points, and is con- 
nected directly to either the earth lead of 
the receiving tuner or to one terminal of 
the secondary circuit, but the belter 
nielhod is lo place some part of the cir- 
cuit leading to the bunser in inductive 
relation to the antenna system as in the 
diagram, l-ig. 194. In this diagram a 
small coil L-2 o( 6 or 7 turns of wire 
(about \'/i inches in diameter) connected 
in series with the antenna system has 
wound around it, 7 turns comprising the 
id the buzzer, and consequently when the 
through L-l which sets up a difference 
system, causing it to oscillate at 
hen the secondary circuit of the 
and the crystal detector 




r Ei,- 



coil H. Coil L-l is in scries with the battery ai 

l)uzzer is set into action, a change of flux takes plai 

of potential across L-2 and, therefore, charges the 

the particular frequency to which it is adjusted. 

receiving tuner is adjusted to resonance with the 

adjusted for the most sensitive operating condition, the louder sound will be obtained 

the head telephone. 

With supersensitive receiving apparatus 
excitation circuit several feet from the windings of the 
in the head telephone from becoming of un- 
bearable intensity. 

Although various means have been devised 
to shield crystalline detectors from the local 
transmitting apparatus at a given station, none 
have as yet afforded the desired protection. 
Hence, it ts generally necessary at Ike close of 
a period of transmission to readjust the re- 
ceiving detector to its maximum degree of 
sensitiveness. If the receiving tuner is filled 
ivith a lest buszer the detector can be Quietly 
readjusted by setting the bu::er into action and 
changing the position of the opposing contact 
on the crystal until the loudest signals are ob- 

The ordinary vibrating buzzer can be 
put to a variety of uses in radio telegraph ^' 

systems, such as exciting the circuits of a 

rvavemeter or setting up oscillations in an aerial syslem for radio telegraph meas- 
urements. Such circuits will be described in the chapter following. 

150. Receiving Telephones. — The flux generated by a given electromagnet 
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is determined by the product obtained in multiplying the strength of the current 
by the number of turns, e. g., the ampere turns determine the magnetizing flux. 
Hence, if a feeble current only is available, a magnet wound with a large number 
of turns of fine wire will generate the greatest magnetizing flux. 

Now the local circuit of the average telephone receiver, such as shown in Fig. 194a, 
is traversed by feeble currents, and therefore the magnets of the telephones should 
be wound with a great number of turns of rather fine wire such as No. 36 or No. 40 
B. and S. Such a winding necessarily has considerable resistance, but a greater magnetizing 

force will result therefrom than would be ob- 
tained by a winding of a few turns of coarser 
wire. The resistance of the average telephone 
receiver for reception of radio signals is 2,000 
to 3,000 ohms. These receivers are generally 
more sensitive than the type employed in land 
line telephony; but it should be borne in mind 
that it is not alone the magnetizing flux gen- 
erated that determines the volume of sound 
produced by the telephone, but the overall con- 
struction influences its sensitiveness as well. 
This includes particularly the weight of the 
diaphragm which in radio receivers is generally 
lighter than the diaphragm used in the ordinary 
wire telephone receiver. 

A series of experiments conducted by 
Dr. Austin indicate that the average tele- 
phone produces the greatest volume of 
sound when the frequency of the alternat- 
ing current passed through the windings 
varies from 300 to 500 cycles per second. 
Frequencies in excess of 500 cycles de- 
crease the amplitude of vibration of the 
telephone diaphragm and hence produce 
less sound. 

In view of the foregoing, a transmitter 
having a spark frequency of 600 to 1,000 
sparks per second gives better response in 
the head telephones than one of lower 
frequency. Part of this is due to the fact 
that the human ear is more responsive to 
the higher frequencies than to those of 
lower pitch. 

Telephones of 75 to 150 ohms resist- 
ance, if used with the magnetic detector, 
the tikker, and the three element vacuum 
valve gives good response, but other re- 
ceiving detectors, such as the crystal recti- 
fiers, require telephones of at least 2,000 
ohms resistance. Telephones of 15,000 
ohms resistance have been constructed biit 
such a winding is not required for the 

average radio receiver. 

A telephone receiver possessing a notable 
degree of sensitiveness has been recently developed in the United States by T. Baldwin. 
The essential parts of this receiver are indicated in the diagram, Fig. 195a, where a ring 
shaped horseshoe magnet with poles N and S is fitted with two "U" shaped soft iron 
pieces, P-1 and P-2. The telephone winding W, placed longitudinally between these pole 
pieces, has a slot in the center in which is placed a soft iron armature balanced on the 
pivot P-3. One end of the soft iron armature is connected by the brass wire R to the mica 
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Fig. 195a, b, c, d. Construction and Magnetic 
Circuit oif the Baldwin Telephone. 
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or isinglass diaphragm M which is screwed under the receiver cap as in the ordinary 
telephone. During the passage of a fluctuating current through the winding W the soft 
iron armature A is thrown into vibratory motion and the vibrations transferred to M. 
A prominent feature of this receiver is the fact that the armature A is under no magnetic 
strain until a fluctuating current flows through the winding W. 

The fundamental principle of operation is as follows: The diagram, Fig. 195b, shows 
the direction of the lines of force of the permanent magnet through the pole pieces, and 
as will be observed the flux divides equally between both sides of the "U" shaped poles 
and continues through the magnet. Due to this division of flux, there is no strain on the 
armature A, a condition just opposite to that found in the ordinary telephone receiver, 
where the diaphragm is drawn toward the core of the magnet and held under considerable 
tension. 

If current flows through the winding in a given direction and the permanent magnet 
were removed, the resultant flux would have the direction indicated by the arrows, Fig. 
195c, that is, the direction of the flux would be lengthwise of the winding and would cir- 
culate in the • direction shown. Under such conditions, the armature would be equally 
attracted to the lower and upper pole pieces and remain in a neutral position. 

If a direct current, let us say, circulates through the winding from an external source, 
as in Fig. 195d, then the lines of force issuing from the permanent magnet and from the 
electromagnet will oppose in some parts of the magnetic circuit, but in other parts of the 
circuit they will flow in the same general direction. In the particular example cited, the 
fluxes will oppose on the left hand side of the upper pole piece and in consequence the lines 
of force will flow to the right hand pole piece and from that point on circulate through 

the core of the perma- 
nent magnet, as shown 
by the long arrows. 

The effect of this 
will be to attract the 
armature A to the left 
hand side of the lower 
pole piece and to the 
right hand side of the 
upper pole piece and the 
mica diaphragm will 
then be deflected up- 
ward. If current is 
passed through the 
winding in the opposite 
direction, the actions just 

Fig. 196—Diagrani Showing the Principle of Microphonic Relay. described Will be re- 

versed and the dia- 
phragm will be deflected in the opposite direction. The entire action is thus seen to be 
much similar to a polarized relay. 

The sensitivity of this telephone can be accounted for first, by the fact that the magnetic 
circuit is one of low reluctance; second, the armature of the magnet is under no strain 
until current passes through the receiver winding, hence a greater deflection of the dia- 
phragm is obtained; third, the armature is acted upon at both ends and since the flux is 
produced differentially like that in a- polarized relay, the deflection for a given magnetizing 
current is accordingly increased. 

151. Microphonic Relays or Sound Intcnsificrs. — A microphonic relay has 
been developed for intensifying the currents flowing in the local circuit of a wire- 
less telegraph receiver, but owing to the diflSculty experienced in maintaining the 
instrument in a permanent state of adjustment, it has not been commercially 
adopted. 

A working idea of the relay may be obtained from diagram, Fig. 196, wherein the tele- 
phones are removed from the local circuit of a given receiving set and the microphonic 
relay winding W substituted. Immediately in front of the magnet is placed a diaphragm 
which may be tuned mechanically to the spark frequency of the transmitter. 

The diaphragm carries the carbon button A; the second carbon button B is attached 
to an adjustable screw, the two buttons being placed in light contact with each 
other. A local battery of IV2 to 6 volts is joined in series with the microphonic contact 
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197a — Brown Amplification Relay for Increasing 
Radio Signals. 



and the circuit continues through the head telephones P-l. During the reception of radio 
signals the vibration of the diaphragm P causes greater vibration of the diaphragm of the 
head telephone P-2 due to the larger value of current flowing through the local circuit than 
through the circuit of B-1. 

If a number of these relays are connected in cascade, the signals will be increased from 
20 to 30 times their original strength. Extremely careful adjustment of the microphonic 
contacts is required for the best response. 

152. Brown Amplifying Relay. — A particularly successful microphonic 

relay has been developed by S. G. 
Brown. This relay has been employed 
by the Marconi Company for trans- 
oceanic communication in connection 
with carborundum crystals with good 
results. 

The approximate mechanical construc- 
tion and the electrical circuit of one type is 
shown in Fig. 197a, where the soft iron 
cores K, K, are magnetized by a perma- 
nent magnet with the poles N and S. A 
fine wire winding W-1 encircles the upper 
end of the core and a larger magnet wind- 
ing W-2 the lower end. Directly above the 
core of W-1 is a steel vibrating tongue R 
carrying the contact D, which touches 
lightly contact C, the latter being adjust- 
able by a screw. The contact mounted on 
the screw adjustment is made of a special osmium-iridium alloy and the other contact is 
a button of carbon which, when pressed lightly against the upper point constitutes a 
fnicrophone. Winding W-2, telephone P, dry cell battery B, are all connected in series 
with the microphonic contact. The current to be amplified enters winding W-1 at A and C 
and the resulting change of flux in the core of the magnet moves the vibrating tongue R. 
which, in turn, varies the current of B, 
causing sounds in the head telephone. 
The amplitude of the vibration of R is C 

increased by the current of battery B cir- ^ ^ 

culating through the winding W-2. In 
other words, the fluctuating microphone 
current is repeated back to the magnet 
through winding W-2 and the vibrations 
of R magnified accordingly. 

If three or four of these relays be 
connected in cascade considerable ampli- 
tication of the incoming signal will be ob- 
tained. For the cascade connection, the 
telephones are removed from the local cir- 
cuit of the first relay and another winding 
of the second relay like that of W-1 con- 
nected in its place, and so on throughout 
the series. 

A small milliameter M is connected in 
series with the telephone and when the 
current flow is 8 to 12 milliamperes, the 
relay is in the most sensitive adjustment. 




Fig. 197b — Supersensitive Brown Amplification Relay. 



A Brown relay of another type is shown in Fig. 197b, where M is a microphone chamber 
filled with carbon granules, the pressure on which can be carefully regulated by means of 
an adjusting screw. The vibrating tongue R is acted upon by the flux of the poles A, B, 
and the corresponding fluctuations of the battery B-2 not only circulate through the wind- 
ings W-2 and thereby amplify the vibrations of R, but these currents also pass through a 
step-up transformer, having the primary winding P and the secondary winding S. The 
current induced in S flows to the condenser C (of about 2 microfarads capacity) and through 
the head telephones. The battery B-2 is one of about 6 volts pressure. 
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Fig. 197c — Details Brown Relay. 



Like the first type described, several of thtst relays may be connected in cascade for 
progressive amplification of the incoming radio signals. 

153. Atmospheric Electricity. — When the aerial wire of a radio station is 
suspended above the earth, it not only absorbs a certain amount of energy from 
passing electric waves, but it will be set into oscillation by irregular discharges of 
so-called atmospheric electricity which 
is termed throughout the United States 
^'static" and in foreign countries "at- 
mospherics" or ''strays" 

During the spring, summer and autumn 
in the northern zones of the United States 
the potential of the air seems to be higher 
than that of the earth and in consequence 
a discharge takes place through the aerial 
conductors to earth at irregular intervals. 
This induced current causes a crackling, 
irregular sound of more or less intensity 
in the telephones of the receiving set which 
may interfere to a marked extent with the 
reception of radio signals. « 

Widely varying theories exist as to the 
probable origin of static discharges, but a 
considerable amount pf this interference is 
quite likely set up by nearby or far distant 
electric storms. Just as the transmitter of 
a radio station sets up electrical oscilla- 
tions of more or less damping, in the re- 
ceiver aerial, so also the discharge of lightning between two oppositely charged clouds or 
between the clouds and the earth sets up a highly damped electric wave which will set 
practically any receiving aerial into vibration at whatever frequency it happens to be 
adjusted. 

Static electricity is especially prevalent in tropical countries and in the northern zones 
of the United States during the summer months of the year, but during the night hours 
it is apt to be strong in the northern zones during the colder months of the year. 

To reduce the interference of static the transmitting apparatus is designed to 
produce a spark note of high pitch having a more or less musical tone. The dots 
and dashes can then be readily distinguished at the receiving station due to the 
difference in the pitches of the interfering static discharges and that of the spark 
at the transmitting station. Modern transmitters employing current of 500 
cycles produce a musical spark permitting communication to be carried on under 
conditions when it would not be possible with a spark note of irregular pitch such 
as is obtained with irregularly acting spark gaps. 

When the receiving apparatus is connected to very large aerials, severe static 
discharges are obtained day or night throughout the year and in order to carry 
on communication through this interference, a transmitter of very great power 
that will permit the signals to be heard above the static discharges is employed. 

Various local appliances have been devised to overcome the interference of static, but 
none have been so far highly successful. Balancing circuits have been devised by the 
Marconi Company with which they have achieved good results (described in following 
paragraph). 

With ordinary receiving apparatus, the operator, at any given radio station, may 
partially reduce static interference by employing the least possible degree of coupling be- 
tween the primary and secondary windings of the receiving tuner, the respective windings 
being mechanically drawn apart to a distance consistent with the strength of signals in the 
head telephones. Occasionally static interference can be minimized by throwing the primary 
and secondary circuits out of resonance or in case a carborundum rectifier is employed as 
the detector, by the application of an abnormal local E. M. F. 

With sensitive receiving apparatus, such as the repeating three-element oscilla- 
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Fig. 198 — Circuits of Marconi's Balanced Crystal 
Receiver. (English Marconi Company.) 



tion valve or the step-up valve amplifier, the static signals are enormously 
amplified .and the good effects of these receivers are aften thus offset. 
Hence when atmospheric electricity is especially severe, radio traffic may be more 
readily dispatched from station to station by means of a less sensitive receiving 
detector, such as the carborundum rectifier or by the Marconi magnetic detector. 

An interesting aspect of the static 
interference is the fact that it does 
not persist at certain months of the 
year in certain localities, being strong 
for a period of several days and then 
sometimes disappearing for a space 
of a week or more. This may be fol- 
lowed by a period of several days, 
during which the interference from 
this source is 6xceptionally strong, 
but, as stated previously, the high 
pitched note of modem transmitters 
to a large extent overcomes the 
difficulty. 

154. The Marconi Balanced Crystal Receiver (English Marconi Company). 
— No apparatus or circuit has so far been devised to completely eliminate the in- 
terference of static discharges. However, communication can be effected by the 
circuits of the Marconi balanced crystal receiver when with ordinary circuits it 
would not be possible. In fact, the balanced crystal tuner often reduces the inter- 
ference from this source to a marked degree. 

The complete circuits of the balanced crystal receiver are shown in the diagram, Fig. 
198» where the secondary winding of the receiving tuner is represented by the coil L-1, 
the secondary condenser at C-1, the opposed crystals at D-1 and D-2, the potentiometers 
at P-1 and P-2. the bat- 
tery at B and the tele- 
phones at P. 

To carry out the fun- 
damental principle of this 
receiver, crystals D-1 
and D-2 must have like 
volt-ampere characteris- 
tics, and, accordingly, 
crystals are specially se- 
lected for the purpose. 

Briefly, the action of 
this circuit can be de- 
scribed as follows: If 
crystals D-1 and D-2 are 
adjusted to the same 
degree of sensitiveness, 
their currents will act 
equally and oppositely 
upon the telephone P, 
and no signals will result. 
If, however, D-2, let us 
say, is adjusted to a high 
degree of sensitiveness 
and D-1 to a lesser de- 
gree, signals will be re- 
ceived. 



zo- 



16- 



16- 



14- 



12- 



a: 



C 10- 



o 
o 



CHANGt Of CURRtNT IN 



CHANGE OF CUaRENT 
CURRENT Of B* OPPOSES CURRENT OF 



FOR NORMAL St^NAU 




VOLTS 
Fig. 199 — Curve Showing Principle of Balanced Crystal Receiver. 



Under these conditions, if an extra severe discharge of static excites the aerial circuit, 
almost equal -effects are produced in the head telephone P by both crystals, and the crashing 
rounds ordinarily experienced are partially eliminated. 
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The real effect of the balanced crystal receiver is to limit the sound produced in thi head 
telephones, advantage being taken of the peculiarities of the volt-ampere characteristic curve. 
This can best be explained by the curve, Fig. 199, where the point X represents the adjust- 
ment of the potentiome- 



ter P-2 for the crystal 
D-2, that is, it is the 
point where the addition 
of a slight antenna £. 
M. F. will cause the cur- 
rent in the head tele- 
phone circuit to increase 
to the point Y. On the 
other hand, point X^ 
(lower down on the 
curve) is the adjust- 
ment corresponding to 
the crystal D-1, where 
it will be seen that the 
same value of antenna 
voltage which will cause 
a large increase of cur- 
rent in detector D-2 will 
cause but a small in- 




Fig. 200a — ^Plan of Type I Aerial Changeover Switch. (Amn. Marconi Co.) 
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crease of the current through the local circuit of detector D-1. The current corresponding to 
D-1, is shown at Y* on the curve (which is really a negative current). 

Hence the current of crystal D-2 predominates, and although signals will be received 
from any given station, they will not equal in strength the signal to be obtained by the use 
of one crystal, 

If an extra severe discharge of static strikes the receiving aerial, due to its extraordinary 
intensity, the current in the local circuit of detector D-1 reaches approximately the same maxi- 
mum as in D-2, or, in 
other words, the current 
increases to approxi- 
mately point Y on the 
curve, but the current of 
D-1 opposes that of D-2, 
and hence both detectors 
act almost equally and 
oppositely on the receiv- 
ing telephone, and the 
crash of the static dis- 
charge will be largely 
''JJ^ annulled. The intensity 
of strong radio signals 
will be reduced in the 
same manner. 

The adjustment for ob- 
taining the best operat- 
ing characteristic of this 
combination is readily 
obtained by a skilled op- 
erator. First, the sensi- 
tive spots on crystals D-1 
and D-2 are located, fol- 
lowed by corresponding 
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Fig. 200b — ^Elevation of Type I Aerial Changeover Switch. 

variation of the sliding contacts of the potentiometers P-1 and P-2. 



ISS, Type I Aerial Changeover Switch. — ^A plan view and side elevation of 
this switch appear in Figs. 200-a and 2(X)-b, respectively. Several steel discs, B, 
which make connection with the spring contacts C on either side of the rod, are 
mounted on a hard rubber rod R. When the handle A is thrown downward a long 
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Steel bar F closes the circuit to the primary winding of the power transformer 
through the contacts 11 and 12. In the opposite position the bar separates the 
spring contacts M, M^ 200-a, which disconnects the transmitting oscillation trans- 
former from the aerial during the pe- 
riod of reception, preventing the in- 
coming oscillations leaking to earth. 
The various circuits closed by the 
discs mounted on the hard rubber rod 
place the detector and head telephone 
on short circuit during the period of 
transmission. They may also be em- 
ployed to start and stop a motor blower 
or an automatic motor starter. The 
type I switch is supplied with Marconi 
transmitting sets up to 5 K. W. ca- 
pacity. 

For the use of operators in the Marconi 
service, the circuit diagrams, Figs. 201, 202 
and 203, are published, showing the con- 
nections in Fig. 201 of the type I antenna 
switch to the external binding posts of the 
type 106 receiving tuner, and in Fig. 202 
the connections of the type S, H, aerial 
changeover switch to the external binding 
posts of the type 106 tuner. The diagram, 
Fig. 203, shows the connections of the type 
I antenna switch to the external binding 
posts of the type 107-a receiving tuner. 

In the diagram, Fig. 201, binding posts 
2, 4 and 5 of the type I antenna switch 
short circuit the crystal detector and the 
head telephones during transmission. Bind- 
ing post No. 1 connects to aerial binding 
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Fig. 201 — Type I Switch Connected to Type 

Receiving Tuner. 
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post No. 1 of the type 106 tuner. Contacts 11 and 12 close the circuit to the primary winding 
of the transformer. The binding posts 6, 7, 8 and 9 of the type 106 tuner are connected to 
the four binding posts of the battery box as shown. 

In the diagram. Fig. 202, posts 1, 2, 4 and 5 of the type S. H. antenna switch lead to 
contacts which place the head telephone and detector of the type 106 tuner on short circuit. 
Binding posts 11 and 12 close the circuit to the primary winding of the transformer. 

In the diagram, Fig. 203, posts 2, 4 and 5 of the type I switch lead to contacts which short 
circuit the receiving detector and the receiving telephones. These diagrams should be care- 
fully studied and in event that the wiring is 
taken down, the connections shown should 
be carefully duplicated. 

156. Type 112 Receiving Tuner. 
— This receiving tuner was pri- 
marily designed for use with the 
special ^ K. W. cargo type transmit- 
ter developed by the Marconi Com- 
pany and fundamentally is similar to 
the type 101 and type 106 tuner, but 
the construction is considerably simpli- 
fied. A front view is shown in Fig. 
203-a and a side view in Fig. 203-b. 

As will be seen in the wiring diagram. 
Fig. 203-c. the circuits are similar to those 
shown in Fig. 153-b, the potentiometer, 
battery and head phones being shunted 
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Fig. 202 — Type S H Svvitcn Connected to Type 106 

Receiving Tuner. 



RECEIVING CIRCUITS, DETECTORS, TUNING APPARATUS. 



175 



around -the fixed condenser. A buzzer test circuit is placed in inductive relation to the 
earth lead and the buzzer is thrown into operation by means of a small push button mounted 
on the front of the panel. 

The receiving transformer is of the inductively coupled type consisting of a two-layer 
primary and a two-layer secondary winding, the inductance of the primary winding being 
regulated by a "tens'* switch and a "units" switch. The "unit" switch cuts in ten single 
turns in the primary winding and the "tens" switch ten turns at a time 

The inductance of the secondary winding is altered by a simple multi-point switch. 
The secondary shunt condenser consists of two concentric brass tubes, which are telescoped 
by a small knob in the slot on the top of the panel. 
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Fig. 203 — ^Typc I Switch Connected to Type 107a Receiving Tuner. 

The coupling between the primary and secondary windings is altered by a knob sliding 
in the lower slot to the front of the panel. When the knob is placed to the extreme left 
the coupling is maximum, lesser degrees being obtained by moving this knob in the opposite 
direction. 

The series antenna condenser is thrown in the aerial circuit by means of the switch 
marked "condenser-in-out." This condenser is of fixed value, the necessary adjustment 
for resonance being obtained at the primary inductance. 

The type 112 tuner is fitted with a carborundum detector, the latter being mounted 
immediately to the front of the panel. The local battery current for the crystal is turned 
on and off at the switch marked "battery-on-off" This switch should always be in the 
"oflF" position when the receiver is not in use. 
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A sensitive spot is found on the crystal by pressing the push button and "feeling about" 
on the crystal with the pointed contact until the loudest response is obtained, simultaneous 
adjustment being made of the potentiometer. 

The receiving transformer is adjusted to the incoming; signal as follows: 

(1) Adjust detector by buzzer tester. 

(2) Place the coupling knob as far to the left as posaible. 

(3) Vary inductance of the primary and secondaij windings progressively 
until the desired station is heard. 

(4) When signals are heard decrease the coupling slightly. 

(5) Then retune primary and secondary circuits, using slight values of capacity 
at the secondary condenser. 

(6) Then slightly vary the coupling until loud tignals are obtained or until ' 
an interfering signal is eliminated. 




fig. 203a— From View of lb« Harconi Type 112 Receiving Ti 



156a. General Advice for the Manipulation of a Receiving Tuner. — 

While learning to manipulate a receiving tuner of any type, the student should 
first study a complete fundamental wiring diagram of the set and note the corre- 
sponding parts on the actual equipment. He should observe particularly the 
direction in which the inductance, changing switches and the variable condenser 
control knobs are moved for an increase of their values. It should always be 
borne in mind that any increase or decrease of wave length adjustment 
in the antenna circuit should be followed by a similar increase or decrease in 
the secondary circuit. Also a change of coupling slightly influences 
the effective self-inductance of the primary and secondary windings, and therefore 
if the inductance of either winding is adjusted for a given wave length, and after- 
ward the coupling decreased to minimize interference, a new value of inductance 
must be selected at the primary and secondary coils ; or, if the period of these 
circuits is varied by means of variable condensers, a slight change in capacitance 
should be made. 
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(a) It should be remembered in adjusting a station for the first time that the adjust- 
ments of any given tuner will vary with different aerials. If the timer is also 
strange to the operator, the iMst method to pursue is to tune first to the standard 600 
meter wave, using a rather large amount of inductance and relying upon the series 
condenser to vary the antennai wave length to pick up signals, thereafter reducing the 
inductance and eliminating the short wave condenser until the maximum strength of 
signals is obtained. 

(b) If a call b expected from one of several wireless stations not accurately tuned 
to the same wave length, close coupling should be employed between the primary and 
secondary windings and the shunt secondary condenser set at zero, but after communi- 
cation is established, lesser values of coiqtUng should be eirqiloyed to prevent 
interference. (See Section H appendix.) 



Fig. 203b — Bear View of Harconi Type 112 Receinns Tuner (Tlie American Harconl Company), 

(c) Due to the fact tlut the wave length of the average ship's aerial lies between 
300 and 600 meters, only a few turns of inductance are required to adjust the antenna 
system to the wave length of 600 meters. On the other hand, the short wave variable 
condenser must invariably be employed to obtain the 300 meter wave with a ship's 
aerial, 

(d) If the tuner is fitted with a primary shunt condenser, increased selectivity may 
be obtained by proper selection of capacity values, but generally with decreased 
strength of signals. 

(e> Severe discharges of atmospheric electricity may temporarily or permanently 
destroy the sensitiveness of a receiving detector, hence frequent readjustment is necea* 
sary during an operating schedule. These remarks^ however, do not apply to a highly 
exhausted three-element vacuum valve, the magnetic detector, the Fleming oscillation 
valve, or others which possess a marked degree of stabiUty. 

(0 Frequent use of the test buzzer will indicate whether or not the crystal detector 
is in adjustment. It has been observed that the adjustment of the crystal detector 
giving good response to s buzzer is not necessarily the most sensitive adjustment (or 
a far distant station, and similarly with most types of receiving detectors, the adjust- 
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ment giving maximum response to nearby stations, is not the most sensitive adjust- 
ment for a far distant transmitting station. 

(g) Not all carborundum crystals possess equal degrees of sensitiveness; conse- 
quently those giving maximum response to far distant stations should be used. 

(h) The maximum degree of selectivity is obtained in receiving circuits of radio- 
frequency when the loosest coupling which will give a readable signal is employed 
and when inductance is used to tune the aerial circuit and some capacity is used in 
shunt to the secondary coil. 
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Wmih 1,1*4^5 CONNEa TO TYPE I AERIAL SWITCH 

Fig. 203c — Complete Wiring Diagram of the Type 112 Receiving Tuner (The American Mar- 
coni Company). 



(i) The diaphragms of receiving telephones should frequently be removed and 
carefully wiped to prevent the formation of rust. Bent diaphragms should be imme- 
diately replaced by new ones. The diaphragm should not touch the surface of the 
magnet. 

(j) If in doubt concerning the continuity of the circuits of a receiving tuner, a 
testing circuit comprising a dry cell battery and a head telephone connected in series 
should be applied to the primary and secondary coils to ascertain if the circuit is in 
conductive condition. 



PART X. 

AUXILIARY APPARATUS OR EMERGENCY 

TRANSMITTERS. 

157. Statute Requirements. 158. Tuned Coil Set. 159. 
The Electric Storage Battery Company^s Accumulators 
AND Charging Panel. 

157. Statute Requirements. — The United States Statute (Act of August 13, 
1912), requires that all vessels carrying radio equipment be fitted with an emer- 
gency transmitter which can be operated independently of the ship's generator. 
This sender must have a daylight transmission range of at least 100 miles, and 
must be capable of functioning continuously for a period of four hours. If an 
independent emergency transmitter is not supplied, a source of auxiliary power 
of sufficient capacity to operate the motor generator independently of the ship's 
generator must be available. The regulations of the International Radio Tele- 
graphic Convention require the emergency apparatus to be capable of functioning 
for at least six hours, and to have a minimum range of 80 nautical miles in case of 
a ship having constant radio service, and 50 miles where the ship's station has a 
service of limited duration. 

Certain vessels of the American Marconi Service are fitted with a 60 cell stor- 
age battery of capacity varying from 60 to 224 ampere hours. The batteries of 
lower capacity simply furnish current for the operation of the motor generator, but 
those of higher capacity are employed to operate a few emergency lights as well. 
The 60 cell battery generally the property of the Steamship Company is under the 
direct supervision of the Chief Engineer, but the operators of the Marconi Com- 
pany must have sufficient knowledge of the circuits and the manipulation of the 
charging panel to keep the batteries in a fully charged condition. 

If for any reason, a 60 cell battery is not supplied, an emergency transmitter 
developed by the Marconi Company is employed. This sender consists of a 10- 
inch induction coil operated by a 30-volt storage battery, the induction coil being 
employed to excite the condenser of the power set in place of the usual high voltage 
transformer. 

The auxiliary transmitter, originally planned by the Marconi Company, is 
shown in Fig. 204, where the spark gap of a 10-inch induction coil is connected 
directly in series with the aerial system, the primary winding being energized by 
a storage battery of 24 to 30 volts. Provision was made on some ships whereby 
these coils could be operated either directly from 110 volts D. C, with a special 
rheostat connected in series or from the storage battery. 

The apparatus shown in the circuit of Fig. 204 has been termed the "plain 
aerial set*' because the spark gap is connected directly in series with the antenna 
circuit. The use of the plain aerial transmitter is not allowed by the United States 
regulations except in case of emergency, because when no extra inductance is 
inserted at the base of the antenna system, a highly damped wave is radiated 
which will interfere with the dispatch of traffic between other stations. 
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158. Tuned Coil Set. — When the induction coil is employed to excite the 
closed circuit condenser as in Fig. 205, it is called the "tuned coil set!' The great 
advantage of this connection lies in the fact that the antenna oscillations will be 
damped out less rapidly than with the "plain aerial" connection, and the radiated 
wave will cause less interference to the operation of other stations. 

A description of the circuits follows : The apparatus of the power set is represented by the 
alternator armature A, C, the primary winding of the closed core transformer P, the circuit 
including the wattmeter W. The secondary circuit comprises the secondary winding of the 
transformer S, the high potential condenser C-1, spark gap G and the primary winding of the 
oscillation transformer P-1. The aerial circuit is represented by the secondary winding S-1, 
the short wave condenser C-2 and the aerial tuning inductance S-2. 

The circuit of the emergency induction coil extends from the D. C. switch at the left of 
the drawing, though the underload circuit breaker B, through the regulating resistance R, to 
a 24-30-volt storage battery shunted by a small voltmeter V. The charging resistance R is 
proportioned to pass from 6 to 7 amperes through the storage battery during the charging 
process. The function of the underload circuit breaker has been described in Part V, and 
it is sufficient to say here that it automatically opens the circuit in case the voltage of the 
generator falls below that of the storage battery. 
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Fig. 204 — "Plain Aerial" Emergency Transmitter. 



(a) Adjustment and Tuning of the Set, To place the storage battery on 
charge, the D. C. switch is closed and the plunger U of the underload circuit 
breaker pushed upward by hanfl, the charging circuit thereby being closed through 
the contact points E, E. 

The circuit from the battery to the induction coil may be traced through the 
telegraph key, through the primary winding of the induction coil P-3, and thence 
through the interrupter I, the vibrator condenser being represented at K. In 
order that a uniform spark discharge may be obtained, careful adjustment must 
be made of the stationary contact of the interrupter I until a discharge free from 
arcing is secured, but generally at its best the pitch of the note produced by these 
coils will be rather low. 

In case of accident to the power apparatus, such as the burning out of the motor generator 
or the high potential transformer, the emergency transmitter is Put into action in the follow- 
ing manner: The switch H-2 is placed in th^ downward position. This connects the telc- 
jjraph key in series with the primary winding of the induction coil. Next the plug contact 
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R-4 is removed from the connector R-1 and plugged into R-3, thereby connecting the secon- 
dary winding of the induction coil to the condenser C-1. (A single blade double-throw high 
voltage switch is often used instead of the flexible plug connector.) After these connections 
have been made, the telegraph key is pressed and the vibrator of the induction coil adjusted 
simultaneously until uniform interruptions are secured. Generally with this connection, it 
becomes necessary to reduce the length of the spark gap G, and in case a quenched spark gap 
is employed, to use no more than two or three plates. li a rotary gap is included in the power 
transmitter, it must be stopped with the spark electrodes in such position as wilt afford a dis- 
charge gap of the correct length for the coil. Since the closed and open oscillation circuits 
of the transmitter are already adjusted to resonance, the complete process of tuning need 
not be gone over again, with the exception that the coupling between the primary winding 
P-1 and the secondary winding S-1 may have to be increased. 

The ammeter connected in the antenna drcuil of this set should read from 2 to 3 amperes, 
depending upon the electrical dimensions of the circuits of radio-frequency, or, in other words 
the type of set. The range of transmission varies from 125 lo 225 miles in daylight. 
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Fig. 20S— Tuned Coil Etnefgencjr Transmiiict. 

The coil transmitters are generally supplied with the portable chloride type 
D-5 accumulator of the Electric Storage Battery Company, but later installations 
are equipped with another type known as the 5 K. X. portable accumulator, either 
battery being of 60 ampere hours capacity. 

The general instructions given for the chloride battery in Part V, apply to the 
batteries of these sets, and should be carefully observed. It will be noted from 
the diagram of Fig. 205 that the battery can be placed on charge with the induc- 
tion coil in operation. As a safety measure, to prevent the meter being burned 
out by electrostatic induction from the transmitter, the voltmeter circuit contains 
a small strap key, which must be closed to take a reading of the voltage of the cells. 

159. The Electric Storage Battery Company's Accumulators and Charging 
Panel — The type and rating of the Exide cells furnished by the Electric 
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Storage Battery Company for auxiliary power is shown in the following 
table :— 

TYPE RATING 

60 cell 7 PV— 72 ampere hours; 

60 cell 11 NV— 140 

SO cell 13 MV— 168 

60 cell 17 MV— 224 

Type 7 PV battery is employed in connection with the J^-kilowatt panel trans- 
mitting set, type P-5 of the Marconi Company. The other types are for opera- 
tion of the 2-kilowatt, 500-cyck motor generators furnished with Marconi type 
P-4 set and also for auxiliary light' aboard the vessel, 

A photograph of the E. S. B. Co.'s charging panel is shown in- Fig. 206, and 
a fundamental diagram of the connections from the board to the batteries and 
motor generator in Fig. 207. The latter diagram includes the complete connec- 
tions of the Marconi 2-K. W. 500-cycle Crocker-Wheeler type of motor generator, 
and the automatic starter. Fig. 208 shows a rear view of the wiring of the panel. 



Rb. 205a— Charging Panel Uied with Hiiconi Tuned Coil S^(s. 

In the diagram of connections, Fig. 207, the connections for the voltmeter and 
the double-pole double-throw switch and other switches for auxiliary lighting 
service are purposely left out to simplify the drawing, but a detail of the volt- 
meter connection appears in Fig. 208. 

Returning to the diagram of Fig. 207 ; All apparatus concerned in the charge and dis- 
rharge of the batteries appear to the left of tlie drawing, and the circuits of Ihe automatic 
'tarter to the right, including the wiring of the motor generator. A six-poie double-throw 
rwitch, unth knife-blades 1, 2, 3, 4, 5, 6, when thrown up in the drawing or to the left on the 
actual charging panel, places battery units A and B on charge, bat in the opposite position, on 
discharge\, the circuits from the battery continuing through the blades 5 and 6 to the auto- 
matic starter and motor generator. 

The resistance coils R-I, R-2 and R-3 are connected in the charging circuit of battery A, 
through the knife blades 1 and 2 and coils R-4. R-5 and R-6, through the blades 3 and 4 to 
battery B. The overload circuit breaker K is connected in series with the common charging 
lead of battery units A and B. The winding of the no-voltage release magnet fpr this breaker 
indicated at \" has the si-rics protective resistance- R-1, Contacts C-1 and C-2 mounted on 
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the circuit breaker open the circuit of the no-voltage release magnet when the breaker trips. 
It should be thoroughly understood that this breaker will open the charging circuit in case 
of an overload during the charging period, or in case the voltage of the generator falls below 
the voltage of the battery. The breaker will also open when the pointer on the ampere-hour 
meter touches the contact point at the zero position (during the charging process). 
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TO LIGHTS i: 



lljli TO LIGHTS 



Fig. 208 — Rear View Actual Wiring Diagram of Electric Storage Battery Company's 

Charging Panel. 

P-1 and P-2 are 25-watt incandescent lamps which are shunted around the circuit 
breaker and the resistance units. Through these, a small value of charging current con- 
stantly flows through the cells, compensating for local losses, such as may be caused by 
local action or a slight surface leakage of the cell. 
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An important part of this apparatus is the double pole double throw reversing switch 
placed in the upper left-hand corner of the drawing. Should the connections from the 
ship's generator to the switchboard be reversed, say, during repair or rewiring, the correct 
polarity can always be obtained by plugging in the voltmeter connection to the power line, 
followed by closing this switch. If the pointer of the meter moves in the proper direction 
or across the scale, the polarity of the charging mains is correct. If the pointer moves in 
the wrong direction, the double-pole switch must be thrown in the opposite direction. Pro- 
tective fuses are inserted in the battery charge and discharge circuits to open the circuit in 
case of overload. 

• 

The general operating instructions for the Exide cells given in Part V should 
have careful attention. The operator should aim to keep the batteries in a fully 
charged condition at all times, or confining the remarks to daily practice, the 
pointer of the amperehour meter should always be near to the zero position and 
if after use of the battery the pointer indicates that a given quantity of current 
has been taken out, it should be pierced immediately on charge and allowed to 
remain so until the pointer returns to the zero position of the scale of the ampere- 
hour meter. 

One part of this circuit may require explanation. It will be observed that the ampere- 
hour meter is merely connected in series with one of the battery units (Battery A) when 

on charge. The neces- 
sity for this connection 
will be evident from the 
following explanation : 
If the meter were con- 
nected in series with 
both battery units, the 
pointer of the ampere- 
hour meter would travel 
across the scale at dou- 
ble the rate of the actual 
charging current flowing 
to each battery unit for 
the reason that the bat- 
teries are connected in 
parallel. As an exam- 
ple, if the amperehour 
meter were connected in 
series with both battery 
groups on charge and 
further that a quantity 
equal to ten ampere 
hours of current passed 
from the generator to, 
the battery, each set of 
cells actually would re- 
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Fig. 209 — Detail Voltmeter Connection, Electric Storage Battery Com- 
pany's Charging Panel. 



ceive but five amperehours of the charging current, or, in other words, the meter would 
indicate a value actually double the charging current supplied to each group of cells. Hence 
the amperehour meter is simply connected in series with one unit on charge, but in series 
with both units on discharge, the assumption being made that the two battery units are in 
identical states of charge. Any dissimilarity in the two groups of cells can easily be de- 
termined by the readings of the voltmeter during load and proper correction made therefor. 
In actual commercial practice, no difficulty is found in keeping both battery units in the 
same state of charge from month to month. 

A detailed diagram of the voltmeter plug switch is shown in Fig. 209. It will be noted 
that a small push button key, connected in series with the voltmeter, must be closed in 
order to take the reading. A small resistance or multiplier is connected in series as the 
drawing indicates. 

Plugs 1 and 2 connect to the terminals of the 60-cell battery with all cells connected in 
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series. Plugs 3 and 4 connect across the terminals of battery unit A. Plugs 5 and 6 con- 
nect to the mains from the ship's generator. Plugs 7 and 8 connect to the terminals of 
battery unit B, 

Although the circuits of the motor generator and automatic starter indicated in Fig. 207 
have been gone over in the chapter on motor generators, the notations in Fig. 207 for the 
same circuits will now be explained. 

S-1 is the motor starting switch which may be closed by auxiliary contacts on the aerial 
changeover switch or by a small push button switch near to the transmitting key of the 
operator. R-3 is the fixed resistance in series with the automatic starter winding W-1, 
which is thrown in the circuit when the starter is in the full running position, that is to 
say, it is connected in by the upward movement of the plunger. Resistance R-2 is connected 
in series with the relay winding W-2 to prevent an excessive flow of current. Relay wind- 
ing W-3 is connected in series with the motor armature and in case of an overload, auto- 
matically opens the solenoid winding W-1 through the contacts C-S and C-6. R-4 is the 
electrodynamic brake resistance thrown in shunt to the armature when the plunger of the 
automatic starter drops downward. 

F-1 is the shunt field of the motor, the regulating rheostat R-5 being connected in series.. 
F-2 is the generator field winding with the regulating rheostat R-6 connected in series. 
This circuit is closed by the automatic starter at point 5, or, in other words, current does 
not flow through the generator field winding until the motor has attained normal speed. 

It is believed that with the information supplied in this and Chapter 5 at 
hand, commercial operators will fully understand the circuits of emergency 
battery panels and transmitters and will be enabled to handle them successfully 
in commercial working. 

Vessels fitted with radio apparatus by affiliated Marconi companies may have 
storage cells and charging panels which differ in mechanical construction, but 
fundamentally they operate along the same general principles. Specific instruc- 
tions for each type of cell or panel are, of course, furnished to marine radio 
installations by the manufacturer. 

Operators of the Marconi Service should observe carefully the following rules: 

(1) Keep battery plates covered with pure water at all times. 

(2) Keep the batteries fully charged. * 

(3) Do not place battery on charge when ship's generator is not running. 

(4) Watch the polarity of the charging line and throw reverse switch on 
charging panels accordingly. 

(5) Examine the connections between all battery cells frequently. 



In reply to the query of the United States Government operators' license examination 
for a diagram of an auxiliary transmitting set, the student should show the circuits of the 
charging panel of a 60 cell storage battery unit, since the diagram of the tuned coil emer- 
gency transmitter will not be accepted by the U. S. examiners. 

The diagram, therefore, of Figure 207 to which should be added the voltmeter connec- 
tions of Figure 209 will be entirely satisfactory. The student should bear in mind that Figure 
207 includes the circuits of the Marconi 2 K. W. 500 cycle motor generator and automatic 
motor starter as well as the fundamental connections of the charging panel. 



PART XL 

PRACTICAL RADIO MEASUREMENTS. 

MEASUREMENT OF WAVE LENGTH— DECREMENT— CALIBRA- 
TION— TRANSMITTING AND RECEIVING APPARATUS. 

160. The Importance of Electrical Resonance. 161. Indi- 
cators OF Resonance. 162. Uses of the Wavemeter. 163. 
Simple Use of the Wavemeter. 164. General Instruc- 
tions for Tuning a Radio Transmitter. 165. Tuning by 
the Hot Wire Ammeter. 166. Tuning the 2 K. W. 500 
. Cycle Panel Transmitter. . 167. Determination of Coup- 
ling. 168. Plotting of Resonance Curves. 169. Measure- 
ment OF the Logarithmic Decrement of Damping. 170. 
Calculation of the Decrement of the Wavemeter (or 
Decremeter). -171. Wavemeter as a Source of High Fre- 
quency Oscillations. 172. Calibration of the Secondary 
AND Primary Circuits of a Receiving Tuner. 173. Calibra- 
tion OF THE Open and Closed Circuits Simultaneously. 
174. Measurement of the Natural Oscillating Pericm) of 
A Coil. 175. Measurement of Electrostatic Capacity. 
176. Measurement of the Effective Inductance of a Coil 
AT Radio Frequencies. 177. Calculation of Inductance 
from the Constants of the Coil. 178. Measurement of 
THE Effective Inductance and Capacity of an Aerial. 
179. Calibration of a Wavemeter from a Standard. 180. 
Measurement of Mutual Inductance at Radio Fre- 
quencies. 181. Comparative Measurement of the Strength 
OF Incoming Signals. 182. "Tight" and "Loose" Coupling. . 
183. Measurement of High Voltages. 184. Tuning and Ad- 
justment Record. 

160. The Importance of Electrical Resonance. — It is essential that the 
open and closed oscillation circuits of both the radio-transmitter and receiver be 
substantially adjusted to the same natural frequency of oscillation. To place cir- 
cuits of radio-frequency in resonance or to adjust them to any desired frequency 
of oscillation, standard resonating circuits known as wave meters are employed. 
In a previous chapter we have explained that a hot wire ammeter may be employed 
for determining conditions of electrical resonance in two coupled circuits, but 
there is a disadvantage in this method of tuning, for unless the inductance and 
capacity of each circuit are known, the resulting frequency of wave length corre- 
sponding thereto, cannot be determined ; hence the utility of the wave meter. 

A circuit like that shown in Fig. 210a, consisting of a radio-frequency inductance L and a 
variable condenser C constitutes an oscillating circuit of variable frequency, the actual value 
for any particular setting of the variable condenser being determined by the equation : 

5,033,000 

N =— 

V LC 
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where L and C are expressed in centimeters and microfarads respectively. Hence at each 
division of the condenser scale, we might mark the particular frequency at which the circuit 
oscillates when set into excitation. But since a given frequency of oscillation corresponds to 
a wave of definite length (if the oscillator were radiative), we can calibrate the scale of the 
instrument directly in wave lengths rather than in oscillation frequencies. 
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Fi«. 210a, b, c, d, e, f, g, h, i, j — ^Methodi for Determining Resonance Between Wave- 
meter and Circuit Under Measurement. 



If either the inductance of the coil or the capacity of the condenser in the circuit, Fig. 
210a, is variable, we may fit the variable element with a scale of wave lengths and the instru- 
ment will then be called a wavemeter. 

Now if the coil L is placed in inductive relation to any part of an active oscillation circuit, 
such as the closed or open circuit of a radio transmitter, radio-frequent oscillations will be 
induced in the circuits of the wavemeter when it is adjusted to the frequency of tlie gen- 
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crating circuit. Some indicator of maximum flow of current or maximum voltage must now 
be inserted in the circuit (of the wavemeter) in order that the exact point of resonance on 
the variable element may be located. 

16L Indicators of Resonance. — ^That the wavemeter is in resonance with 
the circuit under measurement, may be determined by one of several instru- 
ments. 

In Fig. 210b a milliammeter M, range 0-200 milliamperes, is connected in series with the 
wavemeter for determining the adjustment of maximum current flow. 

In Fig. 210c, a small hot wire wattmeter W, range .01-0.1 watts, is connected to the 
secondary winding S, of a small step down transformer, the primary P being connected in 
series with the wavemeter. 

In Fig. 210d, a small glow lamp G (2 or 4 volt battery lamp), is coimected in series with 
the wavemeter, the resonant adjustment being determined when the lamp glows brightest 
(with the wavemeter in a fixed position). 

In Fig. 210e, a thermo-couple A, B, is attached to a heating wire C, D, the latter being 
connected in series with the wavemeter. The terminals of the thermo-couple are connected 
to a sensitive milli-voltmeter which may be calibrated in milliamperes. 

In Fig. 210f, a rectifying detector D is connected in series with a galvanometer G, both 
being shunted across the condenser C. The currents of radio-frequency are converted by 

the rectifier to direct current and the 
resonant adjustment is determined by the 
maximum deflection of the galvanometer. 
In Fig. 210g, an electrostatic telephone P 
is connected in series with the wavemeter, 
the telephone being an active part of the 
oscillation circuit. The telephone contains 
a winding of three or four turns placed 
underneath a copper diaphragm. The max- 
imum sound is obtained when the wave- 
meter is in resonance with a given oscilla- 
tion circuit, the copper diaphragm moving 
with the group frequency of the transmitter. 
' li?. 21 Oh, a tube N, filled with neon 
gas, has sealed-in terminals at either end. 
When shunted across the terminals of the 
wavemeter condenser, the tube glows bril- 
liantly at resonance. 

In Fig. 2I0i, a crystal rectifier D is connected in series with a 2,000 ohm telephone P, the 
final two terminals being shunted across the condenser C. The maximum of sound is obtained 
in the telephone at resonance. The connection of 210j is often preferred because the calibra- 
tion of the wavemeter is not affected by the presence of a shunt detecting circuit as in 21 Oi. 
The uni-polar connection of the detector has the disadvantage that the wavemeter must be 
placed in closer inductive relation to the circuit under test than with the connection of 21 Oi. 

The inspectors of the American Marconi Company prefer either the hot wire 
wattmeter, or the crystal detector and head phones as indicators of resonance 
above all others. 

162. Uses of the Wavemeter. — The wavemeter may be employed: 

(1) To place two or more circuits of radio -frequency in resonance; 

(2) To measure the wave length of the closed or open oscillation circuits of 
a radio transmitter. 

(3) To determine the percentage of coupling between the closed and open cir- 
cuits of a transmitter; 

(4) To determine the decrement of damping; 

(5) To calibrate a receiving set (by means of an exciting buzzer) ; 

(6) To determine the wave leng;th of a distant transmitting station at the 
receiving station. 

(7) To determine the purity of the wave emitted from the antenna. 

163. Simple Use of the Wavemeter. — A simple use of the wavemeter is 
shown in the diagram, Fig. 211, wherein the natural wave length of an aerial is 
to be measured. In the diagram, Fig. 21 1, S is the secondary winding of an induc- 




Fig. 211 — Diagram for Measuring the Natural Wave 
Length of an Aerial. 
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tion coil fitted with a vibrator, S-1 a spark discharge gap of simple design con- 
nected in series with the aerial A-1. L is the inductance coil of the wavemeter; C 
the variable condenser; D a crystal rectifier, and P the head telephone. 

When the induction coil is set in opera- 
tion a spark discharge takes place at S-1, 
the aerial circuit being traversed by groups 
of oscillations at a frequency determined by 
the distributed values of inductance and 
capacity of the aerial, or, 

1 
N= 




Fig. 212— Showing How an Aerial May Be Set Into 
Excitation by Buzzer. 



4 V LC 

and a corresponding wave motion is prop- 
agated through space. 

Now if the coil of the wavemeter L 
bears the correct inductive relation to the 
aerial wire, preferably placed near to the 
earth lead, oscillations of maximum ampli- 
tude will be induced in the wavemeter cir- 
cuits when the wavemeter and the aerial 
circuit are in exact resonance. With the 
spark discharging at S-1 the capacity of the 



wavemeter condenser is varied until a clear distinct sound is heard in the head telephones at 
a definite setting (of the condenser). The wave length tabulated on the scale underneath 
the pointer is that of the circuit under test. 

Generally the resonant adjustment of the wavemeter is sharply defined, so that a slight 
change in capacity will cause the signals to 
disappear. During this measurement, the 
operator should take care to distinguish 
between the currents induced in the wave- 
meter by the oscillations flowing in the 
antenna circuit and those set up by electro- 
static induction from the induction coil. 
The sounds in the telephone due to . the 
radio-frequent oscillations are heard ^t a 
distinct setting of the wavemeter con- 
denser, but the sounds caused by simple 
transformer induction can usually be heard 
over the entire condenser scale. More ac- 
curate readings can be obtained by placing 
the coil of the wavemeter close to the earth 
lead of the transmitter although when 
measuring the fundamental wave length of 
the usual ships aerial, by use of a sensitive 
crystal rectifier, the wavemeter can be 
placed 200 or 300 feet from the aerial, pro- 
vided the inductance coil bears the correct 
inductive relation to the antenna. 

164. General Instructions for 
Tuning a Radio-Transmitter. — I n 
order to tune a radio-transmitter to the 
international standard wave lengths, 
the following measurements must be 
taken : 



Bt 




Fig. 213 — Another Method for exciting Oscillations 
in an Antenna by Buzzer. 



(1) The natural or fundamental wave length of the aerial; 

(2) The wave length of the closed oscillation circuit; 

(3) The wave length of the radiated wave. 



After the open and closed circuits have been coupled, we must determine 
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Figr. 214— Buzzer Excitation Circuit 
Coupled to an Aerial. 



Inductively 



(1) Purity and sharpness of the radiated wave; 
(2) The decrement of damping. 

(a) Measurement of the Open Circuit, One method of setting the aerial into 
excitation and measuring the natural or fundamental wave length was shown in 
Fig. 211, but there are several alternative methods by which the antenna may be 
set into oscillation. 

In the method shown in the diagram, Fig! 212, a condenser C of one microfarad capacity 

is connected in series with the aerial and 

also across the vibrator of a buzzer B-1 
energized by the battery B-2. The counter 
£. M. F. of the buzzer windings places an 
electrostatic charge on the aerial which dis- 
charges at practically its natural frequency. 
The capacity of C being very large compared 
to that of the aerial, the wave length of the 
system is not appreciably altered. 

With the buzzer adjusted for clear tones, 
the wavemeter, fitted with a crystal rectifier, 
is placed in inductive relation to the earth 
lead and the capacity of the wavemeter con- 
denser varied until a maximum of sound is 
obtained in the telephone. 

In the diagram, Fig. 213, a few turns of 
wire are inserted at L-1 through which the 
circuit of the battery and buzzer is com- 
pleted. When the current flowing from B-2 
is interrupted by the buzzer, a change in the 

strength of the magnetic field takes place about L-1, placing a charge on the aerial system 

which discharges at its natural frequency. 

A somewhat similar arrangement is shown in Fig. 214, wherein the buzzer circuit is in- 
ductively coupled to the aerial circuit through the transformer P, S, the winding S, consisting 
of a few turns of wire. The wavemeter is placed in inductive relation to some part of the 

open circuit and the wave 
CLOSED CIRCUIT length noted by adjusting 

J the wavemeter to reson- 

ance. 

The aerial frequently 
is set into excitation by 
connecting the antenna 
and earth wire of an 
aerial system across the 
vibrator of a buzzer, but 
this method of excitation 
is not as satisfactory as 
the connections of the 
two methods shown pre- 
viously. 

To tune the aerial in 
cither of the foregoing 
diagrams to the standard 
Tjuave of 600 meters, turns 
of inductance are added 
at winding L-2 until the 
wavemeter indicates the 
wave length to be 600 
meters. Generally from 
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Fig. 215- 



-Showihg How the Wave Length of a Closed Oscillation Circuit 

is Measured. 



10 to 20 microhenries of inductance are included at L-1 to constitute the secondary winding 
of the oscillation transformer, the additional turns required for any standard wave being 
added in the aerial tuning inductance. 

The aerial is tuned to the 300 meter wave by connecting the short wave condenser in 
series with the aerial system. A reading is then taken on the wavemeter, to note the reduc- 
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tion of wave length. If the length of the wave exceeds 300 meters, turns are taken out at 
L-2 until the standard wave is obtained. Certain aerials encountered in practical radio have 
excessive length for radiating the 300 meter wave even with the aerial tuning inductance cut 
out. In a case of this kind, the aerial must be reduced in length or the lead-ins attached to 
the center of the flat top rather than to one end. 

The correct number of turns for the 450 meter wave are found in the same 
manner as for the 300 and 600 meter waves. Generally the short wave condenser 
is cut out of the circuit at this adjustment. 

(6) Measurement of the Closed Circuit. The closed circuit is tuned to the 
standard waves by placing the wavemeter in inductive relation to the primary 
winding of the os- 
cillation transform- 
er, care being taken 
to disconnect the 
open circuit from 
the secondary 
winding. The spark 
is then discharged 
in the r^^lar man- 
ner and the wave 
length for a given 
value of primary 
inductance found 
on the wavemeter 
by means of any of 
the resonance indi- 
cators described in 

paragraph 161. 

A diagram of con- 
nections for this 
measurement is shown 
in Fig. 215. Contact 
*T" is connected in at 
various points on the 
coil until the re- 
quired wave is found. 
With transmitting 
sets of larger rating 
the capacity of the 
closed circuit con- 
denser may have to 
be reduced to obtain 
the 300 meter wave. 

menPof thfTJdC *ATTMCTEr 

at^d Wauff The ^**' 2^^~S*»o^"« Method of Determining Length of the Radiated Wave. 

next step in tuning is to ascertain if the emitted wave is pure and sharp in ac- 
cordance with the U. S. statute requirements. To determine this, the closed and 
open oscillation circuits are tuned, inductively coupled and set at the coupling, 
giving the highest ammeter reading, (Fig. 216.) 

Next a test is made to determine if the aerial radiates all its energy at one wave length. 
If the antenna oscillates at two frequencies, two resonant adjustments will be obtained on 
the wavemeter and the relative amplitude of the two frequencies can he measured by a watt- 
meter "W" connected in the circuit of the wavemeter. With the wavemeter in a fixed posi- 
tion relative to the antenna, the meter is adjusted to resonance and the relative power at the 
two frequencies of oscillation observed. Unless this measurement is taken with caution, the 
wattmeter may bum out if the wavemeter is placed too close to the circuits of radio- 
frequency. 
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According to the U. S. regulations, the radiated zvave is considered as being Pure, when 
(if the antenna oscillates at two frequencies) the amplitude of the energy corresponding to 
the smaller wave is 10 per cent, or less than that in the greater wave. 

To determine the relative power of the radiated waves, the capacity of the warvemeter 
condenser must be carefully varied, the two maximum readings of the wattmeter correspond- 
ing to the two oscillation frequencies being particularly noted. If the wattmeter indicates 
0.1 watt at the longer wave, and 0.01 watt or less at the shorter wave, the wave is pure ac- 
cording to the United States regulations. If the amplitude of the shorter wave exceeds 0.01 
watt, the coupling between the primary and secondary windings must be reduced until the 
correct current amplitudes are obtained or until a single wave emission results. It is usual 
to reduce the coupling until the antenna radiates a single wave. 

That two waves are being radiated from an aerial can be determined by a crystal rectifier 
and telephone as well as by the wattmeter, but the relative power of the waves cannot be 
determined in this way. If a sensitive vacuum valve detector is connected to the wavcmeter, 
the latter can be placed several hundred feet from the aerial. The wave length can be 
measured with a greater degree of accuracy due to the "looseness" of coupling. 

When a ship's aerial is tuned to the standard waves, near to a building with a 
steel or iron frame, the effective resistance and the natural wave length are ap- 
preciably altered; hence, to secure the maximum flow of antenna current, the 
aerial tuning inductance must be slightly readjusted (when the ship is at sea) 
until the ammeter indicates a maximum. Similar effects are observed when a ship 
lies near to another vessel equipped with an aerial, particularly if the aerial of the 
other vessel is connected to earth. It is preferable -to tune a transmitting set at 
a distance of at least a half wave length from large metallic structures. 

IVe have defined a pure wave according to the U, S. regulations as being one 
in which, if the antenna oscillates at two frequencies, the energy of the lesser 
wave will not exceed by 10 per cent, the energy in the- greater wave. According 
to the same regulations, a sharp wave is one in which the decrement of damping 
per complete oscillation is 0.2 or less. The measurement for the decrement wilt 
be described in paragraph 169. 

165. Tuning by the Hot Wire Ammeter. — The open and closed circuits 
of a transmitting set can be tuned to resonance as follows : Set the closed oscillation circuit 
to a definite wave, or to one of the three standard waves, by means of a wavemeter. Place 
the secondary winding of the oscillation transformer in inductive relation to the primary 
winding. Follow it by cutting in and out turns at the aerial tuning inductance until the 
aerial ammeter indicates a maximum of current. 

Next change the coupling and leave the primary and secondary coils at that position, 
where a fair value of antenna current is obtained, with the wave emission complying with 
the law in respect to sharpness and purity. (The latter is determined by the decremeter.) 

The method can be reversed as follows : Set the open circuit to a standard wave by the 
wavemeter and place the primary winding of the transmitting oscillation transformer in 
inductive relation to the antenna coil. With the spark discharging at normal power con- 
sumption, add or subtract primary turns until the highest possible reading of the aerial 
ammeter is obtained. 

A small glow lamp, such as a 2, 4 or 6 volt battery lamp, shunted by a semi-loop of wire, 
serves as an indicator of resonance between the open and closed circuits and is often used 
in case of emergency. 

166. Tuning the 2 K. W. 500 Cycle Panel Transmitter. — Detailed in- 
structions for the tuning of the standard panel sets of the Marconi Company will 
be given in Part XII. The process is quite similar to the tuning of any set, with 
the exception that the closed oscillation circuit is tuned to the three standard 
waves at the Marconi factory and outside of the determination of the logarithmic 
decrement all tuning aboard ship can be done by the aerial ammeter alone. 

The particular feature of this set is the wave length changing switch, which in a simple 
operation permits either the 300, 450 or 600 meter waves to be radiated, the necessary changes 
of self -inductance, condenser capacity, and coupling being selected by a set of blades making 
contact with studs leading to various parts of the circuit. The method of tuning this set 
will be clear if the following facts are kept in mind: 
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(1) For any particular wave length adjustment of the transmitter, a critical 

degree of coupling between the primary and secondary windings gives 

the maximum aerial current. 
*(2) The coupling for the quenched spark discharger can be closer than for the 

rotary discharger, if the quenched gap is in perfect condition. 
(3) The coupling between the primary and secondary circuits of an oscillation 

transformer can be varied by increase or decrease of the self-induction of 

either coil as well as by drawing the coils apart. 

When the quenched discharger is in use, the primary winding bears a fixed mechanical posi- 
tion to the secondary winding, but the oscillation transformer is constructed so that they 
can be drawn apart for use of the rotary gap. For the quenched gap, the requisite coupling 
for each standard wave is secured, by variation of the secondary inductance, turns being 
added at the aerial tuning inductance to maintain resonance. 

The process of tuning these sets not only consists of adjusting the open and closed cir- 
cuits to resonance, but also in locating the proper secondary inductance for the maximum 
aerial current. It is more or less a cut and try method, but the skill obtained through 
practice enables an inspector to complete the tuning in half an hour. The exact location of 
the secondary contact clips can be found more rapidly by turning the coupling handle on the 
front of the panel set, and thereby mechanically placing the primary winding closer to the 
secondary or farther away. If the primary, for instance, is drawn away from the secondary 
and the aerial ammeter registers an increase of current, it is an indication that the coupling 
for the final fixed position of the Tvindings is too close. Hence the primary winding is 
brought back to its original position and turns taken out at the secondary, followed by 
adding turns at either of the aerial tuning inductances until resonance and maximum read- 
ing of the ammeter is secured. 

The set should be tuned for the three standard waves, with approximately three turns 
cut in at the continuously variable aerial tuning inductance. After the position of the taps 
for the secondary winding and the plug aerial tuning inductance are once located, no further 
adjustment is required, unless some change in the antenna is made. With these sets the 
complete tuning process can be carried out by observation of the aerial ammeter alone, but 
the wavemeter should be employed to measure the decrement and to note if two waves are 
being radiated. 

The tuning of the l4 k. w. set is similar to that of the 2 k. w. set. 

In the tuning of a quenched spark transmitter, two or even three points of coupling for 
maximum reading of the aerial ammeter are frequently obtained for a given wave length; 
the coupling to be finally selected is that giving the maximum value of aerial current. When 
the rotary gaps of these sets are in use, the primary and secondary windings are separated 
by a space of 8 to 13 inches, but the coupling position may have to be altered slightly for 
each of the three standard waves. 

167. Determination of Coupling. — It is customary, in transmitting 
systems employing the plain spark discharger, to express the degree of coupling between 
the open and closed oscillation circuits in terms of a percentage rather than in terms of the 
true co-efficient of coupling. The percentage of coupling is obtained by placing the wave- 
meter in inductive relation to the aerial and observing the length of the radiated waves. If 
the readings of the longer and shorter waves are squared and their values inserted in the 
following formula, the coupling is obtained, or : 

X.' — Xi* 

K= X 100 

X.* + Xi» 

Where X^ = longer wave, 
Xj == shorter wave. 
The true coefficient of coupling is obtained from the following formula: 

M 
K = — — — 

, Where M =mutual inductance of the oscillation transformer, 

L^ =self-inductance primary, 
L^ =self-inductance secondary. 

•Statements (1), (2) and (3) apply to all coupled transmitters of the American Marconi Company. 
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168. Plotting of Resonance Curves. — A calibration of the closed and 
open circuits of a radio-transmitter is frequently desired to determine, let us say, 
the variation of frequency or wave length occasioned by the insertion of a certain 
amount of inductance. The results of such measurements are plotted on cross- 
section paper in the form of a curve (or perhaps a straight line). The principal 
advantage of such plotting lies in the fact that it enables one to take a character- 
istic set of readings at two or more decisive points and thus determine interme- 
diate values by following the general outline of the curve. 



W 



Aerial Tuning 
in0uctanc£ 




Oscillation TteANSF'R. 




CONDENSeRS 






ihhhl 

Short wave 
Condenser^ 




Decremeter 



Rotary 
Gap 



L' O 




ymm 



romm^^ 




Wattmeter 



Fig. 217 — Complete Apparatus for Measuring Decrement of Antenna Oscilla- 
tions and Plotting a Resonance Curve. 

The resonance curve of the radiated wave of a transmitter is a graphic way of showing 
the relation between the amplitude of the current and the frequency or wave-lengths at and 
near the fundamental frequency. The value of the plotting lies in the fact that it enables 
the experimenter to obtain, in a general way, the over-all distribution of energy in the emitted 
wave, the decrement of damping and the relative power of the two waves, if present. 

To plot the resonance curve of the radiated wave, a wavemeter is required, in series 
with which is connected either a hot wire milliammeter or a hot wire wattmeter. The 
milliammeter should have a range of, say 40 to 240 milliamperes, while the wattmeter may 
have a scale reading of .01 to .1 watt. The latter instrument is preferably connected to the 
secondary winding of a step-down transformer, the primary winding of which is connected 
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in series with the circuit of the wavemeter. This transformer, as a rule, is made up of 
Litzendraht wire, the primary consisting of ten turns wound on a wooden spool, about lyi 
inches in length by 1 inches in diameter. The secondary winding consists of five turns of 
the same wire wound directly over it with a single layer of empire cloth between. 

The wattmeter having been connected in the circuit of the wavemeter, a few preliminary 
trials are made to determine the proper inductive relation between the coil of the wavemeler 
and the antenna circuit. Care must be taken that the wattmeter is not burned out at the 
point of resonaiice. The proper inductive relation having been obtained by trial, the coil 
of the wavemeter is placed in such position as to give a near maximum icale deflection of 
the wattmeter at the resonant adjustment for the longer wave. If ma.ximum defection of 
the wallmeter is obtained at resonance, il is evident that the current will decrease at wave- 
lengths off resonance, the reduction being dependent upon the decrement of the oscillations. 

Readings of the indicating instrument having been observed at resonance, another read- 
ing is taken at a point ofi resonance where the wattmeter shows a small scale deflection, say, 
.01 wait. Similar observations are made at other wave lengths approaching resonance and 
beyond resonance until a full set of calibrations are secured ; that is to say, the observations 
are continued to a point beyond resonance where a nearly zero deflection o( the wattmeter 
is obtained. 

A diagram of connections and the relative positions of the apparatus for this de- 
termination are shown in Fig. 217, where the closed oscillatory circuit of a radio transmitter 
is represented by the 
primary winding, the 
high potential condenser 
and the rotary spark gap. 
The antenna system in- 
cludes the secondary 
winding, the aerial tun- 
ing inductance and the 
earth wire, which pref- 
erably has a single 
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The coil of the 

in inductive relation to 
L-1 and is in series with 
the primary winding of 
the step-down transform- 
er. T, and the variable 
condenser, C. The sec- 
ondary of this trans- 
former is connected to a 
low-range radio-fre- 
quency wattmeter. 

Assume, tor example, 
that the spark is dis- 
charging and that the 
closed and open oscil la- 
resonance; furthermore, 
that two positions on the 
variable condenser which 
we may call C-] and C-2 are the points at which the wavemeter is in resonance with the 
double wave. Then, as the pointer of the variable condenser is moved from zero position 
toward C-1, the reading of the wattmeter increases, until the point, C-1, is passed, when a 
decrease takes place. An increase of current again takes place as C-2 is approached fol- 
lowed by a decrease when the point of resonance is passed. If the wave-length of the wave- 
meter and the corresponding deflection of the hot wire wattmeter be observed over a series 
of wave-lengths, the data thus obtained may be plotted in the form of a resonance curve in 
the following manner. (See Fig. 218), 

Placing in one column the wave-lengths corresponding to the condenser scale of the wave- 
meter, and in the second column the corresponding deflection of the hot > ' 
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co-ordinate points are laid off on cross-section paper through which a common line or curve 
is drawn, A typical set of readings follows : 

Wave-length of the Corresponding deflection 

wavemeter of the hot wire wattmeter 

450...: 0.0 

495 0.005 

525 0.01 

535 0,009 

540 0.01 

S60 0.03 

575 0.05 

585 0.08 

600 0.1 

615 0.085 

625 O.0S 

635 0.03 

655 0,01 

700 0.00 

With the cross-section paper before us, the wave-length readings are laid off horizontally 
as indicated in Fig. 218 and are known as the abscissas of the points on the curve, while the 
hot wire wattmeter readings are laid off vertically and are known as the ordinates of the 
points on the curve. Take, for example, the wave-length of 575 meters ; the corresponding 



s Showing thf Ch>nge 



WAVE LEN6TH IN METCRi 
Wait Lfngtb by Addilion of Ii 



PRACTICAL RADIO MEASUREMENTS. 199 

hot wire wattmeter deflection is .05. Then follow the vertical line corresponding to 575 
until the horizontal line is met corresponding to .05 and place a dot or a cross. Proceed 
similarly with the entire set of calibrations until all points on the curve are located. Then 
draw a line joining them. 

Now, if the coil, L, of the wavemeter remains in the same position relative to the coil, L-1, 
and the primary and secondary windings of the oscillation transformer, are set at various 
couplings, the curve in Fig. 218 will become "sharper" or "broader," accordingly, as the 
coupling is decreased or increased. By means of these curves the relative sharpness of the 
radiated waves can be compared allowing to some extent a predetermination of the amount 
of interference to be expected. If the coupling at the oscillation transformer is properly re- 
duced, the lower peak of the radiated wave, which in the curve exists at about 520 meters, 
may completely disappear and a single sharp maximum peak result. The resonance curve 
shown in Fig. 218 is not that of a "sharp" wave in compliance with the United States restric- 
tions, unless the decrement of the antenna current is 0.2 or less per complete oscillation. It 
is, however, "pure" as far as the relative amplitudes of the two waves are concerned. 

Should the wavemeter indicate no sharp or defined point of resonance, it may be due to an 
excess of coupling at the oscillation transformer, to high resistance joints or to poor con- 
nections in the antenna circuit. Again, this may be due to leakage across the antenna 
insulators ; the remedy, of course, is obvious. 

Using the apparatus employed to obtain data for a resonance curve, the student may 
obtain data and construct other curves indicating the wave length of the open and closed 
oscillatory circuits with various turns of inductance cut in at the primary and secondary 
windings. For example, if the increase in wave length brought about by adding turns in the 
closed circuit is to be determined, the wavemeter is placed in close inductive relation to the 
primary inductance, but not too close to burn out the wattmeter I. Starting with one turn 
in the closed circuit, the wave length is determined by observing the wavemeter reading corre- 
sponding to maximum deflection of the wattmeter (with spark, of course, discharging). 
Turns are then added progressively at the secondary (from one to maximum) until a com- 
plete set of calibrations are obtained. The results of a typical set of calibrations follow : 

Corresponding wave- 
Turns lengths in meters 

1 404 

2 416 

3 428 

4 444 

5 458 

6 472 

7 482 

8 488 

9 495 

10 505 

11 514 . 

12 528 

Plotted in curve form these data appear in curve A, Fig. 219. Here the wave-lengths (in 
meters) are the abscissas of the points on the curve and the helix turns the ordinates of the 
points on the curve. The wave lengths corresponding to fractions of a turn on the helix 
can be determined by following the abscissae to the base line or the horizontal axis. 

We can plot the calibrations of the open circuit of a transmitting system in a similar way, 
but in this case a spark gap must be connected in series with the antenna system and in turn 
connected to the secondary winding of an induction coil. Generally the oscillations flowing 
in the antenna circuit are not powerful enough with this connection to operate the wattmeter 
(in series with, the wavemeter), or the spark discharge of the coil may be too irregular to 
permit a reading of the wattmeter to be observed. It is therefore preferable to shunt the 
wavemeter by a crystalline detector and head telephone, the point of resonance being located 
by the maximum sound in the receiver. 

Turns are added in the antenna circuit one at a time and corresponding wave length 
readings observed on the wavemeter. A typical set of readings follows : 
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Corresponding wave- 
Turns lengths in meters 

1 290 

2 410 

3 525 

4 ; 600 

5 683 

6 770 

These data appear in the curve, B, Fig. 219. Intermediate wave lengths lying between the 
complete turns may be found as in the previous case. 

Curves of the latter type should be prepared at each commercial station and posted in the 
apparatus room for quick reference. In this manner, the open and closed oscillatory circuits 
may be tuned to the standard waves with the assurance that the circuits are in exact 
resonance. 

Returning to the resonance curve of Fig. 218 : Assume that the portion of the curve, Fig. 
218, above the horizontal line marked .05 represents the range of wave lengths over which 
the signals are audible at a receiving station located, say, 75 miles distant from the 
transmitter. 

It is easily seen that a change of 20 meters on either side of the maximum ordinate will 
reduce the incoming signals to zero. It is also plain that the sharper the curve, the greater 
will be the reduction of the strength of the incoming signal for a given amount of detuning 
at the receiver. Hence resonance curves, in a sense, enable us to determine the ratio of the 
current at the receiver for a given wave length off resonance to that obtained at the maxi- 
mum ordinate or resonance. 

169. Measurement of the Logarithmic Decrement of Damping. — The de- 
termination of the decrement of damping of the antenna oscillations is a measure 
of the tuning qualities of a radio-transmitter and, in a sense, permits a prede- 
tennination of the interference to be expected therefrom. If the decrement of the 
oscillations flowing in the open circuit is known, we may determine the niunber 
of oscillations per spark discharge as follows : 

4.605 + 8 

M= (1) 

8 
where 8 = Naperian logarithm of the ratio of two successive oscillations 

in the same direction ; 
M = number of complete oscillations in the train when the last one 
has attained amplitude of .01 of the initial oscillation. 

Hence if the emitted wave has a decrement of 0.2 there will be approximately 24 
complete oscillations per spark. 

It has been determined by experiment that a transmitter having decrement in excess of 2 
per complete oscillation causes excessive interference to the operation of other stations not 
tuned to the same wave length, and it necessarily follows that the greater the decrement of 
the radiated wave the greater will be the interference, e. g., the wave will lack tuning quali- 
ties. Hence, as far as tuning and the elimination of interference is concerned, it is desirable 
to keep the decrement at a minimum value. 

Modern quenched spark transmitters have oscillation decrements lying between .05 and .12 
and therefore set up a minimum of interference, to the operation of other stations. 

It has been shown by V. Bjerknes that the combined decrement of two circuits of radio- 
frequency, magnetically coupled, is given by the following formula: 



8i + S2 = 2ir ( 1 iV 

V Xr / ^ lr» — V 



(2) 



Where (in the case where a wavemeter is coupled to the antenna system of a wireless tele- 
graph transmitter), 

*Some writers express the logarithmic decrement on the basis that the amplitude of the last oscillation 
is one-tenth of the initial oscillation. 
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of the circuit under measurement, 
ti = decrement of the decremeter or wavemeter, 
Xr = wave length at resonance, 

Xi = wave length not more than 3 per cent, to 5 per cent, off resonance, 
r = current indicated by a measuring instrument connected in series with the 
wavemeter when the wavemeter is adjusted to ^i. 
Ii* = current indicated as above when the wavemeter is adjusted to resonance. 
For accuracy >> must be small as compared with Si. 



/ 



Where C' = capacity of the wavemeter condenser at r 

Q = capacity of the wavemeter condenser of a certain point off resonance. 

It has been found for all practical purposes, that if the value of 1' is selected to be one- 
half the value of I"", the formula is sufficiently accurate i hence, the integers underneath 



FIb. 220 — Tbe Americin Uirconi Companj'i Decremeter. 

the radical may be cancelled and the combined and total decrement of the two circuits obtain 
from the following simple formula: 



Now, it is found by experiment that the resonance curve of a radio -transmitter is not 
always symmetrical and, therefore, different values for the decrement will be found accord- 
ingly as the measurement is made on either side of the maximum ordinate. Consequently the 
results will be more accurate if the capacity of the condenser is taken above and below 
resonance at points where the corresponding flow of current as measured by the wattmeter 
is one-half the value obtained at resonance ; then the mean value of the decrement will be 
determined as follows: 



202 PRACTICAL WIRELESS TELEGRAPHY. 

O-O » 

fc + B.= (5) 

C' 2 
where G ~ the capacity of the condenser at a value greater than C', the capacity 
where the reading of the wattmeter falls to one-half that 
obtained at Cr and, 
C = the capacity of the condenser at a similar wattmeter reading corre- 
sponding to a capacity less than C'. 

Although the logarithmic decrement of a transmitter may be measured by several methods, 
but one considered the most practical by U. S. engineers will be described. 

To carry out this measurement, a wavemeler fitted ■with a current indicating instrument 
is required, which may be either a hot wire milliammeter or a hot wire wattmeter. The con- 
denser of the wavemeter should have a chart showing the capacity in microfarads corre- 
sponding to each position of the pointer on the condenser scale and the hot wire wattmeter 
should have a range of .01 to .1 watts. 

To measure the decrement, the wattmeter should be connected as in Fig. 217 for obtaining 
the data for plotting a resonance curve. 

The coil, L, of the wavemeter is then placed in inductive relation to the antenna system 



Fig. 221— KoUter Utcremeiei— ihe Type Used by the Govemmenl Kidio InspiciorB. 

at the single turn of wire, L-L The key of the transmitting apparatus is held down con- 
tinuously and the length of the spark gap adjusted uiitil the note is clear and uniform. This 
is followed by variation of capacity of the wavemeter condenser until the wattmeter indicates 
a maximum deflection which, of course, is obtained at the point of resonance 
between the two circuits. The inductance coil L is then moved about — that is to say — the 
coupling between it and the antenna coil L-1 is changed until the maximum reading of the 
wattmeter falls (as a matter of convenience) on some even number, say 0.08 watt. The 
conijenser is then set at a lower value of capacity, O, where the reading of the 
wattmeter is 0.04 watt A value of capacity above C' is then observed (O) where the 
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reading of the wattmeter again falls to 0.04 watt. Substituting these values of capacity in 
formula No. 5 the combined decrement of the two circuits is obtained by a simple calculation. 
Now, if the decrement of the wavemeter is subtracted from the total value obtained by 
the last equation, the result will be the decrement of the radiated wave. The decrement of 
the wavemeter can be obtained by direct calculation or by actual measurement. 

170. Calculation of the Decrement of the Wavemeter (or Decremetcr). — 
One method by which the damping of the wavemeter may be determined is car- 
ried out as follows: 

After the value of 'i -f* '' 's obtained, the coupling between the wavemeter coil and the 
antenna system must not be altered. A piece of resistance wire, R (Fig. 217), is stretched 
lightly between two binding posts and connected in series with the circuit of the wavemeter. 
The amount of wire in use ts gauged by the sliding contact, T-1, (A piece of No. 26 German 
silver wire or Thcrlo wire about 15 inches in length will be found satisfaxrtory.) 

With the pointer of the condenser set at Cr, or resonance, the spark gap is energized and 
resistance added at R' until the reading of the wattmeter falls to exactly one-half that 
obtained in the original resonance adjustment, or 0.04 watt. Jhe condenser of the wave- 
meter is then shifted to either side of resonance to such a value of capacity that will give 



one-half the wattmeter reading obtained at Cr, vii,, 0.02 watt. Let the capacity of the wave- 
meter condenser below resonance be represented by Ct and the capacity above resonance by 
C". Then the following formula is applicable: 

O — O 

J, + fl. + a. = X 1.57 (6) 

C- 

Now, B> is the decrement due to the addition of the resistance R, and it is evident that if 
the value of Si + >■ is subtracted from ft -|- >■ -f- *•, the value of "• is at once obtained. 

It has been shown by Fleming and others that if the value of <• is thus found out, we may 
evaluate the decrement of the wavemeter St by the followinR formula : 

Letting V stand for the value obtained in equation No. 5 and Vi for the value in No. 6, 
then, 

V X »■ 

1. = (7) 

2V — V. 
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Hence, by subtracting the value of 9t from *i + & we have ^, the decrement of the aerial 
circuit under test. 

Assume for example, 



«i + «i = 0.15 

and »i 4- & 4- «i = 0.17 

then«t = 0.02 

0.17 X 0.02 



and 9m =z 



= 0.026 



0.30 — 0.17 
therefore «i =0.15 — 0.026 = 0.124 

If a milliammeter is connected directly in scries with the wavemeter or decremeter, in 

1 
place of the wattmeter, the reading of the meter at the point off resonance should be 



of that obtained at resonance or approximately 71 per cent. 



1.41 



A resonance curve of the antenna oscillations, having been taken for any reason whatever, 
may be used for calculation of the decrement, for it is apparent that the data required for 
formula No. 5 is included in such curves. 

If the variable condenser of the wavemeter is constructed so that the capacity varies 
directly with the scale reading, the actual capacity of the condenser need not be known. 
The reading of the condenser scale for the points on and off resonance can be substituted in 
formula No. 5 in place of the condenser capacity and the decrement measurement carried on 
as usual. 

Formula No. 2 can be written : 



Xi — Xi 



«i + «i = 



3.1416 



Xr 



▼ Vr — Y . 



(8) 



where Xr — wave length at resonance ; 

current corresponding thereto in the circuit of the wavemeter; 
wave length 3 per cent to 5 per cent, above resonance ; 
wave length 3 per cent, to 5 per cent, below resonance ; 
; current correspohding to wave lengths above and below resonance. 



Ir* 

x» 

Xi 

1" 



The decrement of the wavemeter must, of course, be subtracted 
Direct reading decremeters, such as the Kolster* decremeter (U. 
are in use. In this instfliri}ent;"a dial geared to the movable plates 




Fig. 223 — Wavemeter as a Source of Sadio Frequency Oscillations. 



to obtain the value of ^». 
S. Bureau of Standards) 
of the variable condenser 
is fitted with a scale of 
decrements and when the 
reading of the wattmeter 
at a given point off 
resonance is one-half 
of that obtained at reson- 
Since, the combined decre- 
ment of the decremeter 
and the circuit under 
measurement is obtained 
by first setting the decre- 
ment scale at zero (when 
one-half resonance cur- 
rent is obtained) after 
which the decrement dial 
is clamped to the movable 
plates of the variable 
condenser and the latter 
turned to resonance and 
to a point beyond where 
the reading of the watt- 
meter again falls to one- 



* Bureau of Standards publication No. 235 describes the Kolster Decremeter in detail. 
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half that at resonance. The decrement dial will then indicate the combined decrement of the 
circuit under measurement and that of the decremcter. 

A photograph of the Marconi decremeter appears in Fig. 220 and the Kolster decremeter 
in Figs. 221 and 222. The latter is used by ail U. S. Government radio inspectors. 

171. Wavemeter as a Source of High Frequency Oscillations. — A wave- 
meter excited by an ordinary vibrating buzzer may be used to generate feeble 
oscillations of radio- frequency for measuring purposes. 

The complete diagram for the apparatus is shown in Fig. 223. The circuit from the 
battery to the buzzer B-1 is completed through the coil of the wavemeter L. To eliminate 
sparking at the vibrator, the windings (of the buwer) are shunted by a non-inductive re- 
sistance of 100 ohms or by a condenser of 1 mfd. capacity. 

When the buzzer is put in action, a change in the lines of force threading through L 
takes place and the condenser C receives a charge, which afterward discharges through L 

1 
at a frequency corresponding to Since the capacity of C is variable, oscillations of 

various frequencies may be generated and caused to act inductively on another drctiit of 
radio- frequency for whatever purpose required. 



^H 



Fi(. 234— Station Tjpt WiTcmctcr of the American Maiconi CninpinjF, Showing Explorini Colt, Thermo- 
couple ud GUnnomeler. 

172. Calibration of the Secondary and Primary Circuits of a Receiving 
Tuner. — The secondary circuit of a receiving tuner can be calibrated in 
terms of wave length by the method shown in Fig. 223, wherein the secondary 
winding of a tuner is indicated at L-1, the shunt variable condenser at C-1, the 
detector at D, and the telephone at P. 

A certain value of inductance and capacity are selected at L-1 and C-I respectively, 
followed by setting the buzzer into vibration. With the wavemeter in inductive relation, the 
capacity of the wavemeter condenser is varied until a maximum of sound is heard at tele- 
phone P. The wave length of the secondary circuit is then identical with the setting of the 
wavemeter. 
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Other values of inductance may be selected at L-1, the capacity of C-1 varied progressively 
from zero to maximum, and the corresponding wave length measured by the wavemeter. 
These calibrations may be plotted in curve form on cross-section paper or in the form of a 
table for ready reference. 

The open circuit of a receiving station can be calibrated by the method shown in Fig. 
213. With the buzzer in operation, inductance is progressively added at the aerial tuning 
inductance L-2 or the primary winding 1^1 of the receiving transformer, and the wave 
length reading observed at the wavemeter. The reduction of wave length occasioned by the 
short wave condenser may be measured on the wavemeter in the same manner. 

If, during the preliminary adjustment, resonant response cannot be secured by this method, 
it indicates that the wavemeter has not the proper range for the tuner. Hence, some knowl- 
edge of the probable wave length of the circuit should be obtained before undertaking the 
test and a fitting wavemeter supplied. The wave length can be roughly estimated from the 
approximate values of inductance and capacity in the circuit. 




*Pho/fBS. 



3uzzer Tes^r 



Fig. 225 — Showing How Open and Closed Oscillation Circuits of a Receiving Tuner May Be 

Calibrated. 

173. Calibration of the Open and Closed Circuits Simultaneously. — The 

most satisfactory method of calibrating a receiving tuner or adjusting the re- 
ceiving system to a standard wave length with a given aerial, is to place a wave- 
meter in inductive relation to the antenna at all times as in Fig. 22.S. 

Since a change of coupling changes the tuning of the open and closed circuits, the exact 
adjustment of the circuits for the loudest response with any degree of coupling can be de- 
termined by setting the wavemeter into excitation and causing it to act inductively upon the 
open circuit. This should be followed by variation of the inductance and capacity in both 
the open and closed circuits until a sharp maximum is obtained in the head telephones- of the 
receiver. The loudest response, of course, is secured when the wavemeter, the closed, and 
the open circuit are all in electrical resonance. At the same time, the crystal rectifier can 
be adjusted to maximum sensitiveness. 

Care should be taken, during this calibration, to vary the values of inductance and capacity 
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of the closed and open 
circuits in a progressive 
manner, e. g,, an increase 
of inductance in the an- 
tenna circuit calls for a 
corresponding increase 
in the closed or detector 
circuit, or vice versa. 

Using solid rectify- 
ing detectors, the in- 
ductance of the wave- 
meter can only be placed 
an inch or so from the 
earth lead, but with a 
sensitive vacuum valve 
amplifier, the wave- 
meter may be placed 
several feet from that 
lead. 
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Fig. 226 — ^The Measurement of the Natural Wave Length of a Simple 

Tunin? Coil. 



174. Measurement of the Natural Oscillating Period of a Coil. — ^The 
natural wave length of a tuning coil, as a simple open circuit oscillator, may be 
measured by the circuit and apparatus shown in Fig. 226. 

The radio-frequency coil A, B, is set into excitation by an aperiodic buzzer circuit which 
includes the 1 mfd. condenser C-1 and the resistance R of 2,000 ohms. The wavcmeter, fitted 
with a sensitive detector 
D, is placed in inductive 
relation to the coil in the 
usual manner. If the 
coil possesses a fair 
value of distributed ca- 
pacity, the resonant point 
on the wavemeter will 

be sharply defined, but, ^ p 

lacking this, the point of 
resonance may be some- 
what difficult to locate. 

175. Measurement 
of Electrostatic Ca- 
pacity. — (a) Capac- 
ity at low voltage and 
audio-frequencies. We 
may measure the sim- 
ple electrostatic ca- 
pacity of a condenser 
or an aerial by the 
bridge method of Fig. 
227. The condenser 
of unknown capacity 
is shown at C-x, and 
a standard variable 
condenser calibrated 
in microfarads at C-n. 
R-1 and R-2 are non- 
inductive resistances 
of low value such as 
found in the usual 

sliding wire bridge. P Fig. 227— Diagram for Ihc Measurement of Electrostatic Capacity. 
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and S are the primary and secondary windings respectively of an ordinary tele- 
phone induction coil. A buzzer and battery are connected in series with P. This 
apparatus affords a source of electromotive force for obtaining balance of the 

bridge. 

To carry out the measurement, the buzzer is set into vibration and the values of R-1 and 
R-2 varied until complete silence or a minimum of sound is heard in the telephone P-L The 
various quantities are then related as folows: 

C-x R-2 R-2 

= or C-x = X C-n 

C-n R-1 R-1 

If condensers C-x and C-n have different dielectrics, complete silence cannot be obtained, 
hence a minimum of sound is an indication of balance. To carry out the measurement for 
low values of capacity, the total resistance of the sliding wire bridge, need not exceed HO ohms. 

If the aerial and earth 
wire of an antenna sys- 
tem be substituted for the 
condenser C-x, its elec- 
trostatic capacity may 
thus be determined, but 
it should be borne in 
mind that the simple 
electrostatic capacity of 
an aerial and its "ef- 
fective" capacity when 
traversed by alternating 
current of radio-fre- 
quency are of different 
value. This is due to the 
non-uniform distribution 

Fig. 22S— Measurement of Electrostatic Capacity at Radio Frequencies. °^ current and voltage 

throughout the open ar- 
cuit which causes the capacity to vary with the applied frequency. Generally the effective ' 
capacity is less than the simple electrostatic capacity. (The latter value is the capacity 
obtained by considering the aerial merely as one plate of a condenser, the earth the opposite 
plate and with uniform current and voltage distribution.) 

A standard of capacity for the bridge may be constructed from flat brass 
plates of rectangular form and its capacity may be calculated by the following 
formula : 

A 

C = mf ds. 

4.r T 900,000 
where A = area in sq. cms. of the dielectric covered by the plates, 
T = separation of the plates in cms. 
(b) Measurement of Capacity at Radio-Frequencies. The capacity of the 
condensers used in receiving circuits may be determined by the method shown in 
diagram of Fig. 228. A wavemeter L, C (or any variable condenser and induct- 
ance within the required range) is set into excitation by the buzzer B-2. The 

resulting oscillations are caused to 
act upon the second circuit of vari- 
able frequency, L-1, C-x or L-1, 
C-n. C-n is a standard variable con- 
denser calibrated in microfarads, 
and C-x the condenser, the capacity 
of which is to be determined. A 
crystal rectifier connected uni-later- 
ally at D is shunted by the telephone 
P. A double pole double throw 
switch permits either condenser to 
be connected into the circuit. 



fg- 





Fig. 229 — Measurement of Capacity by Means of a 

Wavemeter. 
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With the buzzer in vibration, inductance L-1 is varied until resonant response is obtained 
in the telephone or when L, C = L-1, C-x. The D. P. D. T. switch is then thrown to C-n, 
and its capacity altered until circuit L^l, C-n, is again in resonance with L, C. Obviously, 
the capacity of C-x is that of C-n, which is already known. 

For accuracy, the coupling between L and L-1 should be reduced to a degree consistent 
with the strength of signals. To bring the two circuits in resonance, it may be necessary 
with certain condensers to vary the capacity of C. 

Another method for quickly determining the capacity of a condenser is shown in Fig. 229. 
A standard wavemeter, L, C-n, has the condenser of known capacity C-n and the crystal 
rectifier D connected unilaterally. The wavemeter is' tuned to resonance with any spark 
transmitter such as L-1, C-1, S-1, and the capacity of C-n noted. With the spark still dis- 
charging at S-1, C-x is connected in shunt to C-n and the capacity of C-n reduced until 
resonance is obtained again. For example, if the capacity of C-n in the first measurement is 
.007 mfds., and in the second test, .002 mfds., the capacity of C-x must be the difference of the 
two readings, or .005 mfds. Circuit L-1, C-1, S-1 may be replaced by a wavemeter and buzzer. 

176. Measurement of the Effective Inductance of a Coil at Radio 
Frequencies. — The effective inductance of a given coil can be determined by 
the connections and arrangement of apparatus in Fig. 228. Assume that the in- 
ductance of L-1 is required and condenser C-n is connected in shunt; then L, C, 
and L-I, C-n, are tuned to resonance with very loose coupling. Then if L.C, is a 
standard wavemeter, the wave length of L-1, C-n is at once obtained. Then, 

L-l= 

3,552 X C-n 
where L = the inductance of the coil in centimeters. 

177. Calculation of Inductance from the Constants of the Coil.* — The 
Nagaoka formula for calculating the inductance of a single layered coil is 
expressed as follows : ^t ^» 

L = 4 IT* K, 

b 

where L = inductance in centimeters, 

a = mean radius of coil in centimeters, 

n = total number of turns, 

b = length of coil in centimeters, 

2 a 
K = a constant varying as the ratio . 

2a . . . " 

Values of K for — appears in the curves of Fig. 230. 

b 
If the dimensions of the coil are given in inches, the student can convert them to centi- 
meters by multiplying by 2.54 (1 inch = 2.54 centimeters). Also the radius is one-half the 

2a 
diameter, hence the ratio of — is readily obfained, and the corresponding value of K from the 

b 
2a 
curve. Thus if — = 1.35, then K = 0.84. 

b 
(a) Example 1. — Assume a coil of 10 turns with mean diameter of 18 inches, and overall 
length including the insulation (if any) of 12.5 inches. The inductjfnce is calculated as follows : 

11 = 10 turns; 
b = 31.75 centimeters ; 
a = 22.9 centimeters ; 
2a 18 

— = — = 1.44 and from Fig. 230 K = 0.826. 
b 12.5 

(22.9)* X (10)* 

Therefore L = 4»* X 0.826 or 53,825 centimeters. 

31.75 



'Presented by Wm. H. Priess in tbe August, 1915, issue of the Wireless Age. 
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(b) Example 2. — Calculate the inductance o( a coil three inches in diameter, 8 inches in 
lei^th, wound closely with No. 26 double silk-covered wire. From the table on page 213 the. 
diameter of No. 26 D. S. C. wire is .02014 inches, hence. 



— = M = 0.375, and from l-ig. 196 

b 

K =0AS9 

(351)' X {397)' 
Therefore L =4*' X 0.8S9, or 3,820,000 centimeters. 



e Ririo of the Di«meter of ■ Wire to lu Pitch 



In the curves of Fig. 230, values of K are given for coils lying between those of infinite 
length and those where the diameter is 9'/i times the length. This covers all conditions 
encountered in practice. 

(c) Correction factor. — For practical calculation the foregoing formula is sufficiently 
accurate, but for greater precision a correction factor must be applied. In fact, the inductance 
values obtained in examples 1 and 2 are termed the "current sheet'' inductance, based upon 
the assumption of a coil wound with infinitely thin tape, the turns of which are assumed to 
touch but not to be in electrical contact. 

~Dr, Ro5a of the Bureau of Standards has given an expression for circular sectioned non- 
magnetic wire as follows: If the true inductance is designated as L, and the current sheet 
inductance as L-s, then, 

where I^c is the correction value, and, 

l^c = 4xan (K.+ K.) 
where K> and K» are constants of the coil. (See B. of S., vol. 8, pp. 197 and 199). 
d 
Now K« is a constant plotted to the parameter of — which is the ratio of the diameter 
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Fig. 232— Showing Ihc Viluei at ■ Caitection F»ctor for Dttcraining the True InducUnce of ■ Coil. 
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of bare wire to its^ pitch in a given winding and for any given value of — a value of & 

appears in Fig. 231. It should be noted that K* may be positive, negative or zero; that is, 
on the left of the zero line Ki'is positive and on the right hand side negative. 

K* is another factor plotted against the number of turns in the coil as in Fig. 232 where 
it will be seen that lO is zero for one turn and 0.3365 for 1,000 turns. 

(rf) Corrections for Example 1. — We shall now calculate the value of L-c for example 1. 

d 
.Assuming the "wire of the helix to have a diameter of % inches with spacing of one inch, — 



.250 
1.000 



D 



= .025 and from the curve. Fig. 231, lO = — 0.8 (of negative value). 



Since N = ip. then from the curve, Fig. 232, Ka = 0.266, hence, 
L-c = 4ir X 22.9 X 10 (—0.8 + 0.266), 
Lrc = 12.566 X 22.9 X 10 (—0.534) cms. 
hence L-c = — 1,540 cms. 

and L = 53,825 — (—1,540) = 55,365 cms. 
(f) Correction for Example 2. — The diameter of bare No. 26 B. and S. wire is .01790 
inches and of D. S. C. No. 26, .02014 inches, hence, 

d .01790 

— = = 0.889 

D .02014 
From K» curve, K» = -|-0.441 and since n = 397, therefore Ki = 0.335 approx. 
Therefore L-c = 4t x 3.81 X 397 (0.441 + 0.335) cms. 
L-c = 14,750 cms. 
L = 3,820,000 — 14,750 = 3,805,250 cms. 

L-c 

and — = 0.38 per cent, the correction tactor. 

L 

The, correction factor is thus quite appreciable for some coils and rather negligible for 
others. With currents of radio-frequency there is an altered current distribution in the con- 
ductor which affects the inductance, giving a lesser value than in circuits where the current 
is uniformly distributed throughout, but the finer the wire, the smaller will be the change of 
inductance due to increase of frequency. 

A table of the diameter of various sized wires in the B. and S. gauge follows: 

TABLE NO. 1. 
Silk and Cotton-Covered Annealed Copper Wire. 

Diameter in Mils. 



B.&S. 




Single 


Double 


Single 


Double 


Gauge 


Bare 


Cotton 


Cotton 


Silk 


Silk 


20 


31.961 


37.861 


42.161 


34.261 


36.161 


21 


28.462 


34.362 


38.662 


30.762 


32.662 


22 


25.347 


31.247 


35.547 


27.647 


29.547 


23 


22.571 


28.471 


32.771 


24.871 


26.771 


24 


20.100 


26.000 


30.300 


22.401 


24.300 


25 


17.900 


23.800 


28.100 


20.200 


22.100 


26 


15.940 


21.840 


26.140 


18.240 


20.140 


27 


14.195 


20.095 


24.395 


16.495 


18.395 


28 


12.641 


18.541 


2f.841 


14.941 ' 


16.841 


29 


11.257 


17.157 


21.457 


13.557 


15.457 


30 


10.025 


15.925 


20.225 


12.325 


14.225 


31 


8.928 


14.828 


19.128 


11.228 


13.128 


32 


7.950 


13.850 


18.150 


10.250 


12.150 


33 


7.080 


12.980 


17.280 


9.380 


11.280 


34 


6.304 


12.204 


16.504 


8.504 


10.504 


35 


5.614 


11.514 


15.841 


7.914 


9.814 


36 


5.000 


10.900 


15.200 


7.300 


9.200 


37 


4.453 


10.353 


14.653 


6.753 


8.653 


38 


3.965 


9.865 


14.165 


6.265 


8.165 


39 


3.531 


9.431 


13.731 


5.831 


7.731 


40 


3.144 


9.044 


13.344 


5.344 


7.344 
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This data is essential in the calculation of the inductance of the coils -in radio-frequency 
circuits., particularly the tuning coils of the receiving apparatus. Knowing the length of 

the winding and the diameter of the wire, 
the total number of turns is obtained in 
dividing the former by the latter. Multi- 
plying this by the circumference of the 
coil, the number of feet of wire required 
for a given winding is at once obtained. 

178. Measurement of the Ef- 
fective Inductance, and Capacity 
of an Aerial. — To measure the ef- 
fective inductance of an aerial, a 
standard wavemeter and a standard 
of inductance is required. The latter 
can be made up of Litzendraht wire 
and calculated from the inductance 
formula in the foregoing paragraph. 

The aerial is set into excitation by an 
induction coil or transformer S, Fig. 233, 
and the wavemeter placed in inductive 
relation. The reading of the natural wave 
length thus obtained may be designated as 
Xi. We next insert the standard induct- 
ance U and take a second reading of the 
wave length which may be designated 
by Xi. 



WAVE MfTtR 




PHOMtS 

Fig. 233 — Diagram of Connections for Measuring the 
Inductance and Capacity of an Aerial. 



\x' U 



then L = 

where L = inductance of the aerial in microhenries ; 

U = inductance of the standard in microhenries. 

To determine the effective capacity of an aerial, first measure the natural wave length Xi 
then insert a condenser C of .001 microfarads capacity and take a second measurement of 
wave length Xi. Obviously Xt is less than Xi. Then the capacity 

Xi' — Xi* 

C= X c, 

Xi« 
where C = capacity of the aerial in microfarads. 

179. Calibration of a Wavemeter from a Standard. — If a calibrated wave- 
meter can be procured, the wave- 
meter described at the beginning of 
this chapter can be calibrated from 
it in a simple manner, as shown in 
Fig. 234. Here, L and C respec- 
tively, are the inductance coil and 
condenser of a standard wavemeter 
which is set into excitation by the 
buzzer, H, and the batteries B. The 
winding of the magnets of the 
buzzer are shunted by a condenser 
K, of about 1 microfarad capacity, 
for which may be substituted, if 
desired, a non-inductive resistance 
of about 100 ohms. These are in- 
tended to absorb the counter electromotive force of the buzzer winding. 

When the buzzer is set into operation, the wavemeter. L C becomes a miniature trans- 
mitting set, radiating waves corresponding to a definite frequency of oscillation which will 
be recorded on the wavemeter L-1, C-1, when it is in resonance with L, C. The standard 




A 



Hi I 



s 



STANDARD 
WAVCMCTCa 




WAVEMtTta 

UNOCR 

CALIBRATION 



Fig. 234 — Simple Method of Calibrating a Wavemeter 

from a Standard. 
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wavemeter L, C is then set at various wave lengths and the buzzer put into operation, being 
carefully adjusted for dear tones. The capacity of the condenser C-1, is then altered until 
a maximum of sound is heard in the head telephones. Obviously, L-1, C-1 has the same 
wave length as L, C, and a record of the setting is made accordingly. Thus if six or eight 
readings are taken, covering the entire scale of C-1, the data can be plotted on cross-section 
paper in the form of a curve. Intermediate values of wave lengths are readily determined 
from the curve. 

For accuracy during calibration, the degree of coupling between L and L-1 must be kept 
as low as is consistent with the strength of signals. If response is not secured readily at 
the wavemeter, L-1, C-1, it may be that the values of inductance and capacity are such that 
the circuit is out of resonance with the standard wavemeter L, C. If so, different values 
of inductance or capacity must be selected until a resonant response is secured. It is not 
necessary for the crystal rectifier, shown in Fig. 234. to be connected unilaterally to the 
wavemeter. It may be shunted around the circuit as in the usual receiving set 





C 




TMf?e£ l/V/iy Method 

-Wa\/£ M£T£Je 

Calibration. - 




J 



Fig. 235 — ^Three Way Calibration of Wavemeter for Greater Accuracy. 



To eliminate all possibility of error in calibration due to the added capacity effect of the 
shunt excitation circuit of the foregoing connection, a three-way method may be employed 
as shown in Fig. 235. Herein, B is an accurately calibrated standard wavemeter with a 
crystal detector and head telephones connected unilaterally. The wavemeter under calibra- 
tion is represented at C and also has 'a detector connected unilaterally. At A are the circuits 
comprising the fixed inductance L, the condenser C, the buzzer B, the battery Bat, and the 
shunt condenser. By means of the calibration chart furnished with the wavemeter B, the 
condenser C-1 can be set at any wave length within the range of the meter. 

The buzzer having been put into operation, the capacity of the variable condenser of the 
oscillation circuit, A, is changed until maximum response is secured at the head telephones 
of the wavemeter B. During this operation the coupling between the coils, L and L-1, should 
be as loose as is consistent with the strength of signals in the head telephones. The point of 
resonance having been determined, the coil L-2, of the wavemeter, C, is placed in inductive 
relation to L. The capacity of the condenser, C-2 is then altered until a resonant response 
is secured in the head telephones. Obviously, the wave length of the wavemeter C, is now 
identical with that of the wavemeter B. 
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This process is repeated until a complete set of calibrations are obtained. If desired, 
the crystalline detectors connected to the wavemeters, B and C, may be connected in series 
with the head telephone and then in shunt to the condenser. The connection shown, how- 
ever, affords greater accuracy because the calibration of the wavemeter is not so seriously 
affected. 

180. Measurement of Mutual Inductance at Radio Frequencies. — As- 
sume that two coils such as the primary and secondary windings of a receiving 

tuner, L-2 and L-3, Fig. 236, are in 
inductive relation and the mutual in- 
ductance is required. 

With the binding posts A, B and C, D 
connected together by a jumper, the 
wavemeter is tuned to resonance with the 
spark gap circuit, L, C, S. The capacity 
of the wavemeter condenser C-1 is ob- 
served and may be designated as C-2. 
Inductances L-2 and L-3 are now con- 
nected in series and a new value of C-1 
obtained for resonance, designated as 
C-3. Then when the magnetic fields of 
the two coils are in the same direction, 
Radio Frequencies. . ^ ,^j.ge value of inductance is obtained 

which is equal to L-2 + L-3 + 2M, and in terms of the two condenser capacities observed 
on the wavemeter, 

C-2 
L-2 + L-3 + 2M = I I \ L-1 




Fig. 236 — Showing the Connections for Measuring 
the Mutual inductance of Two Coils at 



-C^-') 



where L-1 = inductance of the wavemeter in microhenries. 
After this value is obtained, the connections from L-3 to C, D are reversed (as shown 
by the dotted lines) and the measurement gone through again. Then if this is the smaller 
value of inductance, 

C-2 
L-2 4- L-3 — 2M 



= Gt-')" 



Where C-4 = capacity of the condenser at resonance with the connections to 
C, D reversed. • 

The two values of inductance having thus been obtained, the mutual inductance 

L-5 — L-6 

M = 

4 
Where M = the mutual inductance in microhenries ; 
L-5 = larger value of total inductance ; 
L-6 = smaller value of total inductance. 

181. Comparative Measurement of the Strength of Incoming Signals. — 
The human ear is not to be relied upon to judge the strength of incoming signals 
at a given receiving station wrhen they vary in intensity by values less than 25 
per cent, and since the comparison of the signals from one or more transmitting 
stations is often desirable for purposes of record or adjustment, more accurate 

means must be provided. 

The ideal way to measure the strength of the incoming signals would be to place a 
galvanometer in the receiver circuits, but this is not feasible, particularly when 
the receiving station is far distant from the transmitter or in case discharges of 
atmospheric electricity are rather severe. Hence the measurement is carried out by means 
of a calibrated shunt resistance connected across the receiving telephone. ' 

The measurement of the signal intensity is carried out as follows: A given transmitter 
is tuned to maximum strength of signals at the receiver, followed by connecting a variable 
resistance across the telephones, the resistance being reduced until the signals just disappear 
or are barely audible. 

If we designate the value of the telephone current in microamperes required to make 
the least audible signal as C-a, it has been shown that 
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R + T 
C = X C-a 

R 
E C = current in the telephone witliout the shunt ; 

R = resistance oE the shunt for the least audible signal ; 

T = resistance of the telephone. 

Now the value of C-a for the least audible 
signal varies with the frequency of the 
current flowing through the telephone, the 
impedance of its windings, and the sensi- 
tiveness of the human ear to weak sounds. 
Hence at a given station the value of C-a 

His ignored and the strength of the signal 
■^ spoken of as being so many tiroes audi- 
bility. 

Thus as in the diagram. Fig. 237, if 
the value of R for the least audible signal 
is 50 ohms, and the resistance of the tele- 
phone 2,000 ohms, then 
2,000 -f SO 

: 41. C-a, e. g., 










50 



Utter. 



omake 



of ibt Audibility the Signal Is 41 times that required t< 
an audible sound in the telephone. 
It is clear that the results obtained by this method vary at each station according to the 
type of apparatus and the keenness of the observer, hence the audibility factor cannot be 
used at two different receiving stations to compare the effectiveness of a given transmitter. 
It does, however, permit an approximation which is superior to mere guesswork. 



Fig. 2]S~Audibiliiy Meier (AmcHun Mitconi Company). 
Shunt resistance boxes are manufactured for this purpose and are termed oudibility m 
The resistance coil is fitted with a multipoint switch and the contact studs are calibrated in i 
of the audibility of the received signals as compared to the current corresponding t 
least audible signal with the particular telephone supplied with the meter. The type n 
faclured by the Marconi Company of America is shown in Fig, 238. 
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A typical chart* of the relative strength of signals received at different hours 
of the day from the Marconi station at Ketchikan, Alaska, at the receiving 
station at Astoria, Ore., is shown in Fig. 239. These readings were taken on a 
Marconi audibility meter. 

■Curvt A. Fig. 239, ihows Ihe signal iiidibility throughout th« 24 houri of the day from Ketchilun 
10 Astoria, Cuiw S shows the inKflsliy of atmospheric eltctricily. Il is inKiesting lo note the tiistinft 
riK in bath the "lignal" and "itatic" intensity near to midnight and Ihe dialinct drop during the early 
hoan of the morning. The ri«e of ihe peak is found lo occur at approximately the same hour in 
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WAVE LEHOTH IN MCTEKS 
Effect on the Radiited Wavi! Bj Frogreuivt 
at the OKilUtioD Tranafarmcr. 



Rcduci 



182. "Tight" and "Loose" Coupling. — The adjustment of the coupling of 
an oscillation transformer is important because if the primary and secondary 
are closely coupled, oscillations of two frequencies occur in the antenna circuit 
as shown by the curve A, Fig. 240. If the coupling be reduced (by drawing the primary 
and secondary windings apart) and a second resonance curve obtained, the two frequencies 
tend to merge into one as shown by curve B, Fig. 240. Further reduction of coupling 
brings about the condition shown by curve C in which the energy radiated is confined to 
practically a single frequency of oscillation. The wave C may be of greater or lesser 
amplitude than waves A and 6, according to conditions. 




-.-—Showing How Lome Coupling Can B* .... _.. 

Obtained With an Auio Traniformir. Coupling Witb 

A popular opinion seems to exist that the required loose coupling for radiating a pure and 
sharp ivave can only be obtained by use of the inductively coupled oscillation transformer. 
Contrary to this belief, however, a pure wave can be obtained by other methods of coupling 
II well. Take, for example, the auto- trans former shown in Fig. 241. By the use of three 
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8. S.- 



CAROLINA 



Date 1:1-0 -V6_ Tuned by .?• .B.C0IXE50N 



«i 



TUNING RECORD 

Call Lettew-JS..6.l> Type of Equipment .?.iS)^-_-5PPi::::f___/R 

Aerial Type T No. of Wires ^ Aerial Natanl- --3 5 1. . 

Wavc-Lcnqth — 300 — 460 — 60O 



contact clips, the turns for the aerial circuit can be included between C and D and for the 
primary circuit between A and B. With the taps in this position, the mutual inductance is 

reduced and the coup- 
ling in accordance. 
The radiated wave 
may therefore possess 
a damping factor as 
low as that obtained 
with the inductively 
coupled system. 

If the coupling re- 
quires still further re- 
duction, contacts C 
and D are moved up- 
ward and away from 
A, B, care being taken 
to keep the same 
number of turns be- 
tween C and D in 
order to maintain res- 
onance. 

Loose coupling can 
be obtained as shown 
in Fig. 242 where the 
condenser C is of 



Primary 

Secondary 

Loading Coil (Fixed) 

" (Var.) 
Short Wave Condenser 
Radiation Quenched 

Decrement 
Radiation Rotary 

Decrement 
Codphng X fOR ftgtHSHtP, ft. 



... ^k 

!N .. 

. Q..I5.. 






PUT.. 

0.10 .„ 
.7,0... 

o.»o.....„ 



-.4^....Tttrn8 
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_ OUT. J nor Out 
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i)55 
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600- 
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Fig. 243 — Ship Tuning Record (American Marconi Company). 



such capacity that to obtain resonance with the antenna circuit only one-half turn is required 
between A and B. "Hence, the mutual inductance between the open and closed circuits is small 
and the radiated waves approach unity. 

183. Measurement of High Voltages. — The maximum voltage per alter- 
nation of a high voltage current can be obtained by the sphere gap method. 
Two brass spark balls, two centimeters in diameter, are mounted on an insulating 
base and arranged so that the length of the gap can be increased or decreased by 
a micrometer adjustment. 

The gap is then connected to a given source of high voltage current and the gap length- 
ened until sparking just ceases. For a given separation of the electrodes, the voltage corre- 
sponding thereto is shown in the following table: 



Spark Length in 




Spark Length in 




Millimeters. 


Voltage. 


Millimeters. 


Voltage 


1 


4,700 


16 


41,300 


2 


8,100 


18 


44,700 


3 


11,400 


20 


47,400 


4 


14,500 


22 


49,800 


5 


17,500 


24 


52,000 


6 


20,400 


26 


54,000 


7 


23,250 


28 


55,800 


8 


26,100 


30 


57,500 


9 


28,800 


32 


59,000 


10 


31,300 


34 


60,400 


11 


33,300 


36 


61,800 


12 


35,500 


38 


63,000 


14 


38,700 


40 


64,200 



184. Tuning and Adjustment Record. — After a radio transmitter of any 
type has been adjusted by a Marconi Inspector, a complete tuning record is posted 
in the operating room. A typical record is shown in Fig. 243, which, as will be 
observed, indicates the number of turns in the primary and secondary windings 
of the oscillation transformer, also in the loading coils for each of the three 
.standard wave lengths. In the event of repairs being made, the adjustments 
noted on this record must positively be duplicated. 
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In counting the helix turns for any standard wave, the operator should note 
first, the point on the helix at which the circuit begins and also the general direc- 
tion of the turns for an increase of inductance. He should then be sure to count 
the number of complete turns of inductance and not merely the bonds on the helix. 




a[ turns 
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Fig. 244— The Method of Checking up Cou pling and Turns of a Helix as Authorized 

by the U. S. Government. 

The tuning adjustments of the quenched spark discharger are invariably rather critical 

and, therefore, the settings of inductance noted on the tuning cards must be more closely 

duplicated than for sets employing simple types of spark dischargers. A slight variation of the 

antenna inductance is permissible from^ time to time to compensate for detuning occasioned 

by sagging of the wires. 
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The coupling reference at the bottom of the card refers to the coupling of the primary 
and serondary windings on the panel sets shown by the scale attached to the coupling 
handle. The notation "8 for rotary" means that the coupling for the rotaiy gap is less than 
for the quenched gap or at least the primary and secondary windings have greater separation 
than for the quenched gap. 

The notation condenter jars refers to the number of jars in use in the closed circuit. 

Marconi Wirklbhs Tsl-eorafh Company op Amisrica 



SECONDARY SCALE SETHNCS 
Fig. 24S— Curre Showine Reduction of Currcnl hr Tumini ihe Secondary Winding of Ihe Type A 
OscilTilion Traniformer « Righl Angles to Ihe Primary Winding. 

Diagrams showing the different ways Government Inspcclors record the coupling and 
the number of primary and secondary turns for the standard wave lengths are shown in 
Fig. 244 which is a duplicate of the drawings printed on the rear of the Government tuning 
record (form ?66). Duplicates of these sketches are drawn in on the Government tuning 
record by Ihe Government Inspectors and the exact number of turns for the standard waves 
in cither circuit plainly marked for operator's reference. In certain standard types of 
Marconi apparatus, a diagram showing the turns in use is not required; the inspector 
merely marks the number of turns for the standard waves in both the primary and secondary 

We have shown in paragraph 103 how the coupling of the type A oscillation transformer 
is reduced by lumtrtg the secondary tvinding at on angle to the primary. It is also mentioned 
in paragraph 202 that the antenna current can in this way be progressively increased from 

In the curve shown in Fig. 24S the antenna current corresponding to various angles of the 
secondary winding is plotted in the form of a curve. Such records are posted in the 
operating room. It will be observed in Fig. 24S that wlien the secondary winding bears an 
angle of 90° to the primary winding, the antenna current is zero, but, as the secondary 
winding is turned towards maximum coupling, the antenna current gradually increases to 
8/'/] amperes. By giving careful attention to the data shown in Fig. 245 the operator is 
enabled to communicate with ship or shore stations with the minimum of interference, using 
such values ot antenna current only as will enable the desired distance to be covered. 
There is no hard and fast rule to lay down for determining the correct value of antenna 
current for transmitting over a given distance, but after a few experimental trials with 
various stations, the minimum current for a given range is easily found out 



PART XII. 

STANDARD MARINE SETS OF THE AMER- 
ICAN MARCONI COMPANY, 

PANEL TRANSMITTERS— COMPOSITE TRANSMITTERS. 

185. Panel Transmitters. 186. Details of Type P-4 
Panel. 187. Description of Apparatus. 188. Complete 
Adjustment of Type P-4 Set. 189. Type P-5 Panel Trans- 
mitter. 190. Description of Apparatus. 191. Complete 
Adjustment of the Type P-5 Set. 192. How to Remove 
THE Armature of the y^ K. W. Motor Generator. 193. 
The 1 K. W. Non-Synchronous Discharger Transmitter. 
194. Description of the Set. 195. Installation. 196. 
Adjustment of the 1 K. W. Set. 197. Type "E-2'' One- 
Half Kilowatt, 120 Cycle Panel Transmitter. 198. 
Details of the Circuits and Apparatus. 199. General 
Instructions for Tuning and Adjusting. 200. Marconi 
2 K. W. 240 Cycle Transmitter. 201. Type P-9 >i K. W. 
Cargo Transmitting Set. 202. Aerial Current and Reduc- 
tion of Power. 203. General Instructions for the Panel 
Sets. 

185. Panel Transmitters. — In point of efficiency, general utility, economy 
of space, and ease of installation, the panel transmitter units of the Marconi 
Company of America excel. Three types are now supplied for marine service 
known as Type P-4, P-5 and P-9. The first has a normal power consumption 
of 2 K. W., "the second Y^ K. W. and the latter J4 K. W. 

The 2 K. W. set has a daylight range of 450 to 650 miles, 1,500 to 2,500 miles 
after dark. The ^ K. W. set has a daylight range varying from 250 to 400 
miles, 600 to 1,500 miles after dark. 

Panel transmitter type P-4 is furnished for vessels of large tonnage requiring 
the maximum possible transmitting range, but type P-5 is particularly suitable 
for small yachts, cargo-carrying vessels and tug boats. It should be kept in mind, 
however, that set P-5 or type P-9 have sufficient range to comply with the inter- 
national regulations on vessels of any tonnage. 

Although the V^ K. W. and 2 K. W. panel transmitters are now standard for ship service, 
a number of vessels in the American Marconi Company's service are still fitted with com- 
posite sets popularly known as the "1 K. W, non-synchronous set" and the "2 K, W. 240 
cycle set." Several vessels are fitted with z y9 K. W. 120 cycle panel transmitter (Type E-2) 
but the manufacture of this type has been discontinued. 

In this chapter, all sets now in use in the ship service will be described in de- 
tail and such information will be supplied as will enable the operator to adjust the 
apparatus to its maximum degree of efficiency. The 2 K. W. panel set will first 
be described. 
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186. Details of Type P-4 Panel. — ^The complete 2 K. W. panel set comprises 
the following apparatus : 

(1) Panel Transmitter consisting of the necessary power measuring instru- 
ments, oscillation transformer, condenser, variable ' and plug type aerial 
tuning inductance, quenched spark gap, motor and generator field 
rheostats, wave length chang^g switch, several resistance units and a 
compensating reactance regulator. 

(2) Crocker- Wheeler or General Electric 2 K. W. 500 Cycle Motor Generator 
with sjmchronous rotary spark gap mounted on the generator shaft, pro- 
tective condensers, starting resistance, automatic motor starter aAd neces- 
sary controlling appliances. 

(3) Type 106 Receiving Tuner with crystal rectifier and head telephone 
receiver. 

(4) Type I Aerial Change-Over Switch with necessary appliances for protect- 
ing th% receiving apparatus from the transmitter. 

(5) Type C Transmitting Key. 

(6) High Potential Closed Core Transformer. 

In addition to the foregoing apparatus, the owners of the vessel supply a 60 cell storage 
battery and a charging panel fitted with the necessary appliances for controlling the charging 
circuits. With an aerial equipment like that described in paragraph 117, the foregoing ap- 
paratus completes a standard marine wireless telegraph equipment. 

A simple fundamental diagram of the complete circuits of the type P-4 transmitter 
and receiver is shown in Fig. 246, a front view of the panel in Fig. 247, a side view in Fig. 
248 and a rear view in Fig. 249. 

187. Description of Apparatus. — The motor generator consists of a 4 H. P. 
110 volt 2 pole direct current motor connected directly to a 2 /C. W. 500 cycle alternator. 
The motor is specially constructed to operate with little variation of speed on pressures 
varying from 95 to 115 volts. 

The generator is of the rotating armature type, having a normal open circuit voltage of 
350 volts, and a working or load voltage of 140 volts. The voltage of the generator is varied 
by a rheostat of the sliding contact type mounted on the right hand side of the panel, and 
the speed of the motor by a similar rheostat on the left hand side of the panel. (See 
Fig. 247.) 

An automatic motor starter is provided which permits the motor to be controlled from a 
distant point in the operating room. The starter is of the magnetic plunger type having a 
piston which travels through a cylinder compressing the air on one side and cre- 
ating a vacuum on the other. The speed of the armature accelerates uniformly and the 
time of completing the circuit may be varied by a special adjustment screw attached to the 
starter. 

The starter is fitteid with an electro dynamic brake which comprises a resistance coil 
thrown in shunt to the armature when the current to the motor is turned off. By means 
of this brake, the motor is brought to a standstill within ten seconds. 

An overload relay switch connected in series with the armature automatically opens the 
D. C. circuit to the starter solenoid when current in excess of a certain number' of amperes 
passes through the motor windings. In case of overload, the plunger of the starter drops 
down breaking the main circuit to the motor armature. The circuit of the solenoid then 
remains open until the main D. C. line switch is opened by hand. If a short circuit exists 
in any part of the wiring and the power switch is closed again, the relay will open the 
circuit once more and continue to do so until the trouble is located. The relay is generally 
adjusted to open at 35 amperes. 

Each terminal post of the motor generator is connected to one terminal of a protective 
condenser to neutralize differences of potential that may be set up by electrostatic induction 
from the transmitting apparatus. The opposite terminal of the condenser is connected to 
the frame of the motor generator and then to earth (see Fig. 79). Six protective condensers 
are provided for each motor generator, and enclosed in a metallic case. The frame of the 
motor generator and also the lead covered wires connecting to the apparatus on the panel 
are thoroughly connected to earth. 
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The circuit from the alternator to the transformer includes a direct reading viatlmeler 
for indicating the power consumed by the. transformer. The current coil of this instrument 
is connected in series with the transformer primary and the potential coil is connected across 
its terminals. 

The high voltage transformer, of the closed core type, is immersed in a semi-liquid 

grease. The primary wmd- 
ing is connected to the con- 
trol panel by means of lead- 
covered wires which have 
their covering grounded to 
the transformer case and to 
the panel frame. The sec- 
ondary terminals of the 
transformer are brought out 
through two insulators and 
are mounted thereon. A 
protective spark gap is pro- 
vided which permits a dis- 
charge in case the voltoge 
exceeds a certain critical 
value. The secondary po- 
tential is approximately 12,- 
SOO volts. The secondary 
terminals of the transformer 
are connected directly to the 
terminals of the high poten- 
tial condenser of the closed 
oscillation circuit. Gener- 
ally, the transformer is 
screwed to the floor imme- 
diately to the rear of the 
control panel. 

The trammitling con- 
denser comprises six copper- 
plated glass jars of .002 
microfarads capacity each, 
three of which are connect- 
ed in parallel for the 300 
meter wave, and six in 
parallel for the 450 and 600 
meter wave. These are 
mounted in a metal rack, 
placed directly underneath 
the oscillation transformer 
and connected thereto with 
a multipoint switch to he 
explained later. 

FIi. 249— R«r View Mwconl 2 K. W. SM Crele Tr«n»mittinB Set. "^^ oscillation trans- 

former IS of the mductively 
coupled type, the primary and secondary windings consisting of a strip-copper, spiral wound 
edgewise on a rectangular insulating support. The secondary turns for the three standard 
waves are selected by means of three flexible plug connections, but the three taps on the 
primary inductance for the 300, 450 and GOO meter waves are soldered fast in position, 
connections being shifted from one wave to the other by means of a multipoint wave-length 
changing switch. 

Two aerial tuning tndfctances are provided, one being a continuously variable inductance 
having a sliding contact which can be revolved by a handle in the front of the panel, per- 
mitting the inductance to be increased or decreased inch by inch. The second aerial tuning 
inductance, connected in series with this one, is fitted with three plug connections which are 
placed at positions on the coils corresponding to the 300, 450 and 600 meter waves. 

The thort wave condenser, which consists of 2, 3 or 4 copper-plated jars cormected in 
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aeries, mounted in a metallic rack, is shown connected in the aerial circuit in Fig. 246. When 
not in use, the jars are shunted by a flexible conductor or by a. switch. 

The aerial ammeter is a direct current instrument, range 0-20 amperes, its terminals being 
connected to a thermo-couple which is in turn mounted on a healing wire, the latter being 
connected directly in series with the antenna system. (See Fig. 53} 

The Type I Aerial Chatige-Over Stoilch is 
fitted with the necessary contacts for opening 
and closing the transformer primary circuit 
and for protecting the receiving tuner circuits 
during the periods of transmission. It also discon- 
nects the secondary winding of the oscillating trans- 
former from the transmitter aerial during the re- 
ceiving period, interrupts the field circuit to the gen- 
erator, and starts and stops the motor generator. 
This switch is described in detail in paragraph 155, 

The predominant feature of the 2 K. W. 500 cycle 
set is the specially designed wat/e-length changing 
swUh, the function of which will be fully described 
in paragraph 188. section d. This switch autor 
matically shifts the coupling, inductance and capacity 
values for the three standard waves, the entire opera- 
tion being performed by merely throwing a handle 
mounted on the front of a panel. 

To meet the government requirements, provision 
is made for transmitting at low power. A fixed re- 
sistance connected in series with the generator field 
permits the voltage of the generator to be reduced to 
the lowest operative condition. The switch marked 
"low power" shunts this resistance coil, and, when 
open, only one or two gaps of the quenched dis- 
charger are to be employed. 

Type P-4 set is equipped with a tynchronous 
rotary gap. having 30 sparking points, mounted on the 
shaft of tlie motor generator, the disc being thor- 
oughly connected to earth ; also a quenched spark gap 
consisting of 15 plates mounted in a metal rack and 
insulated therefrom. The disc of the rotary gap is 
fitted with air circulating vanes which force air 
uniform pressure through a specially designed a 
duct to the plates of the quenched gap. 

188. Complete Adjustment of Type P-4 Set.— (a) Plunger Control Auto- 
matic Starter. The plunger of the automatic motor starter should be adjusted to reach the full 
running position within 12' seconds. A small regulating screw P, Fig. 251, is placed directly 
underneath the plunger chamber and, if turned to the right, the plunger moves up slowly, 
but to the left, rapidly. The contacts F, G, H, I, J, which make connection with the crossbar 
on the plunger K, should be adjusted to complete the circuit to the armature in progression: 
e. g,, one is placed a little bit higher than the other as shown. 

Set screw U should be adjusted until lever O of the overload relay is opposite 30 or 35 
amperes. This is approximately the correct setting for average working. The tension on the 
springs attached to the upper contacts of the automatic starter, should be adjusted for firm 
contact with bar K. 

The circuit to the solenoid N is opened and closed at T-1 while contact T closes the cir- 
cuit to a special magnet winding holding lever O upward in case of short circuit in the 
power circuits. Contacts Y and Z throw a small resistance coil in series with the solenoid 
winding after the starter has reached the full running position. A simple fundamental 
wiring diagram of this starter appears in Fig. 75. 

(6) Adjustment of the Spark Note. In the adjustment of the note of the quenched spark 
discharger, it is to be understood that the pitch depends upon conditions of resonance 
between the open and closed oscillation circuits as well as upon the voltage of the generator. 
Careful regulation of the voltage, however, is the principal adjustment and the one to be 
undertaken first (provided the set has been tuned). 
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The operator should select a certain number of gaps, say eight, and follow it by varying 
the generator voltage. After the set has been tuned for maximum antenna current, the 
voltage should be slightly readjusted until the spark is clear. 

It is easily seen that if the note is clear and the secondary circuit is thrown out of 
resonance, less energy will be withdrawn from the closed oscillation circuit, which will 
increase the voltage across the gap. The pitch of the note will therefore be destroyed. 

The rule to be followed is, tune the set Rrst; afterwards adjust the gaps and voltage until 
the note is clear and the wattmeter indicates 2 kilowatts. 

The synchronous rotary gap is adjusted for a high pitched note by the small brass rod 
R and knob, Fig. 116, which moves the muRling drum carrying the stationary spark elec- 
trodes through a 2S-degree arc. 

It is also essential that the A. C. voltage be carefully regulated. But the operator should 
take care that the reading of the wattmeter in no case exceeds 2 K W. Also he should 
adjust the length of the discharge gap until the stationary electrodes and the rotary elec- 
trodes are separated no more than ,01 of an inch. The complete process will perhaps be 
clearer from the detailed drawing. Fig, 252. 
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Fig. 251— Automstic SUrter Panel (2 K. W. SM Cycl« Trsmmitter). 

It b important that this adjustment be not undertaken until the motor is stopped. Then 
one stationary electrode is lowered down by means of the milled screw S until it touches one 
of the electrodes on the disc The electrode is then raised to just miss the rotating electrodes 
when the disc is turned over by hand. Similarly the other stationary electrode must be 
lowered until it touches the disc electrodes and then raised until it clears the entire set of 
spark points on the disc. 

Each turn of the nut S represents a radical movement of .037 of an inch and as there are 
eight holes equally spaced in the face of the nut (which engage the pin P), the movement 
of one hole represents a radial movement of approximately .005 of an inch. The length of 
the spark discharge gap is adjusted correctly when the electrodes on the disc and the sta- 
tionary electrodes are separated .005 of an inch lo .01 of an inch, and, after they have been 
so adjusted, the muffling drum should be shifted backward or forward until a uniform 
clear spark note is ohiained. 

(e) Details of Quenched Gap. A detailed front view of this spark gap partly in section 
is shown in Fig. 253. The quenched gap consists of a number of copper discs or plates such 
as 0. O, having circular sparking surfaces J separated by paper washers which are specially 
treated with an insulating varnish. These plates are set in a trough and clamped together 
with such pressure that the space enclosed between the discs is airtight. A disc or insulating 
material F is placed against Ike end plates to insulate the gap from brackets K and C. Con- 
tacts P and Q, which extend to the condenser and oscillation transformer, may be plugged 
into the cooling flanges of any of the plates. Nuts D, D brace the end castings K and C. 

Operators of the Marconi service should give the following instructions careful consider- 
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ation: /« selling up the quenched gap eare should be taken lo keep the spark surfaces J 

absolutely clean and smoolh. The paper discs or washers N should also be scrupulously 

clean. Fifteen plates are stacked up in the rack and pressure applied through the pressure 

_ bolt B, which is locked in position by the 

nut A. This screw should be taken up with 

a 10-inch monkey wrench. 

If the gap is not airtight the spark note 
will be irregular. This is a positive indica- 
tion that the gap is leaking and it should 
therefore be taken apart and the sparking 
surfaces cleaned and reassembled, using new 
ING gaskets if necessary. The gap should not be 
I used over an extended period if it once starts 

leaking. 

In case one of the gaps become defective 
it can be short-circuited by means of a metal 
contactor which is furnished especially for 
that purpose. The defective gap can be de- 
tected by means of a short circuiting contact 
mounted on an insulating rod called a test 
rod. The gaps can be successively short- 
circuited and the defective one will be located 
by there being no sparking at the tips of the 
contactor. 

In event the gap is taken apart, before 
being reassembled, the sparking surfaces of 
the capper plates must be cleaned and 
M^ smoothed off by means of very fine sand- 
)Dt MPcr. Care should be taken to keep the sur- 
faces perfectly flat during the cleaning so 
that the opposing surfaces will be parallel 
when they are placed in the rack. When the 
)C sap is in proper working condition, the 

sparking surfaces show a uniform coloring 
over the whole area. If the surfaces of the 
plate are black or dark colored, it is an indi- 
cation that the gap is not airtight. 

If it becomes necessary to disassemble the 
gap, after reassembly, the spark must be dis- 
charged through the series of plates con- 
tinually for one or two hours. In fact, the 
note will not be clear until the gap is thus 
"seasoned." 

(d) Tuning and W ave-Length 
Changing Switch. It has long been the 
desire of radio engineers to fit the trans- 
^^■^^^^^n^r^Sjc^^l^A^l^*'' >"'"'"£ apparatus with appliances 
wherehy the wave-length of the trans- 
mitting set could be quickly changed by merely throwing a switch, but the re- 
quirements of radio-frequency circuits would not p'ermit this to be done without 
certain mechanical and electrical considerations. 

For example: Wiih the potentials employed In radio-telegraph transmitters, the switch 
to perform these functions must possess first-rate insulating qualities. The associated circuits 
and leads thereto must be widely separated and in addition they must not be of too great 
length in order that the length of the radiated wave may be kept within restrictions. Again 
the component parts of the complete switch cannot be placed in any convenient mechanical 
position but must perform their functions near to the portion of the circuit in conjunction 
with which they operate. Additional considerations arc involved obvious to the radio 
engineer, but not of sufficient importance to be gone over in detail. 

The complete process of tuning of the 2 K. W. 500 cycle set, and the locating of the tapi 
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on the secondary turns of the oscillation transformer may appear difficult to the unskilled 
operator, but is easily accomplished by the trained engineer or inspector. 

The function of the wave length changing switch and the tuning of the 2 K. W. 500 cycle 
set will be described in detail and reference should be made particularly lo Fig. 2A6 showing 
the complete circuits of the apparatus. 

First it should be noted that when the quenched spark discharger is cut in the circuit, the 
coupling between the primary and secondary windings is varied by varying the number of 
turns in the secondary winding only, the primary and secondary coils being placed in a 
axed mechanical position, but for the synchronous rotary spark gap they are drawn apart to 
whatever des^te of separation is necessary to radiate a pure wave. In certain installations 
the primary and secondary windings may be placed in a fixed mechanical position for the 
rotary discharger as well as for the quenched gap. 

(1) Explanation o! the circuits. It will be observed from the diagram, Fig. 246, that 
these sets are fitted with a change-over switch which permits either the rotary disc discharger 
or the quenched spark discharger to be cut in the circuit. The gaps are connected in series 
and to change from one to the other, it is only necessary to shift the position of the switch 
K When the quenched discharger is in use, a compensating inductance L, Fig. 246, makes 
up tor the length of leads connected from contacts 58 and S9 to the rotary disc discharger, 
thereby keeping the wave-length of the closed oscillatory circuit constant, it'hen the rotary 
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discharger is connected in the circuit, the Hexible leads attached to the quenched gap plates 
must be connected together. 

In the diagram. Fig. 246, the high potential transformer of the set is represented by the 
primary and secondary windings P and S respectively; the high potential condensers at C-1 
and C-2; the primary winding of Ihe oscillation transformer at P-1, the secondary at S-1 ; 
also an aerial tuning inductance S-2 with flexible contacts A, B and C, and, in addition, a 
continuously variable tuning inductance S-3. The antenna system further includes the series 
condenser C-3 and the aerial ammeter. The distinctive feature of this apparatus is the 
primary wave-length changing switch W-1 operated simultaneously by a single handle in 
conjunction with the switch W-2. It will be observed that when W-1 is in contact with 
point .19, a single unit of the condenser C-2 (three jars in parallel of 0.002 microfarads each) 
is connected in series with the primary winding of the oscillation transformer at point A, 
le., the adjustment for 300 meters. 

Similarly, W-2 closes the aerial circuit to contacts 44 and 45, which connect in the correct 
number of turns to radiate the 300 meter wave. Contacts A, B and C of S-1 and S-2 may 
be plugged in at any point on Ihe secondary coil, but they are permanently attached to the 
coil after the set has been tuned to the three standard waves. Further movement of the 
handle connects together contacts 40 and 41, which not only connects in tiie correct number 
of primary turns for the wave-length of 450 meters, hut also connects the condenser units 
C-1 and C-2 in parallel, giving a total condenser capacity of 0.012 microfarads. Still further 
It of the switch closes contacts 42 and 43. also contacts 48 and 49, which connect in 
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the correct number of turns, in both the open and closed oscillatory circuits, for the standard 
600-meter wave. 

(2) The Process of Tuning, Before undertaking to tune a set of this type, the student 
should thoroughly consider the following facts: 

(1) In order to obtain the maximum flow of antenna current, a different 
degree of coupling at the oscillation transformer must be found for each 
of the standard waves. 

(2) In order that the radiated waves can be rapidly changed by simply throw- 
ing a switch, the primary and secondary windings of the oscillation trans- 
former must remain in a fixed position mechanically. 

(3) The coupling of the oscillation transformer is then varied for each 
standard wave by changing the self-inductance of the secondary, i. e. 
cutting in or out turns. 

Now the correct number of turns for the secondary winding is determined for each of 
the standard waves experimentally, as follows: 

For preliminary determination at a standard wave-length, say 600 meters, a trial number 
of turns (4 to 6 turns) is selected at the secondary winding S-1 through the flexible plug 
contact C. This having been done, a second trial number of turns, say 4 turns, are cut in 
at S-2. Turns are added or subtracted at the aerial tuning coil S-3 (with the spark gap 
discharging) until the aerial ammeter indicates a maximum deflection.. The adjustment 
for resonance having thus been located, the windings P-1 and S-1 are drawn apart or placed 
closer to ascertain if an increase of antenna current will result. If separation of P-1 and 
S-1 increases the antenna current, it indicates that too many turns have been included at S-1 
for the mechanical position of the coupling coils selected at the start; and, in consequence, 
turns must be taken out at S-1 and additional turns cut in at S-2 or S-3, until resonance is 
secured. The primary winding P-1 must, however, first be placed in its original fixed posi- 
tion relative to S-1. The correct number of turns must now be found out for the standard 
waves of 450 and 300 meters, that is, the correct number of turns must be selected and the 
coupling adjusted until the maximum antenna current for each wave is secured with P-1 
remaining in a certain fixed position to S-1. At first sight, it may seem difficult to locate 
the correct position for contacts, A, B and C, on S-1 and S-2, but from the experience 
obtained by tuning several sets, approximately correct inductance values may be selected at 
sight. It should be understood that the positions of A, B and C on the primary and 
secondary coils shown in Fig. 246 do not necessarily represent their relative positions in 
actual commercial practice. With aerials of different capacity, inductance, and resistance, 
decidedly different positions must be located. For example: At the wave-lengths of 450 
and 600 meters, less inductance may be required at point C than at point B for these two 
wave-lengths, or vice versa. 

Careful consideration of the foregoing procedure will reveal that (1) the continuously 
variable inductance S-3 aids in locating the number of turns to be finally connected in at 
S-2; (2) S-3 gives a fineness and quickness of adjustment which the coil S-2 with a flexible 
contact does not afford; (3) the mechanical variation of the coupling between P-1 and S-1 
permits the correct number of turns to be selected much more quickly than by experimental 
trials with the plug contacts. 

It is now clear that after the set has been completely tuned, in order to change from one 
standard wave-length to the other, the operator needs only to shift the handle of the switches 
W-\ and W'2, with the exception that on the SGO-meter wave, the short wave condenser C-3 
must be connected in series with the aerial system. In certain ship installations, the con- 
denser C'3 is connected in series with the lead from contact 45 to the aerial tuning induct- 
ance S-2 and when so connected is automatically thrown in series with the antenna system 
whenever the switch blades W-1 and W-2 are shifted to the 300-meter position. 

Because of the perfect quenching secured with this particular type of gap P-1 may remain 
in a fixed mechanical position relative to S-1 throughout the series of wave-lengths, but 
when the rotary disc discharger is employed, unless a complete new set of positions is 
located for contacts A, B and C of S-1 and S-2, P-1 must be drawn away from S-1 to 
secure a pure wave. P-1 might have to be placed from eight to ten inches away from S-1 
to radiate a pure wave with the rotary gap. 

The primary and secondary wave-length changing switch performs another function 
which has not been mentioned: When the sivitch is in the SQO-meter position, a reactance 
^oil is automatically connected in series with the primary winding of the Power transformer 
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to reduce the power to a value commensurate viith the decreased secondary condenser capacity. 
The transformer then consumes 1 k. w. 

During the tuning of these sets it has been observed that if initial adjustments are made 
near to metalhc dock buildings, the effective antenna resistance is altered, and, in conse- 
quence, the tuning adjustments for maximum antenna current, need to be changed slightly 
when the ship is at sea. Generally it is only necessary to vary slightly the inductance of S-3 
for maximum aerial current 

After the set has been tuned in this manner, the purity of the wave and decrement of 
the oscillations is measured by means of a wavemeter with a current indicating instrument 
connected in series, such as a wattmeter. 

The commercial value of a transmitting set equipped with these features cannot be over- 
estimated. The operator having at his disposal three standard wave-lengths, any of which 
may be brought instantly into play, can 
literally pick his way through the con- 
gested radio atmosphere, changing from 
one wave-length to the other as operating 
conditions may require. 

(e) Type i06 Tuner. The working and 
adjustment of this tuner is completely cov- 
ered in paragraph 138 of Part IX. 

(f) Short Wave Condenser. This con- 
denser consists of 2, 3 or 4 jars connected 
in series. Owing to the variation in the 
capacity of commercial aerials, the correct 
capacity for the short wave condenser is 
best determined by experiment. Two 
standard jars in scries have capacity of 
.001 mfds. : three in series .00066 mfds„ 4 
in series .0005 mfds. Aerials having a 
natural wave-length of 250 meters do not 

JAR require a short wave condenser for three 

standard waves. A side view of one type 
of short wave condenser is shown in 
Fig. 254. 

{£) Spark Gap Change-Over Switch. 
To change from the quenched to the 
rotary gap, a small D. P. D. T. switch is 
connected in the circuits of radio-fre- 
quency. When the rotary gap is connected 
in the circuit, the quenched gap is placed 
Fig. 2S<— One Type of Mtrconi Short Wsve on short-circuit by connecting together the 
Co„d.n,er. (See Fig. 12B) ,„„,„,, ^;;^, 

189. Type P-5 Panel Transmitter. — In many respects this set duplicates 
the lype P-4, but there are certain mechanical modifications. The motor gen- 
erator anti ttie Iransformer are mounted on the panel frame tc^ether with the 
remainder of the equipment. Both the rotary synchronous discharger and the 
quenched discharger are supplied. A compensating inductance joined to the 
change-over switch permits the use of either spark discharger without change 
of the wave-length of the closed oscillation circuit. 

A fundamental circuit diagram of the automatic starter for this set has been shown in 
Fig. 74 and a more detailed diagram is now presented in Fig. 255. The circuits of radio- 
frequency are shown in Fig. 256; a front and side view of the panel in Fig. 257 and Fig. 
258 and a rear view in Fig. 2S9. 

190, Description of Apparatus. — The motor generator comprises a 110 volt 
direct current motor directly connected to a ^ K. W. 120 volt 5O0 cycle alternator. 

The motor is designed to operate on pressures between 95 and 115 volts with little change 
of speed. The initial speed is controlled by a rheostat mounted on the left hand side of 
the panel. 

The generator is of the inductor type having a stationary armature and field winding, the 
flux being varied by a rotor of soft iron. (See photo. Fig. 67.) The open circuit voltage 
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Fig. 255— Fundamentel Wiring Diagram of the Automatic Starter Furnished With the Marconi yi K. W. 

500 Cycle Transmitter. (See Fig. 74 and Section J in Appendix) 

of the generator is approximately 350 volts and the load voltage about 120 volts. The 
normal speed of the machine is 2,500 R. P. M. The voltage at the armature terminals can 
be varied by the field rheostat mounted on the right hand side of the panel. The low power 
circuits are protected by the usual set of protective condensers. 

A closed core- transformer having a secondary potential of 14,500 volts is supplied and is 
fitted with an appropriate safety gap. 
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Fig. 256— Radio Frcqutncy Citcuitj of tlie H K. W. 500 Cycle Transmilter. 

The circuits of radio- frequency (Fig. 256) are similar to the 2 K. W. set with the excep- 
tion that a condenser of fixed capacity is employed throughout all wave lengths. Also the 
secondary winding is moved away from the primary for change of coupling, which is the 
reverse of the method employed in the 2 K. W. set. However, the change of wave-length is 
accomplished in the same manner by a special switch and the primary and secondary wind- 
ings remain in a fixed mechanical position for all wave-lengths. 

The Iransmiller condenser consists of 4 copper-plated small Leyden jars connected in 
parallel having capacity of .001 nifds, each. These are mounted in a metal rack behind the 

This set is also fitted with a single pole double throw high potential sivileh which either 
connects the aerial to the transmitter or connects it directly to earth for protection against 
lightning. This switch operates independently of the antenna changeover switch. 

The automatic starter supplied with this set has been shown diagrammatically in Fig. 74, 
but the diagram, Fig. 255, outlines the circuits more as they appear on the actual panel. 
The starter consists essentially of two magnets fitted with armatures, one of which con- 
nects the motor armature to the D, C. line through a single resistance coil and the other cuts 
out this resistance thereby connecting the motor direct to the D. C. line. Appropriate resist- 
ance coils are connected in series with the solenoid windings autotnatically. when the starter 
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Plf. 2S7— Franl View of the Haieonl K K. W. SDO Crdc Triiumltter. 



238 



PRACTICAL WIRELESS TELEGRAPHY. 



IMDUCTANCE 




TUNING 



STEP UP 
TRAN5F0RKAER 



MOTOR 
GENERATOR 



ROTARY 
GAP 



Pig. 35S— Side View of the Marconi $4 K. W. 500 Cycle Transmitter. 
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ij in the full running position. This 
prevents the magnet windings over- 
heating as the potential difference 
across the motor armature rises. A 
dynamic brake attached lo the motor 
starter consists of a shunt armature 
resistance, which is connected across 
its terminals by a special set of con- 
tacts attached to the starter. 

A 2-pole single-throw switch dis- 
connects the motor from the power 
line. A single-pole switch permits the 
circuit of the generator field to be 
interrupted as a matter of safety dur- 
ing adjustment of the set and a sec- 
ond D. P. S. T. switch breaks the 
circuit from the generator to the 
transformer. 

The remainder of the equipment 
consists of a Type I aerial svtilch. 
Type 106 receiving Inner and flush 
STvitch for starting and stopping the 
motor generator from a distant point. 
Also an aerial ammeter, range 0-10 
amperes, and a direct reading wall- 
meter. 0-750 watts. 

191. Complete Adjustment 
of the Type P-5 Set.— (a) rim- 
ing. The tuning of this set, the ad- 
justment of the frequency and the 
voltage of the alternator and the ad- 
justment of the rotary gap is prac- 
tically the same as the 2, k. w. 500 
cycle set described in previous para- 
graphs. The adjustment of the 
quenched gap is identical with the 
method described for the 2 k. w. set 
in section b. paragraph 188. 

(6) Motor Starter. The opera- 
tion of the Yi k' w. starter shown in 
Fig. 260 is as follows: The cut-out 
switches of the automatic starter are 
en'ergiied by direct current from the main D. C. line and operated by a distant control switch. 
When this switch is closed, the solenoid "A" is energiied and moves the contact arm C 
radially in a vertical plane, perpendicular to the board, which cuts in the single resistance 

unit mounted in the re- 
sistance box behind the 
panel. 

As the speed of the 
motor generator in- 





tnc. S«a — Aulotnillc Sti 



Pinel OJ K. W. 500 Crcle Trinimltter). 



When it reaches normal 
value, the solenoid B is 
^ergized and draws 
the contact arm F, cut- 
ting out the resistance. 
This connects full line 
voltage across the 
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Fig. 261 — Complete Wiring Diagram of Marconi 1 K. W. 60 Cycle Non-synchronous Transmitter. 



The time of closing the contacts of the automatic starter is regulated by the set screw E, 
Fig. 260, attached to the bottom of the starter arm B. Both solenoids should perform their 
functions within six seconds from the time the starting switch is closed. Like in the 2 k. w. 
set, the motor starter is controlled by a special set of contacts mounted on the aerial change- 
over switch or the motor may be held in a continuous state of operation by dosing the flush 
switch mounted near to the antenna switch. In the later models of this set, when the 
starter is in full running position, resistances are cut in automatically at G and H to prevent 
the solenoid windings overheating. (See Section J Appendix). 

192. How to Remove the Armature of the 14 K. W. Motor Generator. — 

To remove the armature for purpose of repair or replacement, it is necessary first to remove 
the casing of the spark gap, then remove the disc, after which the bearing bracket can be 
removed from the generator. Next remove the^ motor brushes after which the armature 
can be pulled out. When replacing the armature the oil rings should be held up to permit 
the shaft to pass through the bearings. The oil rings should then be placed in their slots 
making sure that they move freely. 

To remove the disc of the rotary gap, the small machine screw in the shaft key should be 
unscrewed until it turns freely. A slight tap at the hub will then loosen the key which may 
be removed by a pair of pliers. After this a slight tap on the hub of the disc will loosen tlic 
other half of the key which may then be removed. The disc should then slip oflF readily. 
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193. The 1 K. W. Non-Synchronous Discharger Transmitter. — Certain 
ships in the Marconi service are htted with a type of transmitter which originally was 
designed to be operated from a 60 cycle motor generator, with a plain spark gap, but the set 
is now fitted with a non-synchronous rotary discharger by which the effectiveness and range 
has been materially increased. A complete circuit diagram of this set is shown in Fig. 261 
and the lay-out of the transmitter and receiver in a silence cabin in Fig. 262. 

194. Description of the Set. — The motor generator for this set is the 
"Standard" Robbins and Meyers type. The motor is shunt wound for 110 volt direct current. 

The generator is of 1 K. W. capacity and has an accumulative compound field winding 

which tends to maintain a constant A. C. voltage under variable load. The generator delivers 

current at 110 volts, 60 cycles. (See Fig. 65; also Fig. 79a.) 

The circuit to the transformer is interrupted by a type C standard transmitting key. 
The power transformer is of the open core type and is designed to operate on 110 volt 60 

cycle circuits without external reactance. The secondary voltage is approximately 18,000 

volts. 
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Fig. 262— The Installation of a 1 K. W. Transmitter in a Silence Cabin. 

A hand-operated motor starter and two rotary field rheostats are supplied. The latter arc 
the Cutler-Hammer type. 

The high potential condenser comprises 6 copper-plated jars of .002 mfds. each, con- 
nected in parallel, mounted in a metal rack and insulated from the operating table by corru- 
gated porcelain insulators. Connection between the outside coatings is established through the 
frame of the rack. Only four jars are required, the remaining two being used as spares. 

The oscillation transformer has been illustrated in Fig. 119. The primary winding is 
made of copper tubing mounted on porcelain insulating supports. Tappings may be taken 
from the primary inductance by means of special spring contact clips. The secondary wind- 
ing has a fixed number of turns wound about an insulating drum which slides vertically on 
a brass tube. One terminal of this winding is connected to the tube and the opposite terminal 
to a terminal of the aerial tuning inductance. 

The aerial tuning inductance consists of a number of turns of copper cable wound on and 
insulated from a wooden frame. The required number of turns for any particular wave- 
length are cut in by means of a contact clip attached to a flexible lead. 

The short wave condenser consists of four copper-plated jars mounted on a rack insulated 
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by corrugated porcelain insulators. Each jar has capacity of .002 mfds., consequently the 
four in series have capacity of .0005 mfds. 

The remainder of the equipment consists of a Type 106 Tuner, head telephone. Type I 
aerial change-over switch, and the necessary aerial equipment, 

195. Installation. — The component parts of the closed oscillation circuit 
being mounted separately, short connecting leads must be employed to connect up the con- 
denser, oscillation transformer and spark gap. Otherwise, it will be difficult to secure the 
wave-length of 500 meters. Perhaps the best arrangement of the apparatus is that shown in 
Fig. 262, where the transmitting apparatus is installed in a silence cabin, the operating room 
having the receiving tuner, the motor starter, rheostats, the transmitting key and the aerial 
change-over switch. 

In the transmitting cabin, the rotary gap is mounted atop the high potential transformer ; 
the oscillation transformer and condenser on the table immediately above. 

The motor starter should be installed where it is convenient to the left hand of the 
operator. 

Lead-covered cable is used to connect up the power circuits, No. 10 S. B, R. C. being 
used for the circuits carrying heavy current, and No. 14 S. B. R, C. for the field circuits and 
rotary-gap motor. Copper tubing is generally used for the radio-frequent circuits and copper 
ribbon for the earth wire. The receiving tuner is connected to the aerial switch by No. 18 
fixture wire. 

196. Adjustment of the 1 K. W. Set. — (a) Regulation of Voltage and Fre- 
quency. Care should be exercised not to overload this set by the use of abnormal voltages 
at the generator. These machines are constructed so that when 110 volts D. C. is supplied 
to the motor 110 volts A. C. is supplied by the generator. The contact on the generator field 
rheostat should occupy an approximate midway position for the correct voltage while the 
motor rheostaf should be set at the zero position; e. g., all resistance cut out of the circuit 
(when the voltage of the ship's generator is normal). 

(b) Rotary Gap. The arm of the rotary gap should be driven at approximately 2,400 
R. P. M., but should be regulated according to the pitch of the note; in other words, the 
speed giving the clearest note is the one to use. A small speed controlling rheostat is 
mounted in the instrument room convenient to the operator. The adjuster should work 
in the direction of obtaining a note of high pitch with low values of voltage at the generator 
rather than with excessively high voltages. The gap between the points of the rotor and 
those on the stationary arm should be adjusted to a minimum length. 

(c) Tuning. The tuning of this set is accomplished by first tuning the closed circuit to 
one of the standard waves with a wavemeter, followed by a similar adjustment of the aerial 
circuit. The better method is to excite the antenna with a spark coil o^ vibrating buzzer 
and in this manner measure the natural wave length of the aerial, then add turns at the 
aerial tuning inductance until the wave-length of 600 meters is obtained. Proceed similarly 
for 300 meters, but the short wave condenser must be connected in series with the aerial 
and perhaps another selection of turns made at the aerial tuning inductance. 

The degree of coupling and the consequent purity of the radiated wave may be adjusted 
by raising or lowering the secondary winding in respect to the primary winding, on the 
vertical rod or post. The secondary winding may be clamped permanently at the correct 
position of coupling. 

(d) The type 106 receiving tuner circuits and adjustment are completely covered in para- 
graph 138, Part IX. 

(c) Tuned Coil Emergency Transmitter. The student should note that the diagram, Fig. 
261, contains the complete circuits of the Marconi tuned coil emergency transmitter. The 
diagram includes the wiring of the induction coil and the charging panel. 

When the left hand, two blade switch on the charging panel is closed, the main D. C. 
line to the batteries is closed, but current will not flow through the batteries until the 
plunger of the underload circuit breaker is pushed up by hand. If there are no loose con- 
nections in the charging circuit, the plunger will remain in this position until the charging 
current is cut off or until the voltage of the generator drops below that of the batteries 
(note position of these switches in Fig. 205a, Chapter 10). 

In order to take readings of the battery voltage, a small strap key placed alongside the 
underload circuit breaker must be closed. 
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When the right hand double pole double throw switch is thrown to the upper set of con- 
tacts, the Iransmilting key is connected in series with the power transmitting set, but if 
Ikroum in the opposite position the key is in series vxth the primary circuit of the induction 

To place the coil Iransmiller inio operation, the flexible plug contact attached to B 
thould be removed from A and connected into C. 

The arm of the rotary gap should be slopped in such position that a gap of (he correct 
length is provided for the induction coil. 

The student should also trace out (in this diagram) the circuit of the rotary-gap motor 
which includes the two-blade starting switch and the series rheostat In practice the rheostat 
is adjusted until a clear musical tone is obtained at the gap. 

The motor starter shown in this diagram is the standard General Electric Company's 
hand starter, the circuits of which are fully shown in Fig. 72. 

197. Type "E-2" One-Half Kilowatt, 120 Cycle Panel Transmitter.— .\ 
number of vessels in the American Mar- 
coni service are equipped with ^ k. w., 
120 cycle panel transmitters fitted with 
a quenched gap but unlike the type 
" "P-4" and type "P-5," this set is de- 

signed for the two standard wave- 
lengths only, namely, 300 and 600 
meters. For emergency use, a rotary 

* spark gap is mounted on the end of the 
'j motor generator shaft, which may be 

* used in place of the quenched gap when- 
ever required. A complete circuit dia- 
gram of the type "P" set appears in 
Fig. 263, a front view in Fig, 264 and 
rear views in Figs. 265 and 266. 

A number of spare parts, such as an extra 
motor generator armature, motor blower 
armature, quenched gap plates, condenser 
jars, etc., are supplied, positively insuring 
against all possibility of breakdown. 

198, Details of the Circuits and 
Apparatus. — Explanation of the de- 
tailed wiring diagram shown in Fig. 263 fol- 

The motor generator is of the Eck type, 
having a two pole shunt wound motor and a 
simple shunt field winding for the generator, 
Jw^mr""' ** '^ *^- The speed of the motor is regulated by the 
sliding contact rheostat R and the voltage of 
the generator altered by the rheostat R-1. The generator field circuit may be broken by the 
small switch shown in the drawing. The receiving apparatus is thus protected from "hum- 
ming" noises due to induction from the A, C, generator circuit. 

The ttwtcr starter is the Cutler-Hammer single step type and is constructed somewhat 
differently than the types employed in the 2 K. W. and •/, K. W. 500 cycle panel transmitters. 
When the main D. C. line switch is closed, the resistance coil 5 is connected in series with 
the D. C. armature. Owing to the almost complete absence of counter electromotive force, 
the potential difference across the terminals of the armature at the start o! the motor is 
low; hence insufficient current flows through the solenoid windings W to draw up the 
plunger P. As the speed of the armature increases, the counter electromotive force rises, 
and accordingly the difference of potential increases ; finally sufficient current flows through 
the solenoid W to draw up the plunger P, whereupon the contacts C and C-1 are short- 
circuited, shunting the resistance coil S out of the circuit. The motor is now connected 
directly to the D. C. line. 

The plunger P also separates the contacts D and D-1 connecting the resistance coil 5-1 
in series with the winding W to protect the latter from overheating or burning out. 
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The transformer of the cloied core type is denoted by the primary winding T and the 
secondary winding T-1. Just previous to pressing the key, the voltage of the generator is 
about 300 volis, but immediately drops to approximately 110 volts when the primary circuit 
o[ the transformer is closed. The secondary voltage of the transformer with the con- 
densers in shunt is about 14,700 volts. A safety discharge gap is connected to the secondary 
winding terminals for the protection of the condensers and transformer in case one of the 
leads from the regular discharge gap should become disconnected. 

The wattmeter of the ordinary switchboard type — range 0-750 watts — is connected in the 
circuit from the alternator to the transformer primary. The resistance coil N placed in 
series with the potential coil of the meter is mounted at the front base of the switchboard. 

The condensers are of the tubular Leyden jar type plated inside and outside with copper. 
The average capacity of each jar is .0015 mfd. The actual value is accurately measured and 
"marked directly on the glass of each jar. In case of puncture a condenser jar of like 
capacity must be suhstLiuted. The seven Ley- 
den jars connected in parallel give a total 
capacity of about .011 mfd. The inside and 
outside terminals of the condensers are con- 
nected directly to the secondary winding of 
the transformer. 

The oscillation transformer consists of a 
primary and secondary winding of the pancake 
type, which are indicated at L and L-1 re- 
spectively. Eiach winding consists of a single 
coil of copper ribbon properly mounted and 
spaced on an insulated base. 

The secondary winding L-1. mounted on a 
movable base, permits the coupling between it 
and the primary winding L to be quickly and 
easily adjusted. 

The VMve-length changing stoiteh, operated 
by the handle H, has two single blade contacts 
which when thrown to the right simultaneous- 
ly connect such values of inductance in the 
antenna circuit and closed oscillation circuit as 
to give each circuit a period corresponding to 
600 meters. When thrown to the left both 
circuits are given a wave-length of 300 meters, 

provided the short-circuiting switch of the ' 

short wave condenser X is open. 

The correct number of primary and second- 
ary turns for the 300 and 600 meter waves are 
determined by. means of a wavemeter and con- 
nection therefor made through the flexible . — 
connectors E and E-1. The taps on the sec- 
ondary inductance are located in the same F'i 
manner. Two values of inductance for the 
standard wave lengths are selected through the flexible conductors F and F-1. 

The ipark discharger is of the multiple plate series type (quenched gap), consisting of 
fifteen plate* giving fourteen gaps. No more than eight of these are generally required, 
leaving a number of spares. The discharge plates are of copper carefully ground, presenting 
an absolutely smooth and uniform sparking surface. The plates are separated by specially 
treated fibre washers. Cooling is effected by means of a small direct current blower J. The 
motor circuit includes a switch for starting and slopping purposes. 

The synchronous rotary gap discharger Y is mounted on the end of the motor generator 
shaft. The rotating member has six discharge electrode,^;, while the stationary electrodes are 
two in number. The stationary electrodes may be shifted through a small arc. thereby 
permitting a spark discharge tor each alternation of the charging current. This produces a 
discharge of uniform pitch having a musical characteristic. The group frequency of this set 
is 240 sparks per second. 
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The aerial Inning inductance of the continuously variable type, represented at L-2, is con- 
nected in series with the earth lead and consists of a single spiral of copper ribbon having a 
sliding contact U which allows connection to be made at any point on the spiral. 

The aerial changeover switch for shifting the antenna from the sending to Hie receiving 
apparatus consists of a single blade double throw switch. When thrown to the right, the 
antenna is connected directly to the terminals of the receiving tuner ; when thrown to the 
left, connection is made direct to the secondary winding of the transmitting oscillation trans- 
former. These sets may be supplied with the type S, S, H, or 1 aerial changeover switch 

The aerial ammeter of the Roller-Smith type, having a range of sero to 10 amperes, is 
permanently connected in the aerial circuit and is used for obtaining the maximum value of 
current and to indicate conditions of resonance between the open and closed oscillation 
circuits. 

The short wave condenser is of the standard Marconi type and may consist of either four 
flat plates of glass connected in series or four 
~ Leyden jars connected in series, giving a re- 
sulUnt capacity of .0005 mfd. 

The low potential power circuits are pro- 
tected from electrostatic induction by pro- 
tcctive condensers of large capacity. Two of 
these condensers are connected in series and 
earthed at the middle point. These protective 
units are connected across the generator field 
windings, the motor field windings, the arma- 
ture of the blower motor and the alternating 
current armature. The frame of the motor 
generator is connected directly to earth. 

199. General Instructions for Tun- 
, ing and Adjusting. — The following 
general instructions should be carefully 
observed by inspectors and operators : 
(o) Regulation of Voltage and Frequency. 
. Connect the D. C. line (110-120 volts) to the 
, lower terminal of the fused switch marked 
"D. C. Line." the aerial to the binding post 
marked "A" on the back of the antenna change- 
over switch and (jround either one or both of 
the terminals of the iron frame which sup- 
ports the panel. 

The slider of the generator field rheostat 
should be placed near the lower end, the an- 
tenna switch turned to "Send" position and 
about eight or nine gaps of the quenched gap 
connected in the circuit. 

Next observe that none of the leads be- 
tween the double two-point wave length switch 
ni 'A K, W. and the oscillation transformer are discon- 
nected. Close the D. C. line switch which starts 
the motor generator through the automatic starter. Then close the "generator field" and 
the "blower motor" switch ; finally close the "A. C. line" switch. 

(6) Tuning. The complete set is now ready for tuning. Disconnect the antenna and tune 
the closed oscillatory circuit to the desired wave length by means of a wavemeter. 
Set the two-point switch indicator at "300." 

Adjust the tap leading from the front coil of the oscillation transformer to switch point 
marked "300" to the 300 meter wave length. Then turn the indicator to "600" and adjust the 
tap to the higher wave length. 

Next connect the set with the antenna, tune the secondary or open circuit to the closed 
drcuit and locate taps for each of the two standard wave lengths. 

The coupling as well as the sliding contact which travels over the turns of the aerial 
tuning inductance, should be varied »hile locating the wave-length tap, to find the best posi- 
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tion of both the coupling and flexible connection. The circuits are in resonance when the 
aerial ammeter shows the highest possible reading. 

With the average ship's aerial it is possible to locate the correct number of turns at the 
secondary winding of the oscillation transformer so that the radiated wave can be changed 
from 600 meters to 300 meters by simply throwing the changeover switch to the proper posi- 
tion. When this switch is in the 300 meter position, the short wave condenser which is placed 
in series with the earth lead must have its short-circuiting strap removed. Generally speak- 
ing, the aerial tuning inductance tap is placed at a fixed point for either the 600 meter or 300 

(r) Adjustmtnt of the Spark Note. Either a receiver or a wavemeler may be used to indi- 
cate the quality of the note. If the note is not clear vary the generator voltage, the number 
of gaps and the transformer coupling, until it is clear or has a pitch of about 240 sparks per 



Fig. 266a— 2 K. W. 240 Crele Motor Generator With Syncbroaaai Disc Discbaiger. 

second. If the generator voltage is too high or too low, the note will either be rough or 
else have the wrong pitch. The note may also be judged by the tone of the brush discharge 
of the condensers, 

Maxi;num antenna current does not indicate maximum efficiency. The note must also be 
kept clear and the gap not worked above the antenna current at which the clearness is not 
maintained. 

The wattmeter should indicate about 500 watts and the number of gaps used should be 
between eight and twelve. 

The power of the set varies in the square of the number of gaps; that is, if the ten gapa 
represent full power the power would be 10* ^= 100. 

The set is designed to carry a load of SCO watts. Any overload is liable to develop volt- 
ages that may break down the condensers or cause trouble elsewhere' in the set. 

(d) AdjuitmenI of the Quenched Gap. The quenched gap should not be taken apart until 
absolutely necessary. When the circuits are in resonance, but the antenna current is less than 
5 to 7 amperes or the wattmeter reading falls below its usual value, or when unable to get a 
clear note, the gaps should be opened and the spark surfaces examined. 

If the gap becomes short-circuited it can be determined by the use of the "gap tester" 
(an insulated rod having a brass piece inserted in one end), which will indicate no spark 
when bridgeil across two adjacent spark discs. 

To open the gap, loosen the set screw in the left hand of the gap with a wrench which is 
supplied with the set Then lift out the plates. 
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If the plates and gaps stick together take care when forcing them apart not to injure the 
gasket or the sparking surfaces. Should the gasket become injured or cling to the metal, 
clean the plate off carefully and insert a new gasket 

The sparking surface of the plate should hav^ a light, pink color with a somewhat dull 
finish. If a plate has a rough, black appearance, it indicates that the gap was not airtight and 
the sparking surfaces should be carefully cleaned with a very fine emery cloth. 

Do not operate the set unless the blower motor of the gap is running, otherwise the heat 
may destroy the gaskets. Never touch any circuit which inay be alive without first opening 
the field switch or the generator main switch, or possibly both. 

200. Marconi 2 K. W. 240 Cycle Transmitter. — A number of vessels in the 
Marconi service are fitted with a 2 k. w. synchronous spark transmitter consisting 
of several isolated instruments mounted on an operating table in a convenient 
way. 

The motor generator is a special Eck machine which takes current at the motor at 110 
volts and generates current at 500 volts at frequency of 240 cycles. The motor is of the 
interpole type which gives sparkless commutation and constant speed regulation under 
variable load. 

A synchronous rotary spark discharger, mounted on the generator shaft, consists of a 
fiber disc carrying twelve spark points connected together by a copper strip. The stationary 
electrodes, two in number, are mounted on a wooden muffiing drum which encloses the disc 
Synchronous discharges are obtained by shifting the drum carrying the stationary electrodes, 
one way or the other, until a uniform spark note is secured. Simultaneous adjustments of 
the generator voltage must be made noting the reading of the ammeter to insure that normal 
power consumption is not exceeded. The complete motor generator and spark gap is 
shown in Fig. 266a. The condenser may be either of the flat plate glass or copper-plated jar 
type. The oscillation transformer is the type mentioned in connection with the 1 k. w. 60 
cycle sets and shown in the photograph, Fig. 119. 

An open core transformer is employed taking current in the primary at 500 volts and 
delivering at the secondary, current at pressure of 15,000 volts. 

The receiving equipment may consist either of type 107a or a type 106 tuner connected to 
a type I or type S. H. aerial changeover switch. 

Either a General Electric Company or Cutler-Hammer Hand Starter may be supplied 
with the motor generator. 

Since the process of tuning of radio sets has been gone over repeatedly in connection 
with other sets of the Marconi Company and particularly in paragraph 164, it is not deemed 
necessary to repeat the instructions again. Briefly, the rotary gap is adjusted for a clear 
spark note after zvhich the closed circuit is tuned to the standard wave by a wavcmeter and 
the antenna circuit is adjusted to resonance by a hot wire ammeter or by the wavemeter if 
desired, 

20L Type P-9, J4 K. W. Cargo Transmitting Set.— One of the latest types 
of transmitters developed by the Marconi Wireless Telegraph Company of America 
is the type P-9 set which was primarily intended for cargo vessels or- ships of 
small tonnage. 

Although the apparatus of this set is not placed on a panel board as the types 
P-4 and P-5, the component parts are mounted in a convenient way in an angle 
iron frame as shown in the photographs, Figs. 266-b and 266-c. Fig. 266-d is a 
complete wiring diagram of the set. 

It is to be noted first that the lower part of the frame holds the motor generator, the high 
voltage condenser and a step-up closed core transformer. 

On the upper shelf ns placed the oscillation transformer, the aerial tuning inductance, the 
short wave condenser, the lightning switch and a resonance indicator for purposes of tuning. 

A hand-operated motor starter is mounted to the side of the panel and immediately under- 
neath a terminal board for making connections to the power mains, the aerial changeover 
switch and the telegraph key. 

This set was designed with the utmost simplicity of construction and operation in view 
and is one that can be placed in unskilled hands without fear of breakdown. 

Unlike the Marconi transmitters previously described, type P-9 is not fitted with a 
variable field resistance or an aerial ammeter. Fixed resistance coils are connected in series 
with both the motor and generator field windings and conditions of resonance between the 
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open and closed oscillaljon circuits are determined by a small gloui lamp shunted by a semi- 
loop of wire. It is to be observed also that the coupling between the primary and secondary 
windings is changed by moving the primary at right angles to the secondary. 

(a) Description of the Set. The motor generator is a 54 K. W. 500 cycle machine of the 
Crocker- Wheeler type, the load voltage of the alternator being about 120 volts. 




speed under variable 



i M K- W, C»i 



has a differential field winding for maintaining a 
designed for connection to a 110 volt direct cur 

starter is one of the Industrial Controller Company's hand-operated type with 
o the motor. (See wiring diagram, Fig, 266-d.) 

'farad condensers are attached to the motor generator circuits to 

neutralize any differences of potential that ma/ be -let up by the transmitter. One terminal 

of these condensers is connected to a binding post of the machine and the other terminal to 

frame of the motor generator, which, in turn, is thoroughly connected to earth. 

The high voltage transformer is one of the closed core type (l'"ig. 266b), which is im- 



the usual 
ProUcti 
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mersed in a semi-liquid grease. A small fixed reactance coil is connected in series with the 
primary winding for regulation of the current 

The high voltage condenser consists of two small sized copper-plaled jars of .001 micro- 
farads each, which are shunted across the secondary terminals of the transformer. 

The oicillation transformer has two flat spiral coils made of copper strip wound edgewise, 
the primary winding being connected in scries with the spark gap circuit and the secondary 
winding in serie% with the antenna circuit. The correct number of turns in either winding 



Fig. Ze6c— The Marconi H K. W, Cargo Set thowing (he General Anangement of 
the ApparaiuA, 

for the standard waves is obtained by means of a small clip contact attached to a flexible 
lead. The positions of the 300, 450 and 600 meter waves at the primary winding are clearly 
marked and the contact clip must be shifted by hand for each change of wavelength. 

The aerial tuning inductance also consists of a flat spiral copper strip wound edgewise 
on an insulating base, the inductance being varied by a flexible lead and contact clip. 

Instead of an aerial ammeter, a resonance indicator is connected in series with the 
antenna circuit. It consists of a small glow lamp shunted by a loop of wire upon which 
bears a sliding contact. By regulating the length of the shunt circuit, the proportion of 
current flowing through the lamp can be carefully regulated. 
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The short wave condenser consists of two .001 microfarad condensers connected in series 
which are shunted out of the circuit by a knife blade switch. This switch also connects the 
aerial to earth for protection against lightning. 

The type I aerial changeover switch furnished with this set is fully described in Para- 
graph 155. This switch in the transmitting position : 

(1) Closes the alternating current circuit to the transformer; 

(2) Closes the field circuit to the generator; 

(3) Disconnects the aerial from the receiving tuner primary; 

(4) Places the detector, head telephone and secondary of the receiving tuner 
on short circuit. 
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Fig. 266d^Complete Wiring Diagram of the ^ K. W. Cargo Transmitting Set with Type 112 Receiving 

Tuner and Type I Aerial Changeover Switch. 

In the receiving position the reverse operations are performed. 

The remainder of the type P-9 equipment comprises a type C transmitting key, type 112 
receiving tuner and a pair of 2,000 ohms D. H. receivers. 

In addition, lead-covered . wire, rubber-covered wire and copper tubing is supplied for 
connecting up the apparatus. 

The type 112 receiving tuner is described in detail in Paragraph 156. 

(6) Installation, The main D. C. line to the motor generator and hand starter is inter- 
rupted by a 30 ampere knife blade switch which is fused for 20 amperes. This is placed in a 
position convenient to the operator. 

The blades of the switch are connected to studs No. 1 and No. 2 of the terminal board 
with No. 14 lead-covered wire. Stud No. 3 of the terminal board connects to one terminal 
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of the type C key; the other key terminal connects to terminal No. 12 of the type I switch. 

Terminal No. 11 (type I switch) connects to stud 6 of the terminal board. 

Stud No. 4 of the terminal board connects to terminal No. 10 of the type 1 switch. 

Terminal No. 7 of the type I switch connects to stud No. 5 of the terminal board. 

In order to conduct induced currents to earth, the lead coating of the wires is thoroughly 
connected to the earth wire. 

The antenna lead-in insulator is connected to the type I switch contact marked "ANT 
C'K'T" by means of quarter-inch copper tubing. 

The type I switch contact marked *'OSC C'K'T*' is connected to the switch blade terminal 
of the short wave condenser. 

All other connections to the type I switch are firmly soldered in special lugs provided for 
the purpose. The copper tubing is supported by two standard lighthouse type of insulators 
supplied by the Marconi Company. 

The ground stud on the frame work of the transmitting apparatus is connected to earth 
by a zinc strip one-half inch in width. 

Terminal No. 1 of type I switch is connected to binding post marked "Aerial" or "ANT" 
on the receiving tuner. 

The tuner binding post marked "Ground" or "GND" is connected directly to the earth. 

The left telephone binding post is connected to the terminal No. 5 of the type I switch. 

The right telephone binding post is connected to terminal No. 2. 

On the type 112 receivers with serial numbers from 2 to 13 inclusive, the small binding 
post marked "Detector" (located beside the primary tap switch) is to be connected to terminal 
No. 4 of the type I switch; but on receiving tuners with serial numbers from 14 up, the 
binding post marked "Detector*' or "DET" opposite the telephone binding post is to be con- 
nected to terminal No. 4 of the type I switch. 

The three dry cells are connected to the battery binding posts on the receiver as shown in 
Fig. 266d. The receiving apparatus is connected with No. 18 rubber-covered solid wire. 

(r) Adjustment, After the transmitting set is connected to the power mains, aerial switch, 
etc., the first adjustment is to be made at the electrodes of the rotary gap. 

(1) Lower the stationary electrodes by unscrewing the adjusting nut at the 
top (one at a time) until they touch the electrodes on the disc; then turn 
the adjusting screw to the right imtil the electrodes just clear those on 
the rotary disc, when the latter is turned over by hand. The proper 
separation is from .005 to .01 of an inch. Be sure that the engaging pin 
on the stationary electrode is properly seated. 

(2) Next close the main D. C. line switch and start the motor generator by 
drawing the starting handle over slowly. 

(3) Close transmitting key and shift the muffling drum carrying the stationary 
spark electrodes until the note is clear and musical. 

(d) Tuning, The set is tuned to the three standard waves as follows: 

(1) Set contact clip on the primary coil of the oscillation transformer at the 
desired wave length (the position of the tap for each of the three standard 
waves is plainly marked on the coil). 

(2) To insure accuracy, check back the wave length of the closed oscillation 
circuit by a wavemeter. 

(3) Set the primary coil of the oscillation transformer at an angle of about 50** 
to the secondary. 

(4) Cut in 4 or 5 turns at the secondary winding. 

(5) Add turns at the aerial tuning inductance until the resonance indicator 
glows brightly. 

(6) If glow lamp becomes excessively incandescent, turn the small shunt 
switch counter clockwise. 

(7) Continue changing the antenna inductance until the indicator shows a 
sharp maximum. 

(8) Then draw the primary winding further away from the secondary and 
slightly retune the antenna circuit. 

(9) The set generally will be properly tuned when a slight change in coupling 
or antenna inductance causes a decrease of the antenna current. 

(10) If the coupling proves too close with the primary winding at right angles 
with the secondary, cut out turns in the secondary and add turns at the 
aerial tuning inductance until resonance is obtained. 
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When connected to aerials having natural wave lengths between 250 and 300 
meters, these sets will give antenna current of from 3 to 4 amperes, which will 
permit communication over several hundred miles. 

202. Aerial Current and Reduction of Power.— In order to familiarize 
operators with the approximate values of aerial current to be expected from the 
different Marconi transmitters at the three standard waves, the following table 
is appended. Different values will be obtained with different aerials but those 
given may be considered as a good average: 

Type of Transmitter. 300 meters. 450 meters. 600 meters. 

2 K. W. 500 cycle 3 to 5 amperes 9 to 13 amperes . 12 to 17 amperes 

}4 K. W. 500 cycle 2 to 4^^ amperes 5 to 7 amperes 5 J4 to 8 amperes 

1K.W. 60 cycle IJ^ to 3 amperes 5 to 7 amperes 

J4 K. W. 120 cycle 1 54 to 3 amperes 5 to 7 amperes 

2 K. W. 240 cycle 1 }4 to 3 amperes SVz to 8 amperes 

}4 K. W. 500 cycle lto2 amperes 3 to 4 amperes 

(a) Reduction of Power. The International Regulations require that the 
transmitter be constructed to permit the power to be reduced progressively from 
maximum to zero. The United States regulations permit the power to be reduced 
in certain types of sets by reduction of the coupling between the primary and 
secondary windings, which reduces the antenna current. 

In the quenched gap sets, the power is reduced {I) by cutting out the gaps, 
(2) by reduction of the generator voltage or (3) by lowering the coupling if 
necessary. The power of the synchronous spark sets is reduced by reduction of 
the coupling between the primary and secondary Tvindings of the oscillation trans- 
former {thereby reducing the antenna current) or by lowering the generator 
voltage. 

In order to secure a uniform spark discharge under reduced power, it may 
be necessary with synchronous spark sets to slightly readjust the position of the 
stationary electrodes. 

Certain types of transmitting sets are provided with primary or secondary 
reactance coils which reduce the primary or secondary current to a minimum 
value, but there is an objection to reducing the power in this way because a total 
readjustment of the gap and secondary voltage is required for clear tones. 

In sets like the Marconi 2 K. W. 240 cycle transmitter or the 1 K. W. 60 cycle 
transmitter, the antenna current is reduced by turning the secondary winding of 
the type A oscillation transformer at right angles to the primary winding or at 
any intermediate position. (See curve Fig. 245A). 

203. General Instructions for the Panel Sets. — Operators in the Marconi 
service are urged to give careful attention to the following general instructions 
for the care and maintenance of the panel transmitters : 

(1) Observe the oil containers of the generator and motor bearings frequently 
and keep them well supplied with oil. Open small petcock occasionally 
for test. 

(2) Keep close watch on the spring contacts of the aerial changeover switch 
for looseness of contact. 

(3) Wipe the insulating rods of the panel board frequently with a slightly 
oiled cloth to prevent the accumulation of dust or moisture. 

(4) Make daily test of the reading of the aerial ammeter. Vary the in- 
ductance of the aerial tuning inductance slightly to compensate for vary- 
ing sag of the wires. 

(5) Make daily test of the auxiliary battery or auxiliary set Keep batteries 
fully charged. 

(6) Tighten up all nuts and bolts on the panel board frequently. 

(7) Take up the adjusting nut on the quenched gap a fraction of a turn now 
and then. 

(8) Keep brushes on the motor clean. 
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(9) Keep close watch on the dead-end switch spring contacts of the receiving 
tuner. Also keep metal sectors on the rubber rod and the brushes clean. 

(10) If aerial ammeter bums out, disconnect it completely from the thermo 
couple. If necessary place a shunt around the heater terminids. 

(11) If the resistance coils in series with the solenoid windings burn out, 
substitute two 16 C. P. lamps connected in parallel. Should the plunger 
on the automatic starter not rise when the starting switch is closed, raise 
it by hand and block it in position with a stick of wood, for temporary 
operation. At an opportune time examine the resistance coil in series 
with the solenoid winding. 

(12) Oil bearings and gear wheels of wave length and coupling adjustment 
with a few drops of thin oil. 

(13) In so far as possible protect set from moisture at all times. When 
sparking takes place at the safety gap, readjust rotary gap or use less 
plates at the quenched gap. 

(14) Do not under any circumstances exceed the power rating of the set 

(15) For broad interfering wave use close coupling and full power input. 

Although the circuits and description of the various parts of a complete panel 
transmitter when treated in detail may appear rather complicated to the beginner, 
he should bear in mind that these senders are entirely automatic in operation. 
In fact, during practical operation, in order to change the apparatus from a 
transmitting to a receiving position, the operator is only required to shift the 
position of the antenna changeover switch. 

Moreover with the panel sets, the length of the radiated wave can be instantly 
changed from one to the other of the three standard waves (300, 450 and 600 
meters) by merely throwing a switch. 

One skilled in the knowledge of telegraphy could learn to manipulate a 
transmitter and receiver within a day*s practice, but more detailed knowledge of 
the circuits is required on the part of the operator, in order that he may be able 
to cope with such troubles as may arise at sea. 



PART XIII. 

MARCONI DIRECTION FINDER OR WIRE- 
LESS COMPASS AND ITS 
APPLICATION. 

204. In General. 205. Description of Equipuent. 206. 
The Direction Finder Aerials. 207. The Circuit Com- ■ 
plete. 208. The Tuned Buzzer Tester. 209. How Cur- 
rent Is Induced in the Looped Aerials. 210. Direction 
OF Magnetic Forces Within the Goniometer. 211. Gen- 
eral Instructions for Operation of the Direction Finder. 
212. To Find the Direction of a Radio Station. 

204. In General. — The radiogoniometer or direction finder is a specially 
designed receiving apparatus for determining the direction of a wireless tele- 
graph transmitting station at a given receiving station. The device was primarily 
intended as an aid to navigation, enabling the officer of a vessel to make observa- 
tions and establish his position independent of weather conditions, such as fog, 
etc. It is applicable in many other ways also and can be employed to advantage 
by armies and navies ; by means of it a hostile wireless station may be definitely 

located, or the direction of the enemy's 
battleships while in radio communica- 
tion, "sensed." 

Government inspectors are likewise 
enabled to "round-up" interfering ama- 
teur stations by using the direction finder. 
The apparatus is ever of considerable 
value for ordinary receiving purposes 
(short range work), for it allows the re- 
ceiving operator, when the ether in a 
given locality is congested, to "screen out" 
unwanted wireless telegraph signals. 

The Marconi direction finder is an 
adaptation of the apparatus originally 
evolved by Messrs. Bellini and Tosi; 
however, the device as produced by 
these inventors was not adapted to 
ship work. Improvements were made 
by the Marconi Company and equip- 
ment is now turned out in a form en- 
nt. 267— The R»dio Goniometer. tirely Satisfactory for use by naviga- 

tors, giving, as it does, a high degree 
of accuracy. 

205. Description of Equipment. — The complete equipment consists of a 
goniometer with the necessary appliances for control as in Fig. 267, a tuned wire- 
less telegraph receiver shown in Fig. 268, a tuned busser tester as in Fig. 269, 
and an angle divider as in Fig. 270. 
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206. The Direction Finder Aerials. — A distinctive feature of the direction 

finder equipment is the use of two closed circuit looped aerials having the form 

of an isosceles triangle as shown in Fig. 271. These aerials bisect each other at 

right angles and also hold an angle 

of 45° with the bow and stem line 

of the vessel. 

It is important thai the aerials be 
placed in a somewhat clear space c 
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■ires should be held 

The current col- 

, from the advancing 
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deck and that the I: 
dimensions. 

taut and firmly in plac 
lected by the aerials, 
electromagnetic waves, 
through a specially designc 
(ion coils, setting up a maKr 
acts upon a third coil known as the ex- 
ploring coil. The latter coil carries a 
pointer which moves over a 360° scale and 
gives the sense ot direction of any trans- 
mitting station. This portion of the ap- 
paratus is known as the goniomeler, the 
windings tor which are clearly shown in 
the photograph, Fig, 272. It will be re- 
ferred to again heroatter. 

wo triangular aerials as previoufily descrihed. 

nd stern line of a given vessel (marked B 

. 274 



Fig. 268— Til* Tuned Receiver tor the Kreclion 
Finder, 

The sketch, Fig. 273, is a plan view of the 
showing their relative positions to the bow 

Before enlering into a detailed explanation of the circuils, the diagra 
should have consideration. Let A and B represent two sides ot a single loop of the direc- 
tion finder aerial, and the arrows, the direction of the (lux in a passing wireless wave; 
then, this loop receives the maximum induction when its plane bears the position, to the 
passing wave, shown. Furthermore, a lillle study of the diagram will show that the current 
set up by this flux in side A, is in op- 
position to that set up in side B ; but it 
the two sides ot the loop are spaced a 
certain distance apart, the current in- 
duced in side B will attain maximum 
amplitude an instant later than in side 
A ; hence, an electric current, the re- 
sult of the two E. M. F.'s flows around 
the loop A, B. The magnetic flux 
generated thereby, in the coil 1-. acts 
inductively upon the exploring coil L-2 
the resulting oscillations being rectified 
by the detector and associated appa- 
ratus, and made audible in head tele- 
phones in the usual manner. 

It is plainly evident that both sides 
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of the loop A, B, are acted upon equally and at the same instant when its plane is at a right 
angle to the plane of the advancing wave. Equal and opposing electromotive foreet will, there- 



;, be induced in both legs, resulting ii 

tf, however, the loop A, B, is acted upon a 



i flow of c 
t any other angle than a right angle, an elec- 
tromotive force will be 
induced, the intensity of 
which varies as the co- 
tine of the angle which 
t h e advancing flux 
makes with the loop. 

The description just 

given does not take into 
account the phenomena 

^ involved when both 

loops are employed and 
the consequent effect on 
I he goniometer coil. This 
will be explained in a 
later paragraph. We 
shall First proceed to a 
description of the direc- 
tion finder complete, 

207. The Circuit 
Complete. — Careful 
inspection should be 
made of the diagram of 
connections in Fig. 275. 
The triangular loop 
aerial, A, B. is connected 
in series with the vari- 
able condenser K and to 
the excitation coil L. 
The loop aerial C, D, is 
9 with condenser K-1 and the excitation coil L-1. The condensers K and 

k-1 have identical values of capacity and their capacities are altered simultaneously by a 

handle mounted on the top of the "box as shown in Fig. 267. 




Fig. 271— The 
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The magnetic field produced by the coils L and L-I combine and act upon the exploring 
coil L-2, the position of which will be more clearly understood from the photograph, Fig. 
272, which also shows the rectangular coils to be connected to the loops of the aerial. The eX" 
ploring coil is placed inside the antentta coils and is turned by the handle on the top of the set. 
The oscillations induced in L-2 by the oscillatory current flowing in the coils L and L-1 is 
transferred to the inductance coil of the local detector circuit L-4 by the coil L-3. ' 

The coil L-2, the variable condenser 
V, and the coil L-3, constitute an inter- 
mediate circuit similar to that employed 
in the well-known Marconi valve tuner. 
The coupling between the coils L-3 and 
L-4 is varied by a knob mounted on the 
side of the tuned receiver. 

The detector circuit consists of the in- 
ductance coil (of fixed value) L-4; the 
billi-condenser V-1 in shunt; the fixed 
condenser and the head telephones H; 
the potentiometer P and the battery 6. 
Two detectors are employed for this set; 
one a crystal of carborundum, the other 
a crystal of cerusite; either one of which 
may be connected in the circuit as de- 
sired. When the cerusite detector is in 
use, the l)attery and potentiometer are cut 
out of the circuit. 

208. The Tuned Buzzer Tester.— 

The direction finder equipment also in- 
cludes a tuned buxser tester which may 
be set to radiate waves either 300 or 600 
meters in length. The buzzer box has 
four holes, one in each corner, through 
which the four leads from the two looped 
aerials pass. These holes are marked S F 
(Starboard Forward), S A (Starboard 
Aft), P A (Port Aft) and P F (Port 
Forward), Care should be taken to bring 
the corresponding leads from the loop 
aerials through the proper holes. The 
leads for both aerials are now in inductive 
relation to the tuned buzzer circuit ; hence. 




Fig. 274 — ^Recehr«r Connected to a Single Loop 

AeriaL 



the aerials and in fact the entire apparatus may be preadjusted to the two standard wave 
lengths, assuring that a sender transmitting on one of these waves will be heard. 

It is sufficient for the time being to say that for the practical operation of the apparatus, 
the aerial circuit, the intermediate circuit, and the local detector circuit must be accurately 
tuned to resonance and to the incoming waves. The exploring coil is then turned on its 
axis until the maximum strength of signals is secured in the head telephones. The pointer 
attached to the coil L-2 zvill then lie in the direction of the transmitting station. 

We shall now explain the induction of current in the two looped aerials by an advancing 
electromagnetic wave. 

209. How Current is Induced in the Looped Aerials. — If the waves from 
a given transmitting station, Fig. 273, advance in the general direction E, oscillating cur- 
rents will be induced in the loop C, D, but none in loop A, 6. To obtain the maximum 
induction from these oscillations, the exploring coil must, in this case, lie parallel to the 
goniometer excitation winding connected to the terminals of the loop C, D. 

Again, if the waves advance in the direction E-l, the induction on the loop A, B is maxi- 
mum and on C, D nil. Hence, the exploring coil must now lie parallel to the goniometer 
winding connected to the loop A, B to receive the maximum induction, and the pointer will 
lie along the direction E-1. 

// the waves advance in the direction E-2, both loops are acted upon simultaneously and 
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F%. 275— Compfcte Wiring Disgram of the Marconi Direction Pindar. 
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equally, and an oscillatory current flows through both excitation windings of the goniometer. 
The magnetic fields set up by the two coils combine and produce a resultant field from 
which the maximum induction will be obtained in the detector circuit, when the pointer of 
the exploring coil lies parallel to a line drawn midway between C and D, A and B {dotted 
line). 

But let the waves arrive in the direction E-3; in this case the loop A, B will receive the 
maximum induction of the advancing wave while the loop C, D will be acted upon feebly. 
To obtain the maximum induction from the resulting magnetic field, the goniometer coil 
will be in such position that the pointer will lie along the direction E-3. 

210. Direction of Magnetic Forces Within the Goniometer. — Fig. 277 

outlines the production of the magnetic field within the goniometer when both aerials 
are acted upon by the advancing wave simultaneously. It should be remembered that in 
order to induce the maximum current in the detector circuit, the exploring coil is always 
at right angles to the magnetic field within the goniometer windings. This is shown in 
the diagram, Fig. 276, which is in fact a plan view looking down from the top on a single 
coil connected to one of the loop aerials. The direction of the magnetic lines of force with 
a given direction of current and the corresponding position of the exploring coil for maxi- 
mum induction is clearly mapped out as well as the position of the pointer on the scale and 
its mounting relative to the coils. 

Fig. 277 is a plan view looking down from the top on the two coils of the goniometer 
showing, by the dotted lines, the resultant magnetic field when both aerials are acted upon 
simultaneously and with equal intensity. If current flows in the coil A, B only and in the 
direction shown, the corresponding magnetic lines of force will take the general direction 
of the inside loops (the N and S polarity being as indicated). And again, if only the loop 
C, D is acted upon by the advancing waves, then the general direction of flux in the 
corresponding goniometer coil will be that shown. But when current flows in both coils at 
the same time, it is clearly seen that the corresponding fluxes are at right angles and a 
resultant field is produced which will take the paths F and F-l and the pointer on the coil, 
for maximum induction, will lie in the direction P and PA. The exploring coil must, there- 
fore, be in the position shown to receive the maximum induction from the resultant mag- 
netic field. 

2n. General Instructions for Operation of the Direction Finder. — (1) As 
a matter of convenience, the box containing the goniometer coils and the variable condenser, 
should be so placed that the zero position on the scale coincides with the bow and stern line 
of the vessel. 

(2) The tuned buzzer circuit is then set into operation at either 300 or 600 meters, de- 
pending upon which wave-length it is desired to receive. 

(3) The coupling knob on the tuned receiver is turned to 90°. 

(4) With the buzzer in operation, the condenser connected across the intermediate 
circuit and the billi-condenser are altered in capacity (simultaneously adjusting the de- 
tector) until maximum response is secured in the head telephones. ^ 

(5) When the foregoing adjustments have been made, the capacity of the condenser in 
the antenna circuit is altered by the knob on the top of the goniometer box until a still 
greater response in the head telephones is obtained. It may then become necessary to 
slightly readjust the values of capacity in use at the intermediate circuit condenser and the 
billi-condenser. 

(6) When the two loop aerials are in use and the buzzer is in operation, the loudest 
signals arc obtained from the buzzer when the pointer is at zero. The signals should 
gradually decrease in strength as the pointer is moved toward the 90° position. 

(7) When the two aerials are in use, zero signals should be obtained when the pointer 
is in the position 90*-90*. 

(8) When one of the aerial loops is disconnected by means of the switch on the top of 
the goniometer box, the maximum signal is received with the pointer at 45° -135° in one 
direction and the zero signal with the pointer 45®-13S® in the opposite direction. The re- 
verse condition takes place when the second loop is in use alone. 

(9) If, when the loops are thus tested singly, it becomes necessary to alter the capacity of 
the intermediate or the billi-condenser for maximum response, it is a positive indication 
that the loops are unsymmetrical and therefore out of balance. Identical positions of con- 
denser capacity should be obtained on both loops. Steps should be taken immediately to 
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correct this error which undoubtedly lies in the aerial. A slight compensation for this un- 
symmetrical condition may be made at the variable condensers insid<e the box by means of 
two, small adjusting screws. 

(10) The strength of the signals in one loop should be identical with that in the other. 
If not, a bad connection probably exists in one of the aerials. 

212. To Find the Directions of a Radio Station. — (1) The station whose 
direction is to be determined if not already in the act of sending, should be called and 
requested to send a test letter for two or three minutes, making sure to disconnect the two 
looped aerials of the direction finder by switches mounted on the top of the goniometer 
box during the sending period. 

(2) When a reply is received (on the ordinary receiving equipment), the ship's trans- 
mitter and receiver are put out of action, even to the disconnecting of the flat top aerial 
from the earth, which, if left in the circuit, will seriously affect the accuracy of the goni- 
ometer reading. 

(3) Next close the two switches for the loop aerials and swing the direction finder 
handle until the maximum strength of signals is obtained in the head telephone. This should 
not be a difficult adjustment, as the apparatus has previously been adjusted to the maximum 
degree of sensitiveness and to the standard wave length adjustment by means of the test 
buzzer. The pointer will now indicate on the goniometer scale the general direction of the 
transmitting station from which signals are being received, that is to say, it shows the 
direction with respect to the bow and stern line of the vessel. 

(4) If the signals received are not sharply defined, having about equal strength over 
a considerable portion of the goniometer scale, the positions should be noted where the 
signals fall to zero (above and below maximum) and a mean of the two readings taken. 
The mean reading is obtained by the angle divider furnished with the set 

(5) Before transmission is again resumed, care should be taken to disconnect the two 
loop aerials from the goniometer by means of the switches previously described, and also 
to put the detector switch at zero. 

It should be understood that the direction finder only gives the sense of direc- 
tion in reference to the bow and stem line of a vessel and not the geographical 
direction of the wireless station, which, of course, must be obtained by the readings 
of the standard ship's compass. More clearly, the direction finder gives the angle 
which the advancing wave from the transmitting station makes with the centier 
line of the vessel. 

For instance, if the pointer of the direction finder indicates that the general direction 
of the transmitting station is 20° off the port bow, it dOes not show whether that statiofi 
is 20® to the port bow or 20° to the starboard quarter. In the case of land stations there 
need be no doubt concerning this, as it is generally known whether the station is to the 
port or starboard side of the vessel. There can never be much doubt as to whether a ship 
is approaching or receding from a land station, for by the reverse interpretation, the land 
station would be located at sea — ^an obvious absurdity. 

If, in case of a heavy fog, the signals from another ship indicated that it bore a direc- 
tion over the bow and stern line of the vessel, and the signals from the ship became ofl 
gradually increasing intensity, it, of course, indicates that the ships are approaching each 
other, but does not show whether bow-on, or in the same general direction. A wireless 
message sent to the ship asking her course, would of course, remove all doubt and enable 
the nazngator to avoid a collision. ' 

Readings may be taken simultaneously of two land stations, and the position of the 
vessel located by well known navigation methods. Readings may be taken from a single 
station and the ship moved forward in a straight course to a definite distance and a second 
observation made. The data obtained in this manner is sufficient to establish the position of 
the vessel. 

An interesting application of the direction finder is the assistance it gives in locating a 
distressed vessel in foggy weather or after darkness. After the distress signals have been 
received, the position of the distressed vessel transmitted and certain information given to 
the relief vessel to enable the commander to know what direction he shall take, the distressed 
vessel is then asked to make the test letter "V", or any other prearranged signal. The direc- 
tion finder of the relief vessel is then put into operation and the general direction of the 
signals of the distressed vessel obtained. 



DIRECTION FINDER OR WIRELESS COMPASS. 263 

The relief vessel is then swung by the helm until the bow and stern line of the vessel 
coincide with the position of the pointer on the direction finder where maximum signals are 
obtained. In this manner, the relief vessel can be kept on a direct course and the distrAed 
vessel located in the quickest possible manner. 

When entering ports like New York harbor, where the atmosphere is at times congested 
with wireless traffic, the direction finder has been employed in a most efficient manner for 
eliminating unwanted signals. First one loop is thrown in the circuit ; if the station desired 
is not heard, the second loop is thrown in and a test made. If the signals are received on 
this loop, SO per cent, of the local interference under some conditions may be wholly elimi- 
nated, or at least detuned to such an extept as to be negligible. Or, if desired, both loops 
of the direction finder may be employed, and the pointer of the gonioniiter set in the direc- 
tion of the station from which signals are being received. It is certain that in this direction 
the maximum strength of signals will be received, and those of all other stations not on the 
same general line will be reduced or wholly excluded. 

Under favorable conditions, bearings may be taken with the direction finder within two 
or three degrees of accuracy; the error due to the instrument itself does not exceed 1 degree. 
The range of this apparatus with a carborundum detector is from 40 to SO miles, but with a 
cerusite detector it may be extended to 160 or 170 miles, which is ample for navigation 
purposes. 

The direction finder has been found applicable to the reception of long wave length 
signals over great distances. Recent tests with this aerial were carried out by the Marconi 
Wireless Telegraph Company of America, at their transatlantic receiving station, located 
at Belmar, N. J., U. S. A. The direction finder loop aerials were erected on a 4Sft-foot 
mast, and the receiving apparatus designed to be responsive to waves inclusive of 10,000 
meters. With a receiver responsive to undamped oscillations, daylight signals were re- 
ceived from the Marconi Stations at Carnarvon, Wales, and Clifden, Ireland ; also from 
the German stations at Nauen, Germany, and Hanover, Germany. The direction of these 
stations was readily found with a notable degree of accuracy. 
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213. In General. — Progress in the United States in the development of 
sustained oscillation generators has been particularly marked during the past few 
years. 

In fact, by the use of undamped wave apparatus the transmitting range of 
high-power stations has been materially increased; and in view of the wide- 
spread interest in continuous wave equipment, the fundamental circuits 
and operation of some of the more important systems will be briefly described 
and explained. 

Sustained waves are defined as the waves radiated from a conductor in which alternating 
current flows. The terms "undamped" ^'sustained*' and "continuous" are often employed 
synonymously and are presumed to indicate oscillations of continuous amplitude and constant 
formation in contrast to "discontinuous" oscillations which occur in groups of 200 to 1,000 per 
second, and arc obtained by the recurring charge and discharge of a condenser across a 
spark gap. A slight distinction in the use of these terms should be made, as electrical 
oscillations may be continuous in the sense that they are not broken up into distinct groups 
but the successive cycles may vary in amplitude, an example being the type of oscillations 
generated by the arc. 

Continuous waves are set into motion by : 

(1) The radio-frequency alternator such as the Alexanderson and Goldschmidt 
types. 

(2) The Poulsen or Duddell arc generator. 

(3) A battery of vacuum valve tubes, such as the General Electric Pliotron oscil- 
lators. ' 

At the writing of this volume, marine wireless telegraph sets are fitted with discontinuous 
wave transmitters, almost exclusively, but high power stations employ either continuous or 
discontinuous wave apparatus. One reason why continuous wave transmitters have not been 
universally adopted for ship service is accounted for by the fact that the apparatus for the 
production of continuous oscillations (or waves) generally involves mechanical and electrical 
problems difficult to surmount or else the apparatus is too intricate or cumbersome to be 
installated aboard ship. It is therefore safe to predict that discontinuous wave apparatus will 
he employed in this hrancli of radio communication for some time to come. 
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214. The Arc Generator. — A simple system for generating continuous 
oscillations is the arc generator, the circuits of which are shown in Fig. 278, 
where an arc gap of copper and carbon electrodes A, B, is shunted to the terminals 
of a 500 volt direct current dynamo. In this diagram C-1 and C-2 are iron core 
inductances which prevent the oscillations of radio-frequency discharging back 

into the generator. C 
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IS the usual con- 
denser of the closed 
oscillation circuit 
and L the variable 
inductance. In the 
usual manner, the 
oscillations generat- 
ed in this circuit ar« 
transferred to the 
antenna circuit by 
means of an oscilla- 
tion transformer. 

The functioning of 
this apparatus is as 
follows : When the 
electrodes of the arc A, B, are first placed in contact and then given the correct separation, 
considerable difference of potential exists across the terminals as can be shown by a volt- 
meter. Accordingly a certain amount of current flows into the condenser C which receives 
a charge. The charge taken by the condensers robs the arc of some of its current, which 



Fig. 278 — Fundamental Diagram of the Poulscn Arc Generator. 
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Fig. 279 — Complete Circuits of a Modern Arc Transmitter. 

further increases the potential across the arc and places a still greater charge on the con- 
denser. When fully charged, the condenser discharges across the arc gap and lowers the 
arc voltage. This decrease of arc voltage also assists the discharge of the condenser mate- 
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riftlly and due to the inertia of the oscillation circuit, the condenser will continue to discharge 
in the opposite direction, or, in other words, an alternating current will flow through the 
oscillation circuit. Due to the fact that direct current is constantly supplied to the arc and 
condenser, this process of charge and discharge continues so long as the arc is in operation, 
and the resultant frequency of oscillation is approximately that due to the inductance, 
capacity, and resistance of the. condenser circuit. The oscillations flowing in this circuit 
are transferred to tlie~4firial wires from wiwch part of their energy is. radiated in the 
form of continuous waves. ' ^ 

It is found that enclosing the arc gap in an airtight chamber and feeding it with hydrogen 
gas, alcoholic vapors or even steam tends to increase the potential difference as well as to 
prevent the arc blowing out. It has been determined further that powerful electromagnets 
mounted at a right angle to the arc. tend to increase the potential difference and, at the 
same time, cause the arc electrodes to burn more evenly. For continuous operation, and 
to prevent overheating, the containing chamber and the arc electrodes must be cooled by 
water circulation. 

In the latest naval installations, the arc gap is conttected directly in series 
with the antenna circuit as shown in Fig. 279, which is a duplicate of the con- 
nections of the U. S. Naval Station at Radio, Va., and other naval stations. It 

is claimed that con- 

T^ nccting the arc in this 

\ I way has increased the 

V rai^e of such trans- 

I tnitters to a remark- 

l able degree, and that 

, the operation of the 

^5 system as a whole has 

CZ! been simplified. 

S^M Referring to the dia- 

C gram (Fig. 279) : The 

f^ choking inductances are 

indicated at C-landC-2; 
' the regulating resistance 

for the arc shown at R 
is connected in series 
with the blow-out mag- 
nets placed at right angles 
to the arc. A source of 
.^^ , direct current of 500 

^^^ volts is connected to the 

? arc gap, the plus pole of 

which is constructed of 
copper, the minus pole of 
carbon. 

this type is adjusted for 

operation as follows : 

j The arc is struck at low 

voltage by connecting 
large values of resist- 
ance in the circuit at R. 
The gap is then length- 
ened out and the voltage 
increased until the aerial 
ammeter indicates a 
'"AUernitor. "" ""'"" """" ""*"""' maximum reading. /( is 
noted thai a critical 

length of arc gap gives the maximum value of antenna current and this is the adjustment 

always to be aimed for. 

The condenser shunted across the arc (Fig. 279) acts as a by-pass for the radio-frequent 

currents flowing in the antenna circuit. 



Fig. 280— Detalli and Connccliona of the Akxinderian Rid 
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215. SignaUing. with the Arc Transmitter. — It is obvious that a telegraph 
key cannot be placed in series with the arc gap for signalling and, in consequence, 
the formation of the Morse characters is usually effected by changing the in- 
ductance of the antenna circuit at coil L-1, Fig. 279. When the lever of the key 
K is released, the radiated wave, for example, is 6,900 meters in length, but upon 
pressing the key, a few additional turns of wire are inserted in the antenna circuit ; 
the wave length thus is increased to 7,000 meters. Now if the receiver is tuned 
to the wave radiated by the transmitter when the key is closed {7,000 meters), the 
wave radiated, when the key is open (or when the key lever is up), will not be 
heard in the receiving telephone, hence the Morse characters are formed at 
the sender and easily distinguished at the receiver. 

Tkt taave radiated when the key is released is termed the "compensalton" wave, but the 
second wave is termed ike "signalling wave." In stations employing this system of signalling, 
it is difficult to distinguish the signals of the sending wave unless very careful resonant 
adjustments are made at the receiver, otherwise a mixture of the two radiated waves is 
obtained, which cannot be deciphered. 

An important feature of the arc system is the ease by which the length of the radiated 
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Fig. 2801— The 2 K. W. 100,900 Cycle Ateunderion Alifrnator. 

wave can be changed. This can be instantly effected by simply adding or subtracting turns 
at the aerial tuning inductance. 

Undamped tvave transmitters of the arc type operate most efficiently at wave lengths in 
excess of 3,000 meters, and, in fact, the majority of arc stations operate at wave lengths in 
excess of 6,000 meters. Satisfactory tests have been carried out between the Darien 
Isthmus of Panama and San Diego, Cal., naval stations with arc sets at the wave length of 
18,000 meters. 

Arc generators of 100 kilowatts capacity are in daily use. The radio station at Tucker- 
ton, New Jersey, under U. S. Navy control, employs a 100 K, W. arc set which, at the wave 
length of 7,400 meters, gives antenna current of 150 amperes. Communication is effected 
with the corresponding station at Hanover, Germany, during the favorable hours of the day. 

The U, S. Naval Station at San Diego. Cal., is fitted with a 200 K. W. arc transmitter 
giving an antenna current of 120 amperes ; other naval stations are fitted with 30 K. W. 
and 60 K. W. transmitters. The naval station under construction at Cavite, Philippine 
Islands, will be filKd with a 350 kilowatt arc set giving an antenna current of 200 amperes. 

Daylight communication between Radio, Va., and Darien Isthmus of Panama, and San 
Diego, Calif., has been carried on for a number of months. 
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Certain battleships in the U. S. navy are fitted with 20 or 30 kilowatts arc transmitters 
operating at the wave length of 4,000 meters. These sets can intercommunicate over dis- 
tances of 2,000 miles in daylight 

216. The Alexanderson High Frequency Alternator. — A 2 K. W. alter- 
nator (Fig. 280-a) has been developed by the General Electric Company which 
generates current at a frequency of 100,000 cycles per second, the rotor of the 
alternator being driven at a speed of 20,000 R. P. M. In this particular type of 
generator both the armature and field windings are stationary, the rotor consist- 
ing merely of a steel toothed disc. Current at 15 amperes and 130 volts is 
obtained from the 2 K. W. machine, which may flow directly into the antenna 
circuit or may be induced therein by an oscillation transformer. In the inductive 
method, shown in Fig. 280, currents of radio-frequency flow through the primary 
winding of the oscillation transformer P, the secondary S being connected in 
series with the antenna. Signalling is accomplished by placing a telegraph key 
in series with the field winding of the alternator or by variation of the localized 
inductance in the antenna circuit, as with the arc system. 

In the diagram, Fig. 280, the excitation 
field winding, F, consists of a single coil, 
wound inside the frame of the entire ma- 
chine. The rotor is a toothed disc with 
300 projections, the space between teeth 
being filled with a non-magnetic material 
to cut down wind friction. 

The armature coils, R, R, consist each of 
a single turn of wire wound zigzag in 
slots, and any consecutive pair may be said 
to constitute a pair of coils of one turn 
each. 

Current is induced in the armature coils 
as follows: When a tooth on the rotor 
comes opposite the armature cores. A, B, 
the magnetic flux passes through windings 
R, R, but a minimum of flux threads 
through the coils, when the tooth lies be- 
tween two armature coils. Thus an oscil- 
latory current is induced in R, R, the fre- 
quency of which is determined by the speed 
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Fig. 281 — Showing th« FundatnenUl Circuit of 
Radio-Frequency Control Device Developed by 
the General Electric Company. 



of the rotor and the number of field poles. 

A unique method for controlling the antenna current of an undamped transmitter has 
been developed by the engineers of the General Electric Company, the fundamental prin- 
ciple of which is shown in Fig. 281. In this system, a specially constructed, magnetically 
saturated, amplifying coil is connected in shunt to the radio-frequency alternator, and if a 
telegraph key is inserted in the direct current circuit as at K and proper adjustment made 
of the' circuit connected to battery B, the effect of opening and closing the key is as 
follows : 

When the telegraph key, K, is up (the contacts at the rear of the lever closed), the 
iron core, by proper selection of ampere turns of the coil M-2, becomes magnetically satu- 
rated, and the self-inductance of the winding M-1 is practically that of a simple coil without 
an iron core. When the telegraph key is pressed and the control circuit of battery B opened, 
the iron core, in respect to the winding M-1 becomes magnetic, and its self-induction is at a 
maximum. In this position of the telegraph key, the voltage across the terminals of the 
radio-frequency alternator is maximum and maximum current flows in the antenna circuit. 
In this way the dots and dashes of the Morse telegraph code can be readily formed, and 
in fact, the signals may be transmitted at an extremely high speed with a practically non- 
arcing control. 

Practically no current is induced in the winding M-2 (the control winding) because 
it includes both legs of the core of winding M-1. It is necessary in this system that the 
ampere turns of windings M-1 and M-2 be practically equal. 

'Alternate arrangements of this circuit are in use, which are fully described in the April, 1916. 
Proceedings of the Institute of Radio Engineers. 
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may be connected in the circuit 



n ■60,000' 
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For the transmission of speech, a microphone ti 
of B and wireless telephony carried on at large powers. 

A photograph of a 75 K. W, high freQuency alternator of the Alexanderson type appears 
in Fig. 282. So far, alternators of this capacity have been used for laboratory experiments 
only, but there is no reason to believe that they will not prove a commercial success, at least ■ 
at high power land itationi. 

Radio-frequency alternators for the production of lower frequencies, in the region of 
30,000 cydei per second, are less difficult to construct than the type just described, on ac- 
count of the reduced 
peripheral speed of the 
armature. An alterna- 
tor, for example, gen- 
erating current at a fre- 
quency of 30,000 cycles 
per second would excite 
an aerial having a natur- 
I al wave length of 10,000 
meters and provided the 
proper output could be 
obtained would be of 
great use for land station 
work, but an alternator 
having a normal speed of 
20,000 revolutions per 
minute obviously is not 
practical for continuous 
service at either ship or 
shore stations where a 
twenty-four-hour oper- 
ating schedule is in ef- 
fect It is just, however, 
to state that high speed 
alternators such as the 
Alexanderson type are 
monuments of engineer- 
ing skill, and many me- 
chanical, and electrical 
problems, heretofore 
considered impossible of 
solution, have been com- 
pletely solved 
217. Goldschmidt Radio-frequency Alternator. — By adopting the simple 
principles of electrical resonance. Dr. Goldschmidt has designed an alternator 
which, by the use of a single armature, generates radio current at frequencies 
from 30,000 to 75,000 cycles per second. The great advantage of this alternator 
is the low speed of the armature, which, even in the 200 K. W. sizes, does not 
exceed 3,100 R. P. M. 

It will be observed from diagram. Fig. 280, that in addition to the stator and 
rotor windings of the usual akernator, a number of external inductance coils 
and condensers are connected in both the shunt and rofoH circuits, which are 
employed for tuning these circuits to several frequencies. In fact, by correctly 
proportioning the inductance and capacity, current at a frequency of 60,000 
cycles per second can be taken from the field winding, and if made to flow in a 
properly tuned antenna circuit will radiate waves, 5,000 meters in length. 

In the diagram, Fig. 283, the Held windingt of Ike allernalor are represented at F (gen- 
erally referred to as the stator) and the armature winding at A known as the rotor. The 
armature inductance A and the condenser C-4 are shunted by the inductance L-3 and the 
condenser C-S. Similarly, L-3 and C-4 are shunted by condenser C-3. The values of C-4, 
1^3, C-5 and A are so chosen that either C-4 and A, or C-S and L-3 are in resonance to the 
initial frequency of the generator, that is to say, C-4 and A or C-5 and L-3 have identical 
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time periods and since they are connected in parallel, the period of the circuit remains 
unchanged and in resonance with the initial frequency of the alternator. The function of 
inductance L-3 and condenser C-4 is to place the armature on short-circuit at a given 
frequency. In fact, it would not be possible to completely short-circuit the rotor winding 
•for radio-frequent currents by merely placing a short piece of wire across the terminals. 
However, by placing another circuit containing inductance and capacity of identical time 
period in shunt to the rotor, a complete short-circuit is effected. 

The circuit of the stator F, C-1, L-2 and C-2, are similar to those of the rotor A, but this 
circuit is tuned to twice the fundamental frequency of the alternator. Also, the distributed 
capacity of the antenna system takes the place of the condenser, C-3, of the rotor circuit 

The field winding of the stator, F, primarily magnetized by the source of direct current, 
B, has the choking coil, L-1, connected in series to prevent the oscillations of radio-frequency 
flowing back to the exciter B. A regulating rheostat R permits close variation of the field 
current. 

It will assist the student to gain an understanding of the operation of this generator, if 
he will but consider the following well-known phenomenon : If a common alternating cur- 
rent generator armature revolves at such speed as to generate an initial current at a fre- 
quency of 60 cycles per second, and the field coils, for example, are mechanically rotated in 
the opposite direction at a similar speed, it is plain that the relative motion is doubled and 
therefore the frequency will be doubled. It is also established that we might dispense with 
the revolving appliances for the field coils, and pass an alternating current of a g^ven 
frequency through a stationary field winding. 

If the speed of the armature is N^ revolutions per second and the frequency of the field 
current N cycles per second, there will be induced in the armature E. M. F.'s of two fre- 
quencies, one of N + N*, and another of N — N*. 

In case N and N^ are just equal, then, the frequency of the current induced in the arma- 
ture will be N -|- N* or 2N, and N — N^ or zero. Hence, if current of 60 cycles flows 
through a four pole field winding and the armature is driven at 30 revolutions per second, 
current at a frequency of 120 cycles per second will be generated in the armature. 

The student, having some knowledge of the fundamental principles of the induction 
motor, is well familiar with the fact that a rotating magnetic field is produced by an alter- 
nating current flowing through a stationary field winding. Such a current flowing through 
the stator of a generator, for instance, will give rise to two oppositely rotating magnetic 
fields of angular velocity corresponding to the frequency of the current, and if the speed 
of the armature is carefully adjusted to the velocity of the field, it will cut through one of 
these fields and thereby double the frequency, but it will be stationary in respect to the other 
field. 

By employing several generators to step-up the frequency, this principle might be ex- 
tended further. For instance, current of a certain frequency generated in the armature of 
generator No. 1 could be passed through the field winding of generator No. 2 and by proper 
selection of armature speeds, the frequency would be doubled in the second generator, 
and 80 on. But, owing to the number of steps involved in such frequency transformation, 
there would be serious current losses which could not be compensated for. However, Gold- 
schmidt's alternator accomplishes this in a single armature and by adoption of the principles 
of electrical resonance, several frequencies are generated in the armature and Held windings. 
The current of one of these frequencies is selected and diverted to the antenna system where 
part of the energy is radiated in the form of electromagnetic waves. 

The design of Goldschmidt's alternator is such that when driven at normal speed, the 
initial frequency of the current generated in rotor A is 15,000 cycles per second. Since the 
inductance and capacity of the rotor circuit are selected to give it a natural time period of 
oscillation suitable to the fundamental frequency, an alternating current of considerable 
intensity flows (in the arihature windings A, C-4, L-3, C-S). 

The field of the rotor corresponding to this frequency is composed of two component 
magnetic fields of equal intensity, which rotate in opposite directions in respect to the wind- 
ings of ther rotor. The velocity of one of these fields is zero in respect to the rotor, but the 
other travels at twice synchronous speed and therefore induces in the circuits of the stator 
an E. M. F. at a frequency of 30,000 cycles per second (and zero frequency) (N -f N and 
N — N or 2N and 0). And since the circuit F, C-1, L-2 and C-2 is tuned to this frequency, 
current of considerable amplitude flows. 

Now the E. M. F. of 30,000 cycles, induced in the stator, induces in the rotor two fre- 
quencies, one of 45,000 cycles per second and another of 15,000 cycles (2n -f N and 2N — N 
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or 3N and N). The current of 45,000 cycles flows through th« condenser C-3, but the 
current of 15,000 cycles can, by proper design of the circuits, be made to nearly neutralize 
the former current of 15,000 cycles in the rotor. There remains, therefore, in the rotor, an 
E. M. F. at a frequency of 45,000 cycles per second which flows through the condenser C-3, 
and due to a well-defined resonant adjustment, a powerful current flows. 
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Fig. 284 — The Joly-Arco Undamped Wave Transmitter. 



The current of 45,000 cycles flowing in the rotor, will induce in the winding of the stator, 
current at 30,000 cycles per second and 60,000 cycles (3N — N and 3N + N or 2N and 4N). 
This current of 30,000 cycles nearly neutralizes the former current of 30,000 cycles, leaving 
in the circuits of the stator, current at a frequency of 60,000 cycles, to which the antenna is 
carefully tuned. Because the impedance of L-2, C-2, is considerably greater than that of 
the antenna, the current of 4N oscillates in the antenna circuit. 

Signalling is accomplished in the Goldschmidt system by placing a key in the exciter cir- 
cuits, the circuit being alternately opened and closed. 

An alternator of this type installed at the radio station, Tuckerton, New Jersey, U. S. A.. 
is employed for transatlantic communication with a corresponding station located at Han- 
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over, Germany. Although capable of generating 200 K. W., it is normally used at 100 to 150 
K. W. The driving motor is of 250 H. P. capacity, operated from 220 volts direct current 
and has a speed of 4,000 R. P. M. 

The armature of the generator is constructed of very thin laminated iron and revolves 
within 1-32 of an inch from the field poles. Oil is pumped to the bearings at considerable 
pressure and afterwards cooled through a refrigerating machine. 

Operated at the wave length of 7,400 meters with a generator input of 175 K. W., 135 
amperes flow into the antenna at the Tuckerton station. When atmospheric electricity is 
not severe, communication is maintained with Hanover, Germany, but the stations operate at 
a disadvantage because they are not duplexed as are the Marconi Transoceanic stations. 

218. The Joly System for the Production of Undamped Oscillations. — ^The 
U. S. Radio station at Sayville, Long Island, employs the Joly-Arco system for the produc- 
tion of continuous waves. In this system a specially designed generator having an initial 
frequency of 10,000 or 15,000 cycles per second is connected to two transformers having 
magnetically saturated iron cores which are designed to double or triple the frequency of 
the alternator. 

A fundamental circuit diagram of this system is shown in Fig. 284, wherein an alternator 
N having an initial frequency of 15,000 cycles per second is connected to the two specially 
designed transformers, T and T-1. Transformer T has the excitation winding S, which 
saturates the core fully, a similar winding S-1 being provided for the transformer T-1. 
A source of direct current for the excitation windings S and S-1 is indicated at B with 
the regulating rheostat, R, connected in series. The current generated by the alternator N 
flows through the primary windings C and A, the complete primary circuit being tuned to 
resonance with the initial frequency of the alternator by the variable inductance and the 
variable condenser connected in series with the ciraiit. 

The secondary circuit, or antenna system, embraces the windings D and B connected In 
series with the antenna inductance L, the earth connection E and the aerial wires W. The 
hot wire ammeter M is connected in series with the earth lead to determine conditions of 
resonance. As intimated previously, the transformers T and T-1 arc fully saturated, the 
magnetization being brought to the knee or bend of the characteristic saturation curve by 
carefully regulating the rheostat R. 

To illustrate the functioning of this apparatus. let us assume that the primary coils are 
wound on the cores so that the direction of the magnetic lines of force will be that indicated 
by the full-line arrows : furthermore, assume that at a particular half cycle of current from 
the alternator, the direction of the current through the primary winding is such that the 
corresponding magnetic flux flows in the direction indicated by the broken-line arrows; then 
the normal flux of the core T will not be increased because this core is already saturated 
fully, the added flux flowing in the direction of the core flux, but the normal flux of the 
core T-1 will be opposed by the flux of the winding A and the total lines of force flowing 
through the core, therefore, reduced. This reduction of flux, followed by subsequent rise 
to normal saturation upon the completion of an alternation from N, causes two changes of 
flux through coil B of transformer T-1, resulting in the production of two alternations in 
that winding for one alternation of current from N. The final effect is to induce current of 
double frequency in the antenna system. 

Let the next half cycle of the alternator N be completed through windings A and C: 
then, the change of flux takes place in the core of the transformer T, rather than in T-1. 
resulting in the induction of two alternations of current in the secondary winding D. Sum- 
ming up the foregoing, a complete cycle of current from the generator N will induce two 
alternations of current in the coil B, followed by two alternations of current in the coil D. 
thereby doubling the initial frequency of the generator current. This current flows in the 
antenna circuit which has been carefully tuned to resonance, and part of the energy is con- 
verted into electric waves. 

By an additional set of transformers, the current of double frequency generated by the 
first set of the transformers may be again doubled, but the efficiency of the apparatus, as a 
whole, decreases considerably as the steps of transformation are increased. 

.Another system of transformation has been evolved by Joly, in which the frequency ot 
the generator may be tripled by a single set of transformers, which are adjusted to have — 
when A. C. current flows — unequal degrees of saturation. In this system the D. C. excita- 
tion winding for the transformer is dispensed with. 

In systems of this type in order that resonance between the alternator current 
and the antenna system may be maintained, it becomes important that the fre- 



274 



PRACTICAL WIRELESS TELEGRAPHY. 



3ucncy of the alternator may remain constant; in consequence, the speed of the 
riving motor must be carefully governed and to this ead several devices have 
been brought forth, the principal one being a signalling key fitted with a special 
set of contacts which, just previous to the closing of the key, add resistance in 
the motor field circuit, maintaining a practically uniform speed of rotation. 
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Fig. 285 — Marconi's Method of Generating Continnons Oscillationa. 



Signalling is accomplished, in the Joly system, by inserting a key in series with the direct 
current excitation winding, or by interrupting the generator circuit to the primary winding 
of the transformers by a special electromagnetic key, or by cutting in and out a few turns 
of the aerial tuning inductance. The first-named method is .the one in use at present. The 
alterrilator at the Sayville station has a capacity of 100 kilowatts and gives antenna current 
of about 140 amperes. Fair communication is effected with the station at Nauen, Germany, 
throughout the 24 hours of the day, but the best results have been obtained during the dark 
hours. At present the Sayville station operates at the wave length of 9,400 meters, the 
antenna frequency being slightly above 30,000 cycles per second. 

219. Marconi's System for the Production of Continuous Waves. — Signer 

Marconi and his engineering staff have developed an ex- 
ceedingly novel method for generating continuous oscilla- 
tions, doing away with many of the problems encountered 

in the construction of intricate high frequency alternators. 
The fundamental principle upon which the system is based is 
disclosed in the diagram. Fig. 285, wherein a number of disc dis- 
chargers, D-1, D-2, D-3, D-4, are mounted on a common shaft, 
each of which is connected to an oscillation circuit, such as P-1 
and C-1, P-2 and C-2, etc. The main condensers, C-1, C-2, C-3, 
C-4, are charged by a source of high potential direct current, indi- 
cated at G, consisting of two 5,000 volt generators connected in 
series. The disc dischargers, D-1, D-2, etc, are set on the shaft so 
that the condensers discharge and recharge at regular intervals in 
succession, and if the velocity of the discs is adjusted so that the 
interval between the beginning of the discharge of one condenser 
and the beginning of the discharge of the next condenser is equal 
to the period of the oscillations in the antenna circuit, or an exact 
multiple thereof, the oscillations flowing in the antenna circuit will 
overlap, producing continuous oscillations of practically constant 
amplitude, as shown in Fig. 286. 

To insure that each condenser discharges at the right moment, 
and that the successive groups of oscillations induced in the antenna 
circuit are in phase, the discharge circuit is provided with an auxiliary timing rotary disc 
discharger, known as the trigger or timing disc (not shown in the drawing), which performs 
the function of setting off the main spark discharge at the proper time. 




Fig. 286— Showing How 
Groups of Damped OsdI- 
lataons Can Be Made to 
Orerlap One Another. 
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A modified form of the timed-spark oscillation generator is shown in U. S. Patent 1,136,477 
of 1915, one arrangement being that shown in Fig. 287. Here a direct current generator is 
indicated at G and a choking coil at L-1. Since G has an electromotive force of about 10,000 
volts, condensers K-1 and K-2 receive a charge which enables them to discharge across the 
spark gap. A terminal of either condenser is connected to the disc dischargers, D-1 and D-2, 
and the studs of the latter are placed so that condensers C-1, C-2 and C-3 are alternately 
and successively charged, let us say, through inductance L-2 and successively discharged 
and recharged through Lr3. 

The oscillations set up in L-2 or L-3 are made to act inductively on an intermediate 
circuit, L-4, L-5 and C-4, and if the discs be revolved at a certain speed and are properly 
timed, the trains of oscillations induced in the intermediate circut overlap one another, re- 
sulting in a continuous flow of oscillations in the antenna circuit, A-1, E. 









Fig. 287 — One Type of Marconi Continuous Wave Generator. 



In this system, signalling is accomplished by inserting a high tension relay key in series 
with the source of direct current from the generator or by closing the circuit of the timing 
disc. 

The apparatus for this system has been developed further by the Marconi's Wireless 
Telegraph Company, Ltd., and is not used at present as shown in either Figs. 285, 286 or 287. 
The details of the more modern apparatus cannot be published for the present, but it may 
be remarked that a transmitting set of this type is in daily use at the great Marconi station 
at Carnarvon, Wales, England, and a similar set will be installed in the transoceanic station 
at Marion, Mass., U. S. A. 

With a power input of less than 100 K. W., the author has copied the signals from the 
Carnarvon station in New York City during the daylight hours with an aerial 100 feet in 
length. The signals were considerably stronger than those obtained from other foreign 
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stations using radio-frequency alternators of greater power. The wave length employed 
during these tests was close to 10,000 meters. 

220. The Pliotron Oscillator. — Highly exhausted two or three element 
vacuum valves of enlarged dimensions can be employed to generate current at audio- or radio- 
frequencies. In the form designed by the engineers of the General Electric Company, tlie 
device has been termed a "Pliotron." The Pliotron bulb contains a tungsten Alament F (hot 
cathode) brought to a state of incandescence by 110 or 220 volts direct current, a grid of 
tungsten, G, and a tungsten plate, P, (anode), as indicated in Fig. 288. 

The filament F is brought to incandescence by a source of direct current, A, B. 
which source also supplies current for the anode circuit between the filament and the plate. 
The radio-frequency inductance of the anode circuit, indicated at L, is shunted by the 
condenser C-L L-2, the radio-frequency inductance of the grid circuit, also has the shunt 
condenser C-2. By variation of the capacity of C-1 and C-2, the grid circuit and anode 
circuit may be tuned to resonance and the oscillations flowing in the anode circuit repeated 
back to and reinforced through the grid circuit by inductively coupling coil L-1 to L-2. 
By means of a third winding, L-3, coupled to either L-1 or L-2, current of any desired 

frequency can be gen- 
erated by proper varia- 
tion of inductance and 
capacity; in fact, cur- 
rent at frequencies from 
60 to 1,000,000 cycles 
per second can be ob- 
tained. 

The radio- frequent 
currents generated in 
the circuits of the 
Pliotron can be trans- 
ferred to the antenna 
system by coHnecting 
the terminals of the 
coil L-3 to the antenna 
and earth wire, the 
precaution being taken 
to tune the aerial cir- 
cuit to resonance with 
the local current. A 
number of Pliotrons 
may be connected' in 
parallel and direct cur- 
rent at any desired 
power converted into 
oscillations of radio- 
frequency. 

^ The Pliotron vacuum 

Fig. 288 — ^The Pliotron Oscillator Connected for the Production of Radio- bulb can also be used tO 

Frequency Oscillations. ^, i*. ■• , 

vary the amplitude of 

the oscillations in an antenna system traversed by undamped oscillations. If properly con- 
nected, it is applicable for radio-telephony as well as telegraphy. If the anode of the Pliotron 
is connected to a point of high potential in the antenna system and the negative side of 
the filament to earth, and the grrid potential of the Pliotron is strongly negative, no leakage 
to earth takes place, but if the negative potential is decreased, sufficient energy will be with- 
drawn from the antenna to strongly damp the oscillations. In fact, practically all the energ>' 
of the antenna oscillations can thus be diverted to earth. 

If an electromotive force of the correct value is impressed upon the grid through a 
small telegraph key, the dots and dashes of the Morse code are formed by simply closing 
the circuit and thus varying the grid potential. 
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PART XV. 

RECEIVERS FOR UNDAMPED OSGILLA 
TIONS OR CONTINUOUS WAVES. 

221. The Problem. 222. The Tikker. 223. The Hetero- 
dyne System. 224. The Vacuum Valve as a Source of 
Radio-Frequency Oscillations. 225. Vacuum Valve as a 
Combined Detector, Amplifier and Beat Receiver. 226. 
Oscillating Vacuum Valve Detector Circuits of the U. S. 
Navy. 227. The Goldschmidt Tone Wheel. 228. Marconi 
System for Reception of Undamped Oscillations. 



221. The Problem. — If an ordinary crystal rectifier' be connected to a 
receiving set tuned to a continuous wave transmitter, owing to the lack of discon- 
tinuity in the advancing wave, a continuous pulsating current flows through the 
receiving telephone. These pulsations take place at such rapid rates that the 
diaphragm of the telephone is either held down continuously or repelled continu- 
ously resulting in no sound except at the beginning or end of the flow. 

To make undamped oscillations audible, we are compelled to break up the 
oscillations of either the transmitter or receiver into groups suitable for maximum 
response in the head telephone or to supply other means at the receiver to make 
them audible. 

The receivers at present in use are : 

(1) The Poulsen tikker or chopper; 

(2) The "Heterodyne" system; 

(3) The Goldschmidt Tone Wheel; 

(4) The Regenerative Vacuum Valve (used as a '^at" receiver). 

The mode of func- 
tioning of these detectors 
is briefly described as 
follows : The Poulsen 
tikker interrupts the cir- 
cuits of the receiving 
tuner at a uniform rate- 
per second (approxi- 
mately 300 to 600 times) ; 
the heterodyne system is 
based upon the interac- 
tion of two radio-fre- 
quent currents in the 
receiving aerial, resulting 
in the production of an 
audio-frequent current in 
the telephone circuit; the 
Goldschmidt tone wheel 
converts the current of 
radio-frequency {the in- 
cominfi oscillations) into 
Qn audio-frequent current 
and the regenerative 
"beat" receiver employs 
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F'4. 289— The Simple Poulsen Tikker and Circuit. 
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Iht vacuum valve as an oseiilalor at radio-frequencies to produce ike "keterodyne" tfftcl. 
This, combinei] with the well-known relaying action of the vacuum valve and its ability to 
repeat currents of radio-frequency, makes a receiver of unusual sensitiveness. 

222. The Tikker. — In its commercial form the tikker consists of a com- 
mutator interrupter, the principal of which is shown in Fig. 289, 

A disc D mounted on the shaft of the motor M has a number of teeth filled in between 
with insulating material such as fibre. The radio- frequent currents flow from brujh B to A 
through the disc which interrupts them from 300 to 1,000 times per second. The charge built 
up in the condenser, C-1, by resonance with the aerial system discharges into the telephone 
condenser, C-2 (Fig. 289), at regular intervals. Condenser C-2, in turn, discharges through 
the head telephone creating a single sound for the charge accumulated. Due to the fact 
that the tikker. discharges C-1 at various potentials, or we might say, at different points on 
the cycle of the incoming oscillations, a non-uniform note is produced lacking the desired 
musical pitch for reading through atmospheric electricity. However, the tikker sufEces as a 
simple receiver and good results have been obtained by its use at several ship and shore 
stations. 

A favored fonn of drcuit interrupter for the reception of undamped oscillationE is the 
sliding wire or slipping contact detector, shown in Fig. 290. In the diagram a small brass 
wheel W, mounted on the shaft of the motor, M, is in contact with the brush B. The 
terminals of the slipping contact, B, are connected in the circuit of the tuner as the tikker, 

D. of Fig. 289. The cir- 
cuit is completed 
through the brush, B-1, 
in contact with the shaft 
S. When the wheel is 
in rotation, there is a 
constant slipping and 
gripping of the brush B 
on the wheel which 
makes a contact of vari- 
able resistance causing 
the charge accumulated 
in the telephone con- 
denser to vary in ac- 
cordance. The note in 
the telephone will have 
a pitch in accordance. 
Both the tikker and 
F(B. 290-The -SUpping ConW«^^D.w^« for Kcccpllon of UixUmped (he slipping contact de- 
tectors are considered 
as current operated devices, meaning that they function best in a tuning drcuit which 
affords a maximum of current rather than a high voltage. The coils of the tuner for these 
osdilation detectors are wound with Litsendraht wire or conductors of equal high frequency 
conductivity. 

These detectors are applicable to the reception of damped osdilations or discontinuous 
waves, but, owing to the discontinuity of the wave trains, an irregular note, much similar 
to the discharges produced by atmospheric electridty, is obtained, 

223. The Heterodyne System.— The functioning of the heterodyne* re- 
ceiver is based upon the interaction of alternating currents of two frequencies in 
some part of the receiver circuits. 

For example, if an alternating current of 50,000 cycles per second flows through a given 
drcuit, and there is superposed on it another current having frequency of 49,000 cycles per 
second, a "6m(" current will result having a frequency equal to the numerical difference 
of the two applied frequencies or 1,000 cycles per second. The same frequency would be 
obtained by superposing a current of 51,000 cycles upon another current of 50,000 cycles; in 
fact, in any case, the frequency of the beat current could be the difference of the two 
applied trequendes. 

By adoption of this prindple we are afforded ready means for making audible undamped 
osdilations from a given transmitter at the receiver. One method b shown in Fig. 291, 

•Abroad, thii ttccntr i> called the "local [nieiferencc" lecclvef. 
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where the receiver circuits are indicated by L-1, L-2, the crystal rectifier D, etc An un- 
damped oscillation generator consisting of the D. C. arc gap A, B, the variable condenser C 
and inductance L are shown at the base of the drawing. By means of this generator, a steady 
stream of oscillations is supplied to the aerial system through the coupling coil L-3, the 
frequency of which can be altered either 
by the condenser C or by the induct- 
ance L. 

Now, if the receiving tuner, for ex- 
ample, is tuned to the wave length of 
6,000 meters corresponding to an oscilla- 
tion frequency of 50,000 cycles per second 
(which may be the wave length of a given 
transmitting station), and the arc genera- 
tor adjusted to generate oscillations at a 
frequency of 49,500 cycles per second, a 
beat current of a frequency of 500 cycles 
per second will flow in the circuit of the 
receiver where it will be rectified by the 
detector, D, and made audible in the head 
telephone P. 

By carefully adjusting the local fre- 
quency, the beat note can be varied from 
a pitch equivalent to that of a 200 cycle 
alternating current up to the limits of 
and beyond audibility. The interaction of 
these two frequencies in the receiving 
system not only makes undamped oscilla- 
tions audible but also amplifies the re- 
ceived signal to a marked degree. Even 
damped oscillations may be ampli^ed by 
this means, but in this case the normal 
note of the spark transmitter is distorted. 




Fig. 291 — Early Form of Heterodyne Receiver. 
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the resultant note being of lower pitch. The note of the local beat current generated by the 
heterodyne receiver has the most uniform pitch when the sending station employs a radio- 
frequency alternator; although flute- 
like tones are obtained from arc trans- 
mitters, the "beat" current does not 
have anywhere near the musical pitch 
that can be obtained from the radio- 
frequency alternator. The arc gener- 
ator of Fig. 291 might be replaced by 
a radio-frequency alternator of small 
output or by a buzzer excitation sys- 
tem, but a generator giving genuinely 
undamped oscillations is preferred. 

The precise actions taking place in 
the heterodyne receiver of Fig. 291 can 
be explained by the series of curves in 
Fig. 292. The oscillations 0-1, indi- 
cated on the upper line, are those in- 
coming at a given station (without the 
local arc generator in operation) while 
those on the second line 0-2 corres- 
pond to the frequency of the arc gen^ 
erator and are of a lower order of 
frequency than the incoming oscilla- 
tions. 

The third curve 0-3 indicates the 
resultant "beat" current due to the in- 
teraction of the local frequency and 
that of the incoming signal. This cur- 
rent has zero value when the two 
groups of oscillations oppose and max- 
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Fif. 292— Cunret Showing the Panctioning of the Heterodyne 

Receiver. 
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RECEIVER CIRCUIT 




imum value when they assist or are in phase, and the frequency of the beat current is the 
numerical difference of the frequency of the incoming oscillations and that of the local 
generator. 

When rectified by the crystal, the successive cycles of the beat current take the form of 
the curve 0-4, where the negative halves have been cut off and the positive halves remain, 
for operation of the telephone, as shown by the curves of line 0-5. 

224. The Vacuum Valve as a Source of Radio-Frequency Oscillations. 

— If a three element vacuum valve is connected up as in Fig. 293 with the correct values of 
inductance for the coils L-4, L-5, L-6 and L-7, and for the condensers, C-3, C-4 and C-5, 
oscillations of radio-frequency flow through L-4, the periodicity of whicli may be varied 
principally by C-3 and C-5. Connected in this manner, the vacuum valve becomes a gen- 
erator of sustained oscillations which may interact with the incoming oscillations for the 
production of "beat" currents. For the maximum strength of signals, the coil L^ bears a 

certain critical coupling 
to L-3, and the coupling 
between L-5 and Lr6, 
also requires care- 
ful adjustment for steadi- 
ness and constancy. 

The "beat" current set 
up in the receiver wind- 
ings L-2 and condenser 
C-2 is rectified by the 
crystal rectifier D, and 
made audible in the head 
telephone P. 

Increased strength of 
signal is obtained by the 
use of a single three ele- 
ment vacuum valve or a 
triple valve amplifier in 
place of the crystal recti- 
fier D. 

Since the reception of 
very long wave lengths 
is involved in a system of 
this type, the inductances 
L-7 and L-8 are of the 
order of 90,000 micro- 
henries each. It has been 
found possible to design 
a beat receiver tuner hav- 
ing fixed values of in- 
ductance throughout, the 
required changes in fre- 
quency for "heterodyn- 
ing*' being obtained by 
variable condensers. 

225. Vacuum Valve as a Combined Detector, Amplifier and Beat Receiver. 

— Much of the record-breakihg, long distance transmission effected, of late, is due to the 
vacuum valve being employed as a combined detector and "beat'* receiver. One circuit of 
this type is shown in Fig. 294, wherein it will be observed that the secondary circuit, LrA, 
Lr3, C-2 and L-5, can be placed in resonance with the tertiary circuit, L-6, L-7 and C-4, 
and when the filament is brought to the correct degree of incandescence by the rheostat R, 
the discharge of condenser C-4 through L-7 and L-6 starts the flow of undamped oscilla- 
tions which are transferred to the secondary circuit through L-5 and L-6. 

Due to the relaying action of the valve, the oscillations are repeated back to the grid 
(of the valve) through L-5 and L-6 and accordingly amplified. 

Now if the antenna circuit, L-1, L-8 and L-2, is adjusted to the frequency of the incom- 
ing oscillations, and the secondary, as well as the tertiary circuit, adjusted to a slightly 
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VACUUM VALVE GENERATOR 
Fig. 293 — ^The Vacuum Valve Heterodyne Receiver. 
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different frequency of oscillation, a beat current is set up in the secondary circuit, which is 
amplified in the local telephone circuit by the charge placed upon the grid. 

As explained by Armstrong, the incoming oscillations are transferred from the antenna 
circiiit to the secondary circuit in the usual manner, and due to the repeating action of the 
valve, they are reproduced in the tertiary circuit, coupled back to the secondary circuit 
through the coupling transformer, L-5 and L-6, and re-enforced, all this taking place while 
the valve is generating oscillations locally. Simultaneously, beats are produced by the 
interaction of the local oscillations and the incoming oscillations, the effect being to alter- 
nately increase and decrease the amplitude of the oscillations in the complete system. 
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'Beat Receiver for Damped and Undamped 
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Fig. 294 — Complete Circuits of a Beat- Receiver. 

An increase in the amplitude of the grid oscillations, increases the negative charge in the 
grid condenser, producing a decrease in the average value of the 8-2 battery, and, therefore, 
a decrease in the telephone current, but a decrease in the amplitude of the local oscillations 
allows some of the negative charge in the grid condenser to leak off and thereby permit an 
increase of the telephone current. The result of all this is the production of an alternating 
current of audio-frequency, which is practically a simple harmonic current. 

(a) Operation and Adjustment. For wave lengths between 6,000 and 10,000 meters, the 
tuning for the secondary and tertiary circuits is done principally at the condensers, C-2 
and C-4. Also the coupling between L-5 and L-6 must be carefully adjusted for maximum 
response. Careful regulation must be made of the voltage of the B-2 battery, which 
normally varies from 50 to 150 volts, depending upon the type of valve in use. The vari- 
ometer inductance ^8 is a useful element of the antenna system for variation of its natural 
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ircqatncy. It affords a close adjustment of inductance between the taps of the multi-point, 
switch, and also permits variation of the frequency of the beat current 

It facilitates the preliminary adjustment of this receiver if access can be obtained to an 
accurate wave-meter. The wave-meter, shunted by a buzzer excitation circuit, is placed in 
inductive relation to the earth lead of the antenna system, and the signals at any particular 
wave length of the wave-meter are recorded on the receiving apparatus. In this manner a 
precalibration is effected, eliminating all guesswork. It is not difficult, however, to tune the 
apparatus to an undamped transmitter without a wave-meter, if certain precautions are 
observed. To begin with, the coil L-5 is placed in slight inductive relation to L-6. L-4 is 
placed about half way inside L-2 and the coil L-7, generally, is used at its maximum value. 
The condenser, C-3, is used at an exceedingly small value of capacity (very near to zero). 
The condensers, C-2 and C-4, are varied simultaneously in capacity until a peculiar "thump- 
ing" sound is heard in the head telephone. Near to this point the secondary and local 
telephone circuit are in oscillation and in resonance. 

It is found that the vacuum valve having less than the maximum amount of exhaustion, 
oscillates far below the characteristic "blue glow" point On the other hand, this glow is not 
evident, in the highly exhausted valves, regardless of the locally applied voltage. The 
correct adjustments throughout, in this type, are determined by experiment 

We may resume the complete process of tuning a receiving set of this type as follows: 
The antenna system is tuned to resonance with the incoming wave, but the secondary and 
tertiary circuits are set into oscillation at a slightly different frequency. Due to the inter- 
action of the two currents, "beat currents'' within the limits of audibility are produced and 
by variation of the local frequency, the pitch of the note in the head telephone may be varied 
over a considerable range. In manij>ulating this apparatus it is shown, during the reception 
of undamped oscillations, that proper adjustment has been attained when, if the variable 
elements (the coils and condensers) of either of the associated circuits of the complete 
tuner are altered in value, the pitch of the note changes accordingly. During the initial 
adjustment, and afterward the body of the manipulator must be kept at a considerable 
distance from the high potential ends of the tuning coils, otherwise the circuits will be 
thrown out of resonance and the signals will disappear. 

With the apparatus of the foregoing type, signals have been received in. New York City 
from a certain transmitting station at Honolulu at a distance of approximately 6,500 miles. 

Dimensions of a receiving set of this type, adjustable to wave lengths up to 10,000 meters, 
which has been tried and tested experimentally, follow: 

Referring to the diagram. Fig. 294, the high voltage battery, B-2, consists of from 50 to 
100 miniature flashlight cells adjustable in steps of three at a time or preferably singly. The 
filament battery B-1 generally does not exceed four volts, although valves have been con- 
structed having 12 volt filaments. The rheostat R has resistance varying from 10 to 20 
ohms. It is essential that it be closely adjustable. 

The inductance coil of the local telephone circuit, L-7, is 26 inches in length and 5^ 
inches in diameter, wound closely with No. 28 S. S. C. wire. The coil, L-6, is 6 inches in 
diameter by 6 inches in length, wound closely with No. 26 S. S. C. wire. The coil, L-5, is also 
6 inches in length by 5^, inches in diameter and mounted so it can be placed in variable induc^ 
tive relation with L-6. It is rarely necessary to place L-5 completely inside of L-6, but the 
coupler should be constructed to permit the coupling between the two coils to be adjusted 
over a fair range. The coil, L-5, is also wound with No. 26 S. S. C. wire. 

The secondary winding of the receiving tuner, L-4, is 5 inches in diameter by 14 inches 
in length, covered with No. 28 S. S. C. wire. The secondary loading coil, L-3, has similar 
dimensions to the coil L-7, each of which may be wound on a cardboard form or hard 
rubber tube. 

The secondary condenser, C-2, has maximum capacity of .0005 microfarads and preferably 
is constructed so that the zero position on the condenser scale actually represents zero 
capacity. The grid condenser, C-3, has the same capacity as the condenser, C-2. Both 
condensers should be fitted with handles at least 12 inches in length, in order that the 
constants of the circuit are not changed by the body of the manipulator. The condenser, 
C-4, should have a maximum capacity of .002 microfarads. 

The primary winding, L-2, is 5^ inches in diameter by 12 inches in length, covered with 
No. 24 S. S. C. wire. It is somewhat difficult to give complete dimensions for the aerial 
tuning inductance, L-l, tmless the inductance and the capacity of the antenna with which 
it is to be employed is known, but for receiving work with an aerial having a natural period 
of 450 meters, it may be 28 inches in length by Syi inches in diameter, wound closely with 
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No. 22 S. S. C. wire. A tap-off should be taken every inch and led to the .contacts of a 
multiple point switch. The leads to the switch from the tap-off should not be "bunched" 
but spaced as far as possible. 

226. Oscillating Vacuum Valve Detector Circuits of the U. S. Navy. — 
A modified vacuum valve circuit for the reception of undamped oscillations by the produc- 
tion of "beats/' is described by Dr. Austin in the Proceedings of the Institute of Radio 
Engineers. It is a duplicate of the circuit developed at the Naval Laboratory and employed 
at Naval stations throughout the United States and outlying possessions. 

It will be noted from the diagram, Fig. 295, that a certain similarity exists between this 
circuit and the one described in the previous paragraph, both generating a "beat" current 
by the superposition of locally generated oscillations upon those of the incoming wave. 

It is to be noted, first, that the two terminals of the secondary winding are connected to 
the grid and plate of the vacuum valve rather than to the grid and filament, the more usual 
connection; and, upon close examination, the secondary and tertiary circuits are found to 
be electrostatically and electromagnetically coupled through the condenser C-5 and head 
telephone P respectively. And, as in the former circuit, the incoming oscillations and the 
final audio-frequent currents are reinforced by repeating them back to the grid. Simultane- 
ously, by adjustment of condensers, C-5, C-1 and C-2, the valve generates oscillations locally 
at a frequency determined by the constants 
of the secondary and tertiary circuits. 

A novel feature of this circuit is the 
placing of the head telephone in shunt to 
the battery, B-2, rather than in series, but 
it is claimed by Dr. Austin that this con- 
nection results in a decrease of interference 
from atmospheric electricity. 

An important adjunct to this system is 
the so-called "sensitizing circuit," L-4, C-3. 
It is advanced by Dr. Austin that this cir- 
cuit reduces the amplitude* of the local 
oscillations and therefore increases the 
strength of the received signals from three 
to four times. It also permits looser 
coupling between the primary and second- 
ary circuits of the system, thus cutting 
down the interference of static 

A different and more plausible explana- 
tion is advanced by Armstrong for the 
action of the "sensitizing" circuit Accord- 
mg to this investigator, when the grid cir- 
cuit of the vacuum valve is set into oscilla- 
tion at a frequency differing from the in- 
coming oscillations, the reactance of the 
circuit to the local oscillations is zero, hut 
the reactance and therefore the impedance 
to the incoming oscillations is considerable 
and results in a loss of energy (due to the dissimilarity of the wave length adjustment of 
the primary and secondary circuits). 

Now the effect of coupling the "sensitizing" circuits to the grid circuit, is to give the 
latter two frequencies of oscillation differing by 1,000 to 1,500 cycles. By adjusting the system 
to oscillate at one of the resulting frequencies and having the other coincide with that of the 
incoming oscillations, zero reactance is obtained and the signal strength accordingly increased. 

Owing to the severe discharges of atmospheric electricity experienced at the U. S. Naval 
Stations, it has been found necessary to connect the grid of the valve to earth through a 
small variable condenser; for, otherwise, communication between the naval stations could 
not be maintained. 

No explanation of the function of the audio-frequency impedance coil$, with the iron 
cores, has been advanced. 

It is needless to say that many other circuits, when used in connection with the 




FU[. 295 — ^Beat Receiver Circuit as Employed at the 

U. S. Naval Sution. 



*This is an important consideration in the operation of the heterodyne, namely, that the amplitude 
of the locally generated oscillations be carefully .regulated for maximum response. 
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vacuum valves, have been found suitable to the reception of undamped oscillations; in fact, 
the majority of these circuits are equally well adapted for the reception of damped oscilla- 
tions, but, as mentioned previously, the normal note of a spark transmitter is distorted when 
the maximum amplification is obtained. 

(a) G, E. Amplification Relays. One system of connecting magnifying relays for the 
purpose of first increasing the amplitude of the oscillations of radio-frequency is set forth in 

Fig. 296, which is a 
method of connection 
particularly suited to the 
pliotron oscillators of the 
General Electric Com- 
pany. 

It is to be observed 
that the usual grid con- 
denser is excluded from 
the circuit of all valves 
except the last one. 
The oscillations of 
radio-frequency are re- 
peated from one bulb to 
the other, and in the last 
bulb they are made audi- 
ble by being rectified, 
e. g., each group of oscillations places a charge in the grid condenser which has a relaying 
effect upon the battery circuit of bulb No. 3 (over the duration of a wave train), causing a 
single sound for each spark of the distant transmitter. 

The foregoing explains the functioning of this circuit during the reception of damped 
oscillations, and it should be mentioned that this system for repeating radio-frequencies 
affords a marked degree of selectivity. For example, if each of the tuned circuits is adjusted 
to give response to the incoming signal which has 20 times the strength of an interfering 
signal and furthermore the desired signal is amplified ten times by each oscillation valve, it is 
self-evident that the interfering signal will practically disappear in the circuit of the last bulb. 
The circuit of Fig. 296 can be made responsive to undamped oscillations if the tertiary 
circuit of valve No. 3 is shunted by an inductance and capacity. With this connection the 
amplified incoming oscillations interact with the locally generated oscillations and produce 
a beat current in the usual manner. 

The student should note that the valves in Fig. 296 have a source of direct current 
electromotive force in series with the grid to fix definitely the potential of the latter in 
respect to the filament and also that the third valve has a source of E. M. F. in shunt to the 
grid condenser to prevent the accumulation of excessive potentials on the latter. This pre- 
caution is usually necessary with extremely highly exhausted vacuum valves. 

The transformers, P-1 and P-2, shown in the diagram, are radio-frequency transformers 
shunted by variable condensers of small capacity for obtaining conditions of resonance. 

227. The Goldschmidt Tone Wheel. — The mode of operation of this 
detector during the reception of undamped oscillations will be more readily understood by 
reviewing certain facts in connection with the functioning of the ordinary tikker. When 
the tikker interrupts (periodically) the secondary circuit of a receiving transformer tuned 
to a distant transmitter, the interruptions do not take place in synchrony with the incoming 
oscillations. The telephone condenser, therefore, receives an irregular charge which, at one 
instant, may be taken at the peak of the charge accumulated in the secondary condenser, 
and, at another instant, at a charge of lesser value, the final result being the production of a 
note in the telephone of irregular pitch which is not highly pleasing to the ear. 

The Goldschmidt tone wheel overcomes this defect by converting the incoming oscillations 
into an audio-frequent current. To illustrate its mode of operation we may assume 
that signals are being received from the high-power station at Tuckerton, New Jersey, the 
normal wave length of which is 7,400 meters corresponding to an oscillation frequency of 
40,540 cycles per second. Now, if a specially constructed mechanical circuit interrupter 
giving 40,540 interruptions per second is connected in the receiver circuit in place of the 
usual tikker, the positive half, let us say, of each successive cycle will be interrupted at the 
peak, such as A, B, C, D, E, etc., Fig. 297, and the -current of successive negative halves 
only will be admitted to the receiving telephone. There will then pass per second through 
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the receiving telephone 40,540 pulses of direct current, but, owing to their rapid rate, these 

pulses do not individually affect the receiver diaphr^m, except when the current is turned 

on and off. 

If the circuit interrupter be driven to give, for example, 39,540 interruptions, the result 

will be that indicated in the curves. Fig. 298a (not scaled) where alternation A is inter- 
rupted directly at the peak, al- 
ternation B further down the 
peak, alternation C still further 
down, and so on. 

Now, when a positive alter- 
nation it interrupted at the 
peak, the full amount of nega- 




tive current is admitted t 



the 



Fig, 29?— Effect of the Goldsehmidt Tone Wheel When 



head telephone and wher 
negative alternation is inter- 
rupted at the peak, the full 
omottnf of the positive current 
is admitted to the telephone (note also Fig. 298b). As the positive alternation is interrupted 
at points off the peak, a smaller amount of negative current and a larger amount of positive 
current will be admitted and the net result of this will be a decrease of telephone current 
as the zero axis (Fig. 298a) is approached. 

When the interruption of the incoming oscillation takes place at the zero axis, equal 
amounts of positive and negative current (G and G-1, Fig. 298a) will be admitted to the 

telephone and there will 
I be no deflection of the 

telephone diaphragm. As 

the interruptions con- 

I tinue beyond this point. 

positive current of grad- 
ually increasing strength 
will be admitted to the 
telephone unlit the full 
I i B C o I f c amount of positive cur- 

Fig. 298a— EiTfcl of the Tone Wheel When Driven As-synchronously, rent flows. There is thus 

seen to flow through the 
telephone, an audio-frequent current which rises, falls and reverses uniformly at a frequency 
which is the numerical difference of the interruptions of the tone wheel and the frequency oF 
the incoming oscillations. 

The resulting note in the telephone is found to have a musical pitch which can be varied . 
over a range equivalent to frequencies lying between 200 and 3,000 cycles per second. 

In the diagram, Fig. 298b (not scaled), the interruptions of the positive and negative 
incoming oscillations are shown by the curve A, D, and the amplitude of the telephone current 

by curve B, C. The peak 
of the dotted curve is the 
point at which a positive 
alternation is interrupted 
at the peak, and, as 
shown by the peak B. the 
audio-frequent current is 
negative and at a maxi- 
mum. The peak D is the 
point where a negative 
alternation is interrupted 
be positive and at a 







at the peak and the telephone current, as shown by peak C, is 

maximum. At all other points on the curve, the strength of the periodic telephone current 
will be less varying as the relative amounts of positive and negative current admitted to 
the telephone by the tone wheel. 

To produce a note of audio- frequency from the Tuckerlon transmitter at its present wave 
length, a toothed wheel interrupter having 800 contact segments revolving approximately at 
,i,000 revolutions per minute would be required. This would interrupt the receiver circuit 
.59.450 times per second, which would give a note equal to the pitch of 1.000 per second. 
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The tone wheel is frequently termed a frequtney transformer because it converts me- 
chanically the oscillations of radio-frequency into current of audio- frequency. It is superior 
to the ordinary tikker, first, because it produces a musical pitch so highly desirable for 
aunil reception, and, second, it converts more energy of the incoming oscillations into useful 
sound than does the tikker. 

A photograph of the Goldschmidt tone wheel appears in Fig. 299. Thecommutator disc 
of thi* detector is driven at speeds approximating 4,000 revolutions per minute. 



FIe. 299 — Tbc Tone Wheel laMalled at On Ttickenon Stition. 

228. Marconi System for Reception of Undamped Oscillations. — The 
diagram of connections, Fig. 300, covers the systems for the reception of un- 
damped oscillations, developed by Signor Marconi and H. J. Round. 
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The circuit in general contains the fundamentals of the Marconi balanced crystal re- 
ceiver, and, as explained in a previous paragraph, if crystal No. 1 and crystal No. 2 are 
adjusted independently to the maximum degree of sensitiveness, they will produce practically 
equal and oppoiite effects, resulting in the production of no sound in the head telephone. If 
potentiometer P-2, let us say, is adjusted so that crystal No. 2 is in a non -conductive state 
to signals, they will be received at moderate strength on crystal No. 1. However, very strong 
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impulses of static or atmospheric electricity will cause both crystals to become equally con- 
ductive resulting in the almost complete elimination of this interference. 

To make this apparatus receptive to undamped oscillations, a circuit J, C-1, C-2, C-3, C-4. 
is provided, which is acted upon by the buzzer energized inductance B. The voltage set up in 
J alters the conductivity of Ihe crystals in the following manner: Crystals No. 1 and No. 2 
are adjusted to oppose one another in the usual manner, but the potentiometer voltage i$ 
adjusted so that only very strong signals can be recorded. Now if circuit B is adjusted to a 
very short wave, the electromotive force induced by the buiier acts for short intervals oti 
the two crystals, making them conductive for a brief period, and thereby releasing the energy 
stored up within the condenser K, in accordance. Condenser K is, of course, constantly 
charged by the undamped oscillations induced in the receiving aerial. If the groups of 
waves from the buzzer have a slightly different period or a submultipie of the initial fre- 
quency of the incoming oscillations, an audio-frequent current will flow in the head telephone. 
For example, if the frequency of the incoming oscillations is 50,000 cycles per second and 
the buzier produces 4,900 groups of oscillations per second, the result will be a musical tone 
in the head telephones having a pitch equal to 1,000 per second. 

These circuits have been used by Marconi and his assistants for the reception of signals 
over very great distances. 
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PART XVI. 

MARCONI TRANSOCEANIC 
RADIO TELEGRAPHY. 

229. Makconi Development and General Considekation:3. 

230, Marconi's Duplex System. 231. The Balancing Out 
Aerial. 232. Glace Bay-Clifden Stations. 233. Marconi 
Directional Aerial. 234. Marconi Transoceanic Sta- 
tions. 235. Marconi Tubular Masts. 236. Radio-Fre- 
quency Circuits of the Damped Wave Transmitters. 237. 
Other U. S. High Power Stations, 238. Long Distance 
Receiving Sets. 239. Condensed List of High Power 
Stations. 

229. Marconi Development and General Considerations. — The greater 
share of credit for establishing; radio communication over extremely great dis- 
tances, is directly due to the energetic and painstaking experimenters, Marconi and 
his staff of engineers. Realizing at an early date that the commercial utility of 

wireless telegraphy was not 
confined to ship to shore 
communication alone, Sig- 
nor Marconi began the con- 
struction of powerful sta- 
tions on both sides of the 
Atlantic as early as 1901. 

The first high power sta- 
tions for Irans-oceanic com- 
munication were established at 
Poldhu, Cornwall. England, and 
South Wellsfleet. Cape Cod, 
U. S, A„ but, as was antici- 
pated, these stations were re- 
quired solely for the dispatch of 
traffic to ships at great dis- 
FiB. 300.— i!..riT Mirconi Siitira it gim. B.y. No*i Scotii t^nccs at sea and. therefore. 
other sites were selected as 
soon as possible at Giace Hay, Nova Scotia, and Clifden, Ireland. 

A number of experiments were earned out at this station, seemingly insurmountable ob- 
stacles were ov-orcome and, by continued application and research, an efficient transmitter 
and receiver were finally developed, which could be depended upon for 24-hour communica- 
tion between these two points. 

An unfortunate fire at Glace Bay, Nova Scotia, in 1909, delayed the further use of these 
stations for several months, but in the process of rebuilding a more efficient station was con- 
structed, which has been in commercial service continually since that time. 

The work of designing wireless stations such as the Marconi Company have 
erected for trans-oceanic work is essentially an enlargement of the work in con- 
nection with tlie sets of only a few kilowatts used for ship and shore stations. 
The engineer catinot. however, sit down with a slide rule and multiply the figures 
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for his calculations relating to the small stations by a hundred or so, and have as 
a result a station that will work over a long range. Many problems present them- 
selves in a large radio installation which require much care and experimentation 
adequately to cope with the requirements of high power transmitters and which, 
in smaller sets, are of so little importance as to be practically negligible. 

The reader, to assure himself that the construction of the high power stations is an 
engineering proposition of the highest order, need only consult the accompanying photo- 
graphs showing in a very small part, the apparatus in use at certain of the Marconi Sta- 
tions in the United States and abroad. Not only were the technical problems encountered 
in their construction broad in their scope and somewhat unusual, but the erection of masts 
and building, the transportation of materials, the furnishing of water supply, sanitation, 
the provision for power, the housing of employees, etc., each brought their individual prob- 
lem which required most painstaking calculations and, in some cases, the provision of 
new means to overcome. 

It is not adequately possible in the space at our disposal to go over the details of con- 
struction of the various Marconi high power stations, but a brief description of the equip, 
ment will be given, together with such additional information as may make clear the 
general plan of these stations and the method of operation. 

As explained in Chapter XIV, both continuous and discontinuous wave systems 
are employed for long distance radio communication, and we should add that 
either system has its advantages. It cannot be denied that undamped oscillations 
give better syntonic effects at the receiver, but almost equal selectivity can be ob- 
tained by feebly damped oscillations. 

Generally, undamped wave transmitting apparatus requires very careful adjust- 
ment and is not continuously operative over extended periods without very frequent 
attention, whereas the spark transmitters, even of 500 K. W. capacity, can func- 
tion over very extended periods with only nominal care. 

The general trend of development in the United States, however, seems to be 
in the direction of undamped wave transmitters which, more and more, are being 
put to commercial use. The final result of experimentation in this direction cannot 
be foretold, but the results already obtained seem to indicate that even short wave 
undamped oscillation generators may shortly be available. 

230. Marconi's Duplex System. — A complete resume of the series of ex- 
periments which made trans-oceanic communication possible, would in itself con- 
stitute a volume of no small proportions, but one of the unique features of the 
Marconi high power stations, which has doubled the volume of traffic that can be 
handled from continent to continent, with a given set of stations and has con- 
tributed to the prevention of traffic interruption by outside interference, is Mar- 
coni's Duplex System, combined with his "balancing out" aerial. 

The mode of operation of his Duplex System can perhaps be better understood 
by citing a particular example of commercial use. As already mentioned, the Mar- 
coni high power station at Glace Bay, Nova Scotia, transmits to another high 
power station at Clifden, Ireland, but in order that traffic may be dispatched in 
both directions simultaneously additional receiving stations have been erected on 
both sides of the Atlantic, a few miles. distant from either transmitting station. This 
separation of stations would not in itself prevent interference between the trans- 
mitter and receiver, but by combining this plan with the balancing out aerials inter- 
ference is wholly prevented. 

The transmitter at Glace Bay, Nova Scotia, is approximately 30 miles north of the 
receiving station located at Louisburg, Nova Scotia, while the receiving station for the 
opposite side is at Letterfrack, Ireland, approximately 12 miles north of the transmitter 
at Clifden, Ireland. 

With this separation of transmitter and receiver. Glace Bay station, for instance, may 
dispatch messages to Letterfrack freely and not interfere with Louisburg station receiving 
from Clifden, Ireland. Not only may this system be used for simultaneous transmission 
in both directions, but it can be used as a "break-in" system as well, permitting the receiv- 
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ing operator to break in on the sending operator, asking for the repetition of a word, 
a letter or a sentence if necessary. 

Now that the general plan of the Duplex System has been explained, the reader should 
refer to the diagram, Fig. 301, showing in a more detailed manner the operation of the 
Duplex System in a specific instance, viz., as employed on the Glace Bay-Clifden route. 

The 150 K. W, transmitter at Glace Bay, Nova Scotia, connected to aerial A, B, is 
designated as station No. 1. Operated at the wave length of 8,000 meters, this station 
transmits to Letterfrack, Ireland, direct, designated as station No. 2. 

The transmitter at Clifden, station No. 4, transmits to Louisburg station No. 3 at the 
wave length of 5,500 meters^ 
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Fig. 301 — ^Marconi's Duplex High Power Transmitter Scheme With BaUncing Out Aerials. 



Stations No. 1 and No. 3 are connected by wire line, similarly, stations No. 2 and No. 4. 
The sending operator for station No. 1 is located at station No. 3, the transmitter at No. 1 
being actuated by a manually operated key or automatic sender, the circuit of which ex- 
tends over the wire line connecting the two stations. 

Similar arrangements are in use on the opposite side of the Atlantic, the transmitter 
at Clifden, Ireland, being controlled by an operator stationed at Letterfrack. Both the 
transmitting and the receiving operators may thus work side by sidfe, traffic being dis- 
patched freely in both directions. But to positively insure against interruptions of service, 
the transmitting stations are equipped with receiving sets, to be employed in event of a 
breakdown at the regularly appointed receiving stations.* 



*The general scheme and mode of operation of the hifrh power stations herein described is that 
originally planned. This is not necessarily the wsy these stations are now operated. Gianged conditions 
due to the European war have required some re-arrangement of the original plan and method. 
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231. The Balancing Out Aerial. — It will be well to understand that al- 
though transmitting stations No. 1 and No. 4, Fig. 301, operate at wave lengths of 8,000 
meters and 5,500 meters respectively, some of the energy of the 8,000 meter wave is apt to 
induce oscillations of its own frequency in the receiving aerial, C, D, station No. 3, when the 
latter is adjusted to the wave length of 5,500 meters. 

In the same manner, station No. 4 would induce oscillations in the receiving aerial at 
No. 3, setting up no small amount of interference, were it not for the use of the balancing 
out aerials, £, F, and £^ F^ at stations No. 3 and No. 2, respectively. 

These balancing aerials are generally located at a right angle to the main receiving 
aerial in such a way as to receive the maximum induction from the nearby transmitter and 
the minimum induction from the far distant transmitter. 

The circuit of the balancing aerial is tuned to the interfering wave and inductively op^ 
posed to the interfering oscillations induced in the main receiving aerial at the secondary 
winding. Then by proper adjustment of coupling and phase relation of currents, the energy 
induced by the interfering wave is electro- 
magnetically balanced out, leaving the 
main receiver aerial free to receive from 
the far distant transmitter.* 

In the diagram, Fig. 301, aerial C, D, 
for instance, at station No. 3, is favor- 
ably disposed for the reception of signals 
from aerial A^ B', and the balancing aerial 
E, F, receives the maximum induction 
from A, 6, and the minimum from A' B'. 

Similarly, balancing aerial E^, F^, re- 
ceives the maximum induction from A^, 
B^, and the minimum induction from A, 
B. If oscillations be 'induced in C, D, 
by the 8,000 meter wave from A, B, and 
thereby cause interference to the recep- 
tion of signals at the wave length of 5,500 
meters from A^, B^, the balancing aerial 
E, F, is tuned to 8,000 meters and its 
circuit inductively opposed to the secon- 
dary of the tuner connected to C, D. 
Proper adjustment of coupling and de- 
crement permits the oscillations (induced 
by the 8,000-metcr wave in each) to be 
brought opposite in phase, and the inter- 
fering signals thus balanced out, signals 
being received all the while from A^, B*. 

In practice, this system has been found 
to work well, preventing the transmitter 
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Fig. 302— Fundamental Circuit of the Glace Bay Type 

of Transmitter. 



and receiver from interfering with each other, although separated no more than 8 or 10 miles. 

232. Glace Bay-Clifden Stations. — We have already intimated that the 
installation and the subsequent successful operation of the Glace Bay and Qifden 
high power stations opened up a new era in long-distance communication. In view 
of the pioneer work performed at these two points, it may be of interest to de- 
scribe fundamentally the transmitters in use. 

Contrary to previous installations, the condensers were charged by 14,000 volts direct 
current, the source of which was a battery of 6,000 storage cells connected in series. These 
batteries in turn arc charged by three 5,000- volt generators (A, B, C, Fig. 302), of very 
special construction, connected in series and then to the terminals of the battery. 

As will be seen from the fundamental diagram. Fig. 302, the energy stored up in the 
condenser C-3 is discharged through the usual oscillation transformer and Marconi's studded 
disc discharger. 

This discharger consists of a large steel disc several feet in diameter, with sparking 
electrodes mounted thereon and which pass clorely to the fixed electrodes 6, B. 



*See Section I Appendix. 
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The electrodes B, B, in reality revolve slowly, and therefore present constantly cooled 
surfaces to the path of the spark discharge. Protective chokes C-1 and C-2 protect the 
generator from the discharge of the condenser. 

The principal advantage of the disc discharger is the quenching effect obtained when the 
disc is driven at a certain velocity. This prevents the re-transference of energy to the 
spark gap circuit, and in consequence, the antenna oscillations have a decrement as low as 
.03 per complete cycle. In addition a spark or group note of distinct musical pitch is obtained 
which has been found extremely desirable for aural reception through atmospheric electricity. 

The high potential condensers at both of these stations are of unusual construction and 
dimensions. Consisting of a number of large steel plates suspended from the ceiling on 
special insulators, they are separated sufficiently to prevent the spark discharging between 
plates, and the required capacity is found in connecting a large number of such plates in 
parallel. 

Beyond the size of this condenser, the oscillation transformer comes in for attention, 
principally because of its dimensions. The primary winding has but two turns, consisting 
of a specially constructed cable, one foot in diameter. Owing to the large amounts of 
power in use, a cable of these dimensions is positively required, and good surface conduc- 
tivity is among the chief considerations. 

Signalling is not effected by interruption of the primary circuit as in small-sized Marconi 
transmitters. In these sets, specially constructed high voltage relay switches (S-2), in turn 
controlled by a small telegraph key and source of D. C. current, interrupt the high voltage 
circuit from the battery to the condenser. Arcing is prevented by forcing an extra heavy 
air blast on the contact points by specially designed motor blowers. 

The receiving apparatus at these stations may either consist of a Marconi balanced crys- 
tal receiver, employing the carborundum rectifier, or a set of Fleming vacuum tubes of 
special design, type and construction. Through a set of microphonic relays, comiected in 
cascade, the signals may be amplified considerably and either deciphered in an ordinary ear 
telephone or the pulsations of current may be indented on the wax records of a dictaphone. 

233. Marconi Directional Aerial. — The great success of Signor Marconi's 
Trans-oceanic system is in no small measure due to the use of the horizontal direc- 
tional aerial,^ Fully convinced by a series of quantitative experiments that the 
flat top aerials radiate more freely in the direction opposite to which the free end 
points, particularly if th€ length of the flat top exceeds the length of the vertical 
portion by four or five times, Signor Marconi decided that the adoption of this 
aerial would not only permit the transmission of messages over great distances 
with small powers but also on account of its directional properties would prevent 
a considerable amount of interference to the operation of other stations. 

In the same series of experiments, it was determined that a flat top aerial receives with 
greater intensity when the free end points in the direction opposite to the free end of the 
transmitter aerial. Irrespective of its selective directional properties, a horizontal aerial 
of given capacity and inductance for any required wave length, is less expensive to erect 
than a vertical aerial of similar electrical dimensions; hence, from this consideration alone, 
the flat top aerial is the one that would be adopted. 

In order to radiate the energy of a 300 K. W. transmitter, the aerial should have a 
fundamental wave length of at least 6.000 meters ; in fact the greatest distances are covered 
when such aerials radiate near to their fundamental wave length. 

The great Marconi station at New Brunswick, New Jersey, U. S. A., for example, has 
an aerial of 32 wires connected in parallel, 5,000 feet in length. The aerial is supported by 
12 tubular steel masts, 400 feet in height, arranged in two rows of six each. The funda- 
mental wave length is approximately 8.000 meters, but the initial transmitting experiments 
were carried on at the wave length of 15,000 meters. 

The receiving aerial for this station at Belmar. New Jersey, consists of two wires 6.000 
feet in length, suspended on six tubular masts, 400 feet in height. The aerial has a general 
direction favorable for reception from the giant transmitting station at Carnarvon, Wales. 

234. Marconi Transoceanic Stations. — By far the greater number of hip^h 
power radio stations here and abroad have been designed and erected by the 

*An explanation of the cause of the un symmetrical radiation of an inverted L aerial appears in 
Page 167 of Fleming's Elementary Manual of Radio Telegraphy. 
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Marconi Company. In fact, their stations only have maintained a continuous 
operating schedule from day to day, from continent to continent. Individual con- 
cerns may have carried out spectacular experiments here and there, but nothing 
has been evolved by them that woiild tend to make long-distance communication 
a success* commercially. The mere fact that a message may, for instance, be sent 
across the ocean by a low-powered transmitter and received on a small aerial at 
certain hours of the day is no indication that such equipment could be used for 
continuous 24-hour service, because experiment reveals that very large powers 
are required for continuous operation, when the sender and receiver are 3,000 
miles apart. 

Those who are familiar with the great globe-girdling scheme of the Marconi Company 
cannot help but be impressed with the stupendous undertaking involved in the construction 
of their high power stations, for not only is the task of designing the apparatus, buildings 
and power machinery one of extraordinary undertaking, but the actual installation of such 
has, in many instances, called for painstaking labors and effort largely due to the location, 
the nature of the soil, and the topography of the surrounding country. 

In view of the universal interest manifested by students of radio in behalf of high power 
radio stations of the Marconi Company, a brief description of their equipment will be pre- 
sented, together with such additional information, as will make clear the general plan and 
mode of operation. First let it be explained that although these stations could all be 
made intercommunicative, it is more usual to construct a pair of stations to cover a specific 
route or to join together two continents only. 

With the idea in view of showing which of these stations was intended for 
communication with the other, they shall be grouped into ''radio circuits" or routes, 
as follows : 



Stations sep- 

»>arated about 

12 miles. 



CIRCUIT NO. 1. 

e^ ^ f Glace Bay, Nova Scotia., .transmits to... Letterf rack, ' 

?^"*' **P:J Ireland, 

30 a 1 Louisburg, Nova Scotia. . .receives from. . .CUf den, . 

• [ Ireland. 

Since the apparatus for the Glace Bay station has been very briefly described in para- 
graphs 274 and 275, it will not be gone over again, except to mention that the Duplex Sys- 
tem has been installed and thoroughly tested. Because these two stations established the 
first successful trans-oceanic commerdal radio servic©, they are purposely grouped at the 
head of the list. 



Stations . sep- 
arated about'< 
50 miles. 



CIRCUIT NO. 2. 

New Brunswick, N. J., U. S. A transmits to 

Towyne, Wales, Great Britain, 
Belmar, N. J., U. S. A.. . .receives from. . .Carnarvon, 

Wales. 



Stations sep- 

i^arated about 

62 miles. 



The transmitting station at New Brunswick is of 300 K. W. capacity and can be operated 
at various wave lengths from 7,000 to 15,000 meters. Power is taken in the station from a 
commercial power house at 1,100 volts, 3 phase 60 cycle alternating current, stepped down 
to 440 volts and led to the terminals of a 60 cycle, 440-volt 3 phase 550 H. P. motor, which 
drives a 300 K. W. 120 cycle generator. 

The current is led from the generators to a bank of high voltage transformers, the sec- 
ondaries of which may be connected in series or in parallel according to the power required. 

In the usual manner the current from these transformers charges a large bank of high 
voltage oil plate condensers which, in turn, discharge through an oscillation transformer 
and rotary disc discharger of uncommon proportions. As in the Glace Bay Station, the 
circuit from the transformer secondaries to the condenser is interrupted by a specially 
designed set of high tension relay keys which, in turn, are actuated by a small sending key 
and a source of direct current. 

Arcing at the contacts of the main signalling key is prevented by a heavy blast of air 
forced directly at th« contact points by specially designed motor blowers. The advantages 
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deiived in interrupting of the high voltage current, lies in that it permiti 300 K. W. to t>e 
handled at various speeds of transmission up to 100 words per minute without error. 

A more detailed description of certain apparatus of the circuits of radio frequency for 
the New Brunswick station and others with like equipment (damped wave apparatus) will 
be given in paragraph 236. 



Kg. JOJ— Power HouM of Uu Tnni.AtlantIc Mirconl Station it Catnitvon. Wale*. 

The transmitting aerial at the New Brunswick station is of the inverted L type, consist- 
ing of 32 wires with a fiat top approximately 5,000 feet in length. It is supported on two 
rows of steel tubular masts (6 masts in each row), which are approximately 400 feet in 
height. The two rows of masts are separated about 250 feet. 

in length, consisting of 2 wires supportedin length, consisting of 2 wires supported 
on six tubular masts, each 400 feet in height 



Fig. 304— Motor Blowers at Carnarvon Sution. 

The transmitter at Carnarvon, Wales is substantially a duplicate of the New Bruns- 
wick transmitter, the source of power being a 300 K. W., 150 ^clc motor generator 
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with 3tep-tip transformers, oil condensers, etc Of late, a 150 K. W. timed spark discharger, 
excited by S.OOO volts continuous current, has been employed as well, and with which par- 
ticularly successful results have been obtained. Operated usually at the wave length of 
10,000 meters, daylight communication has been established with the U. S. A., the strength 
of signals being equal to that obtained from other foreign stations of much greater power. 
(For a more detailed explanation of timed spark discharger sets see paragraph 219.) 

Some idea of the construction of the Marconi high power stations may be ob- 
tained frotn the following description: 

The power house of the transmitting sectioti of the Wales Transoceanic station at Car- 
narvon, Wales, is shown in Fig. 303, wherein the aerial and ground leads of the great 
antenna which transmits messages to the Belmar, New Jersey, station appear prominently 
in the foreground. This building measures approximately 100 feet by 83 feet, and is divided 
into three sections, known as the mmn machinery hall, the annex, and the extension. The 



Pig. 30S— Three Hundred Kilowitt ISO Cjrclc Gcncriiora it Cunanon Station. 

transmitting sets, switchboard, transformer room, stores, offices and emergency operating 
room are located in the main machinery hall. The auxiliary plant ts placed in the annex, 
consisting essentially of D. C. generators, electrically driven blowers and ventilating fans, 
and some small motor generator sets used in the signalling circuit. An office for the engi- 
neers and a fitting shop are also provided for in the annex. The extension is devoted 
entirely to experimental apparatus. All trans -Atlantic wireless messages transmitted from 
this station will be handled automatically from London, through the receiving section at 
Towyn, sixty-two miles away, and received at Belmar for automatic transmission to New 
York. This station is therefore of great interest to Americans as the communicating links 
with the New Jersey stations in the Marconi globe- girdling chain. 

In Fig. 304 are shown the blowers which furnish air under considerable pressure, to blow 
out the spark at the disc discharger and keep the disc elements cooled. These are also used 
to blow out the sparks at the signalling switches which relay the dots and (lashes to the 
aerial wires. 

In Fig. 305, the 300 K. W. 150 cycle motor generators at the Carnarvon station are shown 
as installed ready for use. In the photograph. Fig. 306, are shown the signalling motor gen- 
erators and the disc molar starters at Carnarvon. One of each is a spare. The signalling 
motor generator supplies current to work the high speed relay switches through which the 
station is enabled to transmit from a distant operating station at the rate of 100 words a 
minute. The motor starters shown on the right control the 75 H. P. motors, which drive the 
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disc dtscharKcr when it is disconnected from the main generator for as-synchronous working 

Photograph, Fig. 307, gives a view of the high voltage Irattsformers and primary indue- 

lanets. All the current from the generators passes through the transformers, where it is 

stepped up to a voltage 
sufficient to charge the 
condensers. The low 
frequency induclancrs 
shown to the right of the 
drawing permit a large 
range of adjustment in 
the primary power cir- 
cuits, thereby permitting 
the radiated energy lo be 
controlled in accordance 
with the requirements. 
Fig. 308 shows the 
switchboard at the New 
Brunswick, New Jersey, 
station. This board con- 
trols the generator cir- 
cuits, blower machinery 
and all controlling appli- 
Crmrvon Siiiian. ances within the station. 

The receiving station 
at Belmar, New Jersey, 
is completely equipped with a Marconi balanced crystal receiving set. Brown amplifying relays, 
a balancing out aerial for eliminating interference, dictaphone receivers, and a set of 
telegraphic instruments for connection with the land line telegraph and telephone companies. 
These transmitting and receiving stations not only have the necessary buildings for the hous- 
ing of the apparatus, but hotels and individual dwellings are supplied for the employees a,s 
well 

CIRCUIT NO. 3. 
Stations MP- J ^^^^^ „^ tran.mitB to Naerboe, Norway, } S"***'"" 



. }0«— Spttlal Signalling Gen 



i Chatham, Hass.. receives from. .Stavanger,* Norway. 



' arated about 
30 miles. 



arated about 
SOmlleB. 

At the writing of this volume, this group of stations are under construction and very 
nearly completed. They will be used for 24-hour commercial working and will permit com- 
munication with Northern European countries, independent of all existing routes, obviating 
the necessity for a number of intermediate relay points. 

The transmitter at Marion will be a ISO K. W.- Marconi timed-spark continuous wave 
generator, energized by a 300 K. W. 5,000 volt D. C. generator. The transmitter at Stavanger 
will be substantially a duplicate, with ultimate capacity of 300 K. W. Since they have been 
found the most economical and practical for the purpose, the aerials at these stations are 
supported by tubular steel masts. As usual, the stations are constructed for Duplex working, 
Marion and Chatham as well as Stavanger and Naerboe stations, being con- 
nected together by land line control. These stations will be placed in commercial operation 
within a very short time. 



Stations sep- 
arated about 
40 miles. 



Stations sep- 
arated about 
60 miles. 



CIRCUIT NO. 4. 

f Bolinas, Calif tranunits to. . .Koko Head, 

J Ha.waiian Islands, 

1 UsKshalls, Calif... .receives f rom . . . Kahuku, Ha- 

[ waiisn Islands. 

CIRCUIT NO. S. 

{Kahuku, Hawaiian Islands. . .transmits to...Funa- 
bashi, Japan, 
Koko Head, Hawaiian Islands. . .receives from... 
Punabashi, Japan. 



Stations sep- 
arated about 
25 miles. 
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Because the transmitter at Kahuku is duplexed for simultaneous transmission to Japan 
and the U. S. A., the two circuits, No. 4 and No. 5. have been grouped togellier. Beginning 
with the Bolinas station, the transmitter is of 300 K. W, capacity, current for its operation 
being supplied by duplicate 500 H. P. steam turbine driven generators delivering current at 
180 cycles per second. In the usual manner, this current is stepped up by closed core trans- 
formers to approximately 50,000 volts and employed to charge a bank of high voltage oil 
plate condensers. Although normally operated at from 75 to 150 K. W. the full 300 K. W, 
can be employed whenever necessary. 

The aerial for receiving from Bolinas, Cal., is nearly a mile in length erected on two 
rows of tubular steel masts in the usual manner. The receiving aerial at Marshalls, Cali- 
fornia., has 7 masts, each of which are 330 feet in height. 

The receiving station at Koko Head, Hawaiian Islands, has two distinct receiving aerials, 
together with balancing out aerials, one being employed for reception from Bolinas. Calif.. 
and the other from Funabashi. Japan. 



„ _ -/ the New Branc 

(ormerl il Carmrvon Surion. ..■ . ~ - ... 

The aerial for receiving from Bolinas extends southwestward from the operating house 
and is carried on live 330 feet masts to an anchors^e on the beach. The aerial for 
reception from Japan extends from the operating room almost due east. The first 
two masts for this aerial are of the standard sectional type 430 feet in height; the first is on 
level ground and the second is on the hillside. From this point the aerial makes a long span 
of over 2,000 feet to the top edge of Koko Head (an extinct volcano) at an elevation of 1,194 
feet above the sea level; here there is not enough room to erect a sectional mast, only about 40 
square feet being available for a self-supporting structural tower 150 feet in height. The tail 
end anchorage for this aerial is far down the volcano on the inside of the crater. The balanc- 
ing aerial, which is employed for both receiving aerials, is erected on self-supporting towers, 
each of which is 100 feet high. All this will be clear from the diagram, Fig, 309, wherein a 
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complete lay-out of the receiving station at Koko Head appears showing the relative posi- 
tions of the balancing out aerial, the location of buildings, etc It is to be noted that the 
balancing out aerial ia 5,700 feet in length, and is arranged to be favorable for the absorp- 
tion of energy from the two transmitting stations at Kahuku. 

Because it is duplexed for the simultaneous transmission of messages to Japan and the 
United States, especial interest attaches to the Marconi station at Kaliuku, Island of Oahu, 
Hawaiian Islands. Not only is this station fitted with two 300 kilowatt transmitting sets but 
a third emergtncy stt has been installed as well, which in event of breakdown' can be con- 
nected either to the Japan or the United States aerial. 

The general layout of the antennae and buildings at Kahuku is shown in the diagram. 
Fig. 310, wherein it will be noted that the free end of these aerials point in a direction 




nEQEIVINft BTATIOM 



Fig. 309— Pl»n 



I GcncTil Layaul 



the Receiving AerliU K 



• Held, Hiwiiill 



favorable for the particular continent with which communication is to be established, being 
designated as the "Japan" aerial and the "San Francisco" aerial. 

From the power house as a center, the California transmitlmg aerial extends southwest- 
ward, supported by twelve masts, 32S feet in height; the Japan aerial extends to the south- 
east, supported by fourteen masts, 47S feet in height. These masts are the largest that have 
been yet constructed on the Marconi system of sectional cylinders. The power house con- 
sists of boiler room, engine room and condenser room. The boilers are oil-fired and will 
feed three 500 H. P. turbines, which drive the special 300 K. W. alternators and Marconi 
disc discharger. 

The necessary condenser capacity for all three transmitting sets is found in 768 large 
oil tank type condensers, which are conveniently arranged for uniform distribution of current 
to all connecting bus bars. 

The automatic sending and receiving apparatus plays an important part in the service 
between the Occident and the Orient. The sending machine consists of a Wheatstone auto- 
matic transmitter and special perforator, which makes possible the transmisMon of more 
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than 100 words a minute. Under the automatic system, ten or 100 messages can be filed 
at the same time at the office of the Marconi Company in Honolulu. They will be distributed 
among the necessary number of operators and the dots and dashes punched in a paper 
tape by a typewriter perforator. This tape is fed into an automatic sender and the signals 
conveyed by land line to Kahuku, where the dots and dashes actuate a high voltage sending 
key, automatically energizing the aerial instantaneously with the feeding of the tape in the 
station^ thirty miles or more away. At the transmitting station the dots and dashes operate 
the magnets of the high power sending key in the main energy circuits and the signals are 
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BuiLombft 
Fig. 310— <ieneral Plans of Transmitting Aerials at Marconi Station, Kahuku, Hawaiian Islands. 



flashed to whichever destination the message calls for — either Marshalls or Funabashi. If 
the message is destined for Marshalls it will be received on a specially constructed dicta- 
phone machine, each cylinder, as soon as it is indented with dots and dashes, being handed 
to an operator, who transcribes it into a typewritten message by means of a reproducing 
dictaphone machine, running at normal speed. 

The Imperial Japanese Government station at Funabashi, Japan, is equipped with a 
200 K. W. quenched spark transmitter, but complete details of the equipment are not yet 
available. 

235. Marconi Tubular Masts. — One of the most interesting features of the 
original construction work at the Marconi high power stations was the erection of the steel 
tubular masts, the successive stages of erection being shown in Figs. 311, 312, 313, 314 and 
315. The mast is made up of steel cylinders (Fig. 311), constructed in quarter sections, 
flanged vertically and horizontally and secured together by bolts stayed with steel cables. 
These stand in a concrete foundation. Surmounting the main steel column was a wooden 
top mast, the lower part of which is squared and set in square openings in the plates between 
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the steel cylinders. The hoisting arms attached 

to the upper end were fitted with blocks and 

hoisting cables. Attached to these arms were 

chain hoists supporting a square wooden cage 

(Fig. 312) for the workmen, which was lowered 

or raised as the demands of the work required 

while the sections were being bolted together. 

The ■wooden topmast was the keynote of 

this nove! system of construction, operating 

like a man who pulls himself up by his boot' 

straps. The lower half of this topmast is of 

square section and is guided by a square hole 

Fig, ni— Showing _St«l Snni-Cylinderi for in the diaphragm plates between each section. 

rt. M.rcon. Tub«l.r M«t. .j.^^ ^^p^^^, ^^^ g^^^^ ^.^^ ^ ^^^ ^^ j^^j^^j^ 

arms which carried blocks through which reaved the material hoisting ropes. A square 
wooden cage was suspended from the hoisting arms by four chain hoists so that the work- 
men in it could move themselves up and down to bolt 
the sections together. This is more clearly shown in 
Fig 314. 

.Assume that two cylinders have been bolted to the 
hed plate, the mast rising through the center. The sec- 
tions of the third cylinder were raised by a steam winch 
and bolted in place by the workmen. Then a heavy 
flexible steel rope was temporarily anchored at the top 
of this last cylinder. Attached to the top of the steel 
section, this cable led down inside the cylinders and 
around a wheel in the fool of the wooden topmast; then 
it was carried up again on the other side and around a 
sheave to the lop of the steel, thence to the winch. By 
pulling on this rope the topmast was raised the length of 
one cylinder and pinned through holes in both steel and 
wooden masts. With the addition of a new cylinder, the 
topmast was raised again, the pin supporting it until this 
was brought about (Fig, 313), The stays were attached 
at the required points as the erection of the mast 
progressed. 

The stays, by means of which each mast is supported, 

Fi?, 3IZ— Showinu Workmen'* Cage ^""^ ""^de o£ heavy plough steel cable, possessing great 

WhTch i) Carried to ihi Top tensile Strength. For each mast thousands of feet of this 

During the ProceM of Ereclion, ^^j,|g ^^^^ ^^^^ gj-^^j ^^^^ [j^jj^g ^^^^ ,g ^^^ ,j,gj ^Y,e 

elastic extension of these Stays was not so great as to result in the vibration of the mast 
during heavy winds. It was essential to break each stay into short lengths connected with 
great porcelain insulators in order that the electrical energy might 
not be absorbed, led to the earth by the stays and lost for purpose 
of wireless operation. For all connections at the masts, insulators 
and anchorages, special bridge sockets were designed. This did 
away with the necessity for splicing and permitted a perfect and 
straight pull, thereby developing the strength of the cable. Heavy 
concrete blocks were used as anchorages for the Stays, The 
completed mast is shown in Fig, 31 S, 

In addition to the antennae stretched between the masts, great 
quantities of wire were placed in the ground about the stations in 
order to provide an efficient earthing system or ground connec- 
tion. Told in brief, a circle of zinc plates is buried in a trench, 
bolted together and jointed lo the wireless circuits of the power 
house by copper wires. Wires radiate from the zinc plates in the 
ground to a »et of outer plates, from which extend another set 
of earth wires placed in trenches running the full length of the 
aerial. The general scheme for the earth connection is shown in 
Fig, 320. 
Fi 313— A Tubui r M ■! in ^^^' R^dio-Frequency Circuits of the Damped 

eSV sufei of connructio'n" Wavc Transmitters. — A description will now be given 
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of certain apparatus of the radio-frequency circuits of the high power transmitting stationt 
employing apparatus for the production of damped waves. 

As in the small station, the principal circuits are simple, but it is easily seen that when 
about three hundred kilowatts are to be carried in the circuits and turned into high frequency 
currents, the problem must be handled with care. Some of the spedal arrangements made to 
use this large amount of current safely 
and efficiently may be ot interest to the 
student. -■ 

The closed oscillating circuit ii of in* 
terest because of the siie and construction 
of its various elements. The discharger is 
of the rolating-disc type, and is directly 
connected to the shaft of the alternator. 
The foundation upon which it rests is a 
solid block oF concrete weighing about 
seven tons, supported by piles of insulat- 
ing compound in such a manner that the 
framework of the discharger is well pro- 
tected. The coupling for the alternator 
is also insulated, the only live part being 
the discs which serve as the poles between 
which the studs pass. The spark dis- 
charge is well quenched by a blast of air 
under high pressure In order that the 



Fig. 314— Showing the C*gc ii 



Fig. 3IS— CompleMd Mut (Guy* Not Shown). 



phase relation between the alternator current and the spark may be varied to the most 
advantageous point, the alternator is built with the armature frame, the machine being of the 
rotating field type, mounted in a secondary outside frame, with a track machined in its 
inside circumference. On this track the armature frame may be rotated through an arc equut 
to the angle between the poles, by means of a hand wheel. Thus the spark may be made to 
discharge the condenser at any desired point of the sine wave. The dischargers are set in 
sound muffling rooms and the leads run up through the ceiling to the oscillation trans- 
formers mounted on the floor above. These rooms are exhausted by motor-driven blowers 
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Fig. 316 — Side View of 300 Kilowatt Oscillation Transformer. 

of capacity sufficient to Iceep the air fresh and to draw out the air, which is admitted by 
tho. high pressure blast used for quenching the spark. 

One of the precautions taken to provide an uninterrupted service is to duplicate any and 
all pieces* of apparatus which are at all likely to be disabled. Thus, two generators and two 
disc dischargers are supplied for each station, and a ready means provided to connect either 
one to the bus and the oscillation transformer. 
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'n.AN view 

OftClULATION TnANSrORMtf^. 



Fig. 317— Plan View 300 Kilowatt Osdllatioii Trantformer Showing High Tension Boa-Bar. 
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Ai the o&dllalion transformers are worthy of note, s sketch of them accompanies this 
Chapter (Figs. 316, 317 and 318). It will be seen that the coils are mounted on a horizontal 
axis and supported on a wooden frame. The primary coil is in series in the closed circuit. 
It consists of four turns, each turn being almost a complete ring of about 345 degrees. These 
turns are connected by heavy copper plates, making the equivalent of a helix of four turns. 
The helix is five feet in diameter (See Fig, 318), and the section of the turns one foot in 
diameter. The turns are made of a wooden former, upon -which the conductors are grouped. 
They follow along the length of the former, but have a long pitch in a spiral direction 
laid upon it in such a way that the length of each wire is the same starting from one connect- 
ing plate to the next, that is, through the arc of 345 degrees. All the conductors arc, in them- 
selves, made up of stranded insulated copper wire. 

The secondary coil of the oscillation transformer is wound on a wooden former, com- 
posed of two end plates with wooden rods, upon which are mounted porcelain spools. On 
these spools the con- 
ductor is wound; it 
consists of fourteen 
turns of a specially 
built high frequency 
cable. The cable is 
made by winding 
ihirty-six small con- 
ductors around a 
hemp center core, 
each conductor being 
made of seven double 
cotton covered wires. 

cover over the whole 
cable, which is about 
three inches in diam- 
eter. In mounting 
this secondary coil 
on the frame, the 
barn-door type of 
roller bearings is em- 
ployed. This makes a 
device that can be 
constructed totally of 

wood, and for close adjustment a wooden hand screw is used, which will clamp the coil on 
the supporting bar of the frame, as well as furnish the means for adjustment. 

From the oscillation transformer, the buses (Fig. 31?) are led to the center of the con- 
denser room, and as the transformer is on the second floor of the powerhouse, the main 
leads ar« carried horizontally about fourteen feet above the condenser room floor. The 
condenser bank is divided into four groups, each group being fed from the overhead buses. 
Each group is then subdivided into four sections of twenty-four tanks. They are connected 
in parallel series, three tanks being in each series and eight rows of three tanks each in 
parallel in each section. 

From the central point of the room the overhead buses lead radially to points directly 
over the center of each section. Here the leads are carried down to a level with the con- 
denser tops. From this point the sections are fed. The main bus is made of twenty-four 
inch wide copper, bent in trough shape, the return lead being supported under the other. 
At every point where the leads divide, a smaller size conductor is used, and all the leads are 
so arranged that the distance between them can be adjusted, in order that .the inductance 
(of the leads) can be varied as the requirements of the circuits demand. By using this 
system of distribution, the path of the current from the o.idllation transformer to any tank 
in the entire bank of three hundred and eighty-tour is exactly the same. This is very im- 
portant, in order that no one tank will be required to work on a greater current than any 
other. Each section of twenty-four tanks is set on a sloping floor, and from each section 
runs an oil drain, under the floor, to a single receiver. 

The condenser tanks at the high power stations are modifications of the Poldhu type 
shown in Fig. 319. They consist of stoneware tanks, thirty inches high by seventeen indies 
wide, by seven inches thick. The design. was adopted for the purpose of keeping in view 
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the necessity of the quick and easy replacement of plates. AH the elements of a tank can be 
lifted out bodily and new plates of glass readily inserted. A libre sling carries thirty-one 
glass plates and twenty-nine line plates, every alternate line plate being connected to the 

As will be seen in the sketch, the plates are connected to the terminals by flexible strips, 
which compensate for any inequalities in the depth of the tanks. The covers are thoroughly 
oil-scaled, and the whole tank is filled with a high grade mineral oil. As the slightest trace 
of moisture in the oil renders its insulating value inadequate, and as oil is highly hygroscopic, 
it is quite essential to use only very dry oil. To obtain this, a filter press is installed in each 
station. 




}19— IHUili of Condcnur Ttnln lor Higb Power 

If any tank fails or is broken down the section of which i 



of the 
and by 
To do 



bank, and the spare section cut in Then a portable derrick 

means of a block and tackle which it carries the contents of the tank are lifted c 

this a pair of tongs are run down through the small holes in the center of the cover, and 

the hooks inserted in the holes in the fibre sling Thus the contents of the tank can be lifted 

out with the cover attached and a new set of elements put in very quickl> without lifting 

the tank itself After this repairs can be made to the elements at leisure 
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237. Other U. S. High Power 
Stations. — In addition to the Mar- 
coni High Power Stations just described, 
two additional stations have been erected in 
the United States for transocean communi- 
cation, which are now under the control of 
the United States Government, One is lo- 
cated at Sayville. Long Island, and the other 
at Tuckerton, New Jersey. In the original 
installation, the Sayville transmitter con- 
sisted of a 100 K. W. quenched spark set 
operated at the wave length of 4.800 meters. 
but in the past two years a 100 K. W. 
Joly-Arco undamped transmitter has been 
in use and has been operaled at a wave 
length of 10.000 meters. During the favor- 
able hours of the day, communication has 
been established with a corresponding sta- 
tion located at Naiien, Germany, the latter 
station being fitted with a powerful un- 
damped wave transmitter. 

The station at Tuckerton, New Jersey, is 
equipped with a 200 K. W. Goldscbmidi 
radio- frequency alternator and a 100 K. W 
Poulsen arc type of transmitter, both of 
which arc employed for communication 
with a corresponding station at Hanover, 
Germany, the latter station being fitted with 
a 200 K. W. Goldschmidt alternator. 
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Both the Sayville and Tnckenon stations employ the umbrella type of aerial, erected on 
masts of great height. The Tuckerton tower, in fact, is 650 feet in height, while the tower 
at Sayville is approximately 550 feet htg^ 
and, as is to be expected, the aerials sup- 
ported by these towers require a great deal 
of space for erection. 

In initial experiments at Tuckerton, 
New Jersey, the Goldschmidt tone wheel 
was employed as a receiver, but of late a 
modified form of the oscillating vacuum 
valve has been in use, which gives increased 
strength of signals. The receiving appara- 
tus at Sayville is of the vacuum valve oscil- 
lating type, various circuits being used, 
generally the type favored by the particular 
electrician in charge. 

238. Long Distance Receiving 
Sets. — Various types of long dis- 
tance receivers have been developed by the 
Marconi's Wireless Telegraph Company, 
Ltd., both for the reception of damped 
and undamped oscillations. The high power 
Stations in the United States are fitted with 
balanced crystal or Fleming valve receivers, 
the local circuits of which are connected to 
3 or 4 microphonic amplifying relays, con- 
nected in cascade. By means of these a 
considerable amplification of the incoming 
signals is obtained, which, in fact, can 
frequently be heard with the receivers 
lying on the table with the transmitting 
station 3,000 miles distant. 
Fig. 322-B«t o',H^™t"«« Triform.™ ^arconi trans-oceanic receiving stations 

are also completely equipped with dictaphone 
. which are arranged so that immediately one wax record is indented with 
ind dictaphone receiver is automatically connected in the circuit, and so on. 
~ ) he dispatched across the ocean at speeds up to 
75 words per minute, which is afterwards transcribed on the typewriter by the receiving 
operator at speeds varying from 30 to 40 words per minute. Obviously this system will 
permit a greater amount of traftic to be handled between two stations and it will, therefore, 
be employed when atmospheric electricity is not too severe. 

239. Condensed Liat ot High Power Stations. — Some of the long distance 
transmitting stations of the Marconi Company, their localjons, systems and 
power are shown in the following table : 

Loc.«o„ s^,.n, P»«, T„^rr 

Carnarvon, Continuoui and diacontinuouB 

Walei waves 



100-300 K.W. 



Clifden, 
Ireland 



Discontinuous waves 



°NOTa*Sc'otia Discontinuous waves 75-150 K.W. 8,000 

Stavanger, Continuous waves 150 K.W. 7 

Norway 

Marion, Haas. Continuous waves 150 K.W. ? 

New Brunswick, Continuous and diacontinuouB 150,31)0 K.W. 8,000 to IS.OOO 

New Jersey waves 

Bolinas, Discontinuous waves 300 K.W. 6,000 to 10,000 

California Discontinuous waves 300 K.W. 6,000 to 12,000 

Kafauku, Hawaii Discontinuous waves 300 K.W. 6.000 to 12,000 
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OTHER TRANSOCEANIC STATIONS. 

Location System Power Wave Lcn^b 

^CiJg 'island Joly-Arco (continuoiw waves) 100 K.W. 9.400 meters 

Tnckerton. Goldachmidt High Frequency '"jf,'^ I'^w 7 400 meter* 

New Jersey Alternator (continuona waves) ■™* " '^- ^- '■*" "'"" 



Fig. U3— U. S. NaT4l Rwlio StatioD at Radio. Va. (ArllnaKm). 



PART XVII. 

LOCATION OF TROUBLE-MAINTENANCE 

-REPAIRS 

240. In General. 241. General Precautions. 242. Make- 
shift Testing Apparatus. 243. Checking Up the 
Transmitter. 244. The Faults of the Transmitter. 
245. Possible Faults of the Motor Generator. 246. Trou- 
ble in the Receiving Apparatus. 247. Improvised 
Transmitters and Receivers. 

240. In General. — Unless the student can apply in a practical way the fun- 
damental knowledge of radio which he has gained in the class-room, he is hardly 
qualified to operate commercial wireless telegraph equipment. The ability to lo- 
cate troubles in radio apparatus as they arise constitutes one of the most im- 
portant essentials of a first-class operator's qualifications. The author would not 
create the impression that the radio telegraphist may expect to encounter an 
inordinate amount of trouble when he takes charge of a ship's wireless station, 
because modem wireless apparatus if properly cared for gives a minimum of 
trouble ; but nevertheless, it would be well to point out here those parts of a wire- 
less telegraph set which are most apt to be at fault in event of an unexpected 
breakdown. 

What to do at the critical moment in event of emergency is the subject which concerns 
us most in this chapter. The ability to weed out troubles in electrical circuits and apparatus 
comes naturally to some, but with others it must be gained by careful study coupled with or 
followed by practical operation of the apparatus. 

Unlike the wire telegraph or wire telephone operator, the radio telegrapher is thrown 
strictly on his own resources. There is no skilled engineering or maintenance staff at 
hand, when at sea, to locate troubles or to offer advice. The operator is required to 
exercise his own initiative, and the manner in which he handles a particular problem will 
disclose his knowledge of the art in general. 

The student should always bear in mind that he deals in radio telegraphy in the main, 
with high frequency, high voltage currents, hence many trouble-finding tests which would 
be perfectly proper for ordinary telegraph or telephone circuits would be entirely useless 
in radio. 

We should take into consideration that wireless apparatus is subjected to conditions at 
sea which are not met with in the factory, the laboratory, or the land station — such as 
moisture, vibration, salt spray, etc., which tend to weaken the delicate parts or to destroy 
the insulation. Hence, one of the most important rules to obey is, KEEP THE AP- 
PARATUS DRY AND DO NOT ALLOW DIRT TO ACCUMULATE UPON IT. 

When a wireless operator searches for trouble in a radio set, we may say, in gen- 
eral, that he will look for one of three things: 

(1) A short-circuit. 

(2) An open circuit. 

(3) A leak im insulation. 

And, if he will go about the work in an orderly manner keeping thoroughly in mind 
the function of each part of the set, his success is assured at the outset. 
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241. General Precautions. — A few words of advice may be offered here 
which may prevent future troubles. The following rules apply generally to radio 
sets: 

<1) Keep the bearinKi of the motor generator well oiled and inspect the oil 
gauges or oil wells at least once a week. 

(2) Clean the motor bnishes as often as ihtj require it. (This will prevent 
copper dust imbedding in the carbon, which causes excessive wear on the 
commutator.) 

(3) Qo over the transmitting apparatus with a slightly oiled rag at least twice 
per week to prevent the accumulation of moisture on the insulating parts. 
Do this oftener if the moisture or humidity is excessive. 

(4) Keep all switch contacts well poUshed and switch blades thoroughly 
tightened. 

(5) Go over the nuts and bolts of the panel sets with a small spanner wrench 
from time to time (they loosen by vibration). 

(6) Keep the aerial wires taut and take up all side sway. 

(7) Inspect the aerial from time to time to insure that it does not swing into 
contact with some nearby conductor. 

(8) Keep the storage batteries fully charged at all times. 

(9) Keep the plates of the cells covered with water at least one-fourth of 

an inch. 
(10) Inspect the conncctionB between cells frequently. 

242. Makeshift Testing Apparatus.— A convenient and practical trouble 

finding apparatus is the simple incan- 
lOVOlIi descent lamp which may be used to 

locate open circuits or short-circuits in 
certain types of electrical apparatus. 
The lamp, if connected as in Fig. 324 to 
a source of 110 volts D.C. will light to 
full brilliaticy if the circuit is closed at 
A, B, through some device which is not 
of too high resistance. 

If the resistance of the coil of wire 
L, for example, does not exceed, say, 50 
ohms, the lamp will light to a fair degree 
of brilliancy if the circuit is continuoits, 
but, obviously, if the coil is broken at 
any point the lamp will not light, and 
an open circuit will therefore he indi- 

ca(ed. It is easily seen from this simple 

problem alone, that the would-be trouble 

finder must have some knowledge of the electrical constants of the circuit wilh which he 

deals in order that he may apply the proper testing apparatus. - 

To illustrate, i£ the coil L had resistance of. say. 500 ohms, the lamp would not glow 

even if the circuit were electrically com- 
plete. Hence, we would have to devise 

another type of testing apparatus to 

locate this trouble. 

The arrangement shown in Fig. 325 

would suffice, ffere an ordinary tele- 
phone receiver P is connected in series 

with the dry cell C and the coil L, and 

if the circuit is complete, a distinct 

"click" due to the battery current will 

be heard when the testing circuit is 

Opened and closed; but if the circuit is 

open this characteristic sound will not 

he heard. It should be kept in mind 

that the telephone is an exceedingly 

sensitive instrument and will detect 

very feeble currents flowing In any cir- 
cuit in which it is placed. 
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Certain operators in the commercial radio service, in attempting to locate an open circuit 
in the windings of a receiving transformer, have committed the error of connecting a bell- 
buzzer and a battery in series with the coil, and have assumed, because the buzzer did not 
vibrate, that the circuit was open. The fact is, that in this particular instance the resistance 
of the tuning coil would not permit sufficient current to pass to actuate the buzzer. In a 
case of this kind the telephone and the battery should be employed. 

The simple testing apparatus just described is only applicable to the troubles of ordinary 
low-voltage circuits. Other methods for testing high-voltage radio-frequency circuits will 
be described in the order of their importance. The student should bear in mind that the 
text of this chapter will bear only on practical ways of testing apparatus when the ship is at 
sea, under conditions where an elaborate testing system is not available. 

243. Checking up the Transmitter. — Each ship's radio installation is 
furnished with a tuning chart showing the number of turns in use in the open and closed 
radio-frequency circuits and in the aerial tuning inductances. This data also includes the 
setting of the coupling for the best efficiency and any other special instructions which may 
pertain to the adjustment and operation of a particular installation. 

Suppose, upon entering the wireless cabin for the initial trip, the operator desires to test 
the apparatus, as he is expected to do, before sailing. He first checks up the position of the 
clips on the oscillation transformer by the data given on the tuning chart, and assures him- 
self by careful inspection, that all circuits are complete. He then dons the receivers, places 
the aerial changeover szvitch in the "receiving" position, and then carefully adjusts the 
receiving detector to the maximum degree of sensitiveness by means of the test buzzer. 
Next, he carefully tunes the receiver to any station which may be in operation within range, 
and observes the nature of the traffic being dispatched to assure himself that any testing 
which he may do with his transmitter will not interfere with the operation of commercial 
or naval stations. 

In certain ports, it will become necessary to request permission by radio from the nearest 
naval or commercial station before any testing whatsoever is carried out. Of course, in 
times of war, no such work will be allowed except by special permission from the Govern- 
ment authorities. 

Feeling assured that he will not interfere with the traffic of other stations, the operator 
starts the motor generator, places the aerial changeover switch in the transmitting position, 
presses the key, and notes the reading of the aerial afnmeter. Suppose the aerial ammeter 
reads but 7^ amperes when the normal reading, according to the tuning chart, should be 
14 amperes. If the wattmeter reads normal power, say 2 K. W., such as the Type P-4 
standard Marconi set, there is either leakage in the antenna circuit or there has been some 
error in placing the clips of the oscillation transformer or the aerial tuning inductance. The 
turns should again be carefully checked up and if there has been an error in the original 
setting, it should be at once corrected. 

This trouble may also be caused by an improperly working spark gap. For instance, 
some of the gaps in the quenched gap may be short-circuited, but, generally, this would be 
shown by reduced reading of the wattmeter. In the case of the rotary gap, this may be 
the result of the lack of synchronous adjustment, which should be immediately attended to. 

It is noted in modern Marconi transmitting sets, that the tuning of the antenna circuit 
is often seriously affected by the presence of a nearby metallic structure, such as a metal 
dock building, another ship with an aerial nearby, or parallel derrick cables which may 
have been erected temporarily for hoisting purposes. If the reduction of aerial current in 
the foregoing example is due to one of the latter causes, normal antenna current will be 
obtained when the vessel returns to sea. But it is hardly possible that a reduction of 
current as great as that above mentioned will be occasioned in this way. 

. 244. The Faults of the Transmitter. — Asstwne that spark fails to discharge 
at the gap when the transmitting key is closed. Unless the apparatus has been actually 
injured by an accident, the operator should ask himself: 

(1) Is the alternator generating current? 

(2) Is the generator field open? 

(3) Is the primary or the secondary winding of the high voltage transformer 
open or on short circuit? 

(4) Are the high potential tondensers punctured? 

(5) Is there a leakage in the walls of the spark gap mu£Ber? 

(a) Test for the Alternator. — If the radio set contains a voltmeter and the meter itself 
is not at fault, and furthermore, if it is placed in shunt to the A. C. line and no reading 
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is obtained from it when the generator is in operation, it may be due to one of the following 
causes : 

(1) An open circuit in the armature. 

(2) An open circuit in the field windings. 

(3) The field current may have been cut o£F. 

If the generator fields are fed with 110 volts D. C, whether or not the field current is 
"on" can be determined simply by placing a 110- volt incandescent lamp in shunt to the field 
terminals. If any doubt exists as to the continuity of the field circuit, a test can be made 
by placing a 110-volt lamp in series with the field coils, and if the filament does not glow 
it indicates that the circuit is open. If the circuit is continuous the lamp will glow dimly. 

If the voltage of the alternator under normal operating conditions is known, whether 
or not the armature is generating current can be determined by placing an incandescent 
lamp (or perhaps a bank of lamps) in shunt to the brushes. For example, if the potential 
of the alternator is 380 volts on open circuit (such as the alternator furnished with the 
Marconi 2 K. W. 500 cycle transmitting set), then four 110-volt lamps should be connected 
in series and if the armature is generating current the lamps will light to a fair degree of 
brilliancy. A bank of lamps connected in series makes a very practical voltmeter for 
approximate determinations of potentials. 

(6) Test for the High Voltage Transformer. — In the earlier radio systems a short- 
circuit due to a puncture between layers of the primary winding would be indicated by 
blowing the fuses between it and the generator when the transmitting key is closed; but in 
modern motor generators, a short-circuit would not be evidenced in this way owing to the 
high synchronous impedance of the armature circuit. In fact, in modern Marconi motor 
generator sets no fuses are inserted in the generator circuit. In transformers of the 
former type the continuity of the primary winding can be determined by placing an ammeter 

in series and if the normal current in- 
take is known, and an* excessive reading 
is obtained, a partial or complete short- 
circuit is indicated. The circuit for this 
test is shown in Fig. 326. 

The condition of the secondary coils 
may be determined by a flash test. The 
secondary terminals of the transformer. 
Fig. 326, are separated by a space of say 
}i of an inch, and normal current sup- 
plied to the primary winding. If a 
heavy flash is not secured at the gap 
when the transmitting key is closed, it 

is an indication that some of the secondary coils are short-circuited. Generally, the burned 

out section can be observed, by smoking which will take place at the short-circuited section. 

The injured secondary section should be removed and replaced by a spare which is furnished 

to all ships. 

(c) Test for the High Voltage Condensers. — A punctured leyden jar can generally be 
located on sight upon closing the telegraph key, provided the remainder of the transmitting 
set functions properly. A flaming arc will take place between the coatings through the 
walls of the jar. A punctured plate in an oil plate glass condenser can be determined in 
the same way. 

(d) Leakage in the Muffler Box. — Whether or not there is leakage over the walls of 
the muffler box can be determined by disconnecting the condenser discharge circuit from the 
spark gap and making another temporary discharge gap outside the muffler. If a normal 
spark discharge is now obtained, but an intermittent or partial discharge when the circuit 
is re-connected to the spark gap proper, it is obvious that severe leakage exists. 

(e) Test for the Insulation of a Wireless Aerial. — Leakage across the insulators of a 
wireless telegraph aerial can be determined by the test shown in Fig. 327. The secondary ' 
winding of an induction coil or high voltage transformer is indicated at the spark gap S-1, 
the antenna at A, and the earth connection at E. Assume when the discharge gap S-1 is 
shortened to a fraction of an inch (say 1-16 of an inch) no spark discharge is obtained 
upon closing the primary circuit of the coil; this is a positive indication that the antenna 
insulation is broken down. The aerial should now be lowered, and the defective insulator 
removed. 
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Fig. 326 — Showing How Defects in the Primary and 
Secondary Windings of the Transformer May be Located. 



LOCATION OF TROUBLES 



313 



W 



INDUCTMCe 




Fig. 327 — Method for Determining 
Leakage in Aerial Insulators. 



if) Quenched Spark Gap Troubles, — It is essential that the discharge gaps of a multiple- 
plate quenched gap be air-tight. A leakage of air will be manifested by an irregular spark 
discharge, by a fluctuating wattmeter reading, or by lack of normal antenna current as 
indicated by the aerial ammeter. 

In general, this leakage can be avoided by compressing the plates with the "take-up" 
bolt at the end of the quenched gap frame, but now and then a defective insulating gasket 
may leak irrespective of this precaution. In due time the leaking plates will carbonize and 

short-circuit. The defective gap can be located by means 
of a small spark gap testing-rod which is supplied to all 
modern Marconi sets. (The testing-rod consists of a cop- 
per fork mounted on the end of a wooden rod.) With the 
spark discharging through all the plates of the quenched 
gap, the rod is connected across two plates at a time, 
followed by opening and closing the circuit. If a spark 
takes place on the edge of the fork when this is done, the 
gap is in normal condition, but if no spark is secured, a 
complete short-circuit is evidenced. 

In event so many plates are short-circuited that the gap 
must be taken down, extreme care must be taken to polish 
each plate thoroughly, removing all carbonised deposits 
and lint which may adhere to the surfaces during the clean- 
ing process. After all plates are thoroughly cleaned, they 
should be replaced in the rack and new insulating gaskets 
inserted. It will then be necessary to discharge the gap 
for one or two hours in order to place it in working con- 
dition ; but this should be done at low power. For instance, 
if the normal power input of the set is 2 K. W., it should 
be reduced to 1 K. W. during the "seasoning" period. 

If the motor blower burns out or ceases operation from any cause whatsoever, the 
trouble should be immediately attended to, as the gap cannot be used more than two or 
three minutes without a constant blast of air being supplied to its cooling flanges. 

In taking apart a multiple plate gap, it should be heated by allowing the spark to dis- 
charge through it for a few moments with the motor blower disconnected. The compound 
on the insulating washers will then soften and the gap plates will drop apart readily. If 
taken apart when cold, the fibre washers will adhere to the copper plate and the deposit will 
need to be scraped off with a knife. 

245. Possible Faults of the Motor Generator. — ^The troubles ordinarily 
found in the motor generator are similar to those to be expected in any dynamo or motor. 
If the defect in a dynamo or motor armature is a serious one (such as a burned out arma- 
ture) it will be dii^cult to effect a repair at sea unless the operator is skilled in armature 
winding. 

In addition to the common faults of the motor generator, another is encountered in 
radio, viz., induction from the transmitter. Powerful static and magnetic fields are set up 
in the region of the radio-frequency circuits, particularly about the aerial, which may induce 
currents of very high voltages in the low voltage power circuits. The insulation may thus 
be punctured and a serious burn-out result. 

The windings of the armature and the field coils of a motor generator would be most 
apt to suffer from this induction, but as we have mentioned in paragraph 57, page 64, the 
protective condensers ordinarily supplied with motor generator sets are very effective in 
neutralizing induced potentials. Troubles of this sort are now infrequent. 

An induced current of high voltage may, for instance, burn the insulation of the con- 
ductors in a motor generator and place one of the wires in direct contact with the frame. 
If an earth connection exists at any other point in the power system, a complete short-circuit 
may occur. It should be kept in mind at this point that the frame of the motor generator in 
modern Marconi sets is connected directly to earth and therefore electric contact between 
the armature or field winding and the frame, under this circumstance, would be more serious 
than in systems which are not earthed. 

(a) Testing for Grounds. — ^Fig. 328 shows how a "grounded" wire can be traced down. 
Using a llQ-volt source of current and an incandescent lamp, one side of the circuit is con- 
nected to the frame of the motor generator and the other to the commutator or to one of the 
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terminals of the field winding. If the lamp lights to partial or full brilliancy, the insulation 
of the armature or field circuits is broken down at some point. 



1 be determined by taking the brushes ofF the 
> the armature and Reld coils separately. By 
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The circuit in which the ground exists c 
commutator and applying the foregoing test t 
disconnecting the wires joining the field 
poles, the test can be applied to each coil 
individually uniil the troublesome one is 

It is comparatively easy for an inex- 
perienced man to rewind a defective Geld 
coil, but replacing a bumed-out armature 
coil requires the services of a skilled 
repairman. This is a painstaking job 
which' requires careful workmanship. 

(b) Locating Troublet in the Arma- 
ture. — If the insulation between an arma- 
ture coil and the iron is supposedly at 
fault, and furthermore, another "ground" 
exists in some part of the motor generator 
circuit, a complete short-circuit will result 

The particular coil which is in contact with the iron can be located as shown in Fig. 329. 
The coil terminals are unsoldered from the commutator and the lamp test applied to each 
until the defective coil is located. 

Ah open circuit or short-eircuit in a particular armature coil can be traced down by the 
connections shown in Fig. 330. A volt- 
meter is applied to adjacent segments 
of the commutator as shown at the right 
of the armature. The brushes of the 
armature are placed in contact with the 
commutator and a source of 110 volts 
D. C connected through a regulating 
rheostat. (This precaution is particu- 
larly important, as otherwise excessive 
current will flow.) 

If the armature is in perfect condi- 
tion, with this test, the current will 
' divide equally between the two brushes 
. and a practically equal drop of potential 
will be obtained across each set of adjacent segments. 

If one of the coils is open a reading of the voltmeter will be obtained across adjacent 
segments on one side but no reading will be had 
bridged, when a much larger reading than between 
be secured. 

A millivoltmeler is often required for 
this test, depending upon the resistance 
of the individual armature coils. 

If but one or two coils in a motor 
armature are short-circuited, the motor 
can be operated temporarily by placing a 
small wire jumper across the segments 
of the defective coil. This will throw a 
heavier load on the remaining coils but 
the motor can be at least operated for 
brief periods. A short-circuited motor 
armature coil will have to be removed 
and replaced by a new one, but this repair 
should only be undertaken by a skilled 

The additional troubles which may be encountered are: 

(1) Sparking at the bniahe*. 

(2) The commutator may be rough and uneven. 
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The remedy in either case is obvious. The brushes should be cleaned from time to time 
with a fine grade of sand paper. EMERY PAPER should in all cases be avoided. 

If the commutator is very rough and cannot be brought to smoothness by sand paper, the 
armature will have to be removed and the commutator turned down in a lathe. 

(c) Automatic Motor Starters, — A fair proportion of modern radio installations are 
supplied with automatic motor starters for the motor generator. 

Generally, a protective resistance is inserted in series with the solenoids of these starters 
to prevent the coil from over-heating. These resistances are thrown in the control circuit 
automatically when the starter is in the *'full running'' position. 

If this coil should burn out, the control circuit will open when the plunger of the motor 
starter has attained its final position. The control circuit also may be open at another 
point, and consequently, the starter will not function when the starting switch is closed. 

For temporary operation of the motor generator in either case, the plunger of the auto- 
tnatic starter may be pushed to the "full running" position by hand and propped into place 
by a stick of wood until a more convenient time for repairs is at Jiand, 

If the protective resistances above mentioned burn out, two sixteen-candlepower lamps 
. connected in parallel could be inserted in their place. 

An open circuit in any part of the control circuit of the automatic starter can be traced 
down by one of the well-known testing methods. 

(d) Burned'Out Starting Resistances. — Occasionally, one of the resistance coib of a 
hand-operated or automatic motor starter may bum out thus breaking the main circuit of 
the motor armature. 

In this circumstance, the motor, of course, will not start until the open coil is passed, 
when the armature will be set into rotation with a "jump." This is liable to do serious 
injury to the armature. 

The coil which is burned out may be found by completely disconnecting the starter from 
all associated circuits and applying a test lamp with a 110- volt source of current (as shown 
in Fig. 325). The connections to both ends of the starting resistances should be located or 
contact (from the testing circuit) may be made with the studs on the face of the starter. 
One terminal of the testing circuit is placed on the first stud and the other terminal connected 
to successive studs until the lamp goes out The last coil, evidently, is the one which is 
burned out and it should be shunted out of the circuit by means of a copper wire. 

Due to the fact that motor generators in radio transmitting sets start without load, it is 
feasible to cut out one or two of the resistances in this way, and the motor may still be set 
into operation without injury to the armature. 

If the small release magnet on the hand-operated starters should become short-circuited 
or burned out, the handle of the starter may be held in the "full running" position by tying 
it in place with a piece of cord. 

OPERATORS ARE CAUTIONED IN REASSEMBLING A MOTOR GENERA- 
TOR TO TAKE PARTICULAR CARE THAT THE RINGS WHICH ROTATE 
WITH THE ARMATURE SHAFT AND DIP INTO THE OIL WELLS ARE IN 
POSITION WHEN THE ARMATURE IS REPLACED. LACKING A CONSTANT 
SUPPLY OF OIL, THE BEARINGS WILL "FREEZE" IN A FEW MOMENTS. 

246. Trouble in the Receiving Apparatus. — Like other electrical apparatus, 

the receiving tuner coils may suffer from open circuits or short-circuits either of which 
may be located by a battery and a head telephone as shown in Fig. 325. 

It would be well to remark here that the mere fact that signals can be heard when the 
radio set is thrown in the "receiving position," does not insure that the circuits are in 
proper condition or that the receiver is functioning properly. In radio-frequency circuits a 
coil may be broken but current will flow due to the capacity between the adjacent parts of 
the broken turn. The better way to determine if a receiving set is working properly is to set 
it into excitation by a wavemeter as shown in paragraph 173, page 206. The wavemeter is 
set at a particular wave-length followed by adjusting the primary and secondary circuits to 
resonance. Now, if variations of the inductance of the primary and secondary circuit will 
cause the signals from the wavemeter to disappear, it is a fairly positive indication that the 
tuner is functioning properly. In other words, proper functioning is assured if the resonant 
adjustments on the receiver are sharply defined. 
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Fig. 331— Indicating a Test for an Open Circuit in a 

Receiving Tuner. 



(a) Locating an Open Circuit in the Primary or Secondary. —The diagram of Fig. 331 
shows how to locate an open circuit in the primary coils of a receiver. 

The binding posts, A, E, are assumed to be those connecting to the aerial and earth 
respectively. With the battery and head telephone connected as shown, the inductance 

changing switch is varied from point to 
point until the click in the receiver disap- 
pears when the telephone circuit is broken. 
The contact point on the switch where the 
circuit tests "open" is obviously the point 
at which the primary coil is broken. 

A short-circuit is not apt to exist in 
this winding, as generally, it is made up 
of a single layer. 

A similar test is applied to the second- 
ary winding but it is slightly more difficult 
to make connection with this winding be- 
cause the connections from either end of 
the coil are not attached to distinct bind- 
ing posts as the primary. Hence, spring 
contact clips as shown in the drawing can 
be fastened directly to the studs of the 
secondary inductance changing switch. 

(b) Locating a Short-Circuit in the 
Variable Condenser. — The plates of a 
variable condenser may drop out of line 
and touch causing a complete short-circuit 
at certain positions on the scale. This 
can be ascertained by connecting a 110- 
volt lamp in series with a source of current as in Fig. 332. If the plates touch, the lamp will 
light to brilliancy. A telephone and battery may be used in a similar manner. 

A similar test may be applied to the fixed or stopping condenser. 

(c) Testing the Head Telephone. — The cords of a receiving telephone may give trouble 
due to breakage of the conductor inside the insulation. The test for this is simply made. The 
telephones should be firmly attached to 

the terminals of a dry cell and the cords 
shaken violently. If a rasping sound is 
heard, a loose contact in the conductor 
is indicated. 

An open circuit may exist in the 
bobbins of a receiver. No sound will 
therefore be heard when the receiver 
tips are attached to a dry cell. Whether 
or not the trouble is in the cords or in 
the bobbins can be found out by placing 
a jumper around the cord tips at the 
point where they enter the receiver cases. 
A second pair of telephones which are 
known to be in working condition are 
now connected in series with a battery 
and the defective telephones. If a 
"click" is obtained when the circuit is 

made and broken with the cords of the first telephone shunted by jumpers, and no sound is 
obtained when the jumpers are removed, an open circuit exists in the receiver bobbins. 
The magnet will therefore require rewinding. 

(d) Fading of Signals During Reception. — If the signals from a distant transmitter 
swing in and out periodically or irregularly, the trouble is likely due to leakage in either 
the transmitting or receiving aerials. 

The transmitter antenna, for example, may swing into contact with mast stays during 
the rolling of the ship and thus divert the antenna current to earth. The remedy for this 
difficulty is clearly beyond the control of the receiving operator. 
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Fig. 332 — Showing How to Locate a Short-Circuit in a 

V^ariable Condenser. 
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The leakage may also be found in the receiver aerial which may awing; into contact wit 
the ship's stays or other nearby conductors. 

Loose contacts may exist in .the antenna wires at the receiving station, the joints o 
which may not have been properly soldered. This would occasion very serious losses i: 
the strength of signals. An imperfect connection in the telephone cords may cause th 
signals to disappear intermittently. 

(e) Weak Signals. — If the signals are unduly faint, it may be due to one of severs 



(1) The receiving station may be nearly out of range of the transmitter; 
<2> The tranBoiltter may be operating at reduced power; 

(3) The oacillatton detector may be out of sensitive adjustment; 

(4) The primary and secondary circuits of the tuner may not be in resonance . 
with the transmitter; 

(5) There may be a poor earth connection; 

(6) The local battery may be exhausted; 

(7> If a crystal rectifier Is in use, the local current may be fiowingin the 

wrong direction; 
(8) The switch studs on the primary and secondary coils may make poor 

contact; 
(9) 

(10) The contact point on the crystal rectifier may have corroded. 

247. Improvised Transmitters and Receivers,^ — In event of accident to a 
radio set, particularly in war times, an improvised transmitting or receiving apparatus may 
prove of the utmost value. It is a fact that a considerable number of parts of either trans- 
mitter or receiver may break down, but communication can still be maintained over reduced 
range. 

Beginning with the transmitter, assume that the insulation of the primary or secondary 
windings of the oscillation transformer becomes defective. Two makeshift arrangements 
can be employed : 

(I) The aerial tuning inductance can be used as an auto-transformer to trans- 
fer energy from the ^ark gap circuit to the antenna circnit; 

<2) The spark gap can be connected in series with the aerial, L e., employed 
as a plain aerial transmitter. 

Figs, 333 and 334 show the connections 
for either arrangement. It the emer- 
gency apparatus is connected as in Fig. 
334, the set must be operated at reduced 
secondary voltage because the antenna 
insulators with this connection ar« sub- 
jected to a severe strain which may 
destroy their insulation. A plain spark 
gap will not function as well at this 
point as a rotary gap because, owing to 
the small capacity of the antenna and 
the current output of the secondary 
winding, arcing will be obtained at the 
ifap, resulting in imperfect oscillations. 
But with the rotary gap the arc is driven 
from the spark discharge and a clear 
spark tone is obtained. 

The connections of Fig. 333 are 
preferable. The primary and secondary circuits can be placed in exact resonance by the 
contact clips A and B. If insufficient inductance remains to tune the circuits to one of the 
standard waves (350, 4S0 or 600), the set should be tuned to whatever wave length the 
auto-transformer affords. A hot-wire ammeter as indicated at A-I should be inserted in 
the circuit in order to obtain conditions of resonance. 




. 333— Special 
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An induction coil fed with a direct current storage battery can be connected as in Fig. 
334. In this case the rotary spark gap would not be required. The induction coil would 
give a clearer spark note than a rotary gap because its current output is considerably less 

than that of a high voltage alternating cur- 
rent transformer. 

A temporary receiving apparatus can be 
devised as in Fig. 149, wherein a crystal 
rectifier D is connected in series with the 
antenna A and the aerial tuning inductance 
L-1. The head telephones P are shunted 
around the crystal. A receiver connected in 
this way will give fair results but the 
strength of signals will not equal that which 
can be obtained by the connections of Fig. 
151, where a simple tuning coil A, B, is 
connected in series with the antenna circuit 
and employed as an auto-transformer. The 
contact clips C and A permit the primary 
and secondary circuits to be tuned to reso- 
nance and to the incoming wave and there- 
fore increased strength of signals will re- 
sult If adjustment to longer waves than 




Fig. 334 — Special Plain Aerial Emergency Transmit- 
ter for Use With Alternating Current 
Transformers 



that afforded by the coil A, B, is necessary, another coil can be connected in series with the 
antenna circuit to increase the wave-length. 

Temporary substitutes can be arranged for both the generator and motor field rheostats. 
Two or three or perhaps more sixteen-candlepower lamps can be connected in parallel and 
thep in series with the field coils. The amount of field current can be regulated by turning 
on and off a number of lamps. In fact, a rheostat made up of a pair of metallic plates 
immersed in a wooden bucket filled with salt water can be employed for this purpose, but it 
would not prove as satisfactory as the lamp bank resistances. 

A temporary motor starter can also be made of two metallic plates immersed in a wooden 
bucket filled with salt water. The plates should first be separated to the maximum distance 
and then the main D. C. line switch closed. As the motor increases its speed the plates can 
gradually be moved towards each other until, finally, they are placed in actual contact. Full 
voltage is then supplied to the motor armature. 

As a final word of advice, the author cautions the radio operator in event of accident or 
emergency, to think carefully, proceed cautiously, and keep thoroughly in mind the funda- 
mental circuits of the transmitter. If he will model his actions in accordance with the 
fundamental knowledge which he has obtained of radio telegraphy by careful study of this 
volume, his success is assured. 



APPENDIX 

SECTION A. 
COMPLETE DATA FOR STANDARD MARINE COMMERCIAL SETS. 

TranBforzner Capacity High Antenna Current 

^ Voltaare voltage Con- (Average) 

^ ype Power Rating Primary Secondary denser (mf da.) 600 met 460 met. 800 met. 

P-4 2 K.W. 500 cycle 350-140 12,500 .012 (600 met.) 12 to 17 amp. 9-13 3 to 5 

.006 (300 met) 

P-5 y2 K.W. 500 cycle 350-120 14,500 .004 5j^ to 8 5- 7 2 to 4^ 

E-2 54 K.W. 120 cycle 300-110 14,700 .01 5 to 7 154 to 3 

Composite 1 K.W. 60 cycle 110 18,000 .008 5 to 7' 1^ to 3 

Composite 2 K.W. 240 cycle 500 15,000 .008 5^ to 8 154 to 3 

P-9 54 K.W. 500 cycle 300-110 15,000 .002 3 to 4 1 to 2 , 

The foregoing data will familiarize the student with the power rating, electrical dimen- 
sions of the oscillation circuits, voltages, current, etc., of the various transmitters of the 
American Marconi Company, knowledge of which is essential to the practical operator. 

SECTION B. 

WAVE LENGTH RANGE OF MARCONI RECEIVING TUNERS. 

Type 101 200 to 7,500 meters 

Type 107a 300 to 2,500 meters 

Type 106 i 200 to 3,500 meters 

Type 112 200 to 2,500 meters 

SECTION C. 
CORRECTION FACTOR FOR FORMULA. 

(See Paragraphs 92 and 96) 

2» 



Wave length =— X 9.5 X V L C 

K 

U 
Values of K corresponding tp — 

Li 

Where Ls = inductance of loading coil at base. 
La = distributed inductance of antenna. 

U/Lt K Lf/Li. K 

.0 1.57 1.5 .735 

.05 1.51 2. .65 

.1 1.426 2.5 .59 

2 1.314 3. .545 

.4 1,219 4. .475 

.4 1.142 5. .430 

.5 1.078 6. .40 

.6 1.022 7. .370 

.7 .968 8. .350 

.8 .925 9. .325 

.9 .892 10. .31 

1.0 ^5 
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C, 
Values of K corresponding to — 

c, 

t 

Where C* = the capacity in microfarads of the short wave condenser 
And C*=the capacity of the wireless telegraph aerial 

O/O K O/Ci K 

4.0 1.7137 .90 2.0671 

3.8 1.7200 .80 2.1111 

3.6 1.7294 .70 2.1614 

3.4 1.7373 .60 2.2179 

3.2 1.7467 .50 2.2933 

3.0 1.7577 .45 2.3247 

2.8 1.7687 .40 2.3719 

2.6 1.7812 .35 2.4347 

2.4 1.7969 .30 2.4975 

2.2 1.8142 .25 2.5604 

2.0 1.8378 .20 2.6546 

1.8 L8661 .15 2.7489 

1.6 1.8928 .10 2.8588 

1.4 1.9242 .05 3.0002 

1.2 1.9682 .00 3.1416 
1.0 2.0294 



SECTION D. 
INDUCTIVITY VALUES FOR DIFFERENT DIELECTRICS. 

Dielectric. Inductivity Value, "AT" 

Flint Glass, Double Extra Dense 10.10 

Flint Glass, Very Dense 7.40 

Flint Glass, Light 6.85 

Flint Glass, Very Light 6.57 

Castor Oil 4.80 

Quartz 4.50 

Porcelain 4.38 

Mica Sheet, Pure 4.00 to 8.00 

Glass, Common (Radio-Frequency) 421 

Glass, Common (Low Frequency) 3.25 to 4.00 

Sperm Oil 3.02 to 3.09 

Olive and Neats-Foot Oils ^ 3.00 to 3.16 

Shellac 2.74 to 3.60 

Gutta Percha 2.46 to 4.20 

Sulphur 224 to 3.84 

India Rubber, Pure 2.22 to 2.497 

Turpentine 2.15 to 2.43 

Hard Rubber Ebonite 2.05 to 3,15 

Petroleum 2.03 to 2.42 

Resin 1.77 to 2.55 

Paraffined Paper 3.65 

Paraffine Wax 1.9936 to 2.32 

Beeswax 1.86 

Ptraffine, Clear 1.68 to 2.32 

Celluloid 1.555 

Manila Paper 1.50 

.^ir at Ordinary Pressure, Standard , l.OOOO 
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SECTION E. 



Conversion of X = — to X = 59.6 V L C 

N 

If L be expressed in henries, C in farads, R in ohms, and N in cycles per second, Ohm's law 
for alternating current is expressed, 



1 = 



^ V 2ir NC A 



1 

Where 2ir N L =iis the expression for the reactance of a circuit containing induc- 

2irNC 

tance and capacity. ' 

1 E 

If 2ir N L = we have resonance and therefore I = — (Sec paragraphs 45 and 46). 

2irNC R 

If in any given oscillation circuit, 

1 

then, evaluating, 



«*•• A'« A^ 


2irNC 


4iH N'L C 


= 1 


hence, N* 


1 


4iHLC 


or N 


1 


• 



2irVLC 

which is the fundamental equation for the frequency of an oscillation circuit. As shown in 
paragraph 91, if \ the wave length, be expressed in meters, N in cycles per second and V 
the velocity of electrical waves = 300,000,000 meters per second, then 

300,000,000 
X= 

N 

1 



But N = 



2ir V L C 
300,000,000 



hence X = = 300,000,000 X 2ir X V L C 

1 



2irVLC 

The microhenry and the microfarad are more convenient units for practical oscillation cir- 
cuits. Also 1 farad = 1,000,000 microfarads, and 1 henry = 1,000,000 microhenries. Hence, 
if the inductance and capacity are to be expressed in such units we must divide L and C 

by 1.000.000. then 

C 

•X 



X =2ir X 300,000.000 X \/ 

^ 1,000j 



000 1,000,000 
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If we take 1,000,000 out from under the radical, 

300,000,000 



X =2ir X VLg = 2irx300xVLC 

1,000,000 

If L be expressed in centimeters and 1 microhenry =2= 1,000 centimeters, then we must 
divide L by 1,000, hence, 



X = 2ir X 300 X 



7 L C 

^ 1,000 



Taking out 1,000 under the radical (and since V 1,000 = 31.62) 

6.2832 X 300 

X= X V LC 

31.62 



or X =59.6 V LC 



SECTION F. 

The following series of questions bear directly and indirectly on the text of this volume, 
and are considered as a representative set for training students to become wireless operators. 
They were intended primarily to guide the instructor in outlining a complete instruction 
course, but will be. valuable to the elementary student of radio as well. 

PART I. 

Magnetism. 

Ques. (1) Describe a permanent magnet. 

Ques. (2) Name the metals subject to magnetic influence. 

Ques. (3) Show by diagram the resultant magnetic field between two north poles in proximity. 

Ques. (4) Draw a diagram showing the resultant magnetic field between a north and south pole. 

Ques. (S) What is meant by the earth's magnetism? 

Ques. (6) Where is the north magnetic pole located? 

Ques. (7) What is the behavior of soft iron and hard steel under the influence of a magnetizing 
force? 

Ques. (8) Can all bodies be magnetized? 

Ques. (9) What is said to be the direction of the lines of force in a magnet? 

PART II. 
Elementary Electricity and Simple Circuits. 

Ques. (1) What is meant by a "positive" and a "negative" charge of electricity? 

Ques. (2) Explain the application of the term "electromotive force" to an electrical circuit? 

Ques. (3) Name four methods by which an electromotive force can be generated. 

Ques. (4) Explain briefly the actions taking place within an ordinary chemical electrical cell. 

Ques. (5) Show by diagram a series connection of electrical cells. 

Ques. (6) Show by diagram a parallel connection of electrical cells; a series parallel connectioD 

Ques. (7) Define the term resistance as applied to an electrical circuit. 

Ques. (8) What is meant by an open circuit; a short circuit; a closed circuit? 

Ques. (9) What is the unit for current pressure; current strength; resistance. 

Ques. (10) Explain Ohm's law and apply it to an electrical circuit; work out a simple problen» 

Ques. (11) How is the power of a direct current measured? 

Ques. (12) Work out a simple problem showing the joint resistance of three resistances of dififeren 
values connected in parallel. 

Ques. (13) Define a volt, ampere, ohm, watt and give the standard value of each. 

Ques. (14) What metals offer the greatest resiataace to the 0ow Qf «n electrical current? 
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Qucs. (15) Will pure water conduct electricity? 

Ques. (16) Will impure and salt water conduct electricity? 

Ques. (17) The volUge of a circuit in 100 volts; the resisUnce 10 ohnw; what will be th 

strength of the current when the circuit is closed? 

Ques. (18) How many amperes will a 100 watt Tungsten lamp draw on a 120 volt circuit? 

Ques. (19) What power is consumed in applying a current at pressure of 220 volts to a circui 
the resistance of which is 20 amperes? 



PART III. 

Electromagnetism— Electromagnetic Induction— Electrical Measuring Instruments— The 

Flow of Alternating Current. 

Ques. (1) Describe the essentials of an electromagnet. 

Ques. (2) Show by diagram the direction of the lines of force about a solenoid. 

Ques. (3) Show by diagram the direction of the lines of force about the poles of a horse-sho 
magnet. 

Ques. (4) How may the strength of the magnet field about the poles o^ an electromagnet b 
regulated? 

Ques. (5) Show by diagram the principle of electromagnetic induction. 

Ques. (6) Explain the terms self-induction; mutual induction. 

Ques. (7) Draw a circuit diagram of an induction coil with a magnetic interruptor and explait 
fully its operation. 

Ques. (8) Show by diagram a step-up transformer; a step-down transformer;^ an auto transformer, 
an air core transformer. 

Ques. (9) Show by diagram the construction and working of a galvanometer; a voltmeter; at 
ammeter; a wattmeter. 

Ques. (10) Explain the use of a shunt in connection with an ammeter. 

Ques. (11) Explain briefly how current is generated in a dynamo. 

Ques. (12) Draw a diagram of a shunt-wound dynamo; a series-wound dynamo; a compound-woun4 
dynamo. 

Ques. (13) Show by diagram the differences in construction between a ring-wound armature and 
a drum-wound armature. 

Ques. (14) How can the voltage of a dynamo be increased or decreased? 

Ques. (15) What effect has an increase of the speed of the armature on the voltage of a dynamo, 

Ques. (16) Show by diagram the construction of a field rheostat. 

Ques. (17) Explain by diagram the function of a commutator in a djmamo; similarly the functioc 

of the collector rings. 

Ques. (18) Explain briefly how an electric motor operates. 

Ques. (19) State two methods by which the speed of a motor can be increased. 

Ques. (20) Show the circuits of a differentially compound-wound motor. 

Ques. (21) How may the frequency of a generator be increased? 

Ques. (22) What is the frequency, in cycles per second, of the generators used In commercial 
wireless telegraphy? 

Ques. (23) What effect has a series condenser on the flow of alternating current; the effect 
of a series inductance. 

Ques. (24) What is meant by a resonant circuit? 

Ques. (25) Give Ohra*s law for alternating current (See Appendix). 

Ques. (26) Explain the meaning of the term "power factor/* 

Ques. (27) How is the power of an alternating current measured? 

Ques. (28) Show by diagram two practical electrical circuits. 

Ques. (29) Explain how a fuse operates. 

Ques. (30) What is meant by the effective value of an alternating current? 

Ques. (31) How is the power output of a generator increased? Decreased? 

Ques. (32) What is meant by a separately excited dynamo? 

Ques. (33) How can you reduce the output of an alternating current dynamo without reducing 
the frequency? 

Ques. (34) What is the frequency of a 30 pole generator revolving at a speed of 2,000 revolutions 
per minute? 

Ques. (35) Define the terms cycle, frequency and amplitude. 

Ques. (36) Show by diagram the difference between a step-up voltage transformer and a step- 
down voltage transformer. 
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PART IV. 
Motor Generators and Automatic Motor Starters. 

Ques. (1) Draw a diagram of a motor generator consisting of a differentially-wound motor and 
a simple shunt-wound generator. 

Ques. (2) Draw a circuit diagram of a simple shunt-wound motor generator. 

Ques. (3) Explain by diagram the Cutler Hammer type of motor starter; similarly the General 
Electric Company's hand starter. 

Ques. (4) Give a complete circuit diagram of the automatic starter used in connection with the 
Marconi 2 K. W. 500 cycle panel set. 

Ques. (5) Give a circuit diagram of a ^ K. W. automatic starter used in connection with the 54 
K. W. 500 cycle Marconi panel set. 

Ques. (6) Show the use of protective condensers on a motor generator; also protective resist- 
ance rods. 

Quas. (7) How often must the bearings of a motor generator be oiled? 

Ques. (8) How would you clean the commutator of a motor? 

Ques. (9) How would you clean the brushes of a motor? 

Ques. (10) Show how to locate an open coil in a motor amature. 

Ques. (11) How would you locate a short circuit in one of the field coils of the motor generator? 

Ques. (12) How would you detect a "ground" in the circuits of a motor generator? 

Ques. (13) How would you know that the motor generator is running at normal speed? 

Ques. (14) How would you repair a burned-out resistance coil in a motor starter? 

Ques. (15) Show how to repair a burned-out field rheostat. 

Ques. (16) Why are high frequency generators used in wireless telegraphy? 

Ques. (17) Explain two different methods of controlling the speed of a motor? 

Ques. (18) Why cannot the starting box be used as a speed controller? 

Ques. (19) Why is a motor generator necessary for a wireless set? 

Ques. (20) State several causes for a generator failing to generate while the motor is running. 

Ques. (21) What effect has an increase of the speed of a motor generator? 

PART V. 
Storage Batteries. 

Ques. (1) Describe the points of difference between the lead-plate storage cell and the nickel — 
iron-alkali storage cell. 

Ques. (2) What is the fully charged and discharge voltage of each? 

Ques. (3) Explain the use of a hydrometer? 

Ques. (4) How often should a storage cell be placed on charge? 

Ques. (5) What care is necessary from day to day to keep storage cells in first class condition? 

Ques. (6) How can you locate an open circuit in a storage cell battery? 

Ques. (7) What is the normal charging rate of a storage cell? 

Ques. (8) What is the normal discharge rate of a storage cell? 

Ques. (9) Explain the use of an overload circuit breaker in the charging circuit of a storage 
battery? 

Ques. (10) Explain thoroughly the use of an underload circuit breaker in a storage battery 
charging circuit. 

Ques. (11) Describe and explain the use of the amperehour meter. 

Quesv (12) Wliat causes sulphating and buckling of storage cell plates and how many it he 
prevented? 

Ques. (13) Sute at least two methods by which the amount of charge of a storage battery may 
be determined? 

Ques. (14) What is the essential difference between a primary and a storage battery? 
Ques.1 (15) What will be the effect if a lead cell is discharged too rapidly; overcharged or 
charged in the wrong direction? 

PART VI. 
Condensers, Oscillation Generators and the Radio Transmitter. 

Ques. (1) Define and describe the construction of a condenser. 

Ques. (2) Describe three types of high-voltage condensers. 

Ques. (3) Explain the points of difference in construction between a high-voltage and a low- 
voltage condenser. 

Ques. (4) Draw a diagram showing a number of condensers connected in series; in parallel. 

Ques. (5) If a condenser of .002 microfarads and another of .005 microfarads are connected in 
series, what is the resulunt value of capacity? 

Ques. (6) What is the capacity of a standard Marconi Leyden jar? 
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Quet. (7) Describe fully what takes place when a condenser discharges across a spark gap 
through a coil of wire. 

Ques. (8) What is meant by the "time period*' pf an oscillation circuit? 

Ques. (9) What are radio-frequent electrical oscillations? 

Ques. (10) Explain the term *'wave length" as applied to an oscillation circuit. 

Ques. (11) If the capacity of the condenser in a closed oscillation circuit be increased, what 
effect has such increase upon the wave length? 

Ques. (12) What effect has an increase of inductance in an oscillation circuit? 

Ques. (13) Draw a diagram of an open oscillation or radiating circuit, and describe briefly the 
use of the apparatus included therein. 

Ques. (14) How may an aerial be turned to radiate a wave longer than the natural or funda- 
mental wave; how can it be tuned to radiate a wave shorter than the natural wave? 

Ques. (15) Show by diagram four methods for setting an antenna into electrical oscillation. 

Ques. (16) Show by diagram the distinction between damped and undamped oscillations. 

Ques. (17) What is meant by the logarithmic decrement of the antenna oscillations? 
~ Ques. (18) What is the purpose of a short wave condenser m a transmitting system? 

Ques. (19) How can you tell if the condensers in the closed oscillation circuit of a transmitter 
are punctured? 

Ques. (20) Explain the changes necessary to reduce the wave radiated by a transmitting set 
from 600 to 300 meters. 

Ques. (21) Draw a complete fundamenul circuit diagram of a radio transmitting set, and explain 
briefly the function of each part of the equipment. 

Ques. (22) How are electromagnetic waves produced? 

Ques. (23) Define the term resonance as applied to wireless telegraph circuits. 

Ques. (24) How are two circuits placed in resonance? 

Ques. (25) What is meant by the term spark frequency and upon what does the pitch or the 
tone of the spark depend? 

Ques. (26) Define the term damping and show by diagram the apparatus that produces damped 
oscillations. 

Ques. (27) Define a sharp wave; a pure wave; what is meant by the term broad wave? 

Ques. (28) Are broad waves caused by highly damped or by slightly damped oscillations? 

Ques. (29) How does coupling effect the sharpness of the wave? 

Ques. (30) What is meant by the electrical length of a conductor in radio? 

Ques. (31) Why are transformers used instead of induction coils in transmitting sets? 

Ques. (32) Which is the most efficient transmitting set, a conductively or inductively coupled set? 






PART VII. 
Appliances for the Radio Tranamitter. 

Ques. (1) Name and describe four types of spark dischargers employed in radio telegraphy. 

Ques. (2) State the advantages and disadvantages of each type. 

Ques. (3) Suppose a secondary section of a high voltage transformer should burn out, how would 
you make a temporary repair? 

Ques. (4) What are the essential points of difference in the construction of on open core and a 
closed core transformer? 

Ques. (5) Give a detailed sketch showing the construction of an open core transformer. 

Ques. (6) How would you synchronize a rotary spark- gap? 

Ques. (7) Describe the construction of a quenched gap. 

Ques. (8) Describe a primary reactance coil and explain its use. 

Ques. (9) Why is the short wave condenser of a transmitting set composed of several condenser 

jars connected in series? 

Ques. (10) Show how the coupling of a transmitting set can be varied by means of a variometer? 

PART VIII. 

Aerials or Antennae. 

Ques. (1) Draw a diagram of a flat top aerial; an umbrella aerial; a '*T" aerial; a vertical aerial. 

Ques, (2) Which of the four types is the most advantageous for commercial wireless telegraph 
working? 

Ques. (3) At what point must the antenna or aerial wires be well insulated? 

Ques. (4) What care is necessary to keep a ship's aerial in first class ^hape? 

Ques. (5) How many wires are used in the usual Marconi ship aerial? 

Ques. (6) Show by diagram a test for determining if the antenna insulators are leaking. 

Ques. (7) How would you temporarily repair a leaking insulator? 

Ques. (8) What is the natural wave length of the average ship's aerial? 

Ques. (9) What is the capacity in microfarads of the average ship's aerial? 
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Ques. (10) What is the inductance in centimeters of the average ship's aerial? 

Ques. (11) Can an aerial which has a natural wave length of 600 meters be operated at the 

wave length of 300 meters? 

Ques. (12) What is the effect of increasing the number of wires of an antenna? 

Ques. (13) How may an aerial be adjusted to radiate a sharp wave? 

Ques. (14) How would you adjust an aerial, the natural wave length of which was 525 meters, 
to radiate a wave of 300 meters? 



PART IX. 
Receiving Apparatus. 

Ques. (1) Draw a fundamental circuit diagram of an inductively coupled receiving transformer? 
Ques. (2) Draw a diagram of the direct coupled receiving transformer. 
Ques. (3) Show by diagram the circuit best suited to the carborundum detector. 
Ques. (4) Draw a wiring diagram of a tuner suitable for the Marconi magnetic detector. 
Ques. (5) Draw a diagram showing the construction of the Marconi magnetic detector, and explain 
its operation. 

Ques. (6) Draw a circuit diagram of the tuning circuits for the Fleming valve detector; also 
for the Marconi multiple tuner. 

Ques. (7) Show by diagram and explain fully how a telephone receiver operates. 
Ques. (8) What is the use of a potentiometer in a receiving set? 
Ques. (9) How would you adjust a receiving tuner for '*broad" tuning? 
Ques. (10) How would you adjust a receiving tuner for "sharp" tuning? 

Ques. (11) Show by diagram how you would locate an open circuit in the coils of a receiving 
tuner. 

Ques, (12) Show by diagram how you would locate a short circuit in a variable condenser. 
Ques. (13) What is the use of the variable condenser in shunt to the secondary winding of a 
receiving transformer? 

Ques. (14) What is the function of the fixed condenser in a receiving set? 

Ques. (15) How would you adjust a carborundum detector to its maximum degree of sensitive- 
ness? 

Ques. (16) Explain a buzzer tester and how it operates. 
Ques. (17) How could a receiving set be calibrated with a wavemeter? 
Ques. (18) Explain the use of an aerial changeover switch. 

Ques. (19) How do you protect the receiving apparatus from lightning discharges? 
Ques. (20) Describe a variable condenser and its effect on the various circuits of a receiving set. 
Ques. (21) What is the function of a crysUlline detector in receiving signals? 
Ques. (22) Why are high resistance telephones used in receiving sets? 
Ques. (23) How do you protect a crystalline detector from the local transmitter? 
Ques. (24) Why should the coupling be reduced, when receiving, to the point where the signals 
are just readable? 

Ques. (25) Show how the primary and secondary circuits of a receiving tuner are adjusted to 
resonance? 

Ques. (26) Show how the coupling may be decreased with a conductively coupled receiving set? 
Ques. (27) Show by diagram the simplest possible apparatus for the reception of signals? 

PART X. 
Emergency Apparatus and Auxiliary Transmitters. 

Ques. (1) Draw a fundamental diagram of the Marconi ten-inch coil auxiliary set. 

Ques. (2) Draw a circuit diagram showing the charge and discharge circuits of a 60 cell storage 

battery of the type employed in connection with the 2 K. W. 500 cycle motor generator. 

Ques. (3) When would you make use of the auxiliary transmitter? 

Ques. (4) What is the maximum distance which an auxiliary set must be capable of transmitting 
according to the United States regulations? 

Ques. (5) Draw a complete circuit diagram of the Electric Storage Battery Company's charging 
panel. 

PART XI. 
Practical Radio Measurements. 

Ques. (1) Explain fully by diagram the method of tuning a transmitting set to the standard 

international waves. 

Ques. (2) Show by diagram a tast for determining the purity or sharpness of the radiated waves. 
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Ques. (3) Show by diagram and explain the method of tuning a transmitting set to resonance by 
an aerial ammeter. 

Ques. (4) Show by diagram and explain how a receiving set can be tuned to a standard wave 
length. 

Ques. (5) Show by diagram and explain the method of measuring the logarithmic decrement of 
a group of oscillations. 

Ques. (6) Calculate the inductance of a coil of wire 12 inches in length, 3% inches in diameter 
wound closely with No. 28 S. S. C. wire. 

Ques. (7) Explain the apparatus for and the method of plotting a resonance curve. 

PART XII. 

Marconi Transmitters. 

Ques. (1) Draw a circuit diagram showing the circuits of radio-frequency for the Marconi 2*K. 
W. 500 cycle panel set. 

Ques. (2) How would you adjust the quenched spark transmitter of this set for a clear note and 
maximum flow of antenna current? 

Ques. (3) Explain the functioning of the wave-length changing switch in the Marconi 2 K. W. 
500 cycle set. 

Ques. (4) State the condenser capacity of the 2 K. W. 500 cycle panel set; the % K. W. 500 
cycle panel set; the 1 K. W. 60 cycle composite set. 

Ques. (5) How do you change from the quenched spark gap to the rotary gap in the new panel 
sets? 

Ques. (6) How do you adjust the acceleration of the starter arm on the automatic starter? 

Ques. (7) If upon closing the starting switch, the automatic starter failed to work, where would 
you look for the trouble? 

Ques. (8) Explain fully the steps necessary to tune the 2 K. W. panel transmitter for the maxi- 
mum flow of antenna current at the three standard waves. 

Ques. (9) How do you change the length of the radiated wave on the panel transmitter? 

Ques. (10) How would you synchronize a rotary spark gap of a Marconi set and adjust it for 
clear tones? 

Ques. (11) How may the power input of the panel sets be reduced? 

Ques. (12) State fully the steps necessary to disassemble a quenched spark gap, clean it and put 
it together again. 

PART XIII. 
Marconi Direction Finder. 

Ques. (1) Show the fundamental circuits of the Marconi direction finder complete. 

Ques. (2) Show how the position of a radio station may be located. 

Ques. (3) How may the direction finder circuits be preadjuated to standard wave lengths? 

Ques. (4) Explain how the direction finder is tuned to a transmitter. 

PART XIV. 
Undamped Oscillation Generators. 

Ques. (1) Show by diagram the circuits of the arc generator. 
Ques. (2) How are continuous waves generated? . 

Ques. (3) Show by diagram the difference between continuous and discontinuous waves. 
Ques. (4) Describe briefly the principle of the Goldschmidt alternator. 

Ques. (5) Explain by diagram the system for increasing the frequency of a radio-frequency alter- 
nator, by means of transformers. 



PART XV. 

Receivers for Undamped Oscillations. 

Ques. (1) How can undamped oscillations be made audible at the receiving station? 
Ques. (2) Explain the operation of the tikker, the heterodyne and the regenerative beat receiver, 
Ques. (3) Describe Marconi's method for making undamped oscillations audible with a crystal 
rectifier detector. 
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LOCATION OF TROUBLE. 

The questions herewith presented do not bear directly upon the text in this volume. 
It is expected that they will he used by the Instructor in charge who will explain the 
various methods of locating trouble in detail. 

Quet. (1) If the storage cells of a radio set gas violently while charging, what is the cause? 

Ques. (2) If the hydrometer indicates that the specific gravity of a storage cell is too low (when 
the cell has been fully charged), how would you proceed to bring gravity up to normal. 

Ques. (3) If one cell of a storage battery unit did not show full voltage, how would you proceed 
to bring it to normal voltage? 

Ques. (4) How would you remedy sparking at the brushes of a motor? 

Ques. (S) If the motor refused to start, what might be the cause of the trouble? 

Ques. (6) If the release magnet of a starting box burned out, how would you keep the motor 
in running order? 

Ques. (7) If one or more of the resistance coils of a starting box burned out, how could the 
motor be started? 

Ques. (8) Show by diagram a method of constructing a salt water rheostat for temporary use. 

Ques. (9) Show how a bank of lights may be used for the same purpose? 

Ques. (10) How many lamps would be required in a circuit (as a lamp bank resistance) to allow 30 
amperes to pass? 

Ques. (11) If a dynamo refused to generate, what might be the trouble? 

Quea. (12) Show by diagram a test to determine trouble in either the primary or secondary wind- 
ings of a transformer? 

Ques. (13) If the spark of a radio transmitter discharges irregularly, what might be the cause of 
the trouble? 

Ques. (14) What is the effect if the spark gap of a transmitter is opened too wide? 

Ques. (IS) If an entire bank of high voltage condensers should puncture, how would you manage 
to maintain communication? 

Quet. (16) What would be the effect if the synchronous rotary spark gap accidently gets out of 
synchronism? 

Ques. (17) If one of the condensers in a transmitting set breaks down, what would you do to 
place the set in working order? 

Ques. (18) How may a receiving tuner be adjusted to decrease the effects of static? 

Ques. (19) How would you test for an open circuit in the coils of a receiving tuner? 

Ques. (20) If a telephone tests open when the tips of the cords are connected to the terminals of 
a battery, what might be the trouble and how can you remedy it? 

Ques. (21) If during the reception of signals they weaken with the roll of the ship, what might 
be the trouble and how can it be remedied? 

Ques. (22) If your antenna blew down at sea so that only a portion of the wire remained, how 
would you rig up the transmitting apparatus for communication? 

Ques. (23) Show by diagram a test for determining a leak in the antenna circuit. Show the 
connections for this test and name one remedy for it. 

INTERNATIONAL REGULATIONS AND U. S. LAWS AND REGULATIONS 

(Prepared by H. Chadwick.) 

Ques. (1) What is the International Distress signal? 

Ques. (2) What is the distance requirement for auxiliary apparatus? 

Ques. (3) Are you compelled to exchange wireless telegraph traffic witli ships and stations 

regardless of the ssrstem used? 

Ques. (4) State the law regarding the use of unnecessary power. 

Ques. (5) What is the rule in regard to the disposal of traffic through the nearest coast station? 

Ques. (6) Has the sender of a message the right to designate the routing of his message? 

Ques. (7) What are the penalties for violations of the U. S. Radio Laws? 

Ques. (8) What are the international normal wave lengths for a ship sUtion? 

Ques. (9) What other wave lengths may be used by ship stations and when? 

Ques. (10) What wave lengths are standard for commercial radio traffic? 

Ques. (11) What shall the charge for radiograms comprise? 

Ques. (12) May operating practice be indulged in aboard ship? 

Ques. (13) What is the international regulation regarding the use of superfluous signals? 

Ques. (14) What is the U. S. law in regard to the secrecy of messages? 

Ques. (IS) What are the U. S. requirements for an auxiliary equipment; also the international 

requirements? 

Ques. (16) From whom are charges for radiograms generally collected? State exceptions. 

Ques. (17) What code of signals is used for wireless telegraph communication? 

Ques. (18) Does the coast or ship sUtion determine the order of working? 

Ques. (19) By what method would you call a sUtion? 
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Ques. (20) When would you use the "CQ" call? 

Ques. (21) After calling a station three times without result, how long must you wait before 
repeatmg a call? * ' 

Ques. (22) Give the following signals: 

The attention signal. 

The termination of a message. 

The "go ahead" signal. 

Ques. (23) What is the ru^e in regard to the transmission of long messages? 

Ques. (24) According to the International Regulations how often may a message ba repeated 
before bemg cancelled? 

Ques. (25) What signal designates the conclusion of correspondence? 
Ques. (26) Give as many of the International abbreviations as possible. 

SECTION G. 

THE RELATION OF SPARK GAP ACTION TO COUPLING AND PURITY 

OF THE RADIATED WAVE. 

Frequently much confusion arises in the mind of the radio student as to the existence 
and cause of two waves being radiated by a wireless telegraph transmitter. It should 
be understood that a transmitter in proper adjustment for practical use never radiates 
a double wave, but in fact should always radiate a single wave, of wave length and damp- 
ing normal to the antenna circuit as adjusted, but with any transmitter two waves will 
appear if the spark gap is not in proper condition. The remedy in event of the latter is 
to restore the gap to its proper working qualities or to loosen the coupling at the oscilla- 
tion transformer. 

When the spark discharges across the gap it acts as a trigger to start the primary 
circuit into oscillation and the stored energy of the condenser will be transferred to the 
antenna* circuit until in the course of a few oscillations (the number decreasing as th; 
coupling is closer), the voltage in the primary circuit becomes so low that the spark will 
no longer discharge across the gap; the primary oscillations will then cease. The exact 
value of the minimum voltage for non-sparking will depend upon the resistance of the 
gap. 

The resistance of the spark gap always increases as the oscillating current decreases 
and if it were not for the burnt gases which exist in the immediate vicinity of the dis- 
charge gap, the original resistance would be restored at the end of the first half oscilla- 
tion. Since there is a lag in the cooling and dissipation of the hot gases, this does not 
occur, but if the gap is properly cooled, that is the electrodes do not get too hot, the 
resistance becomes so high after a few oscillations that the reduced voltage of the con- 
denser cannot maintain the spark. In other words, the spark is quenched and the oscilla- 
tions of the two circuits will take the form shown in Fig. 118, that is, after a few swings 
of the primary circuit, the primary oscillations will cease and the antenna circuit will 
oscillate at its natural frequency and decrement. 

These are the precise actions taking place in a properly adjusted radio transmitter, 
no matter what type of spark gap is employed, if the electrodes iare clean and smooth, 
the ventilation adequate and the coupling of the oscillation transformer is not too close. 

The rate at which the gases in the gap are dissipated or the non-conducting qualities 
of the gap restored, determines how close the coupling can be made without interfering 
with the quenching of the spark. If the coupling is so close that the reaction of the 
secondary upon the primary not only does not extinguish the spark but transfers energy 
back to the primary then the spark will not be quenched until the energy of the entire 
system has fallen to a low enough value to allow the high resistance of the gap to be 
restored. The complex oscillations shown in Fig. 109 will then result and the effect of 
two waves radiated will be produced. If the spark quenches after one or two of the 
"beats" shown in Fig. 109 and the antenna still has energy to be radiated, then investiga- 
tion with a wave meter may show three apparently different wave lengths radiated. 

In all spark gaps there is a tendency toward "arcing," that is, for the spark to be fol- 
lowed by passage of the power current across the gap. This will prevent the restoration 
of the high resistance — the spark will not quench. 
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The plain open spark gap without artificial means of cooling requires very careful 
adjustment and reduction of coupling to give proper operation, that is freedom from 
double wave emission. Unless the spark voltage is carefully adjusted the tendency 
toward arcing is difficult to control and the action tends to be irregular. The use of 
special cooling means, such as a series of gaps or an air blast enables good quenching to 
be obtained with sufficient regularity to give a clear spark tone. 

The improved forms of spark gap, such as the rotary and so-called "quenched gap" 
(i. e. multiple plate gap) have the advantage of giving good quenching with a tighter 
coupling and hence a smaller number of oscillations in the primary circuit. This, of 
course, means higher efficiency and greater antenna current for a given input because 
less energy is lost in heat in the primary circuit. 

With equal perfection of apparatus there is little to choose between these gaps so far 
as tightness of coupling without failure to quench is concerned, as is evidenced by the 
.recent Marconi sets which are provided with both forms of gap. 

If either of these gaps gets into bad condition, or becomes overheated, double waves 
will be radiated, showing that the spark has ceased to be extinguished after the energy 
has been transferred to the antenna. This can only be remedied by restoring the gap 
to normal condition or loosening the coupling. If the gap is in particularly bad condi- 
tion, loosening the coupling will not prove effective. 

Proper adjustment of the spark gap is very difficult to obtain unless the power supply 
circuit is properly designed. It may be said that no form of spark gap will quench reli- 
ably if the source of current supply is effectively short circuited by the spark. The 
power circuit must have sufficient inductance or resistance so that the voltage applied to 
the condenser will fall when the spark passes, otherwise arcing will be produced, quench- 
ing will not take place and a complex wave emission will result. 



SECTION H 

IMPORTANT REMARKS ON THE DESIGN, ADJUSTMENT AND USE OF 

RECEIVING TRANSFORMERS. 

According to the grade of service for which it is employed, the receiving oscillation 
trar.sformer may have either a secondary coil with a fixed number of turns, without a shunted 
condenser; a secondary having a variable number of turns, without a shunted condenser; or 
either type of secondary with a shunted variable condenser. In practically all types of 
transformers, variable coupling between the primary and secondary is provided. 

The most efficient secondary circuit is probably the simple non-variable coil, minus a 
shunt variable condenser, provided the coil is so constructed, that, with detector, stopping 
condenser and telephones connected, it's natural period of oscillation is that of the signal 
being received. 

Such a circuit has often been called an untuned circuit, meaning that it does not possess a 
frequency varying condenser or inductance. By some this has been assumed to mean a non- 
oscillatory circuit and the high resistance of the detector has been stated to be the reason 
for so calling it. The error of this view has often been pointed out and Kolster has shown 
(proceedings Institute Radio Engineers, Vol. 1, page 25) that such a circuit gives a perfectly 
normal resonance curve of fairly small decrement and hence is oscillatory and resonant to a 
particular frequency. 

If resonance curves of such a circuit be taken, it will be found that the behavior of 
the circuit varies with the coupling and with the setting of the detector. For a given 
adjustment of the crystal, the shape of the resonance curve, and the location of the maximum 
point will vary with the coupling. The curve is broader for close coupling. 

If resonance curves be taken for a fixed loose coupling, but with a number of different 
crystal settings, it will be found that the highest points in the curves do not coincide, but 
occur at different wave lengths for different crystal adjustments and that the curves will 
also differ in shape, some being sharp and others broad. 

The reason why such a circuit is oscillatory is that the coil has distributed capacity 
which is equivalent to a condenser shunted across the inductance. This capacity is increased 



APPENDIX 331 

by the capacity of the connected elements. The reason why it is resonant is that its 
inductance and capacity are made such that its natural time period is the same as that of the 
signal to be received. A small shunted capacity tends to impress a high potential on the 
detector for a given amount of received energy and hence a loud signal is obtained. As its 
capacity can be made quite small, such a simple non-variable coil secondary is found to be a 
very efficient receiver when it's time period agrees with that of the signal to be received. 

By varying the coupling and the crystal adjustment, therefore, such a circuit can be made 
to tune broadly or fairly sharply and be put in resonance for waves varying over a sufficient 
range of wave length to meet the needs of a certain class of service. 

For the reception of signals over a wider range of wave lengths, the use of coils having 
a variable number of turns enables the natural period of thq secondary circuit to be adjusted 
to cover such range by varying the number of turns. A coil of variable inductance, 
however, may be less efficient owing to the possible consumption of energy due to the flow of 
oscillations in the unused turns. 

Where efficient reception and also high selectivity is required over a large range of wave 
lengths, as, for example, from 300 to 3,000 meters, a coil having a variable number of turns 
and a shunted variable condenser is employed. The loudest signals would usually be obtained 
with such a receiver by either disconnecting the condenser or using it at a small value of 
capacity and properly adjusting the coupling, a moderately close (but not the closest) 
coupling being employed. Where, however, there is trouble from interference, better recep- 
tion will be had by further loosening the coupling, reducing the inductance and increasing the 
capacity of the shunted condenser. By this means, with an efficient detector, signals of very 
small difference in wave lengths may be separated or "tuned out." 

For best results, however, the maximum capacity of the shunted variable secondary 
condenser should not be large and it's minimum or "zero" capacity should be as small as 
possible. 

The effect of the "over-hanging'* or unused turns may be minimized by disconnecting such 
turns from the used portion and this is the purpose and function of the "end turn switches" 
with which the most complete present-day receivers are provided, as described in Chapter 9. 



SECTION L 

The correct phase relation between the currents of the main receiving aerial and the 
balancing out aerial in Marconi Duplex System is obtained by grounding th« balancing 
aerial at the end nearest to the local transmitter, the coupling coil (for the balancing aerial) 
being connected in the circuit at a considerable distance from the earthed end. 

SECTION J. 

The wiring diagram of the automatic motor starter for the Marconi J/$ K. W. 500 cycle 
motor generator shown in Figure 255 is identical with Figure 74, but the general lay-out 
more closely duplicates the actual position of the elements as installed. The notations "1st 
step" and "2nd step" refer to the solenoids which actuate the armatures for opening and 
closing the power circuit. The "1st step" opens and closes one side of the circuit to the 
motor armature, and the "2nd step" shunts a single resistance unit composed of two coils 
which are in series with one side of the armature circuit. 

The small resistance coils to the right of the "1st step" and "2nd step" are automatically 
thrown in series with the solenoids when the starter is in full running position. They protect 
the magnet windings from overheating. 

The ^2 K. W. starter is now fitted with an extra contact which closes the circuit to the 
generator field winding when the motor attains full speed. 

The student should note that the dynamic brake resistance is connected in series with the 
series field of the motor and the armature and that it is connected in the circuit by the lever 
of the "1st step" solenoid. 

In modern Marconi motor generators the student will have little difficulty in making the 
necessary reconnections should it become necessary to disassemble the set. AH binding posts 
are stamped with numbers and all connecting leads have a stamp on the terminal lug. If 
lug Xo. 8, for instance, is connected to binding post No. 8, and so on, proper wiring is assured. 
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Care of Motor Generator 65 
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examples of 13 
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Electric Meters 42 

Electric Motor 29 

Electric Waves 87, 88 

determination of length of 89 

length of 88 



Page 

standard, for ships aerials 96 

wireless 88 

velocity of 88 

Electrical Circuits 48, 49 

examples of 49 

Electrical Cells, Grouping of 8 

Electrical Devices, Current Output and Voltage 

Output of 15 

Electrical Horsepower 14 

Electrical Resistance 8 

Electrical Resonance 85 

importance of 188 
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FREQUENCY 

determination of '• • 24 
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Construction of 42 
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compound 28 
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permanent 2 
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natural 1 

electro 3 
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flux 1 
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Marconi 
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Measurement 
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regulation of 53 

shunt wound 32, 53 
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high voltag^e test for 312 

magnetic circuit of 35 

magnetic leakage gap for 113 

open core 35, 112 

oscillation 107 

radio-frequency 36 

receiving radio 132, 133 

step-down 34, 49 

step-up 34 

Transmitters 223 

aerial current of 253 

auxiliary 179 

checking up of 310 

complete data for Marconi 319 

improvised 317 

Marconi panel type of 223 
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